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PREFACE 

The announcement that a course was to be given at the 
School of BuaineSB, Columbia University, on "Porte and Ter- 
minal Facilities" brought many letters from various parte of the 
United States ^(pressing the hope that the lectures would even- 
tually be printed. As a result of this encouragement the material 
has been revised and presented in this volume. 

The notice taken of the course indicates increasing interest 
in the broader economic aspects of the problem of efficient ports. 
Engineers, port officiab, business men, and other progressive 
citizens are awakening to the fact that expensive harbor works 
alone, no matter how well constructed, do not make a port 
which will succeed in bringing commerce and wealth to a city. 
The need for better port and terminal facilities is not only a vital 
war measure but of continued and increasing importance in 
securing to the United States its place as the leading maratime 
power after the war. 

What does make a successful port? There are complex rami* 
fications and subtle interrelations of economic causes and eSecte 
which determine the prospects of success of a port. 

It will be the effort of this volume to point out some of the 
factors which enter into the problem. If this discussion stimu- 
lates others to further investigation, study, and analysis of port 
problems the first hope for the usefulness of the book nill have 
been realized. And if the book aids in bringing about a better 
understanding on the part of the general pubhc of the importEince 
of the subject to the nation and to the community, the second 
purpose will have been realized. 

My own interest in ports extends back through nearly a score 
of years of travel and business abroad. Intensive study of the 
question b^an some six years ago while I was in charge of the 
Hamburg office of an American firm that built elevators and 
h<MSttng machinery. I had much to do with the authorities of 
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the port and had occasion to view its operation at close range. 
Citations from this and other ports have been as general as pos- 
sible to illustrate a principle but no attempt has been made to be 
exhaustive. 

Due to a call into the national service the lectures and a large 
mass of material have been prepared for the printer in weeks, 
where months were considered too little. Thus the final pre- 
sentation of the results of these years of study has been decidedly 
hurried. Several interesting features of the problem, such as 
finance, dues and income, the combination of beauty with utility 
in the waterfront, port administration, legal aspects of riparian 
rights and other points must be reserved for discussion in a 
pebble second volume. The discussion of th^e points has been 
omitted not because they are of less importance, but because it 
must be postponed like so many others until after we have won 
peace. 

I take this opportunity to acknowledge my indebtedness to 
Dr. T. W. Van Metre, Asst. Professor of Transportation at 
Columbia University, and Mr. W. M. Brittain, Secretary of the 
American Steamship Association, for valuable assistance in 
reading the manuscript and for suggestions and encouragement. 

Roy S. MacElweb, 
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THE NATURE OF THE PROBLEM 

The importance of ports and terminals in national economy 
has been brought home to all by the collapse of international 
transportation under the strain of war conditions. Ships are 
important, but it has been obvious, even to the casual observer, 
that a lai^ part of the inefficiency and congestion which have 
hampered the movements of food and nulitaiy supplies has been 
at the points of trauashipment from land to water carriers. The 
port of New York has been congested at times until an almost 
complete paralysis of transportation has resulted. Word has 
frequently come to xa that at Vladivostok cases of goods vital 
' to Russia are piled househ^h aloi^ the shores of the harbor. 

As a war factor the port problem is a serious one. If there be 
no quick despatch of railway cars at the marine terminals, the 
inland transportation system of the country will be paralyzed 
and we shall have no coal nor many other things. We are sore 
pressed for ships, but if, because of the inefficiency of the ports 
and the railroads at the ports here and in France, we turn the 
ships around only fast enough to allow a round trip every twelve 
weeks instead of every six weeks the result is the same as if the 
Germans had torpedoed half of the existing mefiger tonnage. On 
the other hand, if we are able to codrdinate and operate the ter- 
minal ports here and in France so as to turn the ships around 
quickly and make the round trip in six weeks instead of twelve, 
we have doubled the efficiency of our present merchant shipping 
without having built another ship. The port problem is as 
important a war question as the ship problem. 

Furthermore, after the war, there will be a fierce commercial 
struggle to capture the markets of the world. Any parasitical 
expense at the terminals will act as an increased cost of produc- 
tion of American goods, for transportation is just as much a cost 
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of production as raw materials or labor. If we fu« to hold and 
enlarge the markets for American goods, which will mean amok- 
ii^ chinmeyB and full dinner pails for American workers, we 
must Bcale down the unnecessary costs. 

Mr. J. J. Hill, long ago, used the simile that the eeaport was 
the funnel through which the commerce of the country flowed. 
He also enunciated the traffic law, "that the volume of traffic 
a line could carry could not exceed the capacity of the terminals." 
The conclusion, therefore, is that the commerce of the country 
flowing through the funnel of the great seaport is limited by the 
capacity of the terminal facilities of that port. The commerce 
of the United States overseas is therefore hampered or limited by 
the lack of development of the terminal facilities of our American 
seaports. 

The marine terminal problem is a national and not a private 
one. The railroads have been interested in reducing the costs 
of the ton-mile over their own road bed, but have had little 
concern with the expenses at the terminals because these expenses 
in the major part are paid by the shipper, and iiltimately by 
the consumers. The same may be said of the steamship lines. 
The terminal problem is not in the way of beii^ successfully 
settled by private interests. Even Mr. Bush's great work is 
only a drop in the bucket. The creation of a successful port 
requires large constructive action on the part of municipal, 
state, and national goveruments to guide and correlate, and 
even to compel conformity to a definite pohcy to be followed by 
all interests concerned. 

From the purely local viewpoint each consumer is concerned 
with this question. If the public carrier, the railway or ship 
company, is not particularly interested in the reduction of the 
"fraia parasites" of transportation at the terminals, which adds 
its b^ bit to the high cost of living, the nation is. When viewed 
from the standpoint of national economy an unnecessary tax 
or parasitical expense on the cost of life is just as heavy to the 
ultimate consumer whether the railroad and ship companies 
pay this expense or the middleman. Progress in national wealth, 
prosperity, and civilization means a national surplus of produc- 
tion over and above consumption. Any unnecessary expenditure 
of national resources will devitalise the body economic of the 
nation by just that much. Human progress is made more 
rapid through each increase in efficiency that makes it possible 
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to s&tisfy human wants with lees expenditure of energy than 
before. If the cost of living ia increased more than need be 
because of unnecessary expenses due to inefficient terminal 
facihties, the surplus of the people, which might be devoted to 
other things that go to make up the total of a higher standard of 
living, will be decreased. The long years of public indifference 
to the drag on its resources by unnecessary expenses of trans- 
portation at terminals have come to an end. 

The extent to which the consumer is interested in the reduc- 
tion of unnecessary expenses at the terminals may be illustrated 
by an example which shows how such an unnecessary expense, 
bad enough in its original outlay, becomes pyramided until 
it adds several times its own amount to the cost of the arti- 
cle to the ultimate consumer. The fanner received a certain sum, 
let us say 50 cents a bushel for potatoes, by way of illustration. 
The commission merchant must pay 20 cents to get the potatoes 
to New York. Of this 20 cents, 10 cents is an unnecessary 
expense due to inadequate facilities. The commission merchant 
to cover freight, shrink^e, profita and other items, adds 100%. 
The potatoes now cost the grocer $1.40. The grocer to cover 
costs and profit adds 50%, by which the potatoes cost the con- 
sumer t2.10. In the meantime the 10 cents excess expense at 
the terminals has become 30 cents. The orginal expense of 10 
cents due to inadequate terminals coats the consumer 30 cents. 
These figures are illustrative and not actual, but careful analysis 
of actual conditions will show many instances of this kind of 
pyramiding. It certainly should be to the interest of every con- 
sumer to reduce the original parasitical expense which, thus 
increasing like a snowball at every turn over, adds to the already 
unbearable weight of the high cost of living. 

There is little hope of large reductions in the present costs 
of steamship or railroad transportation. These forms of trans- 
portation have already been brought to a high state of efficiency. 
However, when the terminal problem is considered, conditions 
of inefficiency and parasitical expenses which swell the total of 
national waste are apparent at every step. It has been esti- 
mated that the average expense of hauling a ton of freight 240 
miles in the United States is 74 cents, whUe the expenses of hand- 
ling the same ton of freight at the terminals is 75 cents.* It 
becomes evident that the greatest hope of achieving further 

* Qbobvxnob Jokss, "The Porta of the United States." 
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economies in transportation in the near future lies in the 
reduction of terminal expenses. 

Another example to illustrate the amount of terminal expenses 
as compared with the line haul is particularly crass because in 
this case the line haul is short and the two terminal cities are 
la^e. 

Package freight is moved 90 miles by rail from Philadelphia to 
New York. 

At Philadelphia the coete are: 

Labor loading on wagon 26 cents per ton 

Unloading at freight station 60 cents per ton 

Railroad clerical work 40 cents per ton 

Loading and switching freight and car 26 cents per ton 

$1.40 
At New York the expenses are: 

Terminal cost N. J. aide, average of all rail- 
roads 15 cents per ton 

Lighterage SO cents per ton 

Tenninal cost Manhattan waterfront SO centa per ton 

Cartage in New York CHty 80 cents per ton 

S2.26 
$3.65 total 

The railroad costs for 90 miles are 27 cents. The terminal 
expenses are nearly fourtfien times the rail haul.* 

In connection with the figures just quoted to illustrate the 
one-sided relation of terminal expenses to the line haul, it may be 
of interest to note the comparative expense of the line haul 
among various vehicles. 

Dray on good roads. 26 cents 

Steam railroads 7.8 mills 

Canals 3 mills 

Rivers and sounds 1 mill 

Great Lakes and ocean O.S mill* 

Of course, such figures are only approximate and vary with 
conditions, yet the contrasts are so great that the illiistrativa 
force of the comparison is valuable for our future study of the 
problems. 

> Haxwood Frost, in pamphlet called "American Terminal Conditions." 
Also JoHK A. Droeqe, "Freight Terminals and Trains," p. 273. 
' H. C. YoBT, Freight Handling and Termwiai ETtgineering, Dec. 16, 1916. 
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The effect of high tenmnal expenses and high drayage charges 
aa compared with low costs of water transporation ib visuaUsed 
by the statement that goods, once loaded, may move from 
Havana, Cuba, to Boston, Mass., 1,320 miles, cheaper than from 
one pier to another in Boston.^ 

A cargo of coal, once loaded, can be moved from New York to 
Rio do Janeiro at less cost than to move the pile back 60 feet by 
ordinary methods. With unloading cba)^^ varying from 12 
cents to 45 cents per ton, a reduction of such charges by 12 cents 
is equal to a decrease of 250 miles of ocean steaming. 

What is a Terminal? — A terminaZ is the end of a movement in 
transportation. It may be either end. It may be for passengers 
or for goods. A terminua is the end of a line. They are not 
the same althoi^b the termini of a railroad or of a steamship 
line are the most important terminals of the line. Add to this 
the consideration that in most cases of oversea transportation, 
the passengers or freight must pass from the terminus of the 
land carrier to that of the ocean carrier, or vice veraA, and the 
importance of the problem of connecting the two systems 
becomes evident. 

What Do We Mean by Terminal Padlitiea?— rermtnol 
facilities are all thoBe arrangements, mechanical and otherwise, 
which make easy the transference of passangers and goods cU either 
en d of any stage of the journey. It is true that a large part of the 
problem is mechanical and belongs to the sphere of the eni^eer. 
There are all sorts of power-driven machinery for handUng frei^t. 
The engineer is an important factor in constructing a terminaL 
However, franes alone will not make a port and electrical trucks 
will not make a freight terminal, although mechanical equipment 
is indispensable. 

The port or the freight termiuats of a city must be considered 
aa a unit, with all its parts designed and laid out in relation to 
the whole, codrdinated into one instrument. Terminal facihtiee 
therefore comprise all the most ingenious mechanical, engineering, 
imd architectural construction united into one definite poUcy 
and plan. We must, perforce, discuss minutely many details, 
many component units, but we must never lose sight of the 
ultimate function of the unit under consideration in the operation 
of the whole. 

The port and terminal problem is one for both 

^Habwoqd Fbost. 
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and ecODOinistfl. There haa been no real oodperation between 
the two sciences in the past. There has been a tendency 
to build wonderful piers as engineeriiig structures which do not 
link up with the rest of the system, and there haa been port 
planning which would not stand up because of the engineering 
deficiencies. The day has arrived when there must be a new 
profession of engineer-economist to solve involved transportation 
problems, just as the patent attorney must be an engineer. 
The building of efficient ports will require theibest engineering 
talent that the land can produce. Our achievements on the 
Great Lakes in bulk 'cargo loading, transport, and tmloading 
have far surpassed any like achievement abroad. Our American 
engineers are more thatKequal to the task if given the right 
conditions. The failure of-, our American ports in this crisis 
is not due to the engineer. The forcw at fault are far less 
conspicuous and far more elusive. The failure of American 

ports at the present time is due to the^ peculiar conditions of 

\\ American raUway history, in particular to the competition of 
rival lines at the termincds. A new era in Ammcan^railroading 
\ is dawning and it is for this new^RTtCat we must plan. Planning 
^ and execution will require engineering-economists. 

There is no short cut to the perfect port. Engineering- 
economist and administrator must cooperate. Just as in the 
design of an aeroplane, the way to make the machine Ught is to 
reduce the weight a little here and a little there. No one thing 
will do it. One little saving added to another httle saving will 
in the end make a large difference in the weight of the motor, 
and BO also in the cost of putting American products on 
the markets of the world. 

In port design there are two mistakes that are easy to make. 
One is to perpetuate our own past errors and bad practices as a 
matter of habit or famiUarity. The other is to copy bad practices 
from abroad along with the good by-Chinese-copying successful 
foreign porte, under the delusion that eo ipso they will function 
when transplanted to America. We need to analyse our own 
requirements in the light of fai-reaching knowledge of port 
conditions at home and abroad. In particular, as far as inland 
water transportation and port development are concerned, we 
must not hesitate to learn from the enemy. The great French 
engineering paper Le Ginie Civil has been preaching this point 
constantly during the past two or three years. Le Ginie Cwil 
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takes the stand that it is a peculiar kind of patriot who thinks 
it is unpatriotic to leam all that can be learned from the enemy. 
Such a patriot should be watched. 

Not only engineers, ecoaomista, and adminifitrators, but also 
the general public should be intereated. The general pubhc, 
which means the voters in a representative government, the 
sovere^n people whose will rules, has considerable knowledge 
of railroad problems, and is rapidly learning much about shipping 
problems, but it has very little interest in or knowledge of the 
vital Unk between the two, the port. The time is opportune 
for a more general knowledge of the subject of ports and 
terminals. The war should have demonstrated that porta and 
terminals are the concern of every citizen of our great Republic. 

TERMINOLOGT 

What is a Port? — The question may be answered in the 
Yankee manner by asking, what is a harbor? A harbor is a 
sheltered body of water of sufficient depth to enable a ship to 
find shelter in it from the storms of the high seas. If to a harbor 
or haven we add terminal facHitiea we have a port. The terms are 
used loosely. The very looseness of port terminology indicates 
how little scientific thought has been expended on the problem. 
Even in a highly developed port such as Rotterdam or Ham- 
burg, the excavated basins called by the French "bassin" 
are called "harbors;" for instance, the Petroleum Haven, En- 
trep6t Haven. So we find that harbors are a part of a port 
and when facihties are concerned we find that the port is only 
a part of the harbor. In order to be clear concerning the termi- 
nology to be used in our coming discussion we may define some 
eqtiivocal terms. 

Mr. Grosvenor Jones has endorsed the nomenclature suggested 
by Mr. W. J, Barney, Secretary of the American Association 
of Port Authorities. As the definitions stated by these gentle- 
men are thoro\^hly sound we may well abide by them and quote 
them verbatim for future use.^ 

In a paper on "Types of American Pubhc Wharf Construc- 
tion," Mr. Barney made the following distinction between 

• "Ports of the United States," Grobvenor M. Jones, Departmeat of 
Commerce, Bureau of Foreign and Domestic Commerce, MisceOmumu 
SerUt No. 33, Washington, 1916, pp. 23-24. 
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types of water terminals : "Wharf is the general term for a land- 
ing place for vessels and cargoes. 

A pier is a wharf structure that projects into a stream or 
fairway. 

Slips are the open water spaces or docks between adjacent 
piers. 

Quays are wharves parallel to or lying along the shore." 

It has not always been possible to adhere to these distinctions, 
since at a number of ports the terms "wharf" or "dock" have 
long been commonly used in the designation of terminals. Thus 
at Boston some of the piers along the Atlantic Avenue waterfront 
have been known for scores of years as India Wharf, Lewis 
Wharf, "T" wharf, etc., and at certain ports on the Great 
Lakes, the iron-ore and coal terminals have been generally 
and for years referred to as "oreniocks." Words that ade- 
quately describe the form of construction have not been used in 
such cases. 

The term "dock" is properly used in describing the type of 
terminal in which the slips or basins adjacent to the wharves 
are provided with locks and gates.' At the English ports of 
Liverpool and London, and many others, docks are necessary 
on account of the great range of tides, but in this country extreme 
ranges of tides are not factors in the character of terminal 
construction. 

In a discussion of port administration in the United States it is 
desirable that a distinction be made between the harbor and the 
port. The harbor may be defined as consisting of the waterways 
and channels as far in as the pierhead lines, and the port is includ- 
ing everything on the landward side of those lines, that is, the 
piers, slips, wharves, shedS) tracks, handUng equipment, etc. This 
distinction, whOe technical and somewhat novel, tends to mark 
off distinctly the limits of the jurisdiction of the Federal Govern- 
ment and the jurisdiction of the State and municipal authorities. 
It can not be strictly observed in the present work because of 
the strength of prevailing local usage, which fails to distinguish 
between harbor and port. 

■See "Docks," Encycloptedia Britannica. 



CHAPTER II 

THE RELATIVE IMPORTANCE A«D PHYSICAL CHARAC- 
TERISTICS OF THE WORLD'S LEADING PORTS 

In order to orient ourselves as to the relative importance of 
the ports of the world which we are going to scrutinize it may be 
well to consider a few statistics. 

A word of warning must always be sounded in dealing with 
statistical material. This is especially true in the case of sea- 
ports. First there is a wide variation in the measurement of 
vessels. For instance in the cose of Antwerp the tonnage of the 
port as given in the Belgian statistical abstracts is between 14 % 
and 15% higher than the record of the movement of the same 
vessels at an English port would be. 

Then it is unfortunate that some ports measure the movement 
by the value of the merchandise. This is the usual practice in 
the United States. With a rise of prices the comparative move- 
ment of the various ports will be out of proportion to the actual 



This is not as bad, however, as the measure of conunerce by 
the tonnage of merchandise alone. A port such as Cardiff, 
where the entire movement is in coal, when judged by tonnage, 
eeems to be a far more important commercial center than it 
really is. In like manner it is hardly of value to compare the 
tonnage of the "Soo" Canal with the Suez Canal, and point to 
the fact that 27,000,000 tons of shipping pass through the 
Suez canal in a year, while 22,000,000 tons pass through the 
"Soo" Canal in the single month of August. 

It is also necessary to keep in mind that statistics may 'refer 
to cargo tons, displacement tons, register tons, long, short, and 
metric tons. Comparisons, with mental reservations, follow. 
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Valttb or Imposts and Exports and Nibt Tonmaoe of Vkssbivb Entsssd 
AND Cleared m Foreign Trade at the Principal 
F THE World 
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1,084,324,637 817.274 

1.235.503,660 768.4 S2.033 

854,020,794 950.368,220 
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«,5a3,(»4 
11,347,191 



6,697,613 
11,683.211 
12.626,165 

10,490.049 



I 13,649,138 
9.004,974 
11,946,339 

6,880.271 
I 13,336,761 
I 10,800,490 
: 10,343,098 

14,370,619 



' 15,421.394 
14,440,000 
11,403,908 



The atatiatical tables of foreign countriea are uaually for the calendaT year 
ending with December 31. In the United Stat«H the tables are made up 
for fiscal years that end on June 30. So that New York, while aeemingly 
a yoar in advance, or a year behind, in comparative tables baaed upon yean, 
is, in reality, but six months ahead or six months behind, as the case 
may be. 
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A graphic representation of the comparative tonnage of the 
leading world's ports is shown in Fig 1. 

(m BRITISH HCSI3TEH£0 TONS) 




Twelve Greatest Ports of Britain and U. S.^ in 1916. 
Total Trade, 1916 (EKcluding CoastwiBe Shipments.) 
Fort 

New York «4,048, 137,662 

London Occluding QueeDsborough) 2,739,127,eefi 

liverpool 2,380,929,800 

HiUI 433,831,670 

Philadelphia 428,544,597 

Boston 386,915,297 

Gloagow 379,396,970 

SeatUe 360,526,940 

New Orleans 368,717,194 

Manchester Cmcluding Runcorn) 346,269,470 

Baltimore 330,109,362 

Galvealon 260,918,215 

Total trade of U. 8., 1918 $7,873,077,924 

Total trade of United Kingdom $7,761,761,885 

There are other outstanding characteristics of porta which 
enable various classifications to be made other than by mere 
statistics. 

1. Distance from the High Seas. — Many of the great seaports 
of the world are far from the sea. They are situated on rivers 
or canals. The port itself in its modern form has been dug out of 

' ftem Journal <tf Commerce. 
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the Isanks of the river. The upland has been turned into harboiB. 
The channel to the ses, once sufficient for the merchant ships of a 
century ago, is now kept at a depth sufficient for the modem 
leviathans by constant dredging to prevent the ancient seat of a 
thriving oversea commerce from becoming an inland village. 
Such dredging costs are a severe financial handicap quite aside 
from the great difficulty of navigation. 

There is an historical reason for the location of seaports far 
inland. When the seaports which are great tonjay were first 
founded, travel by land or sea was very dangerous. Depre- 
dations by pirates, marauders, and hostile tribes or nations 
were frequent. The early merchants therefore went as far up 
stream as the draft of their ships would permit, to get a^ far 
away as possible from the sea with its lurking dangers. Also, 
inland commerce was carried on over the navigable inland water- 
ways which were safer and much cheaper avenues of transpor- 
tation than the caravan routes on the highroad. Therefore the 
towns of London, Bordeaux, Antwerp, Bremen, Cologne, Ham- 
burg, and many more are situated at the point where the ocean 
and the river vessels could meet as far from the high seas as 
possible. Rome, Paris, Cologne, and others of these ports of 
the classic and middle ages have ceased to be seaports. Others 
have saved themselves from becoming inland cities by the devel- 
opment of the steam dredge to provide for the increased draft of 
steamships. Some very modem porta, such as Manchester, and 
Houston, Texas, always have been inland cities until civil engi- 
neers connected them with the ocean by canal (Tig. 2). 

To mention only a few of the ports which are situated inland, 
we will find the following examples: 

Aboat 

New Orleans 106 miles from the Gulf of Mexico. 

Philadelphia 105 milea from.the Delaware Bay, 

Baltimore 161 miles tram Hampton Roods. 

Portlamd, Ore 11'2 miles from the Pacific Ocean. 

Richmond, Va 104 miles from the Atlantic Ocean. 

Wilmington, Del 82 miles from the Atlantic Ocean. 

Jacksonville, Fla 27M miles from the Atlantic Ocean. 

Sacramento, Cal Ill milea from the Pacific Ocean. 

Houston, Texas 50 miles from the Gulf of Mexico by canal. 

Amsterdam, Holland 15 miles from the North Soa by canal. 

Manchester, Ent;land S5J4 + 19 miles from the Irish sea (35>^ 

miles by canal and 19 miles by river. 
Rotterdam 18 nules from the North 9eii 
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64 milee from the North Sea. 

Hamburg 67 miles from the North Sea. 

Antweop 50 miles from the North Sea. 

London 67 miles from the North Sea. 

liverpool 3 miles from the Irish Sea. 

Nantes 78 miles from the Atlantic Ocean. 

Bordeaux 60 miles from the Bay of Biscay. 

2. The ports like Tyre, "Situate at the entry of the sea," Ezekiel 
XXVII: 2, nee.d little explanation. These porta are located on 
natural bays or harbors. New York, Boston, Taconia, Van- 
couver, Havre, Manila, Buenos Ayres, Southampton, Cherboui^, 
Copenhagen, are examples of this kind of port. Such ports have 
a great advantage, in time saved, in water depth, and in area. 

3. The range <tf tide, which determines whether harbor works 
are to be built with docks or with tide water basins and slips, 
gives another distinction. The difference in the water level 
of the harbor at low and at high tide is a very important factor. 
The rule has been that a range of tide of more than 12 feet makes 
it necessary to have locks and docks. The modem tendency 
has been to bear with the range of tide rather than undergo the 
delays occasioned by docks. 

New York has a range of only 4}^ feet, Baltimore only one foot, 
Galveston only 1)4, while Boston has a range of 9J^ feet, and 
Tacoma, Waah., 13 feet. This is very little compared to Liver- 
pool or Havre with a range of 25 feet to 30 feet. At Rotterdam 
there is a five-foot range of tide, at Hamburg about six feet, 
while at Antwerp there is a difference of 13 feet, between high and 
low tide. 






35.00 

New York, N. Y 40,00 

Philadelphia, Pa (&)30.00 

Portland, Me 30.00 

Baltimore, Md 35.00 

Galveston, Tex 30,00 

New Orleans, La . 31 . 00 

Portland, Ore (c)28.00 

Tacoma, Wash (e) 

(b) Being dredged to 35 feet. 

(c) Being dredged to 30 feet. 
(«) Deep enough for any draft. 
' Gbostsnor Jones. 



44.50 
44.50 
36.00 
39-00 
36.00 
31.25 
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4. Depth of channel to the landing place has come to be an im- 
portant feature ae distinguishing one port from another. The 
recent 50,000-ton class of ship such as the "Aquitania" and the 
"Vaterland" require a channel to the berth of at least 40 feet. 
There are only four ports in the United States which have such a 
channel. New York has a dredged channel of 40 feet to some 
parts of the harbor, but by no means to aJl. The East River 
has been badly neglected as to channel. The present agitation 
for a back door entrance to the harbor of New York through 
Hell Gate for our fleet has prospects of bringing about the exten- 
sion of necessary harbor deepening. San Francisco has a nattunl 
depth of 60 feet in nearly all parts of the harbor, while Seattle 
and Tacoma are "very deep." JBoston has a low-water depth 
of 35 feet, which would enable the largest ships to enter at high 
tide, when the depth is 44^^ feet. Philadelphia has a channel of 
36 feet in depth at high tide. 

Harbor depths put a v^y rigid limit on the size of the ships 
which may enter at any given port. Channels have been dredged 
deeper and deeper, at great cost, to accommodate increasingly 
large ships. However, the time has come when port authori- 
ties and municipal exchecquers must take a stand against bong 
reqmred to spend millions to deepen a channel a foot or so more 
in order to accommodate some private steamship line which 
wishes to own "the bluest ship in the world" for adverting 
purposes. 

6. Port improvements are of two distinct types, the European 
plan of solid quays, and the American plan of pile piers, or 
wharves in the case of rivers too narrow for piers. The European 
ports on the rivers almost always have soUd filled quays along the 
river proper as well as facing the excavated harbor basins. This 
difference between the American and the European harbor plans 
is fundamental, yet on close analysis the principles of smooth 
freight movement involved will be seen to be identical. 

6. The Efficiency of a Port Is Not Its Siie.— A map (Fig. 3) 
illustrating the " Bi^est>-in-the-'World " idea in the case of New 
York shows a map of the Port of New York occupying one-half 
of the page. Drawn to the same scale the ports of Hamburg, 
Rotterdam, Liverpool, London, Amsterdam, Bremen, and Ant- 
werp all together occupy the other half. Instead of bwng a 
cause of pride this is a sad commentary on the efficiency of New 
York as a port. It does indicate the size of the problems cou- 
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fronting our greatest gateway, but when we conader thai each of 
the other litUe dug-out-of-the-mud ports has handled almost aa 
much commerce as all of New York without breaking down, we 
reaUze that there must be something wrong with the Port of 
New York. Several European ports, notably Marseilles, average 
yearly more than 1,500 tons of cargo transferred over every linear 
foot of equipped quay as against 150 tons at New York.^ It 
is not size that makes a port, but efficiency. 

For the sake of defining clearly what we are talking about, 
we must call attention again to the use of the word dock. It is 
used incorrectly on this map in several places. At Hamburg 
there are no docks but open tidal basins. At Bremen, Antwerp, 
and London there are docks. 

Comparison oi Port Layouts (see F^. 4 to 11). Antwerp, 
before the war, had planned one of the greatest d^^ging efforts 
in all the long list of excavated ports, but the port of Antwerp 
Buffers from the conflict of municipal and state authorities. The 
plan was afterwards abandoned. The idea was to dig a canal 
called the "Grand Coupure" across the bend in the Scheldt and 
then construct a lock canal several miles long with nine basins 
3,000 feet to 3,500 feet long, and 300 feet to 400 feet wide. 
These basins were to be added as the demands of commerce re- 
quired and were to be fully equipped with cranes, sheds, spur 
tracks, and upland for classification yards, warehouses, and indus- 
trial development. The old basins, some of which date from 
Napoleon Bonaparte's time, are sm&ll affairs in comparison. 

Bordeaux also intended to build a dock harbor on the locked 
canal and side-aim-basin principle. This has been commenced. 
The structures which look like piers on the map are not piers in 
the American sense, but tongues of land several thousand feet 
long faced with masonry quay walls. File structures are not 
practical in such large units. 

Manchester, the inland town which became a port, has docks 
and quays. The longest docks are 2,700 feet by 300 feet. It 
seems that in Europe, whenever a harbor is dug out of the ground, 
the quay system and not the pier system prevails. Most of these 
harbors are dug out of low-lying marsh land and the material 
excavated by the dredge is used to fill the land to a sufficient 
height for building construction. 

Tilbury docks, London, are an excellent example of the dock 

^H. McL. Hasdimo. 



PORTS AND TERMINALS 




THE WORLD'S LEADING PORTS 




PORTS AND TERMINALS 



THE WORLD'S LEADINO PORTS 




PORTS AND TERMINALS 



Is 

So 



1^ 



THE WORLD'S LEADING PORTS 




PORTS AND TERMINALS 



THE WORLD'S LEADING PORTS 



harbor and the artificial basin. There is a tidal antechamber, or 
waiting baon, and locks through which a ship passes into the 




constant-level-water of the dock. The dock consists of a turning 
basin and three ship basins 300 feet in width between two filled 
piers 1,600 feet long. These piers carry spur tracks at each 
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edge and down the center, and four transit sheds on each quay. 
Back of the piers are the railway classification yards. 
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It is unnecessary to go into further detail concerning the 
various types of ports. The outstanding differences are evident 
from the maps. Other differences of detail will be noted as 
occasion arises. 



CHAPTER III 

GENERAL CHARACTERISTICS OF A WELL- 
COORDINATED SEAPORT 

Perhaps the best way to fix in our mindB what a port should be 
in all its parts is to construct in outline an imaginary port. What 
we will discuss in brief now in order to have an putUne will be 
taken up in detail later. 

A port is the funnel for the passage of wares between lands 
across the seas and the interior of a country. Like the drainage 
basins of a river system, a port has as its hinterland an economic 
drainage baein for which it is the outlet. The size of the hinter- 
land and, therefore, the importance of the port depend upon the 
nature of its physical connection with the hinterland. Cheapen- 
ing and extending transportation will enlarge the area. There 
should be connection by rail and by water. Imagine a port 
situated on the estuary of a long, navigable river leading into a 
fertile country with well-developed agriculture and industry. 
Also suppose that various networks of railroads connect the port 
by land with a similar prosperous interior. What will be the 
demands made on such a port, and how must it be laid out in 
order to best serve the hinterland? 

At the very beginning of the problem must be noted what may 
be called the reservoir priTidple. The system of transportation 
from an American factory to a foreign consumer is composed of 
many movements, each distinct yet each part of the whole. 
Transportation by rail, carta, piers, ships, etc., involves a series 
of distinct movements, each complete in itself. These separate 
movements can not be entirely synchronized. The result is that 
one movement does not keep pace with the others. Where the 
joint occurs there is either lost motion or congestion. It is like 
the internal combustion engine which develops power every 
fourth count and every second time the fly-wheel turns over. 
That is why there is a fly-wheel ; to take up the power when it 
27 
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occurs and carry it over the dead centers. In a transportation 
system there is the sflme sort of intenuittent motion along the 
routes. With the exception of belt and bucket conveyors and 
pipe lines there is no continuous movement, the ideal to which 
freight handling aspires. Therefore fly-wheels or reservoirs 
must be devised at the termini of each intermittent movement 
to take up the load and hold it until such time as it may be carried 
further. The smaller the number of the cylinders the larger the 
fly-wheel. The greater the irregularity of ships, freight trains, 
or canal barges entering the port, the more provision must be 
made for carrying the load over the dead centers. For instance 
the ore and coal stock piles at the steel works on the Great Lakes 
must carry over a five-month dead center of frozen navigation. 
Our eastern cities without such reservoirs can not exist five days 
without coal. 

The two great reservoirs are the warehouse and the trantit 
shed. A transit shed is the building on a wharf for the temporary 
storage of goods in transit between the ship and the railroads or 
warehouse. As subdivisions of these two units there are many 
minor points where reservoirs are necessary. One is the point of 
deposit of freight transferred from the hold of the ship to the 
wharf. Freight must not "hang" for lack of place to set it 
down. There are also points for loading carts, freight cars, 
barges, or lighters. 

There is no blanket expedient, no panacea, no cure-all. Each 
I>oint must be discovered in the particular system and each case 
solved on its own demerifa. 

The railroad problem in relation to port operation is very com- 
plex and at present is in a state of flux. Nevertheless there are 
certain fundamental principles which must be stated. 

The first is tJuU with equal facilities for handling and with equal 
port charges the port with the widest choice of iransportation fadlv- 
ties to the interior will be the greatest port. These facilities include 
waterways as well as railways. The lai^est ports of Europe are 
the ports at the mouths of great navigable water systems, such as 
Rotterdam on the outlet of the Rhine and Meuse systems, and 
Hamburg on the Elbe-Oder system, Antwerp is the port for 
the Scheldt and Belgian-French Canal systems. Inland water 
navigation is important to the port. Yet even in the case of the 
highly developed German waterways two-thirds of all the tonnage 
travel by rail. A port will be great if there is a large choice of 
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connections with the interior. There is no case of waterways 
vs. railways, but it is waterways arid railways which make the' 
port attractive to shippit^. Many connecting lines act as the 
increase in the number of cylinders which makes a motor run 
smoothly. 

If the port with the best prospects ia the port with the most 
connection by rail and water with the interior, it follows that 
there must be equal, universal, and free movement between any 
pier and any railroad line. To this must be added universal 
connection with any warehouse, and free movement from any 
one part to any other part. A port must be a unit in respect 
to all its terminal facilities. Although it is still far from ideal, 
the reason that New York has grown beyond all other Atlantic 
ports is this universality of railroad connection. The complete 
harmony between every ship and every rail line is accomplished 
by so-called "free lighterage." Free lighterage is the Ughterage 
service performed by the railroad as part of its service included 
in the freight rate, between the end of the tracks of the railroad 
and any part of the port of consignment. The advantage of 
the coordination has been so great that the expense of lighterage 
and the freight-rate differentials against the port have been offset 
by better service, and the port has prospered. 

To reiterate, port planning involves the establishment of two 
main reservoirs, the pier shed and the warehouse, with a com- 
pletely flexible universal connection between them and all vehi- 
des by land and water. Keeping constantly in mind these two 
points, reservoirs and flexibility of physical connection, what are 
the freight movements at a eeapoit necessary to connect ocean 
and land transportation? 

Freight Movement at a Port — ^An analyms of the kinds of 
freight involved in marine terminals will show four distinct cate- 
gories: 

1. PsssenKecB — First and second cabin, third class, steerage. 

2. General cargo — Standardized package fre^ht, bags, crates, bananaa, 

3. Bulk caifo — Grain, ore, coal, petroleum. 

4. General cargo^Miscellaneous package freight. 

Obviously each group requires particular accommodations. 
It is not always possible to handle the various groups in specially 
designed quarters, but the greater the degree of the segregation 
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the more it will be poasible to design epecial labor-eaving tnachiii- 
ery and reduce the cost of haDdling. 

(1) Cabin PasseTigerB. — It is of far greater convenience for all 
concerned if cabin passengers can be landed at a passenger landing 
stage, as at the Princes Landing Stage, Liverpool, or at Cuxhaven, 
or at the Municipal Landing Stage at Hamburg, and at other nota- 
ble ports such as Fishguard. As the time element is important it 
is desirable to have the stage accessible at all tides and with no 
difficulties in berthing the ship quickly. At Bolougne-sur-Mer, 
Cherbourg, and elsewhere the passengers are landed by lighter. 
This is inconvenient in bad weather. A permanent structure 
such as the passenger landing stage offers clean accommodation 
for the customs formalities and also quick rail or other connection 
with the hotels and the principal inland cities. The entire 
organization should ^ve comfort and speed of movement. 

Steerage Paseengers. — In the case of third class and steerage 
passengers other quarters than for cabin passengers are necessary, 
but they should be no less sanitary, and dispatch is essential. 
The great emigration grounds at Hamburg are a modern example 
of a steerage passenger "storage reservoir" designed to meet the 
particular needs of this traffic. Steerage passengers are almost 
invariably lightered. 

(2) Standardized -package freight and (3) Bvlk cargo lend 
themselves to mechanical equipment. This means that there 
should be basins for coal, others for ore, others for petroleum. 
The petroleum basin should be separated from the remainder of 
the harbor by water gates to prevent floating oil from endangering 
shipping in case of fire. Also grain elevators form a specialized 
section by themselves. Much bulk cargo may be handled directly 
from the side of the ship "in stream" where most of it moves by 
lighter or barge to the consignee or to the interior, as will be the 
case when the New York Barge Canal is in operation. This 
requires "in stream" mooring berths. 

(4) Generai cargo is almost invariably transferred from hold to 
wharf to be spread out for sorting by marks and further dispo- 
sition. Passenger and cargo liners with freight of high specific 
value seek the weU-equipped quays. Tramps carrying bulk will 
seek the specialized equipment or the mooring posts. ^ 

Bearing in mind the four classes of freight the movements in 
a correctly planned port may be as follows: 
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From the pier \iui goods may move: 
(a) To railway ear to be ewitehed to the 

1. trunk line for the inter i r if in car load lota (C. L.); 

2. transfer yatd for conaolidation if less than carload lots (L. C. L.) ; 

3. warehouse with spur siding for storage; 

4. industrial plant with spur aiding for consumption. 
(6) Or to dray for delivery to 

1. local conmgnee not otherwise reached; 

2. warehouse not otherwise reached. 

(c) Or across the luer — if it is a narraw transfer pier as at New York — 
to be lightered to 

1. warehouses with waterside delivery (lighter canal}; 

2. industrial plants, with waterside delivery. 

Railroad frdght should not be lightered except at ports where the 
belt line railway is an impossibility. 

U 

Overiide at the pier the cargo may be loaded directly onto lightem 

1. for movement to warehouses with waterside delivery; 

2. to industrial plants with waterside delivery; 

3. to barge canal terminals in 
broken lots, otherwise cargo 
overside may be loaded directly 
to canal barges. 

Ill 
Override in Stream. Cargo ships berthed 
in elream at mooring -poett will discharge 
overside 

1. into ba^es for the interior; 

2. into lighters and scows for local 
consignees having waterside 
delivery; 

5. minority cai^o (in the case of a ^fSSti 
ship carrying its main cargo in ^rar 
bulk and a email portion as 
package freight) to (a) ware- 
house, (b) railroad freight sta- Pio. IIA. 
tions, (c) industries. 

Cargo Bhips carrying largely bulk ctvgo and some parcel 
freight, but enjoying the free wharfage afforded by the mooring 
posts for bulk cargo, will prefer to lighter the small proportion 
of package freight rather than pay wharfage on the entire ship. 

In order to visualize the freedom of movement wliich a well- 
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organized port should ofiFer the diagram in Fig. 12 may be helpful. 
It will be seen that the various vessels and vehicles, in order of 
importance are: belt railway car, harbor hghter, and river 
barge. The dray should never be called into use except when 




Fia. 12. — Port movement of inbound freisht. 

there is no available switching or lightering service. Through 
railroad freight should always be switched. The diagram illus- 
trates what is meant by free and universal flexibility of movement. 



CHAPTER IV 

PORT COMPETITION FOR RAIL AND MARITIME 
FREIGHT 

Geographical Advaotages. — Porta geographically widely sepa^ 
rated compete with each other for maritime freight on the one 
hand and for domestic freight on the other. Each port endeavors 
to attract ships to it from its competitors and also seeks to attract 
interior freight to itself which might be routed through its rival. 
The successful port must gain both sea and land traffic or it can 
not act as the link between the two, which it is a port's business 
to do. 

To take the example nearest at hand, the North Atlantic 
ports from Norf<Jk to Montreal compete for the traffic overseas 
from America and Canada. Even New York, New Orleans, and 
Montreal are competitors. 

Some ports are more advantageously situated than others with 
regard to the nearness to Euro[>e. Distances to Liverpool for 
example are: 

From BoBton 2,862 milea 

From Montreal 2,972 miles 110 farther 

From New Vork 3,056 milee IM farther 

From Philadelphia 3,109 miles 337 farther 

From Baltimore 3,355 miles 493 farther 

If other things were equal Boston would have the advantage of 
the short haul, and would capture the ocean shipping. But it is 
more economical to use the longer water haul if the railroad haul, 
which is more expensive per ton-mile, can be shortened thereby. 
As water transportation is more economical than rail or other 
land transportation, the shorter the rail haul and the longer the 
water haul over the entire distance from the point of origin to the 
poiut of destination, the greater the economic cfficieucy. In 
practice, however, it is the freight rate, not the distance, which 
makes the difference to the shipper. If the rail rates are the 
same from the West to Baltimore as they are to BostoD, it is 
8 33 
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munaterial to the shipper through which port his freight ia 
routed, provided, first, that the through rate to the final destina- 
tion overseas is the same from each port; and second, that the 
service from one port is as frequent aa from the other. Given 
equal land freight rates to both ports the ocean carrier would 
also be forced to make equal rates to both porta to compete 
with the other lines. In short, for competing ports the costs 
of land plus water hauls must be equal. 

The advantE^ to the ship line of choosing the nearest port to 
Europe is notable. For instance in the case of Boston and 
Baltimore, the line making its port Boston will save 1,000 miles 
of steaming each round trip to and from Liverpool as compared to 
Baltimore. With five steamers a weekly service could be main- 
tained between Boston and Liverpool which it would require six 
steamers to maintain between Baltimore and Liverpool. Ships 
running from New York to Liverpool could make only fourteen 
trips as compared with fifteen trips from Boston. Therefore, 
other things being equal, the port on the North Atlantic with its 
shortest course to Europe would be the first port. This is not 
Boston after all, but Halifax. It is on this principle that Halifax 
has based its hope of success as a port which has led to the 
expenditure of great sums in creating the most modern port equip- 
ment. It will be left to the coming discussion to decide if the 
preinise assumed by Halifax, that the nearest port to Europe will 
have the competitive advantage over other North Atlantic ports, 
is sound, or if this factor is outweighed by other more important 
considerations. 

The Load Factor. — The element of the greatest influence in the 
competition for ocean shipping between ports is the so-called load 
factor. By the load factor is meant the fact that the ship bring- 
ing a cargo to a port will get another cargo out. It is the port 
which can assure shipping a ivU cargo both ways which must win. 
It has been pointed out that the ocean freight rates to England 
are greatly influenced by the fact that cargo boats can usually 
get a cargo of coal out if there is no other freight available. An 
interesting investigation' showed that formerly the freight rates 
both ways between England and the Argentine, when added 
ti^ether, remained about 26 shillings, although during the wheat 
season the rates on wheat from Argentine were high. It waa 
necessary for shipping to move the Argentine wheat, but rather 

' Dr. EaiCH ZiuuESMANif, Modem Bimneu, June, 1017. 
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than go out to Argentine in ballast it was advantageous to load 
ooal even at a low rate. HowevBr, this coal at a low rate made 
it possible to quote lower rates on wheat from Aigentiue than 
would otherwise have been possible without the coal cargo out. ' 

Is the case of Montreal an investigation' shows that although 
93% of all the imports into Canada, and in addition a great 
amount of imports for the United States, pass through Montreal, 
yet this entire tonnage in does not amount to 50% of all the 
tonnage out from Montreal. In other words Montreal and its 
hinterland do not take enough cargo to more than half fill all the 
ships which come to the port to load Canadian products out. 
The passei^r load inbound may make the half filled inbound 
ships somewhat more profitable, yet the one sided movement 
makes the total round trip earnings of the ships to Montreal too 
low to attract more shipping. The result has been that although 
there was enough wheat to fill many more ships from Montreal, 
more than two-thirds of Canadian wheat was shipped through 
United States ports. The United States ports were able to assure 
full cargoes both ways because of the greater development and 
purchasing power of the more developed hinterland of the United 
States. It would seem that shipping along the North Atlantic 
range has grown up subject to the load factor. Ports have at- 
tracted shipping according to their abiUty to assure full cargoes 
both ways. Canadian and American wheat has been the great 
leveller, flowing through that port which offered both regular 
tonnage and distress room at the moment. 

Investigation of this problem, as is the case with many other 
points in the science of ports, has not been thorough. It is 
evident that the statistics we need to ascertain and to study 
concern the relation of loading in to loading out. The port which 
finds that there are many ships arriving or leaving in ballast, 
without cai^o, is badly off. This condition is not compatible 
with the healthy development of the port, and everything which 
it is possible to do to bring the balance of the load factor back 
to normal must be done. 

In the last analysis the secret of the load factor is to be found 
in the conditions of the hinterland and the transportation facili- 
ties connected with it. All the handsome piers and deep chan- 

' SAnraED Evens, Annuoi Report <^ the Harbour Cotnmimoneri of Uie Port 
t^ Montreal for 1916, p. 140. 
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nels which money and engineering skill can create will not bring 
ships to the port unless the hinteriand can supply a cargo out 
and at the same time absorb a cargo in. 

The all-important condition for the development of a favorable 
load factor is the railroad net with it« rate structure. At the 
same time the railroad problem is the most elusive and the least 
conspicuous item of port study. 

Grain Exports and Freight Rate Structure. — Western grain 
for export to populous Europe was the chief commodity hauled 
by the early American railways. In fact, the railways were 
built largely to develop the great wheat areas. As late as 1881 
wheat composed 73% of all the eastbound freight carried to 
Baltimore, Philadelphia, Boston, and New York. 

In regard to their connections with the railroads, the ports 
of the Atlantic seaboard fall into two classes. There is New York, 
which has many railroad connections with the interior, and there 
are all the other Atlantic ports, which were originally each served 
by its own railroad. 

Thus the Baltimore and Ohio R. R. chose Baltimore as its. 
port and developed it. In the same manner the Pennsylvania 
R. R. developed Philadelphia. So also, the Norfolk and Western 
R. R. serves Norfolk, and the Chesapeake and Ohio serves 
Newport News. Boston has been built up by the Boston and 
Maine and the Boston and Albany R. R's. Now there is a third 
road, the New York, New Haven and Hartford, which enters 
Boston. 

The connection between the interests of the railroad and the 
development of the port is obvious. For if grain and flour could 
not be exported via Baltimore, the Baltimore and Ohio R. R. 
coiUd not haul them. If they could not be exported via Phila- 
delphia the Pennsylvania R. R. would not have them to haul. 
Therefore the various railroads waged continued rate wars for 
the hauling to their respective ports of this controlling export 
traffic. 

Thus all these ports were once one-railroad ports. Later 
the Pennsylvania R. R. gained access to Baltimore, and the 
Baltimore and Ohio R. R. to Philadelphia. But all the railroads 
had to come to New York, because by the time the railroads had 
grown to be a vital factor in the country's commerce, New York 
had become the chief transshipping center. At all the other 
ports on the Atlantic coast, each raihoad does what it can to 
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develop its own terminal port. At New York they all participate 
in the development of an already established port.. 

There are good reasons why this should be so. New York 
firmly established its supremacy as premier port and commercial 
center when the £rie Canal was built in 1825, and thus developed 
a great hinterland which was not open to its competitors, Boston, 
Philadelphia, and Baltimore. The Erie Canal brought the 
cargoes to New York with which to fill the ships. When the 
railroads were built they had to come to New York to meet the 
increased amount of shipping caused by the Erie Canal through 
the operation of the load factor. Furthermore, during the open 
season for navigation, which lasts about seven months throughout 
the year, they had to meet the competitiMi of the Erie Canal. 

Particularly was this shown in the fluctuations of the grain 
rates from Chicago to New York, prior to 1877. In 1869 about 
77% of the grain coming from west of Chicago moved by the 
canal. In 1876 about 56 per cent, of the grain took that route. 
Railroad rates therefore fluctuated according to the amount 
of grain carried by the Eiie Canal. Here are the figures for the 
year 1873: 

January' SI. 50 per ton (of 2,000 Ibe.) 

April 1.40 

May 1 1,60 

July 10 to end of July 0.80, 0.75, 0.65 

Mid-August 0.50 

September 1.00, 1.25 

Qoae of Navigation 1.60, 1.80 

In order to develop its business by hauling freight for over- 
sea commerce the railroad formerly controlled a line of steamers 
running from its terminus port. The American Line was a 
Pennsylvania R. R. property. The Johnston Line from Balti- 
more to Liverpool was originally the water continuation of the 
Baltimore and Ohio. The Canadian Pacific K. R. in 1903 
bought fifteen steamers from the Elder Demster Line and laid 
the foundation for one of the largest steamship lines of to-day. 
The Northern Pacific owned and operated a fieet on the Pacific. 

Pew American railroads own transatlantic shipping. If the 
railroad does not own its line of ships it attracts a line to its 

I Evidence of Mr. Lincoln, of the Merchants Association before the 
Interatate Commerce Commiaaio& in the New Jersey lighterage Case, 
February, 1917. 
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terminus by offering free piers and wharfage. This means a 
saving of pier rentak of (50,000 to 180,000 a year aa against 
New Yorlt. The railroad also often guarantees to a line of 
ships agreeing to serve its port ail the freight that the railroad 
can collect from its territory. 

In the early days of railroading the competition among the 
roads to capture freight for their respective seaports, together 
with the competition of the Erie Canal, led to long and disastrous 
rate wars. Rate wars are ruinous, and the natural result was an 
agreement among the raikoads to divide the traffic that all might 
earn a living rate. In 1877 an agreement was reached which 
established the rate structure that is still in large measure effect- 
ive. The merchants of the competing seaports were not satis- 
fied because the agreement carried the so-called differentials by 
which Baltimore was allowed a rate three cents per 100 lb., 
and Philadelphia two cents per 100 lb., under that of New York. 
The New York Central was prevailed upon in 1880 to withdraw 
from the agreement. This act precipitated the last and worst 
of the rate wars which extended over a year. 

Thereupon an arbitration commission of eminent men was 
formed. "This Arbitration Commission rendered its decision in 
.1882. The decision was accepted and has been the basis of 
relative rates ever since. The rate differences of 1877 were 
re-affirmed; namely, Baltimore three cents and Philadelphia 
two cents per 100 lb. under New York. Boston was to continue 
its practice of carrying New York export rates. 

"It was declared by the commission that lower rates to Phila- 
ddphia and Baltimore were justified on the 'cost and distance' 
principle; that is, they were nearer to the West and it cost less to 
transport freight between these more southern ports and the 
interior. But the leading justification was on the principle of 
competition. The Arbitration Commission said that through 
rates from Chicago to Liverpool, for instance, could not be higher 
from Baltimore and Philadelphia than from New York and Bos- 
ton, otherwise no traffic would move via the southern ports. 
It was found that the average ocean rates from Philadelphia and 
Baltimore were higher by two cents and three cents per 100 lb. 
respectively than from Boston and New York. That justified 
a lower inland rate of three cents to Baltimore and two cents to 
Philadelphia, in order to make the through rates the same. 
Baltimore and Philadelphia then had natural approaches to the 
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sea of considerable leea depth than New York and Boeton. In 
1882 these natural differences hod not been eliminated by govern- 
ment expenditure to the same extent as to-day. Tramp steamers 
carrying full cargoes handled the grain traffic in 1882. Because 
of the limited depth of the approaches to Baltimore they charged 
about three centa per 100 lb. more for taking a cargo of grain 
from that port abroad than they chained for taking a cai^o from 
New York or Boston." The same reasona appUed to the two- 
cent rate of Philadelphia.* 

These rates went unchallei^ed until 1898. In the meantime 
New Orleans and Newport News were developed as competitors 
and also the Interstate Commerce CommisBton was formed to 
protect the public from tmjust rates. In 1898 the differentials 
were contested and the I. C. C. reaffirmed the differentials; 
that preference was based on (1) distance, (2) cost of transporta- 
tion, and (3) exigencies of competition. 

But by this time the differences in the charter rates from the 
various North Atlantic ports had changed, and now the chuter 
rates were found to be the same from the entire North Atlantio 
range. However, the "berth rates" for parcel lots were less out 
ctf New York. There has been a steady shifting to the line traffic 
of grain shipments and to-day most of the grain is carried by 
liners and not by tramps. 

It was stated by the Conmiission that the differential should 
be abolished in the case of grain shipped in full cargoes (charter- 
tramps). As it is not possible to distinguish grain in this manner 
the compromise was to cut all grain rates in half. 

In 1904 the steel differentials were likewise cut in two. In 
IOCS and again in 1912 there were modification by the I. C. C. 
in the rate structure. 

The rates of ex-lake wheat for export, i.e., by boat from the 
North West and trans-shipment to railway at Buffalo, in the 
summer of 1914 stood: 

Buffalo to Baltimore 5.2 cts. per biuhel. 

Buffalo to Philadelphia 5,3 cte. per bushel. 

Buffalo to New York 5.5 eta. per buehel. 

Buffalo to Boston 5.5 cts. per bushel. 

Since then there has been a sharp advance. The differentials, 
howev^, are as much in evidence as ever, as the following tables 
will show. 

'CuPP, "Port of Boston," Ch. VI. 
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Rates have been mtide for years on the basia of 75 cents from 
Chicago to New York or a percentage thereof. There has been 
a recent sharp advance in this rate. The differentials, however, 
continue to be visible. 

Class Ratbs Between New York and Chicaoo 

12 3 4 5 8 

Effwtive Jan. 20. 1915 78.5 68.3 52.6 36.8 31.6 26.3 

Effective July 15, 1917 90.0 79.0 60.0 42-.0 36.0 30.0 



Canadian Ports in Competition witli New York and other 
American Ports. — The decrease in exports of American grain and 
flour is changing the entire shipping and port situation. The 
marked decUne in American grain for export is being replaced to 
a large extent by increased production of Canadian wheat. 
To capture this freight means sharp competition between Ameri- 
can and Canadian ports.' 

Competition with Canadian ports has been successful. The 
wheat shipped from the Head of the Lakes for twelve months 

, Harbour Commisskinen 
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ending July 31, 1916, amounted to 312,000,000 bushels. Of 
this 181,000,000 bushels went through United States ports. 
Bearing on this situation of Canadian wheat we may note the 
following facte. 

There has been a great increase in wheat production in Canada 
due to the cultivation of hardy varieties of wheat. Great Lake 
navigation has been an increasingly important factor in marketing 
it. Canada's coast on the Great Lakes is 1,500 mOea with 35 
harbors. The St. Lawrence type of Lake steamer holds 2,500 
tons with 14-foot draft. Some steam barges are as large as 14,000 
tons. 

The distance from the Head of the Lakes to the Atlantic 
coast is 1,000 miles. The Head of the Lakes is within 300 miles 
of the center of Canada. 

Canadian Western railways on the Head of the Lakes, making 
the lake ports of Port Arthur and Fort William great traffic 
funnels. There are several possibilities of shipment and that is 
where the competition comes in. They are: liy water route to 
Montreal, by Lake and railroad via Canadian Lake ports, by 
full sized Lake vessels to Port Colbome, by full sized Lake vessels 
to American Lake ports. 

The advantage of the situation of Port Arthur and Fort William 
as funnels for the Lake-railroad commerce of the Canadian 
Northwest is reflected in the rapid increase in the population of 
the twin cities. 

1001 IDIS 

Fort William 3,633 20,854 

Port Arthur 3,214 12,500 



To furnish the proper reservoirs for the golden flood there are 24 
elevators with a total storing and moving capacity of 

Bushel In. per hour Out, per hour 

Fort William 29,375,000 140,000 640,000 

Port Arthur 15,550,000 90,500 449,000 

The great importance to American port development of the 
grain movement from the Head of the Lakes through the compet- 
ing Canadian and United States ports makes an understanding 
of this movement necessary. With the aid of the graphic map. 
Fig. 13, the essential movements are seen to be via several Lake 
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ports. The rapidity of the growth of the Head of the Lakes 
(Point Arthur and Fort William) is astonishing when it is con- 
Bidered that in the year 1900-1901, 6,500,000 buahela were 
handled, and in 1915-1916, 335,000,000 bushels. 

THE GEORGIAN BAT PORTS 

Depot Harbor. — The shortest route from the Head of the 
Lakes to tide water is by vessel to a port on the east shore of 
Georgian Bay. The first man to see the economic advantage to 
Canada in the "Lake and rail" route was Mr. John R. Booth, 
a lumberman of Ottawa. He built a railroad from Depot Harbor 
at Perry Sound through Ottawa to Coteau near Montreal. This 
road is now owned by the Grand Trunk R. R. This b the short- 
est route from the Northwest to a seaport, but there are heavy 
grades which are a great disadvantage for solid grain trains. 

Midland Harbor (Tiffin). — To avoid the grades of the Perry 
Sound — Coteau line the Grand Trunk R. R. has built a new 
route with lower grades from Midland, on Midland Bay, the 
most easterly indentation on Georgian Bay. This is a very 
excellent lake harbor, well protected, with 26 feet of water. It 
is a one-railroad port for the Grand Trunk. It has extensive 
and growing industries and four large grain elevators with from 
1,000,000 bushels to 2,600,000 bushels capacity, each of which has 
facilities for handling 10,000 bushels per hour. During the 
year ending July 31, 1916, nearly 30,000,000 bushels of grain 
passed through this port. There are new and modem terminal 
facilities at Tiffin, a nearby suburb of Midland. 

Port McNicoll Harbor is only 2^ miles from the Midland 
Harbor Terminals. This is the development of the Canadian 
Pacific Railway to serve as the link in its Lake-rail grain route 
to Montreal. Berthing space is provided for about eleven 
vessels. The latest works are a 3,000-foot pier 6S0 feet wide. 
During the year 1915-1916, 34,300,000 bushels of wheat passed 
over this route. 

It is planned to increase the storing facilities of these ports as 
rapidly as possible in order to rush grain by water to this point 
while navigation is open, and then move it on by rail at leisure 
during the winter. At present the facilities provide for the 
receipt, storing, and transshipping by rail of 300,000 bushels 
to 400,000 bushels of grain per day at each of these two railway 
terminalB. 
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On Lake Erie, Port Colbome. — Of particular interest to the 
United States and especially to the Barge Canal is Port Colbome, 
across the lake from Buffalo. Port Colbome is the Lake Erie' 
entrance to the Welland Canal with its capacity for 2,50(Kton 
vessels. The New York Barge Canal when fully completed will 
also take vessels of 2j500 tons. Port Colbome is 363 miles 
from Montreal as compared with Buffalo's 497 miles to New 
York. This port will soon have another advantage. Only 
a few years after the opening of the New York Barge Canal, the 
Welland Canal, as planned, will be increased to permit the 
passage of 10,000-ton Lake vessels. Such standard Great Lake 
carriers can load at the Head of the Lakes and make a continuous 
trip to Prescott on the St. Lawrence, only 119 miles above Mon- 
treal. It will then be possible from elevators in Prescott to 
%hter alongside the ocean ship at Montreal at an expense very 
httle greater than the lighterage service in New York harbor- 
The elevators of Prescott will then be within order distance of 
Montreal. When a ship in Montreal Harbor requires grain 
cai^ for distress room, it can be telephoned for and still catch 
the steamer. In addition to this all-water haul from Fort 
William, Montreal is only 2,760 miles from Liverpool as compared 
with New York's 3,036 miles, or 276 miles nearer. If it were 
not for the one-sided load factor at Montreal, that port would 
have an incontestable advantage. 

On the other hand Buffalo has eighteen great elevators as 
compared with only one large government elevator at Colbome. 
This enables Buffalo to store a reservoir of grain during open 
navigation on the Lakes. During the winter Buffalo has open 
to her by rail the entire "Atlantic Range" with many different 
railroad connections to various ports. Grain therefore may be 
stored in Buffalo and held for the higher winter prices and yet it 
can be moved on short notice to take advantage of favorable 
market or transportation conditions. Buffalo as a port suffers 
from the lack of a single port authority with complete coflrdina- 
tion of all railroads and other facilities. 

In spite of certain advantages and much energy on the part 
of Canadian porte, better port organization plus the Bai^ Canal 
should insure the United States ports Canadian grain to offset 
the sinking volume of American grain for export. 

Gulf Port Competition. — The three Gulf ports, Galveston, 
New Orieans, and Mobile, are in close competition with each 
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other. The maimer in which railroad rates to each port can 
equalize the advant^es which one might have over the other is 
illustrated graphically by a deformed map Fig. 14. This 
interesting document shows the difference in export railroad 
freight rates expressed in cents per 100 pounds between the ports 
mentioned. 

New Orleans has a latent advantage of staggering magnitude. 
This is the Mississippi Kiver as a traffic highway of the future 
which will be to New Orleans what the Khine has been to Rotter- 
dam, and the Elbe to Hamburg, only many times magnified. 
The Mississippi valley rail rate was based on the river rate of 
about 1900. If the river navigation is developed on the same 
scale as other river navigation systems, the river rate should be 
reduced at least 30% as compared with the rate under the old 
inefBcient conditions of 1900. A reduction of 30 per cent, in the 
rail rate to New Orleans as compared to the other ports should be 
the logical result. Moreover, the revival of water transportation 
under modern conditions should bring to New Orleans an enor- 
mous export coal traffic to aid us in the exchange with South 
America. The movement on the river would have a favorable 
load factor with the development of importation of Cuban ores, 
raw sugar, hides from South America, sisel from Mexico, etc. 
The barges would develop a two-way haul, a load balance which 
would be of enormous economic advantage to the entire Missis- 
sippi valley. 

Special Port Tariffs. — An example of how the railroad rates 
may be changed to favor a nation's seaports is illustrated in the 
case of the German Empire during recent years. The natural 
rivals of Bremen and Hamburg are Amsterdam, Rotterdam, and 
Antwerp. The natural course of southern and western German 
traflSc is to Rotterdam, if bulky, and to Antwerp, which saves a 
week's time, if the freight is of high specific value. To overcome 
the natural disadvantage of the more remote German ports as 
compared with the ports nearer to certain parts of the Empire 
and also nearer to the open sea, the railroads have granted very 
marked rebates on export freight routed through the German 
ports. The rebates are of such a nature and the effect on the 
development of the ports in question so marked that it is worth 
while to quote here from Dr. Clapp, "The Port of Hamburg," 
p. 164-5, and from the report of Consul General Thackara. 

"We are particularly interested in one class of exceptional 
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tarifFa, the import and export rates, for they affect the German 
seaports. 

"Moat of the export ratea apply to all exports from Germany, 
whether by sea or land; but, in case the shipment is destined for a 
seaport, the export rate is usually allowed when the port is a 
German one. This condition is attached to L. C. L. shipments 
for export by sea. When sent over German ports, they are 
accorded the ton-kilometric rate for full carload shipments of 
general merchandise, 6.7 pfennings, varyii^ with the distance. 
This is an important one for them, because a large part of German 
exports consists of specifically valuable, not bulky goods, often 
sent in less than carload lots. 

"Similarly effective are the rates accorded German manu- 
facttu«s, particularly iron and steel, exported via German porte. 
Examples of theae compared with the normal, inland rates, 
are as follows :" 

Inland and Expost Rates for Mancfactdbbs 
(lUtee per metric too (2,201 lbs.) for Bhipment in ten-ton carload lobs) 
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Import Rail Rates in the TTnited States.— In the 1912 rate case 
imports figured for the first time. Imports from Europe to this 
country had always been light. The steamship companies came 
here to get freight to Europe, but made the trip west profitable 
by the passenger business, in particular steerage traffic. From 
Europe all freight rates to all American outports from Montreal 
to Norfolk were made equal. At the same time from 1905-1910 
the volume of American imports to the growing manufacturing 
centers of the Middle West grew rapidly, particularly in hides, 
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ferromangEanese, burlaps, kainit, clay, palm oil, brewer's rice, 
seeds and the lilce. 

The competition of Montreal and New Orleans grew. These 
two ports, one exporting grain and the other cotton, saw that in 
order to attract the shipping to move the exports they must make 
the ports attractive for ships to cany imports to these ports 
and thus have a full round trip load. 

The standard rate had loi^ been 75 cento from New York to 
Chicago, tmtU the war came. The practice is to quote a rate in 
the per cent, of the Chicago to New York rate. Montreal took an 
all-rail import rate of 59 cents and a Lake-rail rate of 41 cents 
on imports to Chic^o. Baltimore had a 67-cent rate and Philar 
delphia one of the 69 cents. Boston published the Baltimore 
rate of 67 cents. The I. C. C. in 1912 decided that tmder the 
Elkins act this was illegal and the result was that Boston was 
put back onto the New York 75-cent basis. Boston is heavily 
handicapped by the rate ruling and its advantages in ocean serv- 
ice are nullified by the roundabout "differential" rail routes to 
the interior. Testimony was given that in December, 1912, 
68.7% of the cars moving west from Boston were "empties." 
"Under these conditions every ton of imports is something to 
put in a car that will otherwise go west empty." ' 

The extent of the rate differentials through various ports 
to western points reflects the extent of the effort of the ports 
which most greatly need the incoming freight to balance the 
load factor. 
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Freight Solidtation. — A port can overcome differentials to a 
large degree by port improvements which will make the hnmjling 
of the shipment more rapid and otherwise cheaper. Unless this 
fact be brought to the attention of the western shippers there ia 
little likelihood that they will change from their established rout- 
ing, especially in the face of a combination of established prac- 
tice and preferential freight rates to one particular port. An ex- 
ample of the working of an established practice is illustrated by 
the continued routing of war exports via New York because the 
indents of the goods and therefore the financing were made out 
F. O. B. New York. 

There are three main sorts of solicitors of western tra£Sc. 
(1) The steamship freight agent, (2) the conmiercial agent of a 
nulroad, and (3) the western representative of the New York 
fre^ht forwarders or freight brokers. The latter consolidate 
the less-than-carload shipments and attend to the details which 
are difficult for the inland shipper to handle.' 

It is possible for the Directors of a jtort to have their own 
traffic department, and through agents or publicity of various 
sorts to educate the shipper to the advantage of the new route. 
It is possible even to solicit traffic for a particular route. 

The example of Manchester is illuminating. Manchester, an 
ialand city, spent $80,000,000 and built a 35-mOe ship canal 
around Liverpool. How now to get the established habits of 
business to leave the old via-Liverpool route and pass through the 
port of Manchester? The Traffic Department of the Manchester 
Ship Canal Co. engf^ed the steamship companies to come to 
Manchester. Then it arranged with the railroads for lower 
rates on the basis of the much shorter haul to Manchester, as 
compared with Liverpool, from the centers of the great industries. 
Divisions or allowances to the belt line of the port were procured 
from the railways which made the belt line self-supporting. 
The harbor dues and charges were carefidly calculated to leave 
a financial inducement for shippers to route via Manchester. 
The Traffic Association has a field force of thirteen solicitors 
travelling out of Manchester to the manufacturing centers. 
These solicitors carry rate cards of the Manchester steamship 
lines and demonstrate that the shipper will get the same ocean 
rate out of Manchester, a lower rail rate to Manchester, and 
that in addition this rail rate will put bis goods alongside while 

^Clapp, "Port of Boston." 
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in Liverpool the ehipper will be put to the heavy expense of 
carting and handling. 

The freight is actually booked by the agent of the carrier. 
The traveller for the Port Traffic Department simply acts as an 
aid in cases of obdurate prospects. The prosperity of Manchester 
is as much the result of good salesmaoship as it is of the excellence 
of the port itself. A port with a superior service to sell should 
have no trouble to sell it by the established commercial methods 
of publicity and salesmanship. It is true of port traffic that 
"to him who hath shall be given and from him who hath not shall 
be taken away even that which he hath." This strong tendency 
of traffic to flow through the large port because of more frequent 
sailings can be changed by good salesmanship on the part of 
the smaUer port. 



THE HASBOR BELT RAILWAT AND COMPETITION 
AT THE TERMINALS 

It has been seen that the pecuUar railway hiatory of the 
United States in most cases except New York has led to the 
development of ''railway ports." By the railway port is' meant 
a water terminal of a railroad company over which, it exports 
the products of the interior served by its lines. When it is 
considered that even at the port of New York, embracing a 
metropolitan area of 7,000,000 people and 10% of the industrial 
production of the United States, 50% of ocean freight passes on 
into the interior, or at Boston 65%, or at Philadelphia 75% of 
import freight goes to the interior by rail, the interest of the 
railroads in the movement is obvious. On each transatlantio 
saiUng from a port the earnings of the railways are from S30,000 
to $40,000.' With the exception of New York, port develop- 
ment in the United States has been of one railroad, by one rail- 
road, to serve one railroad. The waterfront, the railroad pier, 
and even the line of ships berthing at the pier have all come to be 
considered by the railroad as a part of its own private system. 
This viewpoint, it will be seen, has been inimical to both the 
public and the roads. 

When the rate structure solidified about forty years ago the 
only competition between the railways left was the com[>etition 
at the terminals. The effect of this competition at the terminals 
for maritime freight has been to disrupt American ports into as 
many disconnected sections as there are railroad terminals at 
the port. The result has been disastrous to American port 
development. Therefore all hoi>e of improvement is inseparable 
from the question of competitive vs. union marine terminals. 

The luxury of competitive passenger terminals is visible to all. 
The competition at the terminals for freight is no less keen al- 
tiiough less conspicuous. It is presumptuous to ask the railroad 

' Clapp, "Port of Boston." (This thorough work should be studied in 
eotmection with the railroad side of port development.) 



54 PORTS AND TERMINALS 

to abandon any advantages which it has gained by years of work 
and to open its piers to all. Until there is an authority in the 
country which is higher than the railroads and above reproach 
of bias, there can be no more hope of the abandonment of this 
last form of railroad competition than there ia of the abandon- 
ment of competition in national armaments until there is a 
world's court and world's police force to protect justly the indi- 
vidual nations. One of the most cogent reasons why American 
ports are lacking in coordination to-day is because the railroads 
will not and can not abandon the last element of competition 
left to them, the. competition at the terminals. 

Before considering the cure, the Harbor Belt Railroad and the 
United Port, let us study the bad effects of the present railroad 
competition at marine terminals. To repeat, this is the crux of 
the port development problem. 

As a simple example of terminal competition at railroad ports, 
by way of introduction, may be taken Fort William and Port 
Arthur at the Head of the Lakes. These two porta are excellent 
examples of the needless duplication of the private unit system. 
There are twenty-four elevators and many other port installa- 
tions with no coordination, operated by private interests with no 
regard for the economic advantage to the Dominion as a whole. 

It is the old story of a port built by a railroad. In this case 
the Canadian Pacific Railway developed Fort William as a place 
to which grain might be brought for transshipment to lake steam- 
ers. The road took all the beat territory for itself. Then came 
the second road, the Grand Trunk, and took what was left. 
When the third road, the Canadian Northern, came along there 
was nothing left at Fort William, and, therefore, it was forced 
to develop a terminal of its own at Port Arthur only a short 
distance away. This would not have been necessary under the 
proper belt-line development which would have made every 
wharf and every elevator part of every railway system. 

The result is a difficult situation. An elevator company 
seeking to locate at the Head of the Lakes demands rail connec- 
tion by two railway lines in order to have some assurance of not 
being held up by an accident to any one line. With each road 
jealous of its own terminal interests, it is difficult to find a loca- 
tion where such double service is possible. Aa a result there is a 
wide variation in the desirability of locations. The desirability 
could be diffused and thus open extensive building areaa to the 
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development of the port if there were coSrdination by means of 
a belt line under a permanent, publicly owned port in the place 
of the many-unit syetem of private interests. Nearly all of the 
Canadian and American Great Lake ports are railroad ports in 
the sense in which we have used the term before. 

Railroad Competition and Terminal Charges. — Terminal com- 
petition between rail lines at a seaport involves the vast problems 
of wharfage, switching, and lighterage charges. The principle 
involved is this. The raih-oad will absorb wharfage, lighterage, 
and switching charges in the through-freight rate of tonnage 
carried over its own lines, but can not do so on freight transported 
to the interior over the rails of a rival company. Each rail 
terminus thus becomes a port in itself. Furthermore, any port 
property, like the elevator sites at Fort WiUiam, or the water- 
front at Boston, can not compete against the free wharfage, 
free switching, in short, the free terminal of a railroad. 

The switching and other chaises absorbed in the through 
rate of a railroad are generally considered as of no interest to 
the pubhc or none of its affair. On the contrary, the terminal 
charges of the railroads involve the entire development of the 
port and therefore are most emphatically the public's business. 

It is perhaps easier to illustrate the principles involved by 
taking Boston as a case in point. At Boston, reaching the har- 
bor from the South, West, and North, are the three railroads, 
the New Haven (N. H.), the Boston & Albany (B. & A.), and 
the Boston and Maine (B. & M.). The B. & M. and B. & A. 
are well coordinated by an outer belt line at East Somerville. 
The N. H. system is not so coordinated. To get at the workings 
of this sort of an arrangement at Boston, as an example, it will 
be just as well to quote several paragraphs, somewhat condensed, 
from the results of the investigations of Prof. Clapp while on the 
Boston Harbor Commission.^ 

" It is important to remember what the flat Boston rate, the published 
schedule, includes, and what switching charges mean. For the flat 
rate to Boston the roihoad delivers to its own public terminals. For 
the flat rate it unloads and delivers at its own freight houses less than 
carioad lots (L. C. L.). In carload lots (C. L.) the rate includes delivery 
to teaming tracks or to industries having a Biding. For export it 
delivers C. L. freight at its own pier. 

' See C1.APP, "Port of Boston," p. 31 ff. 
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"But if one oarrier bringa freight destined for the ptera of another 
earner it chaises the other carrier for switching. This charge may be 



Flo. 16.— Map of Boatou Harbor. (Gi 



Fio. 16. — Map of Baltimore BarboT. (Groavenor Jones.) 

invoiced to the shipper or it may be absorbed in the through rate. 
In this case the carrier would itself pay the switching chai^ to its 
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rival {uer owner as an item of cost of operation in order to get the busi- 
nees for its own line. This is often determined by the faot that the 
shipper is at a "competitive" and not a "local" point. A local point 
is one having no competing riul connection. 

"Concord issuch a local point on the B. &M. The rate to Boston is, 
say, 10 cents per 100 pounds. This would deliver the freight to the 
railroad's Boston pier. If the frei^t in the car is for export by a 
steamer berthed at the B. & A. pier at East Boeton, the B. & M. 
chaises the regular rate of 10 cents per 100 pounds, but delivers the car 
to the B. & A. line at the junction belt line at East Somerville. The 
B. & A. charges the shipper 2}4 cents per 100 pounds with a Tninimiim 
of $5 per car to deliver the car to the ship at its piers. It therefore coats . 
the Concord shipper 12^ cents per 100 poundsmore to ship via a steamer 
berthing at the piers of the B. & A., which does not pass through his 
town, than to ship via a steamer which berths at the piers of the 
B. & M., which does pass through Concord. 

"The case is identical in principle, but just reversed in the case of a 
shipper in the town of Ludlow, a local point on the Boeton and Albany. 
It costs him 2H cents or 25% more to ship his freight via a Bt«amer 
bertiiing at the piers of the Boston & Maine. 

"As for the New Haven its patrons are better off in most cases because 
the N. H, reaches nearly all points reached by the B. & A. The few 
local points on the New Haven, however, have to pay an additional 
charge of three cents if their freight can not be shipped from the 
Charlestown piers of the New Haven. There are many other combina- 
tions. Altogether the Charlestown piers have been the most desirable 
because they have had several advantages in rates and connections. 

"The question now is how this affects the steamship lines in their 
desire to call at a port and berth at other than the Charlestown piers. 
Given two competing steamship lines between Boston and Liverpool: 
one berths at the piere of the Boston and Albany at East Boston, and 
the other at the Charlestown piera of the Boston and Mfune. A shipper 
gets a 10-cent rail rate to the Charlestown piers and a steamship rate 
to Liverpool of 12^ cents, making the freight to Liverpool 22>^ cents.' 
Now, if the shipper has to pay a rail freight at 12}4 cents instead of 10 
cents to the East Boston piers, the through rate to Liverpool will be 
25 cents instead of 22>j cents. The steamship bne berthing at East 
Boston will, therefore, have to cut its own rate of 12^ cents to 10 cents 
to meet the through rate of 22>^ cents, in order to compete with the 
other liverpool ship at the Charlestown piers. The ship line with a out 
of 20% in its freight rate will be discouraged from coming to the port, 
because other than railroad berthing facilities will not enable it to com- 
pete with other ocean carriers which have secured some of the few 
favorable positions. 

* Of course under pre-war conditions. 
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"This inequality between the shipping lioes will also work to the 
disadvantage of the shipper, because of its inflexibility. Take a case 
brought to the attention of the Port Directors. The International 
Mercantile Marine Company had operating to Liverpool the White 
Star Line from a Bt^ton & Maine (Chariestowa) pier and the Leland 
line from a Boston & Albany (East Boston) pier. The Leland Line 
had practically weekly sailings; the White Star Line sailed fortnightly in 
summer and monthly in winter. During the winter several cars of 
paper arrived from Maine over the Boston & Maine, consigned to the 
International Mercantile Marine Company for export to Liverpool, 
It happened that the cars missed the White Star boat. There would 
not be another White Star sailing for a month. A Leland liner sailed 
the next week from East Boston. The I. M. M. Co. could not, as it 
oould at New York or any other port having a full belt-line equipment, 
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divert to any pier in the harbor a shipment paying the inland export rate. 
The steamship company had the choice of holding the freight a month, 
or taking, via East Boston, 50 cents per ton less than its contract ocean 
rate. It held the freight until the next White Star's sailing."' 

The Belt Line. — The solution of the problem of rail coordi- 
nation at a seaport ia the belt line. There are two sorts, the outer 
belt line and the inner belt line. 

' Clafp, "Port of Boston," pp. 31-35, condensed somewhat. 
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The outer belt line is a rail system encircling the port city 
and tapping all the freight lines' tracks at some point before the 
tracks enter the congested parts of the port city. The outer 
belt line with its classification yards, its garea de formations, 
enables a car to be interchanged from the lines of one company 
to those of another. 

The inner belt line connects the piers and wharves of the port 
in such a manner that a car loaded at any pier may travel to any 
other pier or to any railroad line. The important freight move- 
ment is not from one pier to another, but from pier to railroad 
trunk line. Therefore there must be ample connection between 
the inner belt line and the outer belt line to enable any car loaded 
at any pier to travel over the harbor belt-line system to any one 
^f the railroad systems entering the port. Such a system of 
belt lines enables any freight car to be loaded at any pier at which 
a ship may berth and be switched to any railroad trunk line 
which will carry it to the consignee in the interior. The belt 
line should give complete mobility between any pier and any 
railroad system. 

Contrasted with the railroad ports just considered, some exam- 
ples of successful harbor railroads are instructive. 

Belt Lines : Montreal. — Montreal is one of the most conspicu- 
ous examples of a publicly owned and operated harbor belt line. 
It has been most successful. The Harbour Commissioners of 
Montreal own and operate a belt line serving seven and one-half 
miles of waterfront with 49.11 miles of track. About four miles 
were added during the year 1916.* Mr. W. G. Ross, President 
of the Montreal Harbour Commissioners, at the Fifth Annual 
Convention of the American Association of Port Authorities, 
described the system as follows: 

" Previous to 1907, the railway tracks on the harbor, all of which were 
owned by the commisflioners, were leased to and operated by the 
different railway companies. There were three units of this character 
eictending the entire limits of the harbor. Under that system, so far 
as interchange of business was concerned, the shipper was subject to 
very considerable delay In that the line bringing the goods in for de- 
livery to a connecting line was not particularly interested in expedition, 
and in addition, the charges were excessive, because each particular 
unit handling cars originating with another railroad or another unit, 
destined for delivery to still another, charged its own particular switch- 

^Report of Harbour Ctrmmiaaioneri of Montrtal Jot 1916 and yeart p 
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ii^ nte. As a result if a oiir came in on a railroad occupying the upper 
limits of the Eaibor and had to transfer to one in the lower portion, the 
Bvitching charges amounted to something like |12 per car with a delay 
of several days in some cases. Now that same service is performed ex- 
peditiously at the rate of t5 for through traffic and t2.50 to any point 
iu the Central Harbor. The Commiseiouers have, therefore, demon- 
strated the economic advantages of pubUdy administered switching 
fadlities to the shipping public." 

Under the present system, the different companies at pointB 
designated in the Harbor hand over their cars properly marshalled 
to the Commissioners, who place them where desired, at the 
freight sheds, grain elevators, and other places for loading and 
unloading. With the rediatribution of railway tracks, the cost 
of moving freight to and from the cars has been reduced by the 
Commissioners from 45 cents to 22)4 cents per ton, practically 
eliminating the expensive use of the tracks, with their attendant 
congestion. The length of the Harbor shore line at present 
served by the Harbor Railway is seven miles, but the total mile- 
age of track is 60 miles. 

This railway not only affords facilities for transshipping freight 
and switching cars from one railway to another, and from railway 
to wharf and vice versfi, but also connects with the different 
industries located along the Harbor front, to which are shunted 
coal, raw materials, supplies of different kinds, and from which 
manufactured goods and finished articles are shipped out to all 
points of the country ortothe steamahips in the Harbor. Before 
the advent of the Harbor Railway these industries were obliged 
to dray every pound of freight in and out, a most expensive proc- 
ess; while now for $2.50 a car, their incoming frei^t ia deposited 
at their doors and their outgoing cars are delivered to any avenue 
of transportation going out of the city. The rates charged by the 
Commissioners for this service are very moderate, and so good is 
the time made that there Is an urgent demand by new industries 
buildii^ up along the waterfront for the prolongation of the 
Harbor terminals to new sites and to wharves now being specially 
constructed. 

A new line of traffic was developed by this department two 
years ago in the transportation of coal and other commodities 
from the ship's side to industries having connnection with the 
harbor tracks and vice versd. The movement of this traffic 
by the Commissioners saved the industries a good deal in cartage 
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and handliDg, the commoditiee being handled at bo much per 
ton. 

There is a plan on foot to electrify all the Harbor Railway, 
to eliminate dirt and corroding gases, and to effect economies. 
Also tracks have been laid along the available right of way and 
it has become necessary to expand the trackage by building an 
elevated system. Special provision has been made for trucking 
stations to expedite local deliveries by trucks. 

The number of cars handled over the belt line has increaaed 
rapidly. This is a commentary on the desirability of the system. 



1907 


70,856 caiB 


1912 


112,911 care 


1916 


234,439 can 



Accordingly the earnings increased likewise 
The statement for receipts and expenditures for the year 
ending December 31, 1916, shows the following figures: 

Receipts, Railway traffic Dep't. $375,089.27 

Disbursements, Railway traffic opera- 
tion, maintenance, etc. 274,498.12 



The moral is plain. The belt line can perform the service 
cheaper as well as better than private lines and leave the Port 
Authority a handsome surplus. 

Belt Lines: San Francisco.' — "San Francisco Is served by the Atchi- 
son, Topeka & Santa Fe, the Northwestern Pacific, the Southern Pacific, 
and the Western Pacific railroads. All of these roads are connected by 
iBJl and by oarfloat with the State Belt Railroad, which is an integral 
part of the harbor system and reaches alJ of the terminals along the 
waterfront. 

"The belt line ia one of the most important adjuncts of the port of 
San Francisco. It was established in 1891 and ie owned, controlled, 
and operated by the State Board of Harbor Commissioner. The total 
length of line is 3,70 miles. 

"Formerly the line was operated in two disconnected divisions. 
When it was desired to transfer a car from one division of the belt line 
to the other it was necessary to use the carfloat operated by the Southern 
Pacific Co. This method of transfer was not only slow and inefficient 

> G. M. Jones, " Ports of the United States," p. 297. 
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but also costly, since the charges for car-ferry service ranged from Sll to 
215 per car. 

"The two divisions were recently connected — and it is now possible 
to obtain uninterrupted switching service along the entire developed 
waterfront. A continuation of the road from Powell Street, its former 
northerly terminus, to the Government transport docks at Fort Mason 
has only recently been completed. A part of the line runs through a 
tunnel 1,500 feet long and much also on trestles. The extension of the 
belt line to Fort Mason cost $300,000 and the United States Govern- 
ment has agreed to pay to the Belt Railroad, in addition to the regular 
switching charge, a fixed amount on every oar going through the tuimel 
until the cost of the tunnel proper is paid for. 

"A number of miles of sidings and spurs have been oonstnicted to 
serve the various industries and warehouses along the waterfront." 

The rolling equipment of the Belt Railroad conaists of five 
locomotives. During the year ended June 30, 1914, 112,075 
cars, 73,901 loaded and 38,174 empty, were handled by the 
belt railroad. The total revenues of the railroad for the same 
year were «193,993.i 

Although the Belt Railroad is now one continuous line, the 
service is still divided into two divisions, the northern and the 
Bouthem, the dividing line being Market Street. The following 
is a list of switching charges: 

P«ur 

1. Moving loaded cata from a place in one division to another place 

in the same division $2.50 

2. Moving loaded cars from a place in one division to a place in 

another division 6.00 

No chaise is made for moving empty cars, either to be loaded 

or after unloading, when incidental to operations embraced 

in items 1 and 2, respectively. 

3. Moving empty freight cars from place to place within same divi- 

sion for loading or on order of shipper or railroad, and not loaded 

but returned empty to place within same division 1 . 60 

4. Moving empty freight cars from a place in one division to a place 

in the other division for loading on order of shipper or railroad 

and not loaded but returned empty : 

If it crosses Market Street once in the entire operation 1.50 

If it crosses Market Street twice in the entire operation 4.50 

6. Movii^ empty freight cars from one division to another division 

on order of shipper or railroad, but not for loading as a part of 

the operation 2.00 

9. Moving empty passenger cats between any two points on the Belt 

Railroad 10.00 

>Q. M. JoNKS, "Forts of the United States," p. 297. 
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7. For VIM of team track and storage tTscke for each twenty'^our 

hours OT part thereof 2.50 

Cars loaded or empty Temainmg on any Belt Railroad track over 
twenty-four houiB after delivery is tendered by the Belt Rail- 
road will be charged storage for each twenty four hours or part 

thereof 2 , 00 

S. Movii^ loaded baggage or expreaa cars (such cars will be returned 
empty aa part of the same movement without charge, pro- 
vided that all movements of such can are at the risk of 
owneraj 5.00 

New Orleans Belt Railroad.— New Orleans is the most advanced 
port in America in respect of scientific policy. The belt line is 
owned and operated by the Public Belt Railroad Commission. 
It is a municipal body of seventeen members, part of whom are 
appointed by the mayor and part by the various commercial 
oi^anizations. They serve without compensatiou except the 
Secretary-Treasurer, who devotes all of his time to the work. 
The Public Belt Line serves eleven railroads. 

The switching charge on competitive freight was 12 and has 
recently been advanced to $5. Although obsolete in some 
respects, the schedule following, taken from Jones, p. 242, 
illustrates the working of the system. 

Switching Charges. — The following is a list of switching chargea 
made by the Public Belt Railroad, which aerves all of the puUio 
wharves: 

Switching charges on all carload frei^t (except explosives] between 
switches, tracks, industries, and warehouses on the Public Belt Hail- 
road and between all connections, i2 per car, initial movement; return 
movement, gratis. 

For replacing, reconsigning, or changing location of cars, caused by 
error of con^gnee or any other cause not chargeable to the New Orleans 
Public Belt Railroad, an additional switching rate of $2 per car will be 
charged. 

On carload competitive traffic received or forwarded via the New 
Orleans Public Belt Railroad for or from industries, switches, and ware- 
houses located on the tracks of the New Orleans Public Belt Raiboad, 
the switching charges of the New Orleans Public Belt Railroad are 
absorbed by connecting lines. 

Cars that are received from connecting lines for industries or that are 
received from industries for connecting lines will, if refused, be returned 
at the expense of the road or industry from which they are received. 

All cars arc subject to demurrage charges under the demurrage 
tariff of the New Orleans Public Belt Railroad. 
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A charge of S3 per car as reatal will be made for the use of oars 
furnished by the New Orleans Public Belt Railroad for loading to points 
within the switching limits of New Orleans, except where private oars 
are used. 

Cars will be inspected to ascertain their availability for use under the 
rules, cleaned, and prepared for loading upon request of shippers. An 
expense charged of SI will be paid by the receiving line for eaoh oar 
furnished. 

Pbilode^hia is well on the road to a complete harbor railway 
which will fulfill all the rules of the most approved practice. 
Philadelphia was originally a railroad port for the Pennsylvania 
System. Then the Baltimore and Ohio gained entrance and 
finally the Philadelphia and Heading. According to a recent 
agreement with the city, a complete harbor belt line through 
South Philadelphia, Greenwich Point, open to all railroads 
present and future on a pro rata basis, is in course of construction. 
A measure of pubhc control is assured by the ownership of 51% 
of the stock by the commercial interests of the city. It is 
impossible for the present roads to gain control or to exclude 
any new companies from the waterfront. The prorating is 
done by making a book charge to the railroad company receiving 
or dehvering a car to the belt line of S3 to t4 a car. No switching 
charge is made to the shippers. When it is completed there will 
be rail connection between every pier and every railroad line 
entering the port of Philadelphia. 

Seattle is a progressive port, but it has no belt line. Its port 
authorities have a franchise to build one, but the franchise 
has several missing links. The several railroad companies 
reaching the port have built their own rail connections to various 
parts of the harbor, and have fought the harbor belt line tooth and 
nail. The municipal wharves have spur tracks connecting them 
with one or another of the lines and with detached parts of the 
belt line. However, complete flexibility can be achieved only 
when the port authorities connect all piers and all railroads one 
with another by a completed harbor raikoad system. A belt 
line with missing links is a delusion. 

In European ports we find much to learn. When progressive 
at all, they have accumulated experience during many years. 
The harbor railway is considered by European ports to be a 
tins qua rum. 
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Rotterdam.' — The first railroad from Rotterdam waa the one to 
the Hague and Amsterdam opened in 1847. This road waa built 
and operated bytbeHollaDdschelyzerenSpoorwegMaatachappij. 
The line to Utrecht and Emmerich, up the Rhine valley, was 
built by the Rhine Railway Company and finally the roads 
to the south were built by the Netherlanda Government and 
operated by "The Company for the Operation of the State 
Railways," called for short the "S. S." or "Staat's Spoorweg." 
When the port of Rotterdam began to build rail connection 
with the waterfront there were these three companies, the 
Hollandsche, the Rhine, and the Staat's, entering the port. 
In 1890 the Staat's absorbed the Rhine system and to-day only 
the two remaining companies, the " 8. S." and the " Hollandsche " 
are to be considered in the belt-line development. The intention 
of the government was always to play off the one against the 
other and preserve competitive conditions. This waa a failure 
in the Netherlands just as it has been in other countries. The 
railroad business is not a business which will work under con- 
ditions of competition. It is a public utiHty and not a competi- 
tive private business. America is the last great country to realize 
that fact, because the service of civilizing the great west, which 
was accomplished by the private American railroad companies, 
is too fresh in our minds to admit of our full appreciation of 
changed conditions. 

The Port of Rotterdam was managed for the city by the Rotter- 
damsche Handelsvereeniging. They built the first tracks at the 
harbor and turned them over to the State Railroad for operation. 
The arrangement was not fair to the city and the following 
agreement was entered into in 1889. 

All railways to be constructed on municipal territory on the 
left bank of the Meuse, the foundations (dykes, bridges, ballast, 
etc.) are to be paid for and kept in repair by the municipality, 
the superstructure (rails, sleepers, turntables, etc.) by the State 
Railroad. The State Railroad pays annually to the Munici- 
pality 4% of the value of the construction prior to Hie agreement. 
The State Railroad agrees to include in its operations all the 
tracks in the harbor at the same freight rates as charged for its 
own terminal, the Feyenoord Station. If the system ia extended 
beyond the Barendrecht Basin a charge of six cents Holland 
money (2% cents U. S.) per ton is allowed. The State Railroad 

i "The Port of Rotterdam," H. A. Van Ysselstevn, p. 97. 
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pays the municipality one cent a ton on all freight hauled over the 
city's belt*line tracks and contributes aix cents for every meter of 
track towards maintenance. Provision was made for the arbi- 
tration of disputes, but none have arisen requiring arbitration. 
The agreement was for twenty-five years, after which time the 
system might be taken over entirely by the municipaUty for a 
sum to be determined by assessment. The Municipal State 
Railroad had 41 kilometers (25^ miles) of tracks in 1907 and 
was growing rapidly. 

When it became necessary to build harbor basins on the south 
bank of the river Meuse, the right of constructing the tracks and 
operating them was given to the other road, the HoUandsche, 
under almost the same contract as that of the "S. S." This 
contract expires in 1925. Each railroad company has joint use 
or "ruiiaing rights" over the harbor tracks of the other. 

According to the agreement with the Municipality of Rotter- 
dam the switching charges are all absorbed in the through- 
freight rate, yet the two lines and the Municipahty have the 
benefit of coordination of rail carriers and of inner harbor 
movement by rail. The Rotterdam system of municipal owner- 
ship and joint operation seems highly adaptable to American 
conditions. 

Hamburg. — The Harbor Railroad (Hafenbahn) at Hamburgh 
has 213.62 kilometers of tracks, or about 185 miles. This is 
quite an intensive development in consideration of the small 
area of its port. The Harbor Railroad is owned by the city 
and operated by the Wasserbaudirection, the permanent port 
authority. The railroads charge their regular freight rate 
to the termini of their lines. From the terminus yard the 
Harbor Railway takes the cars and switches them to the desired 
quay. This switching charge is naturally higher than the ton- 
mileage charged for the line haul. On the other hand the 
hne haul may be lowered as the terminal charges need not be 
absorbed. The switching charges are as follows : 

1. General package freight, L.C.L., minimum 5 tons per car, 20 pfg. 
per 100 kg.— 2c. 100 lb. 

2. Classified consignments, minimum 5,000 kg. (65 metric tons) maxi- 
mum 5M. 10 pfg. per 100 kg.— Ic. 100 lb. 

3. AU other freight in C.L. (5 ton min.) 15 pfg. per 100 kg.— IJic. 100 lb. 

4. If it be possible to transfer directly from ship to freight car, 3 pfg. 
per 100 kg.— 3 mills 100 lb. 

* FlOoxl, p. 204, 
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To discourage the use of the crowded quay sheds as far as pos- 
sible there are tariff differences favoring shipments which Uke 
No, 4 do not use the sheds but go directly from ship to freight 
cars and leave the quay at once. This preferential tariff for 
non-shed freight is considerably lower. 





Fukaga rrucht per 100 kg. 




Witb ihed u»| Withoat 


Quay loading and tranafemng (cranea) . 
Official weighing and certificate 


3pfg. 

6pfg. 
20pfg. 


4 pfg. 
3 pfg. 






29pfg. 
3 c, 


9H pfg- 

1.1c. (»1 -4.20 marks) 



In addition there is a fee of one-tenth of 1% for statistical 
declaration of both in and out-bound freight, reckoned ad 
vahrem. 

Bremen. — Bremen has a similar harbor belt railroad, but the 
switching charges are somewhat different from Hamburg's. The 
regular L. C. L. rates are 8 pfg. per 100 kg. ($.008 per 100 lb.) 
for freight using the quay sheds and 4 pfg, ($.004 per 100 lb.) 
for freight not using the sheds. There is a larger percentage 
of railroad freight at Bremen because there is httle river naviga- 
tion inland. 

At Emdea there are no switching charges at all as all of the 
harbor is reached by the Prussian-Hessian Railway alone and 
all the switching charges are absorbed in the through rate. 
There is absolute coordination between every quay and every 
line leaving the port for the interior, however, although Emden 
is a one-railway port. 

London.' — ^At the port of London the same sort of inherited 
inconveniences exist as at many American ports. The older 
docks were built before the railway became a factor and most 
of the wharves of these docks are without any immediate rail 
connection. The condition has been maintained by the light- 
erage guilds which have shown great opposition to any improve- 
ments which would reduce Ughterage by sending rail freight 

' WlB&BOTBU". p. 100. 
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by rail. "Victoria and Albert" and "Tilbury" Docka are the 
only ones with rail coimectioD in the Continental sense. 

Liverpool. — ^Liverpool also has no rail connections of impor- 
tance. There b a railway passenger station on the waterfront. 
This was necessary because of the competition of Southampton 
which offered this convenience to transatlantic travellers. 
There is also an elevated railroad to connect with bunker coal 
pockets. The attempts at a harbor belt railway have been 
failures because the upland space left for such a system between 
the docks and the city is so narrow that only single tracks could 
be laid if there were any space for tracks at all. Some of the 
warehouses tried to use single-track rail connection, but the 
attempt was unsuccessful. It is absolutely essential to have 
two or more tracks in order to switch past cars which are loading, 
or unloading at the freight platforms. Also at Liverpool much 
of the freight is for local consignees and not for the interior. 
Therefore at Liverpool all the freight is still carted from wharves 
to goods stations and warehouses. 

Antwerp is thoroughly coordinated, with belt-line connection 
between ship's side and the interior. An extensive system of 
97 miles of tracks links the quays with all the railway lines serving 
the port.' 

Manchester. — To close the list of successful Harbor Belt 
RaUways, which might be continued indefinitely, the follow- 
ii^ quotation will sum up the essential features of this vital 
institution^ at Manchester. 

"The Manchester dock railways are e^bt miles in extent and com- 
tdetely interseot the dock estate. The total length of railways (tracks?) 
already completed at the docks and at many points alongside the ship 
canal is upwards of 137 miles. The following railways connect with the 
docks: London & North Western, Lancashire & Yorkshire, Great North- 
em, Midland, Great Central and Cheshire. The Canal Company's 
tracks along the canal between Manchester and Eaetham are connected 
with the railways of other companies at different points. Traffic can be 
eonoeyed in railway cars between the various hading and discharging 
berths at the docks and ai other places on the ship canal, and over the 
different lines named to euery railway station in Great Britain. The 
Company supiJies lists of through rates — inclusive of railway carriage 
and ship canal toll — for the conveyance of traffic between inland towns 

• Report of the Connecticvl Harbor Commission, 1912, p. 48. 

* Report of the Barge Canal TermiTtal Commission, Albany, p. 223. 
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and Manchester." The company ia The Manchester Ship Canal Co., 
which is the owning and operating authority called "The Harbor and 
Port of Manchester." 

Separation of Tenninal Charges. — In closing the discussion 
of the belt Ime it muat be pointed out that there must be not 
only full coordination but also equal charges. These two factors 
at New York, that all parts of the port are equally accessible, 
and at the same rate, are responsible for the growth of the port. 
The costs have been high and pier rentals have been high, but the 
Bervice has far outweighed the free wharfage of other ports of the 
North Atlantic, which have been railroad terminals in the narrow 
sense of terminals for one railroad. The railroad has considered 
that the pier and then the ship berthing at the pier are parts of 
-the private system of the railroad company. There have been no 
terminal charges against the freight in this case and the ships 
are given free wharfage at a railroad pier. Vet this free 
wharfage does not begin to offset the fact that the ship line has 
access only to the narrow hinterland served by one railroad 
system. The principle that a port must be one zone with equal 
charges to any part of it has been upheld by the Interstate 
Commerce Commission. 

To unify a port and give it complete flexibility it has been 
said that the terminal charges should be separated from and not 
included in the line haul. It has been argued against this sepa- 
ration of terminal charges from the line haul that it is un-Ameri- 
can; that European hotels may charge guests for candles and 
soap but that this is not the American way of doing things. The 
comparison limps. The terminal expenses are far greater than 
the line haul. In the example in Chapter I between Philadelphia 
and New York these expenses were fourteen times the rail 
freight rate. Is a first class American hotel which fails to include 
the cigars and champagne in the room rent un-American? With 
terminals operated as a unit there must be a separation of charges, 
even if these charges are eventually prorated and absorbed. 

The first law of a port now reads: There must be pkysieal 
connection between every pier and every railway and every VMrehottae 
mth, a uniform system of charges. 



CHAPTER VI 
LIGHTERAGE 

The lighter is a Bballow-draft vessel used for inner-harbor 
communication. In many harbors of the world where there are 
no adequate wharves the lighter is the only means of communica- 
tion between ship and shore. Where the harbor has an insuffi- 
cient depth of water, the lighter is used to "lighten" the ship 
by removing a part or aU of the cargo. When the ship is "light" 
it can pass over the bar and enter the harbor. 

The lighter is a necessary tool in any harbor no matter how 
weU the harbor may be equipped. The harbor lighter and the 
belt line for freight cars are not antagonistic. The lighter, 
because of its greater flexibility, because of the greater economy 
of transportation on water, and because of the larger amounto 
of cargo which it can move at one time, is more economical than 
any land carrier, whether it be dray, motor truck, or belt-line car, 
provided the costs of loading, unloading and handling the freight 
be the same in all three cases. The cost of handling is the 
deciding consideration. The belt line has the advantage in 
almost all well regulated and properly planned ports in the 
movement of all railroad freight because the car can be switched 
over a belt line to the ship instead of having its freight unloaded 
between the point of origin and the ship's side. 

For local delivery instead of cartage, between warehouse or in- 
dustrial plants situated on lighterage waters within 50 miles of 
the ship, the lighter is undoubtedly the most economical and 
convenient medium. For loading ships in stream or from the 
water side it is the only medium. 

To repeat, the question is not whether we shall adopt either 
belt line or lighter, but whether we shall make the fullest use and 
best possible adaption of both vehicles. There has been endless 
confusion and much complete misunderstanding of the relative 
functions of lighter and belt line. There should be no confusion 
of mind on the subject. The harbor belt luie affords facilities 
for switching freight carriers between any railroad system and any 
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gte&mahip pier and any warehouse or industrial plant having a 
siding. Likewise the lighter affords facilities for moving freight 
in bulk or package from any ship to any other water carrier and 
to any warehouse or industrial plant having water-side connec- 
tion. Both institutions are necesaary to the efficiency of a 
modem port. The l^hter is lees economical than the belt line, 
in handling railroad freight, but more economical than the dray 
for other freight. 

Lighterage at New York. — The lighterage situation at the port 
of New York demands detailed attention for several reasons, 
because of the importance of the port, because of the agitation, 
publicity, hghterage cases before the I. C. C, because of the 
congestion at the port of New York, etc., and because New York, 
not having a harbor belt line, must depend upon the lighters to 
do not only their own work, but also the work which should be 
done by a belt line. It must be kept in mind, out of justice to 
New York, that not only is the problem of harbor coordination 
most urgent at New York, but also its solution is most difficult 
of attainment there, because of the peculiar geographical, legal, 
and historical conditions at this, our first maritime gateway. 

There are three categories of lighterere at the Port of New 
York, private, charter, and ■public. The private lighterers are the 
departments of a railroad or terminal company to take care of 
that particular company's own lighterage work. 

The charter lighterer is a private lighterage firm which 
does not operate its lighters, but leases or charters them to 
such as need the equipment. Often when terminal or railroad 
operators have insufficient lighter material they charter such 
equipment. This is particularly true of floating derricks for 
lifting heavy pieces of freight. 

The public lighters are common carriers, in distinction from 
the private carriers. They sell their services to the interested 
public at prices determined by demand and supply. As Mr. 
Bush said in testimony, "They take whatever money you happen 
to have in your pocket." This is a picturesque way of stating 
that they charge what the traffic will bear. The economic laws 
which determine prices under conditions of free competition 
operate here as elsewhere. Supply and demand fix prices, 
but only between two limits. The upper limit is what the 
traffic will bear, or, if you wish, the full aniount of the contri- 
bution of the service to the value of the product. The lower 
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limit is determined by the coat of the service. The price can not 
permanently sink below the cost of the service or the lightermen 
will be forced out of buaineas. In times, as at present, when 
demand exceeds supply the l^htermen take full toil. In slack 
years the price charged will sink to near the coet of production 
of the service. The "cost and service" principle therefore 
prevails. 

There are no published tariffs for Ughterage. Formerly, 
before the war, the rate to any point within the hghterage lim- 
its of the port was about five cents per 100 pounds. During 
1917 it was between 7^ and 9 cents. There is no agreement 
between the lighterage firms, but each is able to gauge the market 
to within about one-half cent. In practice a lighterage firm 
establishes a reputation for careful handling, prompt delivery, 
and general reliability and thus seeks to gain and retain its 
own regular customers. Many specialize in some particular 
type of service such as the transportation of stone and gravel, 
coal, high explosives, etc. 

The wages of labor account for 75% of the cost of the service. 
Twenty years ago big husky Irishmen were available at 20 cents 
an hoiu*. At the outbreak of the war little Italians were receivii^ 
35 cents and by the close of 1917 the most motley of crews were 
getting 55 cents an hour. 

The Usual Equipment at New York. — The lighter is a wooden 
scow with high freeboard, square ends, and a somewhat greater 
length overall than on the waterline. There are three principal 
types of hghters of the scow type; open deck, covered deck, and 
open hatch. The last type is commonly called a barge or a scow. 

The lighter has undergone a rapid change in size within the 
last 25 years. A generation ago the New York harbor lighter 
was a small sloop, pointed at the bow, carrying a mast and main- 
sail. It had a loading capacity of not over 90 tons. As in the 
case of ships and canal barges it has been found that the larger 
the carrying capacity, the greater the economy of operation. 
To-day a lighter of less than 300 tons' capacity is considered 
absolutely uneconomical and those of the more recent construction 
carry 600 to 700 Ions. The percentage of profits on the transfer 
with a 600-ton hghter is more than twice the percentage of profits 
from a delivery with a 300-ton lighter. A modern Ughter is 
normally worth about $12,000. At present (1918) it sometimes 
ooBts several times that amount. 
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A more recent development is the steam lighter. This is a 
large tug with the machinery well aft and an expanmve foward 
deck to accommodate freight. A steam lighter has greater 




speed, ifl more mobile, has power for handling heavy pieces by 
winches and boom or derrick, and. can also tow a scow lighter. 
Steam lighters have a capacity of from 300 to 500 tons. They 
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are worth (1017) about $60,000, but are almost impoesible to get. 
Such a boat bums 1}4 tona of coal per day and has a crew of five 
men. It u uaed for high class fast freight. 

There are about a hundred lighterage firms at New York. 

Wharfage on Lighters. — The lightermen's great grievance at 
the port of New York is the wharfage charge on lighterB, Section 
869 of the Greater New York Charter reads as follows: 

"It shall be lawful to charge and receive, within the city of New York, 
wharfage and dockage at the following rates, namely: From every 
vessel that uses or makes fast to any pier, wharf or bulkhead within said 
dty or makes fast to any vessel lyii^ at such wharf, for eveiy day, or 
part (^ a day .... as follows:" 

These wharfage rates according to the law are chargeable 
upon the tonnage of the vessel, but custom has pretty well estab- 
lished a fiat rate of $1.00 per lighter, except at the city piera 
where the rate is one cent per linear foot on the length of the 
lighter. Now when a lighter is asked to deliver or collect freight 
by a ship at a wharf, it has to pay for going where it is asked to 
go and for performing an indispensable service to the ship. It 
has to pay the dollar even if it lies outside of the wharf, several 
vessels away from it, and also if it touches there only for a short 
time. A lighter may have to pay several dollars a day, one for 
each wharf at which it loads or unloads a package. 

The wharfage on lighterage goes to the lessees of the pier who 
are often almost, if not quite, able to pay the rent of the pier 
from the wharfage chained against harbor lighters. A case in 
point is often agitated, that of the city pier leased by the Paber 
Line, at the foot of 31st Street, South Brooklyn. The line pays 
the city $36,850.50 per year, or less than 2% of the investment 
of the city. At one count 137 lighters had touched at that pier 
before 11 A.M. and each paid $1.00. The line practically has 
the pier for nothing, the lighters paying for it. 

To charge lighters wharfage is to lay a tax on a service which 
should be encouraged. It may be wasteful in ordinary cases to 
lighter railroad freight. This is not always the case. However, 
at New York it is estimated that about half of all the maritime 
freight moves by rail. The encouragement of the movement of 
■ the other half by lighter to relieve the carting congestion in the 
streets of the metropolis has become a necessity. The degree 
to which the carting may be elminated by lighters deserves much 
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study. It will be discussed under various headings m these 
p^es. JuBt here in connection with this wharfage charge on 
lighters be it mentioned that the charge is a tax which may not 
seriously affect "belt-line lighters" carrying railroad freight, but 
will be very detrimental to the development of the small fast 
" dray-lighter " which has been found most useful in various ports 
abroad. 

Lighters and ships have grown many times in size, but the 
pier slips have not widened. The result is much congestion. 
Lighters sometimes lose several days trying to get where they are 
wanted. The resulting waste of lighter service is the same as 
that of the freight cars tied up by congestion and not working. 
In recent cases the lighterman has collected from the owners or 
lessees of the piers for delays caused by slip congestion. In one 



FiQ. 21. — lustream loadiug without mooring posta. 

case the damages collected were $75.00 per day of delay. The 
lighter missed a delivery to a steamer and had to hold the freight 
for five days. 

The fact that the lighterage system is already developed at the 
Port of New York should be an additional incentive to the 
estabUshment of ship berths at dolphins or mooring posts for mid- 
stream loading. Mid-stream loading is practised now because 
of the lack of wharfage during the war and for loading of high 
explosives and ammunition, A ship at anchor, swinging at her . 
moonngs with every change of wind and tide, is at a disadvan- 
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tage. Also simple anchoriDg requires too much room. At the 
port of New York there is plenty of room, it would seem, but the 
present congestion has made itself felt even on the waters of the 
harbor as well as at the wharves. There is plenty of area in the 
Upper Bay where the driving of rows of dolphins and dredging 
to accommodate the largest ships would be simple. 

When the Barge Canal is in operation the volume of water- 
borne freight entering the port will be greatly incre.ased. The 



Flo. 22. — A mooriDg post or Duke d'Albe uid ateel lighten at Hamburg. 

conditions will be repeated here which have given the characteris- 
tic lighterage service to both Rotterdam and Hambui^. It will 
then be necessary to establish mid-stream loading facilities for 
both lighters and canal barges. 

UGHTERAGE AT OTHER PORTS 

Waterside Delivery by Lighter at Hamburg. — The lighter 
movement of freight at the port of Hamburg has reached large 
proportions. There is a fundamental difference in the service 
rendered as compared with that of New York. 

At Hamburg all the warehouses of the Free Port and most of 
the private warehouses and loft industries of the town have water- 
side delivery, that is, a canal on one side and a street on the other. 
For this reason the lighters do not take the place of the rail 
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connections as at the Port of New York, 

but take the place of drays. Instead of 

a lighter moving the contents of a u 

freight train to the ship it moves only I 

dray loads for local shippers. The belt -I 

railway takes care of all the through f 

railroad freight and switches loaded cars s 

unopened to the quay where the ship is 

loading. When the freight comes by 

river barge the barge is floated along 

aide the ship in stream or at a quay on 

ite water side, and the cargo again 

reaches ship's side from the interior 

without rehandling. 

Id broken lots by rail L. C. L. freight 
is unloaded at the belt-line transfer sta- 
tion and consolidated for that particular 
ship and then moved to ship's aide, some- 
times in a freight car, or, more often, 
dropped over the water side of the 
transfer station into a lighter, and moved 
to ship's side by water just as at New 
York. Thus the lighter moves only L. 
C. L., railroad freight. 

When a river bai^e has less than 50 
tons for a steamer the barge is not 
allowed to lie alongside the steamer and 
unnecessarily interfere with navigation, 
but it must make delivery to the ship by 
lighter from the barge termini. Again 
the lighter is used, but only for less than 
barge-load lots. :| 

Ships lying at mooring posts do not 1 

pay wharfage. Therefore, as mentioned | 

above, when a ship takes on a cargo com- o 

posed largely of bulk freight or freight I 

arriving in river barges and only in small . 

part of package freight, it is more eco- g 

nomical to take the package freight to 
the ship in lighters than to have the ship 
pay wharfage. 
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It will be seen that the lighters at the two ports have very 
different services to perforin. At New York they move large 
consignments and the large lighter is in vogue because ton for ton 
the larger the movement the more economical it is. This rule 
holds only when most of the lighter service is for trainload lots. 



(Photo by »utbDr) 

Fio. 256. 

Fio. 25a. — Hamburg. Ancieat canal datins from end at I3th centun' *ith 
private warehouBCB built for liBhter dray service. (3e« bIbo ahapt«r on Free 
Port.) 

Fia. 256. — Hamburg, Free Port WarehouM District, ligbtfiT oaoal is with 
BTO lights tor illumination at night. A lighter is delivering a consignment of 
coSee. Arc lights are to aid in policing free port warehouses as well as for night 
deliveries. 

The Ughter at New York is doing, rightly or wrongly, a water 
belt-line service. 

At Hamburg, where lighters move dray-load lots, a cartage 
service on the water, the small lighters are more economical. 
A small lighter full every trip will cost less per ton to operate than 
a large lighter only partially filled. For conditions at Hamburg 



LIGHTERAGE 81 

small lighters are most efficient. Th^ are of steel construc- 
tion with pointed bows, a two-foot deck and combing around an 
unobstructed hold. The usual capacity is 50 to 75 tons. There 
are 500 covered and 2,500 open lighterB» at the port with a. ca- 
pacity of from 30 to 300 tons. Open lighters are covered by tar- 
paulins in bad weather. 

Formerly these small light- 
ers were poled or staked from 
place to place. They were 
punted and floated from the 
harbor to the warehouse on 
the canals and back again, 
taking advantage of the rising 
and faUing tide for the major 
part of their locomotion, going 
in with the flood and out 
with the ebb. Irately the 
usual means of locomotion 
has been a sturdy one-man 
motorboat burning petroleum 
or heavy oils. There are also 
some small, two-man steam 
tt^s. The small, fast tugs 
and handy sharp-bowed light- 
ers are most efficient drays. 

Tlie rates are arrived at 
according to ^reement influ- 
enced by supply and demand. ^^ ^ ,^^^^, 

The lightermen have a Fio. 26.— Lighterage. A oonnsnineDt 

"Curb" outside the Bourse. otAdriancePrattReaperebeinB"drftyed" 

__^ .■ 1. i_ *V lighter to the water side of the agent s 

When a transaction has been Hamburg warehouses in the Free Port. 

made on the exchange which 

requires the movement of merchandise it is only necessary to 
step outside to the Lightermen's Curb and bargain for the de- 
livery. As at New York, old established lighterage firms have 
their regular customers. The rates are fixed by long usage at 
about 30 pfennigs per 100 kilos or 7H cents for 220 pounds. 
This would be 3.4 cents per 100 pounds. It is evident that 
this is a very low rate in view of the fact that this is largely a 
L. C. L. dray service. 

» CulPP, also Uawbwger Ha/er SloHstick, 1912. 
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The extent to which the Hgbter aids in the movement of 
goods at Hamburg is shown by an analysis of the removal of 
goods from the ships using the quays and not including the ships 
in mid-Btream. 

By Barges 17% 

By Rail 18% 

By Dray 20% 

By lighter 45% 

It must be remembered in this connection that much of the 
commerce at the port is for re-export by coastwise vessels. The 
movement may be directly from ocean to coastwise vessel or 
it may be to the warehouse first. 

The deep waterfront at Hamburg and elsewhere is not given 
over to local delivery. All freight shipped to the city — and 



a million people require a groat many things — which comes by 
rail goes to terminal freight houses, to terminal municipal markets 
and to municipal stockyards, and is loaded or unloaded at 
properly equipped and planned sidings. Much of the garden 
produce comes by canal boat from the surrounding countryside 
direct to a quay along one side of the main municipal market 
area. Bananas and other over-sea fruit go to a special fruit 
quay which is equipped with banana unloaders and conveyors 
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and other special transfer and handling machinery. This quay 
is in the free port, but not far distant from miuucipal markets. 
By such means the deep waterfront is reserved for overseas and 
coastwise commerce. 

Lcmdon. — Lighterage at London has not come up to its best 
possibilities. At London Lightering has been practised for 
centuries. This has been necessary because the docks have been 
built at widely separated points before there was a harbor 
belt line, and in the case of the older docks even to-day the only 
connection between them is by water. The distances are far 
too great for the dray or even the modern auto truck. This is a 
case where the lighter ia the proper means of inner harbor traffic. 
The practice has been to move the lighters about the harbor on the 
ebb and flow of the tide. This means that there ia a general 
lighter movement every twelve hours. The lightermen drift 
helplessly with the current except for an occasional use of the 
boat hook and a flow of picturesque language with which the 
lightermen express their mutual admiration. The difficulty 
of the movement is increased by the fact that the docks are 
only opened at high tide and the lighters must get in and out 
during this brief period. The ancient and strongly organized 
lightermen's guild has systematically opposed any introduction 
of motor tugs or other mechanical propulsion of lighters. The 
craft in use is very similar to that used in Hamburg. With 
the introduction of motor tugs and double gate locks instead 
of flood gates the lighters of London could be made one of the 
great assets of the port. As it is, the lighter is in great disrepute 
at the Port of London and gives a bad odor to anything which calls 
itself a lighter^e system. 

Application to United States Ports. — The question which we 
must raise after all this discussion is: "How are we able to adapt 
any of these advantages to our New York and other American 
conditions ajid cut the present excessive draying costs of 10 to 12 
cents to 3.4 cents per 100 pounds?" One answer is, that as far 
as possible from an engineering standpoint all future warehouses 
and loft industries must have water-side delivery by lighter 
canal. As the demand for delivery by lighter grows, "water 
truckmen" will come to the fore with light and small equipment 
to take care of small work. The present lightermen will have 
their own work to do with lai^ units. Agreements should be 
made whereby they would not quote on less than 50-ton lots. 
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The water-truckmen will be able to quote lower rates on less 
than 50-toD lots because of their special equipment for that 
service. 

There must be a ruHng that a lighter of more than 100-ton ca- 
pacity with less than 50 tons of toad must not enter a slip to 
unload except en route. This would force htr^ lighters with 
small loads to keep out of a congested slip. 

There will be no poaeibiUty of a new service unless there be an 
agreement or a ruling to divide the service. No undue taxes, fees, 
or restrictions should be imposed on such a highly important ad- 
junct to a port as the lighter. 

Mr. Bush has well remarked that everything which will move 
freight, everything which rolls or floats should be at work in a 
congested port hke New York. If this could be accomphshed at 
the port of New York we should have freight leaving a ship or 
reaching it by several means. There would be cars alongside 
moving over the belt line to the interior by rail, overside into 
canal barge for water routes, onto the piers for local dehvery by 
trucks, and overside into lighters for local delivery- 
Hew York Lighterage a Substitute Belt Line. — At the port of 
New York we find a peculiar condition. San Francisco, on a 
peninsula with the trunk lines terminating in Oakland, has a 
considerable similarity to New York. Otherwise the port of New 
York is absolutely different from other ports. There is no harbor 
belt line, but there has grown up a substitute for the same which 
has done very well until the last few yeaiB. New York was built 
on an island. The reason the streets were laid out running close 
together across the island was, it is said, because it was expected 
that the north and south traffic would be carried on the North 
and East rivers. Manhattanville residents formerly went to 
New York by boat. After the opening of the Erie Canal, it 
made no difference where the canal barges tied up, at the Jersey 
shore or at Manhattan Island. Commerce and shipping devel- 
oped on Manhattan Island under the stimulus of the Erie Canal 
traffic. When the railroads became a factor they had to compete 
with the Erie Canal and also were separated from Manhattan 
Island by the Hudson. It became the practice to lighter freight 
to any point of the harbor as part of the carriage of freight from 
the West. The "free lighterage" became the custom and baa 
since so remained. The Ughterage is reckoned at three cents per 
100 pounds and this is absorbed in the western freight rate. As a 
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result, a ship lying any place around Manhattan Island or the 
shores of the Bay within certain liberal lighterage limits would be 
reached by any of the roads entering the city, either on the Jersey 
side, or from the New York Central, or New Haven, which actu- 
ally enter the Borough of Manhattan. The harbor waters have 
afforded the equivalent of a belt line. Complete flexibility and 
inter-relation are established. Build a pier or a factory any- 
where within the lighterage limits of the harbor waters and it 
immediately becomes accessible to all thirteen railroads entering 
the port. As long as the lighterage limits remain the same as 
they are at present, there is little hope of any of the projects at 
Newark Bay, Jamaica Bay, or Yonkers becoming important 
outside of those limits. This all sounds very advantageous to the 
Port of New York. In fact it has been this complete flexibility 
afforded by "free hghterage" which has made New York a most 
desirable port in spite of the greater expense. The fact of the 
codrdination accomplished has blinded men to the excessive costs 
of the system. 

One of New York's prominent trafBc men, before the I. C. C.,' 
made the statement that the harbor waters of New York made 
an inner belt line which made this port superior in coordination 
to any port in the world. He seemed to overlook the fact that 
other ports have water in them. If other ports have water in the 
harbor why do they build many miles of belt line tracks? Why 
do they not lighter everything from one end of the harbor to the 
other? The answer can not be that the water in the harbor of 
New York is of a pecuhar sort which makes Ughtering less expen- 
fiive here than elsewhere, at Montreal or Hamburg or Antwerp. 
We found that at New Orleans the Public Belt Line Railways 
delivered a carload at any place in the harbor district for $5.00, 
formerly for J2.00. It costs the railroads J1.80 per ton or 136.00 
for a 20-ton car to deliver from the Jersey meadows to Manhat- 
tan. If the dehvery of every carload of freight at New York is 
costing someone seven times as much as the same service at New 
Orleans or at Montreal there is something wrong with the much 
admired water-belt-line by hghter at New York. The time has 
come when we must understand that the National economic loss 
of the difference between J5.00 and $36.00 for the same service is 
just as important whether it is absorbed or not. From the ship- 

* Lincoln, testimony in New Jersey Lighterage C&se. 
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pere' point of view it may be absorbed. From the National 
economic point of view our intematioiial commercial vitality haa 
been decreaeed by $31.00 the car load on all foreign and domestic 
commerce paasing through the Port of New York. The public 
always pays the difference in the end. Lightering of railroad 
freight is an uneconomical duplication, even if it does accomplish 
the necessary coordination. 

The reason it costs more to lighter than to cany by belt line is 
to be found primarily in the cost of rehandling carload freight. 
The capital tied up in lighters, car floats, tugs, bridges, and piers, 
together with their maintenance and crews, may or may not be 
greater than a similar belt line right of way and equipment. 
Granted that the two are equal the saving accomplished by mov- 
ing carload freight without rehandUng would be very great. 

Rev York-Manhattan Lighterage. — There is a distinction 
which must be made for the sake of clarity. When freight is 
unloaded from a car onto a hghter for further delivery the process 
is termed lighterage. When cars are pushed onto a car-float and 
ferried to another point it is called floatage. 

At the Port of New York most of the export and import freight 
is handled by lighter. Most of the domestic freight, the supplies 
for the industries and the product of the industries of New York 
City, as well as the supplies' for 5,000,000 people, are car-floated. 
Some 1,500 to 2,000 freight cars are floated over to Manhattan 
Island and back again every day. About 90% of the freight for 
Manhattan Island is for consumption on Manhattan Island and 
not for export. 

If New York were not a seaport at all, but on an island in the 
middle of Lake Cayuga, there would be no essential difference 
in the congestion of West Street. That condition is purely a 
local matter and has httle to do with foreign commerce of the 
United States except that New York's misfortune of being on an 
island makes it necessary to withdraw all that harbor shore from 
the services of the foreign trade of the United States and devote 
it to purely local uses. In considering the problem it must not 
be overlooked that what is termed the lighterage problem of 
New York does not concern foreign trade so much as domestic 
trade. The point is illustrated by the statistics of the water- 
front occupation by the railroads at Manhattan Island-' 

' B. P. Cbesson, Jr., in the Lighterage Hearings before the I. C. C. 
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TonortBll.TBOft. 



Trans-Atlantio Stoamen 1-4% 17.6% 

Coastwise Steaman IS. 6% 24.3% 

Rulroads 47.9% 30.0% 

Hudson Hivor Boats «.3% 3.0% 

Sound Steamers 10.0% 5.7% 

Femee 10.0% 7.8% 

Open Wharfago 4.3% 3.9% 

Coal, Ice, OyatcM, Dumps, etc 6.8% 6.9% 

Recreation Piers 2.0% 0.1% 

Commerce <d Sectiuis of ttie Port of Hew York. — The general 
character of the commerce of the Hudson River within the limit« 
of the port is indicated in the following extract from the Annual 
Report of the Chief of Engiaeers of the United States Army for 
1914 (p. 234): 

"The tonnt^ of the commerce handled in the Hudson River Channel 
(North River) in 1912, as obtained from the best available information, 
amounted to about 72,000,000 tons, of which 41,000,000 tons were 
handled from piers in Manhattan Borough, New York City, and 
31,000,000 from piers in New Jersey at and above Jersey City, to Fort 
Lee. 

"As the result of a. thorough canvass made in 1914, it appears that 
the total commerce in 1913, in the section of the Hudson River included 
in the project for improvement, amounted to 64,517,302 tons, valued at 
12,958,075,917. 

"Owing tq the great variance in the character of the traffic in the 
North River, and the exceedingly large number of craft of all classes 
arriving at and departing from the various piers and passing through 
the channel to points beyond, it is impracticable to secure reliable 
infonnation on this subject.* 

Separate ttatUlica of the coastwise trade and itUra-haTbor traffic are, 
aa staUd above, nol available.* These data are, however, included in 
general statistics compiled by the United States Army Engineers, 
which are presented in the following table and show the total volume 
of commerce passing through the several sections of the port. Doubt- 
less many dupUcations occur in these compilations because of the great 
volume of freight interchanged between various sections of the port. 
It would be inadvisable, therefore, to make a summation of the traffic 
on the several waterways and regard that as representative of the 
total commerce of the port. These data are of value only so f ar aa 
they give a general statistical view of the traffic in the several sec- 
tions of the port. 

■ Jokes, "Porta of the United States," pp. 91 and 92. 

* GRoeVBNOB M. Jokes, "Ports of the United States." 
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In ahort tOM 
Watamyi 1013 10 tt 

New YoA section: 

Hudson River 64,617,302 58,644,614 

East River to)46,331,216 46,553,605 

Harlem River 18,313,336 11,677,922 

GowanUB Bay 6,651,469 8,159,186 

Newtown Creek 6,141,616 4,445,666 

QowanuB Canal 3,000,000 (6) 

Wallabout Channel 1,048,340 900,618 

Flushing Bay 917,661 853,714 

Jamaica Bay 816,132 768,550 

Bronx River. 658,473 841,586 

Weetcheeter Creek 671,166 589,322 

Eaatcheeter Creek 194,956 136,065 

New Jersey section: 

Artliur Kill (c)30,525 OM 32,140,264 

Raritan Bay 6,612,484 6,120,085 

Newark Bay (d)2,807,387 4,260,541 

Raritan River R 1,243,923 1,034,863 

Elisabeth River 88,716 29,103 

Notes on foregoing table: 
(a) Not including through traffic. 
(6) Not reported. 

(c) Data are for 1912. Includes portions of the commerce of the Paasaic 
and other rivers that passed through the Arthur Kill. 

When it is remembered that the entire foreign commerce of 
the Port of New York in 1914 was only about 32,000,000 tons, 
as compared with more than 100,000,000 tons on the North, 
'East, and Harlem Rivers, it is strikingly evident that the North 
River Shore is almost entirely taken up with domestic oomjnerce' 
on railroads, coastwise, river, and Sound steamers. 

THE HISTORT OF FREE LIGHTERAGE 

It was stated above that the history of free lighterage goes 
back to the days of the Erie Canal. Canal boats delivered to 
any point on the water-front. When the railroads were built 
they had to meet the competition of the Erie Canal and deliver 
to any point in New York, i.e., Manhattan Island, across the 
wide North River by lighter. In order to meet the competition 
of the canal and of the New York Central Railroad the roada 
entering New Jersey brought freight and passengers across to 
Manhattan Island for the same rate or fare. The lighterage 
was considered only a continuation of the rail haul. In the early 
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rate adjustments, which have atood for forty yean, it was agreed 
that iD pro-rating, the line which performed the New York 
dehvery should be allowed to deduct three cents on the freight 
originating east of Buffalo-Pittsburgh and 4H cents on western 
freight. The figures were arrived at in a bargain between the 
raUroads and Mr. Palmer, of Palmer's Docks (now the Brookljrn 
Eastern District Terminal)' and were considered satisfact^ny 
by both parties to the bargain at that time. Since that time the 
lighterage limits have been extended many miles and the cost of 
the service has at least doubled. The railroads on the land end 
have decreased the cost of haul per ton-mile and therefore are 
able to absorb the increased cost of lighterage. They have no 
incentive to improve the lighterage conditions, however, if they 
are losing 2^ cents or more on every 100 pounds in performing 
the service. They regard hghterage as a. necessary evil. 

The free lighterage system has grown fast to the railroad 
service and it seems impossible to operate on the adhesion with- 
out killing the entire rate structure. If one tried to separate 
lighterage service from the through rate the operation mi^t be 
successful but the patient would die. This statement does not 
preclude the possibility of the separation of port chaiges when the 
United Port of New York-New Jersey on the one hand is a unit 
under one port authority and the railroads are a unit on the other. 

The New Jersey lighterage Case.* — ^An attempt was made in 
January, 1917, to separate the lighterage from the New York 
rate for freight stopping in New Jersey and not reqiiiring l^t- 
erage service.* The prayer was not allowed by the I. C. C, and 
the highly artificial and obsolete arrangement still remains. 
There is no hope of relief from duplication of facilities and equip- 
ment and congestion on the waterfront of both sides of the river 
until some different arrangement has been made. The present 
competition at the terminals and the present absorption of all 
cost above an arbitrary amount for lighterage service, must be 
changed. After following the voluminous hearings of the case, 
it seems that it would be impossible to divide the port as the 
New Jersey contention would have done. Neither will the port 

' IKVINO T. BuBH, L O. C Lighterage Case hearings. 

■ Hearing, Interstate Commerce Commisson's Formal Docket No. 8994. 
Committee on Ways and Meana to proeecute the case of al)^;ed rate and 
service discrimination at the Port of New York, et. al. against the Baltimore 
and Ohio Railroad, et. aL 
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of New York, including New Jersey, continue to prosper if the 
present order remains. The solution must be a union lighterage 
service and a union switching service under one port authority 
and connecting all part^ of the port on equal terms. At New 
York, owing to its peculiar conditions, the Belt Railroad and the 
Belt Lighterage must be one organization. The movements of 
C. L. and L. 0. L. at the port would begin at the New Jersey 
meadows. For the service the Belt Line Company would receive 
a certain rate. This would be more than the present three cents, 
but the railroads could well afford to pay more to the belt line 
because they would save all their equivalent present terminal 
expenses which are unnecessarily heavy. The belt line could 
perform the service at a lower rate than the present costs to the 
individual railroads and to the public. 

Both sides were wrong and both sides right in the New Jersey 
Li^terage case. The great hope is in the present tendency 
toward centralization. The union of the L^bterage and Belt 
Railroad Company with the United States, New York, and New 
Jersey as the joint owners and operators is now within the realms 
of possibility. 

Need for Union Lighterage Service. — With eleven out of the 
thirteen railroads which bring freight to New York City stopping 
their tracks at the water's edge on the New Jersey side of the 
Hudson River, much duplication of hghterage eqiiipment and 
services ensues. Duplication means economic waste. All car- 
load lots of merchandise coming to New York are lightered to 
the destination anywhere within the lighterage limits by the 
railroad company as part of the service covered by the freight 
rate. In the case of an ocean ship the carload of freight is always 
lightered by the railroad when the goods have been consigned 
"for export, lighterage free," 

Now consider a ship lying at her berth and receiving freight 
by lighters. Her cargo arrives over all the roads coming to New 
York in New Jersey, and over the other two. Each railroad 
company must send the freight alongside by lighter. Usually 
many of the railroads have only a carload or two for a particular 
steamer. Only a few tons are loaded onto the deck of a lighter 
capable of carrying several hundred tons. The entire lighter and 
tug equipment for several hundred tons is occupied in delivering 
as Uttle as two or three tons to the steamer. This waste motion 
is not all. The many lighters clutter the slip, interfere with each 
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other, and the entire time and effort of removing one lighter and 
Betting another must be repeated for every few tons of cargo 
loaded. 

The army transports have made a ruling — not to save lifi^ter 
equipment, but to avoid congestion and save time — that the 
railroads shall pool their lighterage service to the government 
ships and deliver only full lighteis to the Blips. Otherwise the 
government will collect freight from the several railroads in 
its own lighters and deduct the lighterage from the freight rate. 
This deduction, if placed at the old rate of three cents per 100 
pounds, would please the roads and be a loss to the government 
or to any private firm doing the same thing, because the old 
lighterage rate does not begin to cover the cost of service. This 
is placed nearer six cents than three cents at the present time. 
A system of union lighterage would relieve congestion very 
materially and expedite loading. 

The principle involved is that of useless duplication of service 
with increasing cost per ton, increasing congestion and the un- 
economical employment of a fleet of lighters many times that 
which is otherwise necessary. At a time when everything that 
moves is necessary to the transportation of the country, the con- 
ditions demand attention. 

In order to understand the excessive cost of lightering railroad 
freight and also to understand what contributes the largest items 
of expense it will be necessary to analyze some of the figures sub- 
mitted to the I. C. C. in the Lighterage Case. 

Costs of Delivering Railroad Freight at New York. — Cars 
which are set off in the New Jersey Meadows to await disposition 
are cut out and placed on a track. When called for they are 
handled by three or four different switching crews before starting 
across the Hudson. There are several different combinations of 
movements to be made.' 

(A) h. C. I', for Manhattan 

Cars with lew than (carload lota are taken from the Meadowf consolida- 
tion, and make the following movements. (Average 10 taas ot freight per 

1. Placed at transfer station in Meadows, consolidated, including physical 
handling. 

2. f^m transfer yard to Jersey City float bridge. 

3. Switched from float bridge to float and floated to pier stations in 
Manhattan. 

> Mb. Rilbt E. Williams, Consulting Traffic Engineer before the I. C. a 
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4. Unloaded at the New York pier (the car remuuii^ on the floats at the 
pier). Frequent claesifyiag of freight on the pier to be delivered to drays. 

6. R«checked and rcpiled on the pier. Delivered to draye — delays and 
extra handling casta. 

(B) In C L. Solid cara which come to the New York pier and average 
20 ton*. 

1. Switched to Jersey City transfer bridge 0.10 ton S2.00 car 

2. Car claanfication for loading to float bridge. ) 

Towing to pier station for unloading at any 1 0.70 $14.00 
p<»nt in the harbor havii^ a float bridge. ] 

3. Moving car from float to pier. 

Recheckiug and delivery to draya and other pier 

coots 0.45 $0.00 

Total »1 .25 ton »26-00 

(C) Inbound freight, but not ordered, and left on the New Jersqr 

Meadow yards and awaiting delivery orders, when ordered 

1. Moves from the yards to Jersey City piem IS ton 

2. Unload to Jersey City pier 0.15 

3. When ordered out loaded from pier to car or 

lighter in Jersey City O.IS 

4. Car shifted to float bridge 0.05 

fi. Floated to Manhattan pier, unloaded and stored 

Eventually delivered to drays 0.80 

$1 .30 per ton — $24.00 per car average 
(D) West bound Ughtorage freight, C. L. 

1. Loaded to lighter at initial point 0.17 ton 

2. lightered to pier in Jersey City. Unloaded 

onto pier 0.90 

$1.07 
If in broken lota L. C. L. 

3. Switched to meadowa for conaolidation . 10 

4. Handled into consolidated carafor alupment.. . 0.30 

Total $1.47 per ton. 

Westbound freight costs 10c more per ton to handle than Ekatbound 

freight. 
Broken lots a small per cent, rooie. 

(£) Traffic for harbor lighterage deliveiy. 
Cars held in outside yards until ordered 20 ton average. 

1. Move to lighter 15 ton $3.00 per car 

2. Unloaded to hghter sorted for delivery 0.25 ton $5.00 per car 

3. Floated to destination unloaded by carrier. 

Delivered 0.70 $14.00 

Total $1.10 ton $22. 00 per car 
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These figures include nothing but "payroll expenses" and do 
not cover interest on investment, capital replacement, depreciar 
tioQ, maintenance, taxes, insurance, pier rentals, etc. Neither 
do they include damage claims or losses from pilfering. 

The expenses of handling freight to Jersey City consignees 
over spur tracks would be greatly lees, not requiring reloading. 
If the railroad shipment of merchandise be delivered to a freight 
house in Jersey City it would cost 12 to 15 cents a ton (S2.40 to 
t3.00 per car). The same would apply to delivery to a factory 
siding. Unloading of C. L. freight in Jersey is dono by the 
consignee. He backs his dray up to the platform and unloads. 
The railway furnishes only a checker. The great difference 
between S3 and $22 or 124 is the advantage of switching over 
lightering with all the expenses appertaining thereto. However, 
it must not be concluded that a bell>-hne connection with Man- 
hattan would save all the diEFerence. The great cost of terminals, 
rights of way, and property in Manliattan, even when "diluted" 
over millions of tons of freight handled, would still materially 
raise the S3 figure. 

Empties frotn Manhattan or Brooklyn are not tisually reloaded 
for the return trip because (1) cars must be cleaned and repaired, 
(2) they may belong to a foreign line and must be returned to the 
nearest junction for the home movement, (3) the water move- 
ment is irregular in affording facilities for the outward move- 
ment of freight, and (4) outgoing freight must be loaded at once 
when received as there is no place on the piers for transit storage. 
Therefore the cars for outward freight are set there during the 
ni^t, long before the cars loaded with incoming freight are 
received. 

The magnitude of the expense of the freight movement to and 
from New York, and the load on the high cost of Uving of the 
consumer may be calculated by taking the above expense per 
ton or per car and considering that there are about 2,000 cars 
arriving at Manhattan Island each day. If a saving of S20 per 
car could be accomplished on 2,000 cars each day for 300 workii^ 
days the annual saving of the people of New York woiild be 
S12,000,000 on inboxmd freight alone. 

Bosh Floatage Costs. — Mr. Bush gives the cost of actual float- 
age from New Jersey to South Brooklyn as 9.16 cents a ton on a 
movement of 954,000 tons to and from the Bush Terminals 
during the year. The cost to the Bush Terminals is less than 
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the movement of the railroad floatage to lower Manhattan for 
several reasons. (1) The Bush floats do not stand all day in the 
slip acting as a floating car yard, but make three trips instead of 
one a day. The Soats are earning only when acting as ferries 
for the cars. (2) The Bush floats, because the cars are unloaded, 
are not platform floats and carry another row of six cars in the 
center in place of the loading platform, or 18 cars instead of 
12. According to Mr. Bush the terminal eosta have increased 
22 per cent, from 1914 to January, 1917, the cost of labor 35 
per cent. 

The cost of "terminal service" imder the Bush system is 
illuminating as it is a compromise between the full belt-line 
service and the present Manhattan methods. That is, the belt 
railroad is broken by water which is crossed by car ferries or 
floats but the actual belt-line service is done on land, not on and 
by car floats. 

Od a bams of 1,000,000 tons annually floated (IQH): 



; ,.,. j ,.,< 




9.16 cents float 




49.35 
18,0 
4.98 
3.80 














Total deprociation 
















76,13 cents 
per ton 


87.31 penta 


This is only the 
yard«. 


oxpense aiieing 


after cars arc 


placed on tk 


oat at Jeraey 



Li^terage costs more than cai^floatiug because, as stated, 
car-floats which act as ferries to connect parts of a belt-line 
separated by water are perionning a belt-line service, i.e., 
switching loaded cars without reliandling. 

Bush Lighterage Costs. — In Ughterage the cars are opened 
and unloaded, just what should be avoided in the case of railroad 
freight. Only compared to the dray is lighterage highly eco- 
nomical, not compared to the belt-line, remembering always that 
the discussion involves only railroad freight. The Bush figures 
for lighterage costs are illuminating as indicative of the lowest 
possible costs of this service. 
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LlOHTBRAGB DsPABTiain' 

Avenge coets in oents per ton. Four months, Jamiuy, March, May, 
July, 1016. 49,274 tona lightered in 4 months. 

Total o«t Caabpct too 

Administration J6,467,50 W.UIO 

Depreciation and repairs 6,314.80 0.1079 

Manning and watching 6,868.20 0.1304 

Towing 4,766.60 0.0967 

Loading and unloading 21,774.47 ' 0.4419 

Switching 394.60 0,0080 

Insurance 3,628,70 0,0736 

Supplies for bargM 1,082,44 0,0220 

Wharfage 263.07 0.0061 

Miscellaneous 323.60 0.0066 

Total <Qierating cost 49,S72.88 1,0122 

Chartered baiges 1,616.64 0,0328 

Interest on investment. 

$94,665.79 @ 6% 1,893.32 0.0334 



It muBt be evident tliat railroadB with leas equipment and 
freight movement than at the Bush terminals, must sustain 
heavy lossea from the free hghterage service, over and above 
the prorated three cents and four and one-half cents per 100 
pounds. A statement of the B. & 0. B. B. on the cost of oper- 
ating transfers at the Port of New York, bears this out.^ 

Operating revenue $502,926 

June 30, 1009 Operating expenses $896,438 

Lose 303,513 

$670,105 
1910 $1,001,797 

Loss 431,692 

$641,696 
1911 $1,006,226 

Loss $464,630 

All these figures prove that the American plan of not separat- 
ing the terminal charges from the line haul is as bad business 
as if the hotel included the champagne bill in the room rent. The 

> New Jersey I. C. C. Lighterage Case. 
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conclusions of the investigation point unalterably to the ayetem 
used in England and elsewhere, the separation of the terminal 
charges from the line haul. This involves a united port and a 
definite port policy, but with the economies possible with a 
union port terminal both the nulroada and the public would 
profit. 
Mr. Bush said, 

"Whoever fumiahes the terminals, whether it be private oaintal or 
whether it is railroads, should be pud an amount which will encourage 
them to provide terminals so that the public may be served, and if they 
are not paid the tenninals naturally will not be provided in as great a 
quantity as they are really needed and the country as a whole will suffer 
through the lack of outlet facilities at this port." 

The solution is to be found in the union operation of the 
port and in the separation of terminal charges from the line- 
haul rate. This will require far reaching cooperation on the 
part of railroads, express companies, lightermen, and borou^, 
city, state and national governments. 



CHAPTER Vn 



DRATS AND MOTOR TTtnCKS. 

The cart is a necessary evil, but because of its flexibility it 
can not be eliminated. However, its uses must be confined 
to thoae for which it is the only means of transportation. Noth- 
ing should be moved by dray which can be moved by rail or 
lighter. The appreciation of this axiom will mean that in the 
future ports, tenninals, industrial plants, and warehouses will 
be planned to reduce dray delivery to a minimimi. 

In the meantime, what are the conditions and what are the 
more immediate and available remedies for the present conges- 
tion at shipping points and in the city etreets? The two im- 
portant points of congestion are at the railroad freight house or 
pier on the one hand, and in the crowded streets of the city on 
the other. In both cases the economic loss is due not so much 
to the efficiency or lack of efficiency of the vehicle itself as to 
the amount of time in which the vehicle is not moving. This 
loss of time is due to inability to expedite the loading and un- 
loading of the vehicle, to congestion delays in the streets and to 
croaa-cartage causing unnecessarily long hauls and duplication. 

There are therefore two pointB of attack, expedition in load- 
ing and unloading, and reUef of street congestion. Again, the 
problem of elimination of cross-cartage is largely a railroad prob- 
lem, just as we have seen with the belt railway, the lighter, 
and every other feature of port development. This is logical 
when we remember that the function of the port is to connect 
land and water carriers. The cartage problem is, however, 
more than a port problem as such. It is the problem of the 
modem large city. It is the same in Chicago as in New York, 
althou^ each city may have its own differences of detail. 

As with the lighter, the dray falls into three classes as to owner- 
ship and operation. There is the teamster who is a public 
carrier and offers his services and equipment for hire. There 
is the private carrier, the team or motor truck which is owned 
and operated by private business houses. There are, in the 
T 97 
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third place, the lines of teams hired by the railroadB to continue 
the delivery of freight beyond their tracks. This is a kind of 
charter business. 

In Hoboken the railroads, in normal times, charge three cents 
per 100 pounds for cartage on C. L. and five cents on L, C. L. 
lots. This corresponds to the hghterage charge. It does not 
cover the cost to the railroads of performing the service and the 
difference must be absorbed by the rail haul. 

At New York the charge by the railroads for C. L. delivery by 
team is four cents per 100 pounds. No L. C. L. dehvery is 
made. The coastwise steamship hnes cart freight from the rail- 
roads to the steamer and absorb the cartage. This amounts to 
four cents for C. L. and five cents for L. C. L. freight per 100 
pounds. The minimum load is one ton (2,000 pounds). Un- 
loading from railroad car to dray is much less expensive than 
from pier to dray, which includes trucking about the pier and 
lifting onto the dray. As with the lightermen, the price is 
determined by supply and demand. 

The usual rates for private teamsters about New York have 
been from 7 to 10 cents per 100 pounds, but within the past year 
they have almost doubled. The teamsters have raised their 
rates 60% because of the time lost at the piers or frdght sheds.' 

Rates are not made on the weight of the load alone. For in- 
stance, a Hoboken produce dealer states that on potatoes, tur- 
nips, etc., he pays six cents a hundred pounds for a 75-pound bag, 
eight cents a hundred pounds for a 140-pound bag, and 10 cents 
for a 180-pound bag. In this case the truckman pays the 
ferriage to Manhattan. It is a peculiar condition that it is more 
economical to have the potato yard on the D. L. & W. siding in 
Hoboken, where the produce is received in bulk in cars and 
stored on the tracks in the cars at low demurrage rates, than to 
attempt to have a yard in Manhattan to which the railroad will 
not deliver in bulk. Here is a case where car dehvery to a termi- 
nal market or markets in Manhattan would save much economic 
waste and bberate many cars now held as warehouses on stdings 
in Hoboken. 

It is estimated that about 40,000 vehicles are constantly 
engaged in trucking to piers and terminals on the lower west 
side of Manhattan alone. This is because the 3,000,000 people 
of Manhattan working, manufacturing, and consuming food, 

' Wu. S. Kalluan, N. J. Lighterage Case, 
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clothes, raw iDaterials and all that which goes to make up their 
work and play, require about 2,000 carloads of freight a day. 
They send out the vast volume of their finished products, amount- 
ing to 10% of the entire manufactured goods of the whole United 
States, and eveiy bit of it is moved by dray, without any ex- 
ception worthy of the name. Even large amounts of mer- 
chandise, which has no reason for being on Manhattan Island, 
except that the merchant who buys or sells it Uves here, is carted 
through the congested city streets to some warehouse. If the 
proper system of waterfront warehouses with freight car sidings 
. from the railroads and the proper opportunities for waterside 
delivery by lighter were available, only small lots of freight for 
scattered consignees would require carting. Waterside delivery 
by side canal is out of the question in rocky Manhattan Island, 
because of the excessive cost of construction. 



e for dra3^ haa 

The congestion at the railroad and steamship piers is due 
to several things: the small size of the piers and the fact that 
goods must be tiered high and with insufficient aisles to accom- 
modate them. It is then almost impossible to get a consignee's 
goods out from under or behind the pile when his truckman 
calls for it (Fig. 27). 
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The fact that freight cars on a float in the pier slip are pre- 
sented to the team road end-on increases the difficulty. At 
the usual terminal freight sheds and team tracks the cars stand 
alongside a platform which is parallel to the team street and not 
at right angles to it. Freight can be unloaded and moved a short 
distance across this platform. 

The principal hindrance is the duplication of facilities by 
many railroads. At New York there are nine railroads on the 
Jersey City side and at Chicago there are twenty-six roads 
entering the city. The consensus of opinion during the last 
few years has been increasingly to the effect that the duplication 
of terminals of the several roads must give way to union terminal 
facihties, union lighterage system, union belt lines, and union 
freight stations, which will serve all roads. 

Another cause of congestion is the fact that all the merchants 
wish to call for or deliver their goods for shipment at about the 
same time. On West Street, New York, the drays calling for 
goods arrive after 9:30 A.M. and congestion at the receiving 
points continues until afternoon. This habit leaves the hours 
from 7 to 9:30 A.M. almost useless. The receiving stations 
are closed at 4:30 P.M. The merchant seeks to hold his truck 
until the last moment to be sure that all that is to be shipped on 
that day gets off. This practice results in congestion between 
hours of 3 P.M. and closing time, 4:30 P.M. 

Another disadvantage of the present system at New York is 
that all the railroads, with a few exceptions, have their receiving 
stations down town. As a result the teams must not only cross 
the most crowded part of the city to reach the shipping stations, 
but they must travel many miles. 

Cartage Congestion at Chicago. — Freight congestion at 
Chicago has been even greater than at New York because there 
were more railroads entering Chicago, because there is no 
lighterage system or Soatage facilities to relieve the congestion, 
and because 60% of the freight entering Chicago is not intended 
for Chicago consumers but is in transit to other parts of the 
country. This requires that the freight be hauled from one 
railroad company to another. The work of Mr. John F. Wallace 
and others on this problem has been a great step forward in 
the terminal situation. The unanimous conclusion of all tbe 
students of the problem has been that competition at the tei^ 



minalB between the various carriers must cease and a systein of 
joint terminals must be developed. 
Mr. Henry A. Goetz states the case as follows: 



PiO. 28a. — The i 



"A recent investigation of teaming conditions in the loop showed that 
on a single day 1,740 tona of 'transfer freight' originating outside of 
Chicago and destined to points beyond were exchanged by dray between 
the various downtown freight stations. In oonnection with the other 
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teaming on the streets, this helps to expltun the notorious jam of traffic 
downtown. 

Sauing the Team Haul. — "Thifl condition I propose to correct by the 
establishment of union freight houses to which any shipper may deliver 



3 proposed unioD fnoght 

outbound freight intended for any railroad. If a number of the 
stations were located at the outer Umits of the loop the teams instead 
of going through the loop would be diverted to convenient and selected 
points on a belt railway outside the business section, thus tendins to 
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l^event oongeelioii and also shortening the haul. Figure 28 bIiowb how 
the freight deUveries illustrated in Fig. 28a would have been made under 
this propoeed eystem. The short haul will reduce the present excessive 
drayage expense, for which saving the shipper using these stations should 
rBmburse the railroads hy the payment of a service charge, equal to 50 % 
of the saving. 

The Charing Sehefne. — "These union stations, however, would be 
practical and economical only when operated in connection with the 
clearing house scheme, a co5perative scheme which contemplates, at 
a point outside the city, an interchange of transfer freight (now brought 
into the downtown district) on a plan similar to the clearing house of 
the banks. At this clearing house, each road would have its own setting 
of cars and its individual platform for out-bound loading; and an over- 
bead transfer platform, reached by elevators able to carry six trailer 
trucks at one time would aSord the means of interchanging shipments 
between roads and platforms. Here all transfer freight coming from 
connecting lines would meet the out-bound freight coming from union 
stations, substations, industries, the river, and the tunnel, and the 
freight from all these sources would be cleared and loaded into cars in 
station order for the forwarding road. 

"Since October 1, 1915, there has been in operation at Clearing a 
great hump or classification yard capable of handling 10,000 cars daily. 
This yard is owned by twelve trunk lines entering Chicago and was 
organized by Mr. W. H. Lyford, general counsel of the C. & E. I. H, R. 
It is a "clearing house" for car-load shipments and ie operated on a 
cooperative plan, interest and operating charges being divided among 
the oodperating roads on a per cent, basis. Mr. Lyford has employed 
me to promote the handling of less-than-car-load transfer freight at 
some point outside the city on a somewhat similar plan. 

Manufaduritig Diatrids. — "To aid in the up-building of the manu- 
facturing interests of the city there should be defined and located at 
selected places all over town areas with good switching facilities espe- 
dally adapted to factories. Maps showing these locations should be 
prepared and given wide publicity as a guide for industries and an 
encouragement to such enterprises.'" 

Lessons from the Chicago SituatiOD. — City railroad yards open 
and at grade are no longer possible aa the yards occupy invaluable 
space and disrupt traffic on the city streets. The extent of this 
occupation and the Chinese Wall around the business center 
created thereby is seen at a glance at the map (Fig. 29) of the 
Arnold report. The only solution is intensive development. 
The two-level street and the warehouse over the tracks are 

' Henbt a. Goetz, in CUy Club BuUetin. 
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the coining solution. The two-deck street is also the Bolution 
of the heavy teaming question in the neighborhood of the freight 
stations of the great cities. The electric locomotive has made 



eub-basement yard switching possible. A good example of the 
principle of basement car yards and income-bringing super- 
structures is the Grand Central Passenger Terminal at New 
York. The commission at Chicago is emphatic that this method 
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must be adopted there. In fact, a large freight terminal is 
almost completed by the Pennsylvania Kailroad at which great 
warehouses are erected above the two-level freight yard, 

The plans of Mr. Goetz to double-deck South Water Street 
along the Chicago river and apply iutenaive utilization is an 
excellent example of the tendency. It is estimated that the 
reclamation of South Water Street would save the people of 
Chicago $5,000,000 annually. Half of this saving would be 
in the decrease in the waste of food-stuffs under the present 
conditions. South Water Street is the commission and produce 
merchants' section. The conditions at the nei^borhood (rf 
Chambers Street and other produce commission merchants' 
sections in New York are no better than in Chicago. 

Markets. — This brings up the question of terminal markets. It 
is sufficient to say that markets and cold storage warehouses 
should conform to all the rules of physical coordination of rail- 
roads, ships, boats and carts, sheds and warehouses. The same 
principles are involved in terminal markets as in other freight 
movements. 

- Cartage Remedy at NewYork. — The situation at New York is 
not nearly as difficult to remedy as at Chicago. The ideas of the 
union terminal system of substations worked out at Chicago are 
comparatively easy to apply to New York. It is only necessary 
to (x>nsider that the car-fioat on the various harbor waters when 
efficiently operated is a substitute for the inner belt line which 
must be built at Chicago. It has been pointed out above that 
there has been inefficiency in the car-float (1) where the terminals 
are operated by each road independently, (2) where the car-floats 
act as floating car yards, and (3) while acting as car yards the cars 
are at right angles to the teamway instead of parallel to it which 
necessitates moving parcels by hand truck along a narrow plat- 
form, sometimes 600 feet, to the last car on the last float. A 
union service with an outer belt line in New Jersey where the 
necessary consohdation and reclassification could be done would 
put the Chicago plan into operation at New York at low cost. 
This is Mr. Bush's plan of union car-float substations distributed 
at convenient points about the harbor.^ 

The small \init car-float terminals must serve a zone with 
sufficient freight to support at least one car-float per day to the 
anion float bridge in New Jersey. At present, with terminal com- 

■ N. J. Lighterage case. 
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petition it would be necessary for each substation to support one 
float a day to each trunk line, or thirteen times ae much. By 
means of the union belt line and classification yards in the New 
Jersey Meadows the cars on one float ^uld reach the proper 
trunk line from the union float bridge. In the early days of 
the Bush terminal, before the budness had grown to a size 
sufficient to furnish one float each day to each trunk line, there 
was a loss of $4,000 per month. To avoid this kind of loss by 
duplication is the aim of the union belt line. 



Vio. 30. — Map ol dt«y-tnile saving by the Bub-BtatJon plan. 

A substation would consist of a float bridge and upland yards 
sufficient to accommodate a few sidings and transfer platforms. 
The small stations in the beginning could get along with plat- 
form floats moored in a crib at a bulkhead. The car-float would 
carry cars for several railroads, perhaps two Penn., two N.Y. 
Central., one Lehigh, two B. & 0., two D. L. & W., etc. Pack" 
agfi freight as delivered to the station, would be loaded into the 
proper car. At closing time the float would be dispatched to the 
union bridge in Jersey City, pulled ashore and switched to the 
consohdation yard of the respective railroads. This system 
would accomplish the double purpose of loading cars full, which 
at present average only six tons to the car, and also would do 
away with cross-carting and long hauls. 



A graphic representatioD of what the saving in dray miles 
per day would mean has been worked out by Mr. R. Rosenbluth 
of the Institute for PubUc Service (Fig. 30). 

" The companion sketch ghowB one of the easy-to-take steps in ovtx- 
coming oongestion, and direct routing, which would also reduce the 
distance traveled by the same daily team hauls from 1,514 miles to 703 
milee. The direct saving would result from short«' haul, quicker mov- 
ing, and cheaper handling where the congestion is less. 

"Many other fitepe can and would be taken to lessen congestion, 
obtun better organization, increase flexibility and mobility, and cut 
costs to a third of present costs for cartage alone — estimated at a 
minimum of $60,000,000 per jrear. This has actually been affected in 
[waatice by several Ifew York City firms, doing a large business with 
many branches through the city. Most promising are the possibilities, 
for example, of the motor truck, provided it is both motoring and truck- 
ing, and not standing still, either in a blockade, oi waiting to be loaded 
or unloaded." 

The Chicago planners have talked of the union daasification 
yard, the consohdating and transfer stations as one or two in 
number. This would imdoubtedly result in yards and stations 
of such magnitude that the law of diminishing returns would 
operate and the institution would defeat its own end. However, 
it has been pointed out that at Chicfago there could be several 
such yards corresponding to the general direction of the fanning 
out of the railroad net. The same idea is included in the Bush 
plan of tmion cai^floate and belt line with reconsohdation of L. 
C. L. freight at each lines yards in the New Jersey Meadows. 

Store-door Ddiveiy. — In addition to the Bush plan of union 
substations and*as the logical development of the idea of relieving 
congestion by the zoning ^stem, is the store-door delivery. In 
the discussion thus far we have concentrated our attention more 
or less on shipping rather than receiving freight. The descrip- 
tion of the plan of delivering freight from the rail terminals to 
the consignee may be found well explained by the remarks of 
Mr. G. P. Hichborn, General Manager of the U. S. Rubber Co., 
before the New York Traffic Club, March 27, 1917. 

He stud: 

"The city of New York has spent some $130,000,000 in acquiring 
waterfront property and improving the same with modern piers and 
fadlities for handling freight. South of Fourteenth Street, on the North 
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River, practically every pier is occupied by some railroad or a 
oompaDy, and the same condition obtains on the East Siver south of 
Bleecker street, so that additional faciUties in this direction are not 
procurable. Manhattan real estate is far too valuable to use any large 
amount of it for railroad yards and freight terminals. We are, there- 
fore, confronted with the question of how best to increase the effidency 
of the present terminals, which brings me up to my jdan for reUef, and 
that is store-door delivery. 

"By thia I do not mean to apply the service to all parts of Man- 
hattan, but to the district south of Fourteenth Street, where density of 
traffic is greatest. Everyone who passes along South Street or West 
Street, must have been impressed with the large number of trucks 
carrying from one to ten pieces of merchandise, or about 2 to 25 per cent, 
of the capacity of the truck. This is an economic waste in itself amount- 
ing to thousands of dollars a year. These same trucks, outside of haul- 
ing the material, are frequently held in line from one to six hours, tiie 
aggregate loss of labor running into many thousands of hours per day. 
The same condition prevails on incoming freight teams waiting in line 
to pick up from one to ten pieces of merchandise. The streets of lower 
Manhattan are already overcrowded with conveyances and pedestrians, 
so that prompt movement of traffic is greatly retarded. Any plan to 
reduce team units on the street, should be welcomed by the commercial 
interests and receive their support. 

"The carriers spend targe sums of money in handling merchandise 
two or more times, and tiering it up on their Manhattan piers, besides 
occupying valuable space for two or more days. Much time and money 
are wasted in looking for freight when it is once buried behind other 
freight. Frequently a teamster calling for one or two packages will 
go away without his goods, owing to the large quantity of freight piled 
in front of his. The immediate removal of freight would keep the piers 
open, save damage to articles piled in tiers and reduce pilferage toa 
minimum, besides increasing by a large per cent, the capacity of the pier 
for handling freight. It seems to me that any suggestions for increased 
[xer capacity should receive serious consideration from the carrier. 

"To my mind the before-mentioned benefits would result from 
'store-door delivery' on the part of the carriers. To obtain this end 
means cooperation and a real cooperation between carriers, trucking, 
and mercantile interests. 

"To inaugurate this twentieth-century service it would be necessary 
for consignees located south of Fourteenth Street to instruct shippers 
to consign their goods to a particular pier of delivering carrier nearest 
their place of business. In addition to showing i»er station on biU of 
lading, shippers ehould also give the street address of consignee. Frei^t 
Solicitors would make it a part of their duty to advise oonoems upon 
whom they call as to store-door delivery, etc. 
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"It would devolve upon oarriers to enter into a contract with some 
responfiible trucking concem for handling of freight from piers to con- 
edgnee's store or warehouse. Carriers would bring merchandise to 
Manhattan piers, as indicated on bill of lading either by pier station 
or address shown on billing. The trucking concem doing the transfer 
work from pier would have that section of the city divided into zones 
for its trucks. A similar zone section on pier would be defined. All 
freight unloaded from cars would be sent to the zone section of pier 
in which consigneeE are located, and there the zone trucks would recdve 
full loads for delivery. On outgoing freight shippers would have an un- 
derstanding with trucking concerns to call daily for their shipments, or 
by some other means as occasion might require. 

"By this time I presume some of you are wondering how all this is to 
work out as regards freight charges, hills of lading, and delivery re- 
ceipts. Let me offer some thoughts in this direction. I would not 
impose upon the carrier the additional expense for transfer of goods 
between t«rminals of carrier and consignee's place of business. This 
service should be kept entirely distinct from road-haul chai^, which 
includes only transportation of merchandise between terminals of 
carrier. Presuming that a large and responsible transfer company 
would act as agent for the carriers, I believe this transfer service could 
be performed at a most reasonable charge. 

"On the direct-delivery plan, transfer company would represent the 
carrier. On all freight delivered to transfer company by carrier ex- 
pense bills would be charged to transfer company, quarterly, per 
month, and carrier paid as per their statements rendered. Transfer 
company to attend to the collection of all such freight charges from 



" On all outgoing freight handled by transfer company, that company, 
as agent for carriers, would sign bill of lading the same as any other 
railroad agent. 

"On outgoing prepaid shipments, where the shipper is on credit list, 
he should endorse on his bill of lading and shipping order that freight 
charges are to be prepaid. This information to be supplied on billing 
to forwarding line; that line in turn would furnish a prepaid expense bill 
to transfer company, and transfer company would collect from shipper 
as other freight charges on incoming shipments. Where shipper is not 
on credit list, freight charges would be collected by transfer company in 
accordance with established tariff rates, and as per file of tariffs 
maintained. ' 

"The convenience of this method of handling freight from the termi- 
nals of carriers to the store door of consignee, and vice versA, has been 
from time to time overlooked by both the railways and the merchants 
and it is only now when the question of terminal expansions involving 
an outlay of vast sums of money by the carriers has become of para- 
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moust importance th&t tKe value of siioh an arm of the railway servioe 
as would be represented by the transfer oompany could be realized. 

"There is little or no need for the opening of new additional freight 
tenninals for lees than carload freight in lower Manhattan provided 
the relationship between the carrier and transfer oompany was put 
on a staple time basis so that the transfer company would feel justified 
in establishing itself on a large scale. 

"In eertun dties in the United States and Canada, this method is 
already in vogue, and in London is the universal practice, no railroad 
being allowed at this time to enter the city of London proper with trucks 
or mtuntain depots." 

Objections to Store-door Delivery. — The Traffic Oub of 
New York summarizea the objectioDS to "store-door delivery" 
as follows: 

"The successful operation of the pUin would require that the receivers 
accept their freight from any teaming company designated by the 
carrier. There would be no flexibility in teaming rates, because being 
a part of the carrier's charges, conforming to the rules of the Interstate 
Commerce Commission, the present elasticity would disappear. 

"Many receivers are located in loft buildings several stories high, 
necessitating the making of cartage rates on a varying scale in the same 
district, because it costs more to make delivery to a receiver occupying 
the top floor of a loft building than it does to a receiver accepting delivery 
on street level. 

"Store-door delivery would seriously interfere with the practice of 
many receivers who do not want freight consigned to them delivered 
at their place of business, their custom being to give teamsters in- 
structions, when freight is received at the piers, to make direct delivery 
to customer's place of busineBs, or to deliver part of the freight direct 
to customers, another part to warehouse, and stiU another part to 
another railroad or steamship line. 

"Representatives of large receivers, who operate their own trucks. 
Oppose store-door delivery by carriers because they can do their own 
cartage work to and from terminals in conjunction with their city worii 
at a less cost than by contracting with a general teaming company. 
Others opposed it because of the necessity of varying cartage rates 
from different carriers' terminals to the same consignees; further, 
certiun classes of freight require special handling, such as newspaper in 
rolls, nursery stock, machinery, ^ass, textiles, eto. A general teaming 
company attempting to handle all classes of freight could oot do so to 
advantage either in service or in rates. 

"Time and present custom has developed extensive trucking faciliUes, 
involving a large investment, which store-door delivery would disrupt. 
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"Many of the carriers are dependent upon Temovd from {uers of in- 
bound freight to oSer proper facilities for the handling of outbound 
freight. Receivers of freight handled through the piers would mate- 
rially assist in relieving the present situation by having their freight con- 
signed to a specific pier, and in care of a responsible transfer company, 
also giving various pier agente instructions that all freight consigned 
to them should be delivered on arrival to such transfer company. 
Consignees working under an arrangement of this kind would eliminate 
the necessity of carriers sending out arrival notices.* Such notices or 
freight bills would be promptly handed to representatives of the 
designated teaming company, and in many instances, freight would be 
on its way to consignee before — under present methods — consignee 
receives notice of arrival." 

The Vehicular TunneL — The union mibstation plan has been 
criticized as inadequate and wasteful of the deep waterfront 
which rightfully belongs to maritime commerce. An alternative 
plan, the vehicular tunnel, has been advocated by President 
Underwood of the Erie R.H., Thomas N. McCarter, Preeideot 
of the PubUc Service Corporation of New Jersey, and General 
Goethals. Such a tunnel would cost about $10,000,000. It is 
entirely feasible from an engineering standpoint. The amount 
saved to the commimity from the present impoasible waste 
would more than pay for the timnel in a year's time. Teams 
would be excluded and only motor trucks would be allowed to 
pass. These would drive rapidly to a great union classification 
and consohdation yard in New Jersey. Almost the entire 
waterfront of the lower West Side with all its present congestion 
would thereby be cleared for maritime commerce. 

The State of Hamburg has built a tunnel for teams, motors, and 
pedestrians to connect the town side of the Elbe with the Free 
Port on the south side of the Elbe where the great quays and - 
shipyards are located. This tunnel is only about half a mile long 
The length is shortened not only by the fact that the river is 
not very wide, but to an even greater extent because the turmel 
has no ramp approaches. It was impractical to build ramp 
approaches on the city side because they would have to be very 
long to reach the low level of the tunnel. The built-up sections 
of the city as well as the nature of the terrain made the cost of 
ramp approaches prohibitive. The result was a short tunnel 
reached by shafts with elevator banks at each end of the pair 
of tubes (Fig. 31). These shaft houses were equipped with 
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giant Otis heavy-duty elevators whose machines were located 
above in the shaft house. The two largest elevators in each 
shaft have a capacity of 22,000 pounds or 140 persons and a 
rise of about 70 feet at a speed of 160 feet per minute. The 
point in all this is not only the possibility of the elevator type 
of tunnel where there is no proper approach, but the fact that 
with a tunnel haul of leas than half a mile and elevator lifts at 
each end the difference in the speeds of horse-drawn and motor 
vehicles is not an important factor. \Vhen, however, the lordly 
Hudson is tunneled and provided with ramp approaches where 



inoecting with the free 

there is a haul of two or three miles the question of the relative 
speed of the two kinds of vehicles does become a factor to be 
considered seriously. A pair of tunnels for motor trucks con- 
necting Manhattan with large, roomy, and modem freight yards 
in New Jersey would undoubtedly relieve much of the present 
congestion of traffic in the streets and at the terminals in 
Manhattan. 

The Motor Truck. — The possibility of an economical vehicular 
tunnel is therefore closely connected with the ecouomica] use 
of the motor truck. 

Prof. C. C. Williams has worked out an ingenious formula 
to ascertain the point beyond which the rail haul is cheaper 
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thaa the motor truck. The aubBtitutions in the formula of the 
high tenninal expenses of handling L. C. L. freight at the Man* 
hattan terminals would seem to indicate that there would be a 
saving sufficiently large to amortize the tunnel debt at a rapid 
rate as well as reduce the expenses to both shipper and common 
carrin. 

Fonnula' 
X = distance in miles beyond which R. R. transpor- 
tation is cheaper. 
T = terminal costs in cents per ton for handling freight 

at origin. 
T' = termina) costs in cents per ton for handling 
freight at destination. 
t = costs for loading and unloading motor truck. 
e = costs of haul^e on R. R. 
C = costs of haulage on motor truck, 
m = distance in miles of local drayage to and from R. R. 
T+T' + ct + mC + ia = t + Cx 
C , T+T' + t 

Tracking through freight house 15 cents to 45 cents per ton. 
( = 25 cents per ton (average) 
C = total costs per ton-mile on truck 14.3 cents, 
c = 0.5 cents. 
Substituting in the above formula 

0.143 ^^ , 40 + 20 + 25 ioa„ , .„ 
* = 0.143 - 0.5"* + 0.143 - 0.5 = ^'^"^ + ^"^ 
X = m + 6 
The question is oft«n asked, "Why are not motor trucks used?" 
The reason is that the motor truck under present bad loading 
conditions is less economical than the horse dray. The justifi- 
cation of the greater capital investment Is that the motor truck 
can cover more ground in the same amount of time. If the track 
is standing still it is no better than a horse truck. The time lost 
per day waiting to be loaded and unloaded is about three to 
four hours. On this basis the annual interest and wages loss on 
a dray is about 1200 and on the more expensive motor track 
<480.* 

' 1917 Enffbi€eri7\g Ifevit Record. 

' H. L. Whtttbuobb, Feb, 16, 1916, "Iniemational Marine Enginetring." 
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The saving in deck space for the year, due to the smalltf area 
of a motor truck, is calculated by one authority* at $16.00. 
It has been estimated by another authority that the saving 
in pier space by the use of motor trucks is 70 square feet, which 
with pier rental at 80 cents per square foot, would be a saving 
of S56.00 per year. The difference is based on the following 
calculations: 

A 5-ton motor truck requires 20 ft, length X 9 ft. roadway = 
180 square feet. A 4-ton horse dray requires 25 ft, length X 10 
ft. roadway = 250 square feet. 

Another way of expressing the advantage of the motor truck 
as to saving of pier or freight shed room is to put it as a peiv 
centage. The use of motor trucks would mean a reduction of 
32% of the required cartage space. 

The average wait at North River piers is given by Mr. Horine 
as one hour. On^ 5S% of all the teams get onto the pier in 
an hour and some not until after two hours. It has been es- 
timated that Chicago would save $4,300,000 annually by the use 
of the motor truck for hauling, providing the advantage of the 
haul was not offset by the loss of time at loading points. The 
saving in Greater New York would be not less than $5,000,000, 
Mr. Rosenbluth puts the full expense of carting for New York 
at $50,000,000 annually. A saving of 10% would be a conserva- 
tive estimate. 

The union cartage idea is not as revolutionary in the ports 
of other countries as at the present time with us. The privileged 
or licensed teamsters under the control and jurisdiction of the 
port authorities are found at many of the greatest ports, notably 
at the English ports. "The spediteurs" of French and German 
ports come under the same head. It is quite possible to limit 
the teamsters by charters which stipulate that they are to con- 
form to certain rules and regulations which the port authorities 
may deem for the good of the port. This does not eliminate 
private initiative at all. 

It is not necessary to go the full length of union carting and 
store-door deUvery. A teamsters' act would suffice. One of 
the first things which a teamsters' act would make possible 
would be the standardization of the cart, in particular the motor 
truck. It would be possible to introduce movable bodies of a 
uniform size and design which would make possible the pre- 

' M. C. HoRiNB, Joausiy, 1916, " IntemoHonal Marme Bniiineenng." 



CARTAGE 115 

loading of the bodies and immediate dispatch of the motor 
truck from the loading platform (Figs. 32, 33). 

The operation of freight dispatching by removable bodies 
would follow something like this procedure: Freight cars con- 
signed to the particular zone would come into the station during 
the n^t to be unloaded for morning delivery. It makes no 
material difference just cow if this station be pier or platform. 



(Courtcay Brown Hoiirinc Maoh. Co.) 

Flo. 32. — lUustratiog the principle of the removable bodies oo wheels, which 
■erve ai hftnd-trucks for short distanceB. and carried loaded to waitins motor 



The freight is unloaded from the cars onto the small shed trucks 
or "hand lorries" illustrated in the pictures. One shed truck 
is one-half or one-third of a load. These platforms are labeled 
plainly with the mark and name of the consignee. The many 
small packages for several different consignees may be con- 
solidated for easy deUvery into one hand truck according to the 
proximity of the addresses of the consignees. The shed trucks 
are then parked two rows to one aisle. When the motor trucks 
call for the delivery they do not come up to the head house at 
once, but are met by a "starter" who takes the order for which 
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consigDees the motor truck is calling, and gives the driver a 
call number just as the theatres and hotels do for carriages. 
The shed truck, loaded, is found on the pier or warehouse or 
freight shed floor and brought down to the loading platform. 
The call number is then signalled by the electrical apparatus 
and with it at the same time the number of the space on the 
loading platform at which point the dray or motor truck is to 
back up. The dray backs into position opposite the load to be 
received. This is then hoisted onto the chassis of the motor 
truck and it may depart immediately. 



no. 33. — The bandtTuakR. loaded. brouBht to motor truck br aa overhead 
telpher are wt on motor chassis built to take the HtAndardiied containei truck 
as one-half of a tuotor truck body. 

There are several things to be considered here. If the private 
teamster system has been continued there would be a niunber of 
half filled truck sections which might have to be consolidated 
at a point just back of the loading platform at the head-house. 
Od the other hand, if there were a union system of delivery 
there would be no necessity for the call number as each motor 
truck would come directly to the loading platform and depart 
at once to the addresses given by the checker. The movable 
body system for the motor truck chassis may be carried out under 
either system and is most promising of successful development. 
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The question of protection from the weather whUe in the motor 
truck is simple. A ridge pole over the load arranged so that 
it may be quickly dropped into position after the truck is loaded 
would carry the weight of the large canvas tarpaulin which would 
be spread over the load. 

In case the drays come to a platform parallel with the car 
tracks it wouM be a simple matter to push the platform trucks the 
short distance by hand. When, however, the loading is at the 
head-house of a pier the long trip down the length of the pier 
would make a mechanical appliance of some sort economical. 
This could be either the electrical tractor or the overhead trolley 
system, known also as the telpher. In either case there would 
be a track at the head-house extending over the loading spaces 
with hand or electrical hoists for placing the load onto the 
chassis. By some such system delay would be eliminated and 
the economy of the auto truck would be an accomplished fact. 

Draying at LiveipooL — Other world ports are not perfect in 
point of draying or carting. London and Liverpool move 
most of their freight by carts. 

"While the Mersey Dock Estate possesses over SO miles of railway 
tracks around the great docks, it is interesting to note that over 90% 
of the traffic of the port is handled to and from the ships and warehouses 
in horse-drawn drays or 'lorries.' From early morning till late at 
ni^t there is one continuous procession of these four-wheeled, heavily 
laden drays traveling along the border highway of the great estate. 
The platform bodies project over the wheels, giving a large loading sur- 
face. The horses are powerful beafits, and are usually hitched up in 
tandem style with from one to three horses to each dray. It is said * 
that some of these powerful Clydesdale horses draw loads of ten tons 
each, over the Liverpool pavements. This requires, especially on the 
heavy traffic streets, surfaces which are hard and durable with low 
tractive resistance and good foothold for the hones. Most of the 
pavements on such streets are of granite or the famous Liverpool stone 
sets (small cubes of granite or whinstone from three to six inches square 
on each surface).'" 

Resumi. — We should not ai^e gainst reforms in America by 
pcnnting to Liverpool's misfortune. Perhaps it is this dependence 
on cartage which has developed in England the system of store- 
door delivery, an institution of promise in America. The 
question of cartage is a railroad question and can have a satis- 

■ Report <4 Conneelieut Rivers and Harbort Commiseion for IdlO. 
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factoiy solution only when the competition at the terminalB 
is superseded by a union freight service. Thia requires pooling 
of terminal service with many substations serving different 
zones of the city and connected by belt lines both on land and 
on water. The substations will take the teaming out of the 
congested parts of the city and will also shorten the team haul. 

The expedition of teams or drays at the freight station must 
be improved by such means as will make it possible to avoid long 
waits and thiis make the auto trucks economical. The combina^ 
tion of hand truck and removable body system with power and 
hand traction and mechanical hoists, together with a carriage 
call system should remove the waiting at the freight shed. 

Wherever possible, carloads should move to warehouses or 
freight shed or industry siding without unloading. Wherever 
possible, broken lots as well as larger quantities should move 
by lighters rather than by any sort of carting. Private trucking 
should not be abolished, at least not for the present, but all 
trucking should be r^ulated. There will always be trucking, 
yet nothing should be trucked which can be moved by rail 
or Ughter. 

Gradually the warehouse and manufacturing establishments 
must be located with rail and water siding to afford both lighter 
and car service. Add to this mechanical equipment for the 
quick dispatch of motor trucks, and the ideal of freight handling 
efficiency will be accomplished in city deliveries. Such efficiency 
applies alike to rail and to water-borne commerce. 



CHAPTER VIII 

L PIERS, WHARVES, AND QUAYS 

ENGinBBRINO FBATUKES 

The pier, wharf, or quay is an artificial Btructure in water deep 
enough to permit vessels to tie up against it and load or discharge 
cargo. The lunction of this structure, which may be any one 
of the three types mentioned in Chapter III, is to afford direct 
connection between the water carrier and the land with ite 
many vehicles. The wharf is the point of contact between 
water and land carriers. 

The equipment of the landing stage coiisiste of many ele- . 
ments. There may be cranes, cargo masts, conveyors, or other 
mechanical means of transferring the cargo from ships' hold 
to wharf or there may be no equipment whatsoever, the tackle 
of the ship being the main reliance. Then there may be various 
means of moving the freight along the pier and away from the 
pier to the consignees. This may be accomplished by means 
of hand trucks, electric trucks, telphers, drays, railroad cars, 
and other devices. However, the most important equipment 
b the transit shed to protect cargo held temporarily on the wharf 
in transit between ship and shore. The nature, function, and 
arrangement of these various elements of the well-equipped 
wharf must be studied in detaO and in their relation one to the 
other. We are now ready to study the wharf in the light of the 
general knowledge of land vehicles of the preceding chapters. 

The wharf or pier in itself is an engineering problem. Before 
considering the economics of wharf design there must be some 
understanding of the technical dilBculties which the engineers 
who carry out the design will probably encounter. 

Wharf Design. — The port planner must work in close harmony 
with the engineer. It is most essential that the port planner have 
a fair knowledge of the technical problems of pier and wharf 
construction because the economic advantages of this or that 
layout or general plan may have to give way to considerations of 
construction. Therefore, just as it is impossible for engineers 
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to lay out a successful port considering only the technical prob- 
lems of construction, so also must the engineer-economist 
consider tectmical questions. 

There are several publications to be recommended to the 
student of port planning. (1) The comprehensive two-volume 
work by Cunningham, an English engineer, which deals with 
the entire engineering problem of harbor works. (2) An ex- 
cellent little volume, "Wharves and Piera" by Carleton Greene, 
published by the McGraw-Hill Book Co., New York, 1917. 
Tliis presentation is not too teehnical in phraseology and should 
be readily understood by the layman. (3) " Seekafetibau, " F. W. 
Schulze, Beriin, Ernst A Sohn, 1913. (4) "Subaqueous 
Foundations, " Fowler. 

Therefore, with the technical side of pier and harbor construc- 
tion well presented by several authorities, and easily accessible, 
it will be necessary here only to outline a few general points 
which must be borne in mind while considering the economic 
side of the problem. 

Unfortunately there has been no uniformity in terminolc^O' 
and much confusion has arisen. It is the duty of all port students 
to insist on the use of the proper terms. Otherwise it will be 
difficult to discuss the various problems of the subject with 
the assurance that one is correctly understood. 

For the purpose of our discussion we shall use the word "pier" 
for a structure extending into the water, and "wharf" for a 
marginal landing stage or for any landing whatsoever. Some- 
times the term quay-wall will be used. The fact remains the 
same, that piers may be either built on piles, or filled, and the 
same applies to wharves. The word "quay" usually conveys 
to the mind a picture of a solid wall with sohd fill behind it. 

The wharf structures surrounding docks or tidal basins in 
European porta are usually of filled structure while the wharves 
along levees or rivers in this country are at least partly of pile 
construction. It is evident that the strips of filled and walled 
land between two basins or docks in many European ports 
are nothing more than gigantic filled piers several thousand feet 
long and several hundred feet wide. This fact, that the large 
excavated basins are only the intervals between large piers of 
solid construction brings out the first axiom of wharf construction. 

The longer the pier the wider tl must be and the wider the teoier 
basin or slip separating it from the next pier. 
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The reason for the narrow pier is historical. The city or 
state had title to land under wa.ter at the extension of the streets 
and the pier was therefore no wider than the streets of which 
it was an extension. The piers were large enough for the ships 
at the time they were built. This is no reason for retaining the 
narrow pier system for the modern large ships. 

When piers and when quays and when marginal wharves are 
to be used is a matter of circumstances. 

If a river is narrow only wharves can be used. When the 
capacity of the wharves has been reached, there is nothing left 
to do but dig into the shore. If the land is low and soft there 
should be no difficulty in this. Practice in the past points to 
the preference for the long, wide basins with solid-fill quays. 
If the land out of which a basin is to be dug is low the spoil 
from the excavations will be most cheaply disposed of as fillings. 
(Refer to port maps in Chapter III.) 

If a river is wide enough the pier construction as we know it 
in New York is the most economical waterfront. 

"For example, a marginal wharf 2,000 feet long will accommo- 
date only four 600-foot ships, but on such a property may be built 
five piers, each 1,000. feet long and 150 feet wide with slips 
260 wide between them, which would provide berthing space 
for twenty ships."* This is true enough. The danger lies 
in looking at this one point of waterfront economy to the exclu- 
sion of other features, such as the necessary equipment and 
the entire problem of economy in time and labor in freight 
handling. These points must be balanced agunst each other. 

Before discussing this parallelogram of forces in pier efficiency 
it is necessary to review some structural data. 

For both marginal wharves and piers there are two types of 
construction, the pUe structure and the solid JUl. In most cases 
the cheapest form of construction is the wooden pile. Pile 
structures may cany greater weight than filled structures when 
the bottom is of loose mud. With a loose mud bottom the filling 
acts only as an additional load and is a detriment rather than 
an advantage. 

Where the wharf is wider than 250 feet the filled structure is 
more economical and, if the bottom warrants it, more permanent. 
Where the water is infested by teredo, limnoria, and other 
marine borers, the solid fill becomes almost a necessity. It is 

■ Gbeene, "Wharves and Piers." 
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possible to encase the piles in a concrete shell. CreoBoting is 
little protection against the destructive animals because they 
usually find some avenue of entry. The filled struoture with only 
the outside rows exposed and accessible for renewal is necessary. 
This construction is possible at low cost where the slip dredgings 
may be used for the purpose. 

File construction^ where the marine borers are not present, in 
water full of sewage and in northern waters, is remarkably 
pennanent. Wooden pUes when constantly submerged are 
practically immune to decay. This condition may be maintained 
to a height of the mean between high and low tide. Up to that 
point it is possible for the pile to remain always wet. Air, heat, 
and moisture are necessary for the decay of wood. Where the 
air is shut out by water, the decay is very slow. 

File construction has several advantages other than simple 
cheapness. 

1. A pile structiue does not materially reduce the tidal prism. 
That is, it does not affect materially the amount of water which 
flows through its channels into and out of the harbor with the 
changes of tide. 

2. File wharves are more elastic. The kinetic enei^y of a 
ship moving at a speed of one mile an hour or Ij^ feet per second 
is 350 foot-tons and twice this speed 1,500 foot-tons.' This 
energy must be absorbed in' some manner or it acts as a 
destructive force of that amount to both pier and ship. Ships 
will shun a wharf that puts all the destructive force of impact 
onto the ship. An elastic pile structure absorbs this energy. 
With other kinds of solid structure fenders must be provided, 
such as buffers made of faggots, rope, or timber and springs. 

As piles below the waterline are practically immune to decay 
the more recent practice has been to cut off the piles at low water 
and cap them with concrete. 

There have been many failures of concrete in subaqueous 
construction. It has been found that when concrete has been 
cast on shore and allowed to harden or set before coming into 
contact with the water this concrete has held. The latest 
form of concrete cap to pile structures as developed at the 
Brooklyn Navy Yard and adopted at some of the Barge Canal 
terminals takes this fact into, account. Reinforced concrete 
columns in "T" form with the iron rods projecting from the 

' Carleton GBBBtm, "Wharves and Rere." 
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arms of tbe "T" in hooks are cast on shore and allowed to set. 
The pilea are cut off a little above low water and the act "T" 
fastened onto the ends of the piles, usually to pile clusters. 
The "T" arms are then connected and formed into the r^ular 
reinforced concrete beanks by the usual method of casting on the 
job. A concrete Boor or pier deck is laid over this and faced 
with l^-inch asphalt to give a better wearing surface. The 
life of these piers will be followed with interest as time passes. 

The pile construction has become more difficult and expensive 
owing to the lack of good piling. Tbe all-water-via-Panama- 
Canal-route will make Douglas fir in 120-foot lengths avaUable 
on the Atlantic Coast. This is the best timber for Euch 
construction. 

The depth of water must be considered where piles are used. 
Where the depth of water does not exceed 25 feet, the bearing 
power of 14-inch to 16-inch wooden piling is 12 to 15 tons. 
Piles should be crossbraoed as far down as possible. A draw- 
back to the use of concrete piles is the difficulty of crossbracing. 
The deflection of an unbraced pile is that of a cantilever beam 
and varies as the cube of its unsupported length. 

In mud bottom the bearing power of a pile foundation is 
obtained by finding the skin friction of test piles. The kind of 
bottom available is most important in the choice of the entire 
layout, even to the size of the pier and the freight handling in- 
stallations it will carry. 

3. The third chief advantage of pile structures is cheapness 
and rapidity of construction as compared with filled structures 
which require considerable time to settle. 

A new pier nearing completion in Philadelphia, one of the 
Moyamenaing group of municipal port extensions, is an excellent 
example of the pile and solid fill types of pier construction. The 
width of the pier makes open piling disadvantageous. The pier 
is described as follows: 

"The Bubstructure of this pier wae designed on the Bohd fill type, 
which may be briefly described as consisting of solid earth fill retained 
by piles, timber and concrete bulkhead construction about 25 feet 
in width (Bometimes called a wharf apron) fanning the eides and 
outshore ends of the pier, the solid land of the inshore end constituting 
the closing dde. Pile, timber, and concrete foundations are provided 
for the intermediate columns and the concrete retaining walls of the 
side coDStructionB above low water are tied together across the fuU 
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width of the pier and at the ends by concrete encased steel ties, to 
withstand the horizontal thrust of the filling retained within the en- 
closed area by the eheet piling driven along the back or inside of the 
bulkhead, under the concrete retaining wall construction."' 

Of the photographs Fig. 34 shows the driving of the sheet 
piling of the 25-foot apron. Fig. 35 shows the forms for the 
concrete column pedestals which are placed on pOe clusters cut 
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off at low water. The concrete coated I-beam stringers which 
tie the pier together laterally are plainly visible. Fig. 36 shows 
the retaining wall of concrete placed on piles cut off at low water, 
the lateral ties and the column pedestals. Fig. 37 shows the 
method of filling from lighters by means of twirier crane and 
bucket to skip cars on a temporary movable bridge. 

Life of Structure and Obsolescence. — From the viewpoint of 
financial efiBciency, cheapness of construction as well as speed of 
construction is important. In every commercial center there are 
unforeseen events which may lead to a complete change of condi- 
tions. It is therefore seldom advisable to make the total firstcost 
very large by installing works with a longer life than half a cen- 

'Annaal Reporl Department of Wharves, Docks, and Ferries, 1916. 
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tiuy, or even 25 years. Id European ports where the entire port 
is a municipal or government institution, harbor works have been 
built to last centuries. There is no doubt that they are cheaperin 
the long run, and require smaller annual amortization and depre- 
ciation than a pile structure, because the period of amortization is 
longer and the structure more durable. That is, if the life of the 
installation is calculated for over 50 years the depreciation will 



be 2% per annum. If the life of the pier is calculated for 25 years 
the depreciation is 4%. The annual percentage of income from 
the pier which must be written oft as the replacement of capital is 
twice as large, in the case of a 25-year structure as against one 
with 50 or more years of life. However, if the original investment 
of the pile structure with its light superstructure is only half that 
of the expensive wall-and-fill, then the actual annual replacement 
fund in cash is the same amount in both cases, 2% of $1,000,000 
for 50 years, or i% of $500,000 for 25 years. 

The difference comes in the degree of obsolescence at the 
expiration of the 25-year or the 50-year period. It is not always 
possible to calculate in advance the changes in the size of ships 
and the methods or location of doing business which may take 
place during the years of the life of the pier. In American ports 
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at the present time, all prophecy ia hazardous and a pier with a 
long life and high initial cost may become obsolete long before 
it has paid for itself. 

Fire Risk. — Wooden piers are a great fire risk. The usual risk 
to the pier is koia burning oil, cotton, or wreckage from ships 
burning in the vicinity. When such fire brands are carried under 
the pier there is little hope of saving it unless the pier be of the 
U. S. N. concrete cap and deck construction just described. It is 
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always advisable to enclose the pier with planking to prevent fire- 
brands, wreckage, driftwood, small boats, lighters, etc., from float- 
ing under the pier deck. At the same time ample ventilation must 
be arranged to prevent moid and decay. It is well to provide 
foot platforms imder the deck to permit of easy inspection of the 
Bubstructurea. 

The best safeguard against fire from floating brands and oil ia 
to have the port laid out properly in the beginning with a petro- 
leum harbor separated from the rest of the port by watergates. 
Cotton, as far as possible, should be segregated, as also explosives. 
Flour mills and grain elevators are also heavy fire risks and should 
have their own sections of the port if possible. 
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As to the superstructure, the shed frame work, the latest efforts 
have developed a system of concrete-coated steel construction. 
The structural steel collapses in 15 minutes in the case of a full 
fledged fire. To give greater resistance the usual structural 
steel frames are covered with wire lath and trowel-coated with 
concrete. The result is a hght, fire-resisting frame. Wire 
glass and also fire doors should always be used for partitions 
in spite of the protests made by most pier superintendents. The 
best fire-resisting roofing is tar and gravel. A gratifying increase 
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is to be observed in the use of automatic alarms and sprinkler 
systems. However, this protection becomes illusory in freezing 
weather. The fire on a pier usually destroys the superstructure 
and the cargo, often worth more than the pier, but the foundation, 
the piles and deck are often uninjured. The superstructure 
is therefore the place of greatest fire risk. However, a pile 
pier of the Pennsylvania R. R. near the new Moyamensing 
group at Philadelphia recently burned to the water's edge. 
The true basis of pier construction is the determination, as 
far as possible, of the nature of the freight movement which the pier 
must mediate. The kind of a pier which is required for the place 
where it is built will depend upon the local physical conditions 
of the site, but above all upon the equipment which will be put 
upoD the pier. 



CHAPTER IX 
WHASF EQUIPMENT 

The transit shed ia the first and most important item of wharf 
equipment. At New York and elsewhere the shed is limited in 
dimensions by the size of the pier. There is little choice in the 
size and proportions of the pier transit shed. The result has been 
that the pier and the pier shed have been considered as one and 
the same institution. This is not the case in theory, and in 
other ports with greater freedom of action is not the case even 
in intictice. The transit shed is a thing apart. 

The function of the transit shed must be kept clearly in mind. 
The transit shed is a covered structure to give protection from 
weather and pilfering to a cargo in transit between ship and land. 
When a ship makes port, it must discharge its cargo as rapidly 
as possible and can not wait with this unloading to allow the 
cargo to be taken away. The cargo must also be spread out to 
afford opportunity to sort it according to marks and consignees. 
During this time, from the discharge from the ship until the 
goods are sorted and moved away, they must be protected. 
Likewise in loading, when a ship arrives and has its cargo all out 
it must load the outgoing cargo as rapidly as iM>SBible. This is 
only possible if the cargo has been assembled beforehand and 
sorted according to ports of destination and nature of the goods. 
The stevedores can work rapidly and load correctly only when 
the cargo can be loaded and stowed in the proper sequence. 
Stowing according to port of destination is very important when 
the ship is to call at several ports, as for instance on a voyage to 
South America. 

Size of flie Transit Shed, — It follows from the foregoing that 
a transit shed must be sufficiently large in area to hold the cargo 
of the largest ship using the landing, and in addition to hold it 
spread out for sorting with aisles between the piles of cargo at 
frequent intervals. The cargo must have space enough without 
the need of pUing it more than shoulder high as this piling or 
tiering is very expensive and time consuming. Goods may be 
128 
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tiered in a warehoiise but should not need to be tiered for the 
two or three days that they a e in the trajieit shed. The transit 
shed must have an unbroken floor space sufficient in area to 
perform this service of smooth stevedoring without congestion. 

What is a sufficient area? One way to get at the answer is to 
consider the latest practice at Bome of the best ports abroad, 
where there has been sufficient room to build sheds the size 
wanted without being limited by the size of the pier. As first 
examjde may be noted one of the latest quays' in Hambui^ with 
three sheds of a combined length of 965 meters and width of 
42 meters, or 40,523 square meters. ThiB would mean a length 
of sheds of about 3,210 feet (1,070 feet to each shed) and S width 
of 140 feet, or nearly 450,000 square feet of space. The quay 
wall is 1,090 meters or 3,610 feet long, 400 feet longer than the 
combined length of the sheds. This would ^ve an area of 150,- 
000 square feet for each shed. Assuming an average required 
capacity for 15,000 tons of cargo to eadi shed the allowance made 
is 10 square feet per cargo ton. The area may have been calcu- 
lated at one square meter (1.196 square yards) per cargo ton for 
a somewhat smaller average cargo. Such a quay would accom- 
modate six 12,000-toQ gross (B. R. T.) steamers as to length, 
but when the quay is full there would be an accommodation of 
only half a shed for each steamer. A cajgo ton measurement 
is 40 cubic feet (2.83 cubic meters). Ten square feet would 
accommodate one cargo ton piled four feet high. At this calcu- 
lation it would be necessary to tier .above four feet to make the 
aisles, otherwise the 15,000-ton measurement of cargo would 
completely cover the shed Soor at an average height of fotu* feet. 
At Bremen the tendency has been to shorten the sheds and in- 
crease the depth. The first aheda to be built in the "free zone" 
were 40 meters deep while the later sheds are 66 meters deep. 
The latest Bremen sheda are 216X640 feet, which gives an area 
of about 140,000 square feet. This is a smaller capacity than 
that of the Hamburg sheds, yet, still assuming 10 square feet 
per ton of cargo, the shed would accommodate 14,000 tons. 
As this is about the limit of cargo capacity of ships coming to 
the port of Bremen (the very large steamers all dock at Breraer- 
haven) the accommodation for cargo calculated on the above 
basis is sufficient. 

An important feature of the increase in the size of the sheds 

' Augusta Victoria Quay, opened 1003. 



130 PORTS AND TERMINALS 

is that the only way to keep pace with the size of the ships is to 
increase the depth of the sheds. Granted that sheds should be 
as long, or nearly as long, as the longest ship using the berth, 
a simple increase in the length of the ahed will not afford sufficient 
space on the shed fioor to accommodate the increase in the size of 
the cargo. When a ship's size is increased it is in linear measure, 
but the cargo capacity at the same time is increasing in cubic 
measure while the shed floor is only increasing in square measure. 
A ship 500 feet long is 25% longer than a ship 400 feet long, but 
the increase in cargo capacity will be considerably more than 
25%. To accommodate the increase in the capacity of ships it 
is necessary to increase the length of sheds, but the depth must 
be increased even more. This fact accounts for the pier conges- 
tion at New York, where it has been possible to increase only the 
length and not the depth, i.e., width, of the pier and its shed. 

Recent New York practice, as found at the Chelsea piers, is to 
make the shed a little less than 120 feet wide and about 900 feet 
long (the pier deck is 1,000 feet in length), or an area of about 
100,000 square feet. This would afford a capacity of 10,000 
tons of cargo. However, the Chelsea piers are of two stones 
and the Hamburg sheds of one. At Hamburg it ifi the ctistom 
to move the ship from the discharging to the outgoing shed. 
Granted that both decks of the Chelsea pier shed are used for 
freight, the upper for outgoing and the lower for incoming 
freight, which is not always the case, the shed space is about 
two-thirds that of the Hamburg shed. It is confusing for a 
moment that the two-story shed does not make a total area 
of 200,000 square feet at the Chelsea piers-as against 150,000 
square feet at the Hamburg, or 140,000 square feet at the Bremen 
shed. The joker is found in the practice at the two Hanseatic 
ports of using different sheds for incoming and outgoing freight 
to avoid any possibility of confusion. Rather than warp the 
steamer across the slip or basin, the American practice has been 
to build double-decked sheds with the upper deck for incoming 
freight and the lower floor for outgoing freight. Such a pier 
shed is a more intensive use of the waterfront, but the cargo can 
not be moved so easily. On the other hand, it is easier to move a 
ship in the European basins because of less current and easier 
angles. 

One of the best American authorities on ports, Mr. McL. 
Harding, President of the Society of Terminal EIngineers, has 
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worked out another theory of pier transit-ehed size. As this 
was received later than the writing of the above and as it repre- 
sents an absolutely independent calculation it is given here in 
full. 

Harding's Calculation of Shed Capad^. — " It ie a good rule to plan 
the shed for such a capacity that it will be possible to distribute all 
the goods taken from one ship berthed opposite to it. Thie is the 
rule at Hamburg. Germany. 

"When goods are handled by hand, the average height of tiering 
or piling is about five feet. It is, therefore, evident that there would 
be required a very large fioor area to distribute and place a cargo of 
6,000 tons according to the marks and cross-marks, especiaUy in a 
miscellaneous cargo. 

"Assuming 60 cubic feet, instead of the marine 40 cubic feet, to 
represent the volume of one ton and 16% more for distributing space, 
this would equal about 70 cubic feet per ton. Six thousand tons 
would, therefore, represent a cubical content of 420,000 cubic feet, 
and, at an average height of five feet, would cover a space of 84,000 
square feet. 

"The reason for the five-foot height for average tiering is that 
manual lifting above this height means a considerable increase in the 
handling expense. It is more economical to hand-truck 400 feet than 
to lift 10 feet by man power. By mechanical tiering, freight can be 
tiered 20 or even 30 feet with little, if any, additional expense over 
tieruig five feet. 

"Assuming an average height of tiering at 15 feet, a building could 
be made 56 feet in width, 500 feet in length, and yet have a capacity 
on the above basis of 6,000 tons, at 70 cubic feet per ton. In order to 
allow even more floor space for the distributing or a greater hoiding-shed 
capacity, 20 feet may be taken as an average tiering height. A shed, 
therefore, 60 feet wide, 500 feet long and with a dear height below 
the girders of 30 feet, tiering 20 feet, would accommodate 8,500 tons, 
allowing 70 cubic feet per ton. This, or a shed 400 feet in length, would 
be a properly proportioned shed for inland river terminals. 

"It is interesting to note that 60 feet is the standard width of in- 
bound railway freight stations. 

"If the width of the sheds can be kept within the above limits, the 
cost of the shed wilt be less than is usual, as there will be one short span 
only and no intermediate posts to interfere with the freight movements, 
which posts should be avoided if possible. 

"It is evident that capacity is secured by height and not by width." 

There is one point in which this calculation is open to attack. 
It is possible to tier standard packages such as bags, bales, and 
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crates of uniform size by well known mechanical means at low 
expense. However, it is hardly poBsible to tier general cargo of 
all sorts and shapes of parcels except at great expense. Also, 
it is very difficult to handle small general cargo shipments to 
scattered consignees when the goods have been tiered. It woiild 
therefore seem that, except at wharves handling standardized 
cargo such as cotton or sugar or coffee in shipload lots for certain 
large consignees, it would be necessary to build sheds with a lai^ 
unbroken surface to take the cargo of the usual line traffic spread 
out and not tiered. , 

Unbroken Floor Space. — Much of the confusion concerning 
piers layouts will be avoided by keeping firmly in mind the fact 
that the pier shed floor as calculated above does not include space 
for railroad tracks or teamways. The shed is a thing in itself and 
the relation of cranes, teamways, or railroad tracks to pier design 
or wharf layout is as an additional part of the equipment and not 
as part of the shed. 

Railroad Freight — Consider the movement of railroad freight. 
This constitutes from 50 to 75 per cent, of all the freight move- 
ment of most ports serving a prosperous hinterland. In the case 
of the quay system the spur tracks of the harbor belt railway are 
the side of the transit shed opposite the steamer. As freight is 
unloaded onto the deck of the shed it is stored, and as rapidly 
as cars are available for the shipment the goods are trucked in a 
more or less straight line across the pier to the cars and loaded. 
It is seldom very straight across as the particular car wanted is 
seldom set directly opposite the particular goods to be loaded. 
Howeverj as far as possible the movement is across the shed in the 
shortest possible line. 

In case of the narrow piers at New York the same railroad 
freight is trucked more or less straight across the pier deck to the 
hghter which is the substitute for the harbor belt railroad at 
New York. It would be impossible to berth on each side of the 
pier at the same time as the piers do not hold the cargo of one 
ship as it is. In the case either of the belt line or the hghter the 
movement across the deck from unloading ship to waiting car or 
lighter is the shortest possible and most efficient one. 

Car Tracks. — The great controversy concerning the placing of 
car tracks on piers which has aroused so much debate is due to a 
confusion of very simple principles. In the first place, the idea 
of putting car tracks down the center of a transit shed located 
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on a narrow pier which, owing to the small width of the pier, 
is already of iuaufficient area, is out of the question. They are 
more in the way than servioeable. Then also, if the car tracks 
do not go to any place, as at New York, they serve no purpose. 
As loi% as lighters are doing the belt^ine service there is no reason 
lor the car tracks. 

Much effort has been made to befog the issue of car to ship 
dehvery by stating that the ship can not be loaded from the rail- 
road car. Certain individtials and certain daily papers which 
should have known better harp on this perfectly true statement. 
No one loads freight from car to Bhip even in the great ports 
of the world where every quay is equipped with car tracks on 
both the water and the land side of the transit shed, except in 
case of heavy pieces or certain standardized package or bulk 
commodities. 

Mr. R. A. C. Smith in his testimony in the Lighterage Case 
gave some pertinent figures concerning the impracticability of 
loading ships directly from cars. He took a case in point at 
one of the Chelsea Piers. There were two ships berthed at the 
pier, one a cargo liner of 16,000 tons (it was not stated that she 
had 16,000 cargo tons capacity) and the other a freighter with 
8,000 tons cargo capacity. The larger ship spent the total of 
five days in port, which is rapid dispatch for such a ship at any 
harbor. However, it seems quite certain that the ship was 
a liner and did not discharge 16,000 tons of cai^ and load an 
equivalent amoimt in five days. 

Now, according to the Commissioner, if the ship of 16,000 tons 
capacity had been loaded from freight cars directly it would have 
required 480 cars, or a train 19,200 feet long, 3M miles. If the 
cars could be marshalled in such manner that there would be no 
delay in drilling in two rows of eight cars, or 16 in all, it would 
take 30 shiftings to accommodate 480 cars. The best time that 
could be made in unloading one set of 16 cars would be 
four hours which he considered the utmost speed. It would take 
120 homB to unload all the 480 cars. Working all the time, 24 
hours of the day, it would take five days to load the ship. As 
the ship can not load until after it has discharged, it will be seen 
that allowing half of the time in port for discharging at the same 
speed as loading it would have taken 10 days to turn the ship 
around. Therefore the present system would be twice as fast as 
car-to-ship loading. 
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The figures seem convincing and they were very convincing to 
most people, and not the least to Mr. Smith himself. What 
he said ia true enough. Yet when one stops to think that at 
other ports in the world, in particular Antwerp, Rotterdam and 
Hamburg or Bromerhaven, the practice of car-aide delivery is 
continued at all the new basins after many years' expeiienee, 
and when it is known that the speed of turning a ship around is 
at least as great as, usually greater than, at any American port, 
one sees that there must be something wrong in the reasoning 

As a matter of fact the reasoning is based on a false premise, 
as is the entire controversy. It is based on the premise that 
freight is to be transferred diredly from car to ship. In very 
few instances is this done. When very heavy pieces are to be 
loaded the cars are spotted, marshalled, and drilled alongside 
the ship on tracks situated at the quay edge. Such pieces arrive 
on gondola cars or on 3at>cars. Even so, in the case of loading 
locomotives, boilers, engines, and other similar pieces, the quay 
cranes of three to five tons can not do the work, and either the 
ship is moved to one of the 100 ton cranes, or, which is more 
usual, a derrick lighter floats the heavy pieces alongside from 
some siding. We may say, therefore, that for heavy pieces, 
which are not too heavy for the regular cargo cranes, and when 
delivered in open cars, loading does take place directly from car 
to ship's hold. Also for bulk freight which is tipped into the 
hold from the car by a car-hoist or "tipper," such as coal, ore, 
and sometimes grain, direct loading is possible. These com- 
modities form a small percentage of general cargo and are the 
exception rather than the rule. 

The function of the belt railroad with shipside spurs is not 
to load from car to ship as a rule. The movement is to save 
rehandling to lighters or draying from railroad terminal or ware- 
house to the transit shed. 

The loading of belt-line railroad freight is* as follows and not 
as described in the above testimony. The sheds are ample in 
area with decks not cut up by tracks or teamways. The tracks 
outside the sheds permit cars to be brought to both the front and 
back of the shed for unloading into the shed. This is done before 
the ship is ready to load. The function of the shed is to act aa 
a temporary reservoir for the assembhng of outgoing cargo 80 
that the cargo may be quickly loaded when the ship arrives. 
The freight as it is unloaded from cars to the shed is placed accord- 
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iog to kind of freight or porta of consignment. The freight is 
thus assembled at ship's side from cars which have come wibroken 
to near the ship's side. 

In the meantime the ship has been discharging at another 
quay reserved for inbound freight. The inbound shed in like 
manner takes up the cargo &s a reservoir pending further disposi- 
tion. The further disposition is of secondary importance com- 
pared to the rapid discharging of the cargo. Once it is lightened 
the ship is warped across the basin to the loading quay where the 
freight, properly assembled, may be loaded at a speed limited 
only by the speed of stowing it in the hold. 

It must be added that the shipside car is only of interest when 
there is the inner belt line and when there is room for tracks on 
the quay and still room for the proper amount of deck space for 
working the cargo. 

In addition to railroad freight there is a vast amount of 
freight taken overside, from barges, lighters, or heavy-duty 
derricks. Coal is loaded overside and also grain. Both sides 
of the ship must be worked. 

Therefore, to sum up, the car seldom loads directly to the 
ship, but usually to the shed for transit storage and for working. 
The advantage of the car-to-shlpside system is that there need 
be no handling of freight between the point of origin and the 
point of unloading at the pier shed. The economy is in this 
point of the movement and nowhere else. 

Location of Tracks. — Where there is no belt line the New York 
system of moving cargo across a narrow pier to hghters is the 
equivalent. When there is a belt line and car tracks are run 
onto the piers the question arises, where to put the tracks. If 
the tracks are run down the center, the piers at once must be 
twice as wide because the tracks divide the pier sheds into two 
separate narrow sheds in which the freight for the railroads is 
moved across the deck to waiting cars instead of to waiting 
lighters. 

Recent American pier design has taken this fact into considera- 
tion. Notably at Philadelphia, where the railroad freight is 
75% of the whole, the tracks have been laid down the middle of 
the pier and the pier made wide enough to leave two separate 
shed floors, one on either aide. Although they are on one pier 
and under one roof, in fact there are two sheds as far as working 
cargo is concerned. 
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(Photo by author) 
Fio. 39. — Quay at Stavanger. The BergeDsljord loading Bardiaes with its 
own tackle. The quay has no roeohauical loading equipment, but rail facilitiee 
enable goods U> be brought to the ship's side and stacked near the ehip'B sling. 
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In the drawings (Pig. 40) of the new Moyamenging Piers 
the cross section of Type A shows a total width of 300 feet with 
the car tracks down the center and two roomy transit-shed 
floors, one on each side of the track. This system has been 
used for some time in other smaller and older municipal piers. 
Fig. 41 shows Type B with a driveway for teams down the cen- 
ter and the car tracks moved to the outside edge of the pier. 
The movement would be by tackle hoists over the car tracks 
to the shed and then into the cars to be shipped by rail from the 
ahed. The driveway for teams ha^ completely divided the pier 



Flo. 44.— Pier No. 40 South Ddawara Whurea. 

into two separate units. When the first of the Moyamensing 
group was built (Spring 1918), it was given the floor plan of 
Type B, but on investigation it was found as economical to roof 
over the entire pier including both pier sheds and carry the 
upper deck through, as to build the sides of the two sheds. 
This arrangement gave the teams covering while loading and at 
the same time added the space of the driveway to the second 
deck of the pier. Compare Hamburg cross sections Pig. 42. 
Pig. 43 shows the McKean Street pier, No. 78, Philadelphia, 
with its car tracks on the upper deck in the cnnter and on the 
lower deck with the tracks outside and with the teams in the 
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middle. Fig. 44 shows the cars entering Pier 40. Fig. 45 shows 
the inside of Pier 40 with the car tracks down the center. At this 
time 3,680 tons of flour were held on the main deck pending 
loading. It was tiered rather high, but otherwise it could not 
have been accommodated. 



Teams and Motor Trucks. — The other movement from the pier, 
after the lighter and the railroad, is by dray or motor truck. 
This movement, except in the case of railroad freight at Man- 
hattan, is much the smallest of the movements of the cargo. 

The congestion on the railroad piers at Manhattan is due to 
the fact that as it is the piers can not carry sheds of sufficient 
area to accommodate the freight, and in addition teams and drays 
are permitted on the piers to load parcels for the consignees. 
The wide pier as at Philadelphia, with ample deck room on each 
side of a roadway would be the solution. With such piers it 
would be possible to drive to the loading point and receive the 
parcels from a loading platform of wagonbed height. In this 
case the car-floats would not be of the platform, 12-car type, but 
of the 18-car type and therefore more economical. Freight 
would be unloaded directly to the pier. Congestion would be 
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eliminated because of the free movemeDt of the teams down the 
center roadway to the point opposite the merchandise to be 



This is not possible on narrow piers which have no provision 
for teaming space, or on piers whose principal movement is by 
rail. The solution is to move the freight, by mechanical means 
if possible, as described in the chapter on carting, to the bulk- 
head house. This is the building at the entrance to the pier and 
extending along the bulkhead. This loading platform at the 



bulkhead should be reached by telpher or electric truck. There 
should be a loading platform of dray height. This platform is 
shown at a Philadelphia bulkhead (Fig. 46) and also the electric 
trucks serving as the connection between the distant pier and the 
head-house {Fig. 47). 

Mr. George S, Webster, Director of Wharves, Docks and 
Ferries, Philadelphia, at a meeting of the Engineers Club of 
Philadelphia, in a discussion on ports, made these remarks: 

"The piers as planned (in South Philadelphia, Moyamensing Group) 
are of ample width to accommodate all business that we beheve will 
come to them. We find that those who handle trucks in the City of 
Philadelphia have very much lees objection to going several miles to a 
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wide pier where there ie no congeetioa and delay than going to a pier 
immediately on the waterfront where, because of congestion, they 
may wait for several hours or even an entire day to unload." 

In the caae of railroad freight at Manhattan this head-house 
delivery to drays would be a lai^ job. However, elsewhere, 
on analyzing the percentage of drayage of mcaitime fraght it is 
Been to be about 20% of the whole and this small portion should 
by aQ odds be taken to the head-house rather than have the teams 
come onto the pier. 

At the Bush Terminals the movement of freight is analysed 
as follows:' 

30 per cent, is destined for the warehouse (by means of elevator 
truck or mule "lorry." 

25 per cent. C. L. railroad freight (usually car floated). 

25 per cent. L. C. L. railroad freight (usually lightered or oar 
floated). 

20 per cent, dray for local delivery. 

At Hamburg the half of the freight which does not go overside 
in stream for barge transportation on the interior waterways, 
but over the quays, has the following distributions.* 

18 per cent, by rail (C. L. and L. C. L.). 

20 per cent, dray to local consignee (or L. C. L. to railroad). 

45 per cent, by lighter to warehouses or to river express barges. 

17 per cent, goes into barges over the quay after the ship has 
left or over the water side of the ship at the quay. 

The Two-Decked Pier. — Contrary to the uaual custom in 
Europeaa ports there has been a strong tendency towards the 
two-decked type of pier shed construction in America in recent 
years. There has been the need of more space, the need of keep- 
ing incoming and outgoing freight separated without moving the 
ship, and also the need of economy in waterfront along the con- 
gested portions of the cities. As American wharves are not built 
along artificial basins which can be made to order with the proper 
amount of upland, the double deck has been the compromise. 

Incoming and outgoing cargoes are given separate decks. 
However, unless there is absolutely the same connection by team 
and railroad to each deck from the level of that deck, there must 
be connection between the two decks. This connection serves 

' Testimony L C. C. Lighterage Case. 
* Clapp, "Fort of Hamburg." 
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to lower the degree of segregation of in- and outbound freight. 
It also involves much elevating and lowerii^ from one deck to 
the other. These movements are accomplished by goods lifts, 
or ordinary freight elevators, by spiral chutes and by continuous 
motion parcel elevators. All of these are used on the Philadel- 
phia piers and elsewhere. There is no doubt that this between- 
decks movement is costly in time and labor. To build outgoing 
and incoming freight sheds of one story in such relation to each 



other that the movement of the ship is only a shed length along 
the pier or quay or a matter of warping across a narrow basin or 
sUp should be encouraged wherever possible. 

Length of Piers. — The discussion of the width of piers also 
involves the question of length. The length of piers depends on 
the War Department in the United States. At New York and 
elsewhere 1,000 feet is about the limit allowed, although in South 
Brooklyn, there are piers of 1,700 feet. There are, however, 
certain considerations of an administrative nature which effect 
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the economy of length. The longer the pier the wider it must be. 
The reason for this is that the longer the pier is, the more traffic 
must be handled at the bulkhead end. Its length increases the 
number of cars and battery trucks which go onto the pier, and 
if teaming is allowed the longer the pier the more cargo there is 
and the more teams will be needed. 

On the other hand the wider the pier the longer it must be. The 
more waterfront the pier occupies the longer it must be in order to 
attain the maximum berthing space. There are several things to 
be considered here. 



FiQ. 49. — Commonwealth Ker, Boston, Mass. 

When a pier becomes longer than 1,000 feet it is uneconomical 
to move freight by hand or electric truck to the btUkhead for 
loading into railway cars or drays. When either teams or freight 
cars are admitted to the pier the space for sorting and handling 
is greatly reduced. Unless the pier is widened congestion grows 
rapidly with the length of the pier. 

When a pier is longer than 1,000 feet the pier slip must be 
wide enough to pass large ships beyond a ship berthed near the 
channel end, but not occupying all the berthing space. The pier 
and its slips must be of a much greater width as soon as the one 
ship per slip limit in length has been reached. With accommodar- 
tion for ships of about 11,000 tons gross, quays or piers would be 
500 feet, 1,000 feet, 1,600 feet, 2,000 feet, or some other multiple 
of 500. 

It therefore becomes necessary to depart entirely from the 
Chelsea type of narrow pier construction and go to another 
design. The enlai^ement of the Moyamensing design would 
give two rows of sheds with teaming and raikoads between. 
Such a pier would be uneconomical of waterfront unless made 
very long. Once it is made wide it may be made several thousand 
feet long. 

This is only possible where the water is wide and shallow to 
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permit pile-fill stnictures with dredged deep water between, or a 
low and soft shore to permit excavation of the slip into the land. 
At N. Y. the limit on the Manhattan shore seems to have been 
reached with 1,000 and 1,200 feet piers. At Bayonne or Stapel- 
ton Cove, S. L., or at Jamaica Bay piers of a mile in length with a 
width of 400 feet and all pa of the same width or more are not only 
possible but m^ntly desirable. If a pier or quay is more than a 
mile in length and used for passenger service l.hcre should be 
street car connection with the town. The long European basins 
are made accessible to people having business in various parte 
of the harbor by small steamboats. 
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CHAPTER X 
CARGO TRANSFER AND HANDLING 

In handling the cargo of a ship two things are to be desired, 
Bpeed and economy. Speed is economy because a ship in port 
is a hability and is only an asset when at sea. Sometimes the 
cost of handling the cargo is oSset by the increase in the speed. 
Sometimes reductions in the cost of handling are only illusory 
because the reduction of handling expenses is accomplished with 
a lengthening of the time of the ship in jxjrt. Usually it is possi- 
ble to reduce handling expenses and speed up the turning around 
of the ship by the same methods. However, in the study of 
the situation the time element as well as economy of operation 
must be kept in the foregroimd. 

There are two distinct movements involved, "transference" 
of cargo from ship to wharf and "handling" of the cargo on the 
wharf. Transference is of two kinds, from side ports as is the 
case in all Lake and coastwise or river boats, and from the hatch 
in the case of ocean vessels. The first is a lateral movement 
and the second a vertical movement, or the first is a low trajectory 
and the second a high trajectory. Handling the merchandise 
on the wharf consists of three general operations, sorting, tiering, 
and delivery to various land and inland water carriers. 

Side Port Discharge. — This movement is generally accom- 
plished by stevedores with hand trucks passing back and forth 
between the vessel and shore along a gang plank. Some data 
on the time and costs of side port stevedoring are given by Mr. 
Harding, for New Orleans. A steamship company with a total 
waterfront berthage of 2,100 feet and a wharf area of 209,680 
square feet in 1912 transferred 581 ,172 short tons of general cargo 
at an average rate of 125 tons an hour, and an average cost of 
54.S5 cents a ton. The w^es paid were 30 cents an hour with 
40 cents for Sundays and overtime. Of course this could not 
be done for the same w^es in 1918. 

Here is an example dated January 25, 1913. In ll}4 working 
hours 355 men discharged, distributed, and tiered 1,725 tons of 
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general cargo, which is a speed of 150 tons the hour. Also 2,831 
tons of general cargo were loaded in 21j'2 hours by 200 men, which 
was a speed of 131 tons the hour. Five gang planks were used. 
It cost 74 cents a ton. Over this particular wharf the average 
tonnage transferred per linear foot was 267^ for the year.' 
A recent report of the Inland Navigation Company operating a 
modern self-propelled barge on the Mississippi River showed 
that transfer costs range from 50 cents to $1.50 the ton. 

Side Ports and Water Level.^ — The variation in the water 
level due to tides or river conditions will greatly affect the grade 



of the gang plank and the efforts demanded of the men to move 
the goods up the incline. At Boston and elsewhere the tide 
variations have been hard to meet. To accommodate the coast- 
wise trade with side ports, the wharves have been built with 
adjustable ramps, and mechanical aids to the stevedores have 
been installed. The best known is the Reno Conveyor (Fig. 50) 
of the Otis Elevator Company. A letter from the company 
gives the following data concerning their product: 

' Haeding, Tntematumal Marine Engineering, March, 1913. Also Federal 
Qovemmeni Beporlt, 1913. 
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" lite Otis Inclined Elevator is b. coDtinuouB carrier of package freight on 
an incline. It consiats of an endless chain provided with lugs which engage 
Hm axle of the truck, this chain Timning on sprockets which are driven bj* 
a low-speed electric motor and reduction gearing. 

"In regard to the savings ofiected by this piece of apparatus, the Metro- 
politan Steamship Company, whose docics are equipped with these machines, 
advises us that there is a 2S% saving in time of discharging steamers by the 
use of inclined elevators. The cost of loading and unloading is reduced from 
46 cents per ton to 28 cents or 30 cents per ton. 

" The Merchant and Miners Company of Baltimore reports a saving of 
13% to 15% in the handling cost. They use our inclined elevators for 
hoistiiig motor trucks with a 1,500 to 2,500 pound load up a 3S% grade. 
They claim also that they have handled boiler plates weighing aa much as 
4,200 pounds on hand trucks by the use of these machines. 

"The New York Central Railroad Company has a number of inclined 
elevators installed in their Weehawken, N. J., piers and they report an in- 
creased capacity in their marine equipment of from 20% to 40% depending 
on conditions. This company also claims a labor cost reduction of two 
cents to three cents per ton on freight handled. 

"The Old Dominion Steamship Company, whose piers at New York and 
Norfolk are equipped with these machines, claims a saving for each machine 
of the labor of four men at a labor cost of 30 cents per hour for a working 
day of five hours. 

"These statistics were furnished us in 1915, but are the latest we have on 
hand and it is possible that, owing to changed conditions due to the war, 
they may not t>e correct for the present time."' 

Portable Coaveyors. — Another machine which has been put 
on the market and ia gaining in popularity for side port trsjisfer 
of cargo ifl the portable conveyor, A section operated by its 
own electric motor driven by a plug and cable connection with 
the main power line, is pushed'from the wharf into the vessel. 
The conveyor is simply a moving gang plank. It has the advan- 
tage over the Reno type that the stevedores do not need to pass 
to and fro between ship and wharf, but may work at each end of 
the animated gang plank. On the other hand, the machine is 
more expensive. The municipal wharves of New Orleans are 
equipped with several of these conveyors. 

Hateh Transfer. — Ocean vessels load and unload through deck 
hatches. There are three kinds of unloading: 

I. By means of the ship's tackle where there is no wharf 
equipment. 

II. By means of the cargo mast where the ship's tackle and a 
wharf winch are used together. 

■Letter to the author from the Otis Elevator Company, N. Y., November 
6, 1917. 
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III. By means of cranes on the wharf which do all of the work. 
The ecoDomy of one over the other depends enthely upon the 



y meuu of portable oonveyor. 



amount of cargo transferred between ship and wharf during the 
year. Each succeeding method involves greater capital Invest- 
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ment in wharf equipmeDt. Unless the volume of freight handled 
is increased, the interest and amortization of the increased in- 
vestment will not be met by the saving accomplished. 

I. Ship's Tackle. — ^AU steamers other than tankers carry their 
own unloading machinery. Between the two forward hatches 
is a short stout taa&a with several movable booms and another 
between the after hatches. The modem freighter has as many as 
ten booms to a mast. Together with donkey engine and tackle, 
loads of a ton or more may be handled by each boom and engine. 
The cost of transferring freight by this tackle is not large, not 
over six cents to seven cents a ton on the average. This includes 
placing the cargo in the sling, lifting it out of the hold, and 
depositing it on the wharf or lighter. 



Tia. S3. — Two decked muoicipal pien at Philadelphia showitig cargo maata. 
The pleailng architectural treatment U a worthy example that the waterfront of a 
coraroermal port may be orderly and artistic as well aa efficient. 

n. Cargo Mast — The American machineless unloading may 
be defective, but there is no room on a narrow pier for cranes. 
The cargo mast is a successful compromise. On the pier edge, 
masts carrying a girder at a height of 75 feet to 80 feet above low 
water extend along the water's edge. A block and tackle with a 
line from a drum hoist on the pier to the hook is burtoned to this 
girder. A ship's boom and hoist also operate another hne to the 
same hook, thus both ship's tackle and pier tackle work together. 
There are three movements. The load in the hold is attached 
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to the book, (1) the ship's winch raises the load, (2) the pier 
winch then starts to pull and the ship's hoist lets go, (3) the pier 
hoist then lowers the load. The movement made is without 
lost motion and by the shortest possible route. The cost of the 
installation is low, the saving in time is great. The cost of 
operating two hoists and two operators instead of one is greater 
than with the crane. The cargo mast operates at about 40 cycles 
an hour. This is the "Brst aid" where there is no room for 
cranes. 





Fia. 54. — Methoda o( loadine at New York. 

in. Cranes. — Wherever the volume of freight and available 
space warrant it, gantry cranes are the most economical and effi- 
cient transfer machinery. It is often argued that the reason why 
European ports use cranes is because the freight cars are open 
and the Americans do not use cranes because of the prevalence 
of the box car with us. This is Uke saying that it is warm in 
summer because there is no snow. The fact that the cranes are 
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used extensively is the reason for the prevalence of the open freight 
car (Fig. 55). 

One reason for the use of the crane ia the fact that the large 
proportion of water transportation by barges makes unloading 
machinery on shore necessary. The barges carry only a mast, 
which is unstepped in port, and a hand-operated hoisting drum. 




sa 



i 



(MeMyltr.) 

Fia. 66. — A heavy duty (20 ton) full arch portal crane »p&nniDg railway tracks. 
Used to tranafer heavy pieces of freight from fist or gondaU car to lighter or ship 

Another potent reason is the fact that the equipment is supplied 
by municipal port authorities not looking to a large return on the 
invested capital. Still another reason is the fact that more cargo 
passes over a municipal public quay per linear foot and therefore 
the burden of the additional cost of the quay equipment due to the 
cranea is more diluted per ton lifted. A final reason is that 
the quay has more room back from the water's edge than the 
pier. 
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Piers of the UBual New York type, by their very nature, are not 
capable of either accommodating cranes or furnishing them with 
sufficient tonnage to make them economical. The difference in 
the tonnage transferred per linear foot of improved quay here 
and abroad is due partly to the nature of pier traffic, which allows 
a longer idleness of berthing space at piers than at public quays. 

"As an example for the port of New York it happened that portiona 
of the waterfront of certain foreign cities had not been improved while 
other portions were, so that, as the whole port was fully occupied by 
vessels, it was possible to compare the unequipped sections with the 
equipped under favorable conditions to detennine their relative utilities. 
The following figures are from the tabulated results comparing the 
average of these whole porta with those portions later equipped with 
machinery. It is eaaily deduced from these figures what is possible at 
the port of New York. 

"These comparisons between the average transferring capacity per 
linear yard per annum at such ports are of instructive interest: 

Avence of tha Ancaf* of 

whola port oar portJOB 

UoflU' y&rd oqulppad 

Havre, France 38S tons 1,430 tons 

Rauen, France 483 tons 1,121 tons 

MarseiUea, France 666 tons 1,6M tons 

" Not only can the above figures be attained at the port of New York, 
but, instead of ISO tons per linear foot, much better results, on account 
of improvements made in applianoes since the above figures were 
tabulated.'" 

The usual type of crane abroad is the semi-portal gantry jib 
crane 2)4 to 5 tons (metric) capacity. The outer leg rests on a 
rail at the edge of the quay. The inner end reste on a rail outside 
the transit shed above the doors of the same (Fig. 56). 

Some figures concerning the efficiency of the crane are given 
by Mr. Harding. 

" The following figures are of official tests of 20 traveling jib cranes at 
Montevideo, South America, and from the result of tiiese testa 13 more 
cranes were ordered, 

"The crane manufacturers state in writing that they are willing to 
guarantee equivalent results by any of their harbor cranes. 

"These figures, based upon the official acceptance tests of the port 
authorities, give data as to actual time of transference and the actual 

' H. MdL. Harding, Journal of Commerce, June 30, 1917. See also other 
articles in Intemaiionai Marine ETtgiiteering, "Freight Handling," etc. 
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output peF hour; capacity of the cranes, 5,000 kilograms, or 11,025 
poirnds; lifting Bpeed per minute, 24 meters, or 79 feet per minute; 
revolving l^ times per minute equal to 130 feet at the hook. 

"The current consumption ifi figured for a cycle consisting of the 
f<dlowiug movements; lifting 11,025 pounds out of the vessel 25.5 feet 
high, revolving the crane through 120 degrees, lowering the load to the 
wharf, lifting the empty hook, revolving the crane through 120 degrees 
faftck to its original position and lowering the hook to the position from 



Fia. C6. — Semi-portal laiitry crsDe, with cai traclcB Mt flush. 

which it was started. This waa repeated a number of times in order to 
get the average time per cycle. 

"The time for one cycle was 70 seconds, to which 20 seconds have 
been added for attaching and detaching the load, therefore the crane 
made 40 cycles per hour, making an output of 

5 X 540 X ^^ = 220 tons of 2,000 lbs. 

"From the above figures, made under the favorable conditions of a 
test, it will be seen that 220 tons are possible per crane, and with a 
veesel with five overall hatches it ia possible to operate two cranes at 
each hatch, which means that ten cranes can be working at one time; 
which would give 2,200 tons of 2,000 pounds per hour. 

"There are similar records from most European ports extending over 
months and years of practical operation. 
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"Making all due allowancee, raising only one conaignment, mark or 
cross mark per draft of merchandise with two-ton or three-ton cranes, 
burt«ning to overhead electric traveling hoists and adjustable loop 
cranes, the capacity per crane in daily service may be reduced to 
only 60 to 80 tons per hour per crane instead of 220 tons. This is 
extremely conservative and may be regarded as a minimum. 

"With the ten cranes 600 to 800 tons per hour can be easily attained, 
including the loading when full load capacity can be transferred. 

"In ten hours this would give 6,000 tone, and the vessel would be 
discharged and loaded in two days; 9,000 tons have been unloaded in a 
similar time, but the above can be made the average. 

"That is, by such machinery as is installed in every foreign commeroe 
port of Engluid, Germany, France, or Holland, 6,000 tons transference 
per day are to be compared with the 1,600 tons at New Orleans. The 
ships' detentions will be one-third or one-fourth the time, and for 
the same berthing linear frontage four times as many ships can be 
berthed in a given period. The rental cost per ton would be one- 
fourth, and on a tonnage basis all the overhead charges would be also 
one-fourth." 

The above figures refer to miscellaneous cargoes and not to 
ore and coal, which figures are greatly exceeded. The United 
States excels in ore and coal transference. 

The cost of discharging and loading the vessel called trane- 
ference, that is, the crane movementB, will be guaranteed by the 
manufactures to be between three cents and six cents and the 
cost of handling, which may include assorting as well as distribut- 
ing and tiering, will add to this and make the total cost between 
13 cents and 18 cents per ton. These latter prices include all 
operating expenses, labor, electric current, interest, maintenance 
and amortization. 

We have, therefore, a maximum of 18 cents per ton of 2,000 
pounds of machinery against the present minimum of 54.85 
cents. 

To the figures given above by Mr. Harding, may be added 
some rather more conservative performances of equipped quays. 

Four to six of these cranes work a ship, sometimes eight. 
Two can usually work at each hatch. The usual rate of dis- 
charge at Hamburg is 250 tons of general cargo per hour.* 
The record of the "Saxonia" at Boston a few years ago was 190 
tons an hour.' The Liverpool Handbook cites the case of "The 

'"'Clapp, "Port of Hambui^." 
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Lake Champlain" which discbarges 12,000 tons of measurement 
cargo in 48 hours, which is an average of 250 tons per hour. 
The record at New Orleans, it must be remembered, was for 
tide port delivery. It was 130 tons an hour. It cost, however, 
75 cents a ton, which is 20 times the charge for the use of the 
cranes at Hamburg. 

The Number of Cranes Required. — The number of cranes 
required depends on the amount of freight which will pass over 
the quay paying crane dues to support the cranes. At Hamburg, 



Fio. 57. — A Hamburg quay with a 3-ton locomotive craoB every 100 feat. 

in the new basins, the cranes are spaced every 100 feet. Of 
course, if the city borrows money at a low rate of interest on the 
bonds and builds an equipment which has to support only the 
inte est on the bonds and amortization, it can afford to be gener- 
ous. Here is a great difference between the municipal and the 
private terminal. 

The new Galveston Cotton Wharf is content with two cranes 
for the wharf as a start, which is one crane for every 600 feet. 

Relation of Cranes to Sheds. — To accommodate cranes it is 
necessary to set the transit shed back some distance from the 
water's edge. This immediately gives a greater area of deposit 
for the freight as it comes from the hold. Herein is one of the 
great advantages of the crane. One of the most vexing points 
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of congeation is the point of deposit on the vharf . The area on 
tbe'liBUal narrow pier, completely covered by shed, where the 
cargo from each hatch is to be Bet down is not over S X 8 feet, 



H alons th« opea quay of the Baain Bonaparte. 



or 64 square feet. To work the cargo at full speed the steve- 
dores must remove each elingload from this point of deposit 
immediately, as every minute and a half a new sling full 



CAFOO TRAHSFER AND HANDLIKO 



(CourtMjr Bromm Houtins Maohinwr Co.) 
Fta. 60. — A 30004b. capacity electric Eantry wharf crBae, Galveston Wharf 
Co., GalveetOD, Texas. 



Fio. 61. — UnlcNuliiiK by tneans of ship'B tackle onto a small point of deposit. 
The damped area causes continuous ooDBOBtioD at this point. 
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arrives (Pig. 61). Above all else cargo mtist not "hang," 
waiting for room to be dei>0Bited. A wharf with the shed set 
back 30 to 40 feet and served by two jib cranes for each hatch 
will have a deposit space of 5,000 square feet or more. The 
lai^r area acts as a reservoir to take up the slack in the 
movements and avoid congestion opposite the hatch. 



At Antwerp, on some of the older quays, there are no sheds 
at all. In the newer basins the sheds are set well back, but the 
floor is the same level as the quay (see Figs. 58 and 59). 
According to the usual practice at Christiania, Copenhagen, 
Hambui^, Bremen, Havre, and many other places, the floor of the 
transit shed is elevated to the floor level of the railroad cars. Id 
front of the shed is an open uncovered extension of the shed floor 
6 feet to 12 feet wide. This serves as a point of deposit from 
which the stevedores take the freight into the shed. However, by 



CARGO TRANSFER AND HANDLING 163 

rapid unloading this space may be filled. The cranes then 
deposit their loads anywhere in the intervening space (Fig. 62, 
Hamburg) . 

Railroad Tracks Again. — At European ports, gantry cranes, 
spanning the space of 30 to 40 feet from the water's edge to the 
shed floor, span two or three sets of railroad tracks between the 
shed and the water. These tracks are in addition to the tracks 
at the back of the shed. The position of these tracks has given 
rise to the supposition that cargo is iisually loaded directly be- 




tween car and ship. This was shown above not to be the case. 
However, some fre^t is loaded this way. Wherever the com- 
modity is in large and heavy or bulky packages such aa machin- 
ery, structural steel, logs, automobiles, etc., the loading does take 
place from car to ship. All such commodities both here and 
abroad are moved on flat cars or gondola cars from the point of 
origin to within reach of the crane for loading. As it is uneco- 
nomical to have wharf cranes of greater capacity than five tons, 
and usuaUy they are about three tons' capacity, very heavy 
pieces are loaded and unloaded by derrick lighters. 

The waterfront tracks are therefore intended for the particular 
heavy-duty loading as stated. When this kind of freight is not 
being delivered or forwarded from the water's edge the tracks 
are kept clear in order not to interfere with the movement of the 
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Fio. 64. — Municipal free port at Stettin. View across quay tracks to water's 
edge from platform. Traot* ar« not flush with deck pavements, as with the 
uaufti arTangemcnt. 




in warehouse. 
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cranes. The first and last consideratioo is speed in unloading 
the ship. After the ship has left the berth the cars may be brought 
alon^de the water side as well as the land side of the transit 
shed and loaded from the shed door (Figs. 63, 64 and 65). 

Cnmes Handle Barge Cargo. — After the steamer has dis- 
charged its cargo and has gone, barges and lighters come alon^ 
side the wharf to take on their freight. These vessels were 
forced away from their accustomed berth opposite to the ship 
on the other side of the pier when we put tracks back of the shed 
and doubled the width of the pier. In the forwarding of freight 
by lighter and by barge the cranes are now able to perform a 




(Dnicn Mr. LswtOD.) 
Fio. 65o. — CroM section of tbeGowanus Bay. Baige Canal Terminal. — Cargo- 
nuwt and grain conveyor gallery on side intended lor ocean steamera. On the 
barEe aide santry cranea ate provided. 

great service. After the steamer left, taking its tackle with it, 
there was no equipment to load onto the small craft. But 
with cranes on the wharf, they are kept busy in the intervals of 
unloading ships in handling cargo between the transit shed and 
the small vessels. This seems to be one of the best uses of the 
crane. This fact is recognized by Mr. Anderberg and the other 
Bar^ Canal Terminal Engineers in designing the canal terminals 
at New York and in particular the Gowanua Bay Terminal, 
South Brooklyn, These piers are designed with cranes on the 
barge side, while the ocean-ship side of the pier is equipped with 



166 PORTS AND TERMINALS 

the very efBcient cargo mast. The need of crane equipment for 
all new quaya at New York and New Orleans will become in- 
creasingly urgent with the renaissance of inland navigation. 

The economy of the crane is increased by the fact that it is 
used not only for the short time an ocean ship is discharging or 
loading but also during the time in between, while serving the 
craft which collect or distribute the cargo of the ship. For 
instance the municipal quays at Hambui^ make a charge of 
about three cents a ton for the use of the cranes. When the 
freight is transferred from the ship onto the wharf one chaise of 
three cents a ton is collected. When the crane loads part of the 
cargo from the wharf into lighters or barges, during the time 
between ships, another three cents per ton is collected. The 
cranes instead of earning their salt only when working the ship 
are actively useful when the ship is away. This very simple 
fact is Tisually overlooked, the entire attention being directed 
to the more important movement of discharging the ship. The 
entire transfer problem of marine terminals needs much more 
research and analysis than the confines of these pages can do more 
than suggest. 



CHAPTER XI 
SHED EQmPMBNT 

The movements in the shed consist of sorting, delivery to 
trucks, drajrs, cars and lighters, and tiering. All this handling is 
the source of the largest items of expense. This was seen in the 
figures given in the chapter on lighterage. It has just been shown 
above that with ship's tackle the cost of transferring need not be 
more than five or six cents a ton, and with cargo mast or cranes 
much less. Some recent and authoritative cost calculations, of 
handling after the freight bad been set down on wharf, from the 
progressive Port of Seattle, are instructive. 

" The cost now runs approximately 100 jwr cent, more than 18 
months ago, because of the high rate of wages paid wharf labor. 
The average cost of handling Japanese and Chinese merchandise 
from ship's sling into wharf and piling and sorting is estimated 
to be 60 cents per ton of 2,000 pounds. For handling gunnies, 
shellac, hemp and similar articles from India it is 50 cents per ton. 
Coastwise Alaska traffic consisting of miscellaneous merchandise 
costs about 30 cents per ton. Traffic rates published by railroad 
companies for this class of work run to about 25 cents per ton, 
while private and steamship wharves chaise a higher rate."^ 

The Hand Truck. — The chief equipment in freight handling is 
the hand truck. All efforts are being directed towards the sub- 
stitution of mechanical means of handling freight on the pier to 
dispense with the stevedore and the hand truck. Much more 
improvement will be made if the inventors do not insist on evolv- 
ing something to do everything with the result that it does noth- 
ing well. Our besetting sin is in trying to make one machine 
a bonne a tout faire. For short movements of general parcel 
freight the hand truck can not be dispensed with. When the 
movements are longer than 150 feet to 200 feet, then is the time 
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when otter machines should be introduced to take the burden 
and waste of the long haul away from the hand truck. For mov- 
ii^ parcels of all sizes and conditions over short distances nothing 
to date has been sufficiently flexible to be worth while. There- 
fore let us keep the hand truck for its flexibility and make it 
work in conjunction with other mechanical appliances which will 
handle freight over longer distances and when it is exceptionally 
heavy. 

The Electric Truck. — Much attention has been attracted 
during the past few years by the electric storage battery truck. 
There has been severe criticism of its performance and much 
opposition to the innovation. This may be due to several things. 
The manufacturers, of whom there are several in the United 
States, have claimed too much for the truck, have tried to make it 

■ do too many things and the users have been disappointed. The 
electric truck has been used on very rough piers where the rather 
small wheels have been unable to overcome the unevenness and 
breakage has resulted. In similar manner the ramps into cars 
and onto gangplanks have been too steep and the jointa too rough 
for the small wheels. It is seldom possible to have the "one 
man-one truck" organization which would make the stevedore 
in charge of a truck responsible for its condition. New men each 
time will have neither skill in operation nor interest in the truck. 
Then there has been the practice of joyriding instead of walking 
from one end of the wharf or pier to the other. The principle 

■ failure is due to overloading. Trucks have been ordered which 
were too small for the duty required. There is no economy in 
overloading any machine, especially storage batteries. 

Trailers. — The best hope for the electric truck, in addition to 
regular operators and smooth decks, is in the entire operation of 
the trucking. As in the case of the automobile truck the machine 
is losing money for the owners when it is standing still. Several 
efforts have been made to eliminate the waiting loss by either 
trailers or removable bodies. If the work of the truck is to move 
freight from the pier to the head-bouse for loading teams, or for 
other long hauls, one motor can keep three trailers occupied, 
one loading, one underway, and one unloading. 

Skids. — The other principle is that of the removable body. A 
skid is constructed of stout framework with legs which enable the 
electric motor to run under it and lift it with its load. Many of 
these skids may be used. Goods are piled on them when sorted 
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(Cmirt^v of the ElwaD-Packer Electric Co., Cleveland. Obio) 
Fio. 66. — I. FalM platforni or ikid, loaded and ready for a self-loHdiiig tmck. 
VIII-IV-3. 

Fia. 67.— The Belf-loading truck picks up the ontire load in 10 seconds. These 
platforms along the collection route of the electric may require hand trucks for 
the short movements or picking up the false platforms. VIIl-IV-3. 

Fia. 68. — A. aombination of the skid and the hand truck is made in the wheeled 
platfonns. Such a wagon is pushed about collection a load and when loaded 
ii left itandmg on the wide aisles or roads along which the electric travels. It ia 
now ready to be moved by electric power for the loDg part of its journey at the 
conTeoience of the eleatric. Hera we have the "reservoir principle" again illua- 
tntwl. VUI-rV-3. 
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and held that way in storage until they are called for. The elec- 
tric truck simply lifts the waiting load and carts it to the waitdng 
dray. In the local movement of loading the skids in the first 
place and parking them properly to be picked up later the reliable 
old hand truck does its accustomed duty. The only difference 
is that the freight is sorted and stored on skids instead of the floor 
and therefore can be picked up later. It is evident that this 
^stem requires considerable shed floor space (Figs, 66, 67 and 
68). 

A compromise with the hand truck is the hand platform truck 
or low push cart, which is a skid on wheels. It will be picked 
up by the electric truck in the same way. 

There will still be many queer parcels which can not be handled 
by these small standardized skids and will have to be moved by 
hand trucks aa formerly. The large majority of general cargo, 
however, can be handled this way at a great saving. 

It is evident from the foregoing that the hand truck or the 
wheeled platform will work within email radius. The economy 
of the electric truck will be in the long haul and in keeping busy 
along the route. The freight on the shed floor should be arranged 
with this in view and the motor itself kept moving. 

Everything still remains to be done in the scientific investiga- 
tion of the economies of such equipment. There is an endless 
field for the work of scientific investigators. Engineering and 
economic seminars will find material for investigation for many 
years to come. In the meantime, until accurate records are kept, 
untU stop watch and pedometer measurements of freight move- 
ments have been tabulated, we can rely only on what data the 
manufacturers are able to collect. In Ueu of these unbiased and 
scientific data, which future students must collect and tabulate, 
may be appended some statements from some of the manufac- 
turers which, although honestly intended, can not be considered 
coldly scientific data. One firm writes, 

"At some of our large installations such as the Morgan line of the 
Southern Pacific, New York City and the Panama Canal Zone, where 
actual costs have been kept, the total charges against each truck includ- 
ing every expense ovicide of an operator is not over 76 cents per day. 
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"The following data were obtained from actual tests on our raacliines: 
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Material 


Pig iron 
Bars , 

Average 60 lb. 
60 
3.000 lb. 


Boxes, barrels, etc. 


Onions 
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Pieces per load 

Weight per load 

Total pieces 














Total weight 

Distance per trip 


20toiu> 
300 feet 
U 

4,200 feet 
4 men 
2 hours 
1 El. truck 


Mtons 
500 feet 


HHtons 
1,200 feet 






14,400 feet 


lAbor . . . 


10 men 
5 hours 

3 EL trucks 








4 El. trucks 



The cost of operating a two-ton Hunt Storage Battery Industrial Truck 
for a period of one year is as follows : 
Baaed on a cost of S1500.00 
Fixed charges: 

Insurance, interest, taxes, etc., 6% S90.00 

Depreciation: 

TVuckB, 10% »107.00 

Batteries, 20% $70.00 

Tires, 20% $25.00 

Rep^ $30.00 

Power. — For charging lead cells the rate starts at 
30 amps, and finishes at 12 amps. Service UO volts 
direct current making the average consumption about 
2 kilowatts per hour which for 5 hours would be 10 
Idlowatts figured at 2 cents per kilowatt hour equals 
20 cents per charge. The battery does not have to 
be charged every day for 5 hours but for estimate we 
will figure 6 hours for 300 working days making a 
total cost of 300 Umes 20 cents or 160.00 $30.00 



$382.00 



Recapitulation of Above Tests 



"Case No. 1. Pig Iron. — Figuring the wages of our men at 30 cents 
per hour each, would be $1.20, and for two hours, $2.40. The cost of 
operating the truck as shown above at $1.00 per day of 10 hours equals 
10 cents per hour, and for two hours, 20 cents added to above $2.40 
makes total expense S2.S0 to move 20 tons of materUt, which is at the 
rate of 13 cento per ton. 
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"Figuring ttie same dase of material and that one man with a hand 
truclc or wheel barrow carriea 400 pounds and requireB 15 mioutee to 
load, carry, unload and return, the time required to move 20 tons would 
be about 30 hours, which at 30 cents per hour would equal $9.00 or 
20 tons at the rate of 45 cents per ton, showing a saving of approximately 
32 cents per ton, not counting the values of speed and time, reducing 
congestion, etc. 

"Case No. 2. Miscellaneoua Freight. — Forty-six tons moved 500 feet, 
in five hours by 10 men and three electric trucks. Figure 30 cents per 
hour for wages, equals 115.00, and three trucks at 10 cents each equals 
$1.50 making a total cost of S16.50 or at the rate of 36 cents per ton. 

"Carrying the same material by hand, 25 tons were moved 500 feet 
in four hours by 11 men which at 30 cents per hour amounts to $13.20 
or at the rate of 53 cents per ton, a saving of 17 cenia in favor of the 
electric truck, not figuring savingin damage and breakage to material and 
contents. 

"Cote No. 3. Onions. — Fourt;een and one-half tons moved 1,200 
feet in 40 minutes by eight men and four electric trucks at 30 cents per 
hour equals $1.60 and truck charges at 10 cents per hour equals 27 cents. 
Total $1.87 or at the rate of approximately 13 cents per ton. 

"Figuring the same by hand truck, one man would not carry over 
four crates at one time making 135 trips, which would require about 30 
minutes each at 30 cents per hour equals $20.25 or $1.40 per ton. 
This shows the economy of industrial trucks for material packed in 
packages, boxes, barrels, etc., which are fairly light but bulky and 
where the hauls arc long. 

"The machines are designed and constructed for service on docks, 
piers, terminals, factories, warehouses, etc., having extra heavy parts 
throughout. All mechanical and electrical apparatus is made easily 
accessible by raising one, two, or three hinged sections of loading plat- 
form. The spur gear drive has been found to be the most efficient for 
Industrial Trucks, applying the power as near the periphery of the rear 
wheels as possible, removing friction and lost motion as common to 
worm drives and also eliminating chains which pick up dirt and 
material causing wear, stretching, breaking, and adjustment. 

"Half-egg shaped solid U. S. Rubber tires built for Hunt Trucks are 
supplied, providing greater resiliency and long life and reducing wear. 

"Batteries of cither Edison or Lead type are provided having ample 
caftacity to operate this machine under normal conditions for a working 
day of 10 hours. The machines vary in price from $1,500 to $2,500 
depending on batteries and size of machine. 

"A few of our installations include 67 type A machines for the 
United States Government, at the Panama Canal, Colon, Cristobel 
and Balboa; 24 type A & B Morgan Line, S. P. N. Y. C; 10 type A at 
Panama R. R. Piers, N. Y. C; 8 type B at American Dock Company, 
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Staten Island, N. Y.; 24 type A and 24 trallerB of tvo-ton capatuty in 
Bervioe of U. S. Army, N. Y. C, Norfolk and Waahington; 8 at U. 8. 
Army, Hoboken; 6 at E. W. Blias, Brooklyn; 10 at Pacific Coast S. S. 
Seattle, Wash-, and San Francisco, Cal. ; about 20 in service in ammuni- 
tion houses in England besides those in operation in various chemical, 
dye, woolen, bleachery, silk, machinery, automobile and other factories.' 

To an inquiry made of the EI well-Parker Co. by the author with 
an expression of doubt concermng a five-year life for any truck, 
the following reply was received : 

"As to the life of trucks we would refer you to Mr. H. A. Currie, 
who has charge of the baggage and mail trucks at Grand Central Ter- 
minal, New York City, or the operation of the tractors at the American 
Steel and Wire Plant, Trenton, New Jersey, where three of these have 
been in 20-hours' daily operation for three years or a normal life of 6 
ye&TB, figuring on a 10-hour day. 

"We have figured usually on a 10 per cent, depreoiation and a 10 per 
cent, maintenance basis. We are convinced that the 10 per cent, main- 
tenance is too high, and we are beginning to believe that the life is 
going to be nearer 10 than five years. You doubtless understand that 
the life of these equipments and the cost of the maintenance varies 
materially with the industries in which they are used. 

"We have a tractor in the lumber business in the State of Washington 
that is handling 3,000 feet of lumber, a distance of 2,000 feet, 50% of 
the entire day with a cost of 118.80 for its maintenance, where two re- 
vamped Fords went onto the scrap heap at the end of the first year 
doing the same work as this electric."' 

Imports Subjects to Dutf 

One example of inefficiency is found in handling imports 
subject to duty. Here is a case where one of the above mentioned 
trucking improvements would certainly accomplish a lai^ saving. 
Take raw Sugar as an example. 

1. Raw sugar imported is hoisted from the hold of the ship in 
slings. 

2. Lowered onto small platform hand trucks. 

3. Moved by man power a short distance and piled on deck of 
the pier. The cargo must be gotten away from the fall of the 
ship's sling. 

4. Handled by government men onto government scales. 

1 Statistics furnished by C. W. Hunt Co., N. Y. 

* Statistics furnished by Elwell-Parker Electric Company, Cleveland, 
Ohio. 
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5. Handled from the government scales to the merchants' 
scales. 

6. Loaded onto trucks and moved to warehouse, drays, Cub- 
toms, or R. R. cars. 

The remedy for the waste movements of (3), (4), and (5) 
would be to adopt a standard platform truck with the weight 
of the same clearly marked on it. Then this truck would move 
onto government platform scales. The tare would be the weight 
painted on the truck. Merchants should agree to accept the 
weight of the customs officials. After weighing, the truck would 
continue its course to the place of loading into the R. R. cars 
or other conveyances. This system would eliminate maoy 
laborers and all the handling at the scales and also the second 
weighing. 

Government, merchants, warehouses and shiplines would save 
much time and money by cooperating in the standardization 
of handling equipment to increase the ease and speed of handling 
and clearing tiirough the customs. 

In the case of electric trucks with trailers, the trailers would . 
be used on the scales and not the tractor itself, because of the 
changes of weight in the elements. The trailer could be made so 
inaccessible that the chance of tampering with its weight would 
be reduced to the vanishing point. 

There are also simple hand trucks, made to slide under a 
platform and to lift it by one motion so that it can be rolled to 
the place desired on the pier deck. The drawback to their 
use is that the small wheels are inefScient and require great tract- 
ive force, even on a smooth floor. 

The Telpher or Overhead Monorail Trolley. — ^Another inno- 
vation to reduce the time and expenses of handling general mer- 
chandise in the transit shed and elsewhere is the telpher. The 
system has not fulfilled expectations because of its lack of flexi- 
bility, its cost of installation, and primarily because it has been 
required to do more than could reasonably be expected. How- 
ever, in the case of standard packages such as sugar, cotton in 
pecial warehouses and similar commodities described in a later 
chapter the telpher has been a decided success. 

The first drawback is the cost of construction. Greene puts 
the cost of a simple system including the increase in the cost of 
the pier shed structure to carry the load at $50,000. In a plan 
never carried out for a Philadelphia pier each side of the pier had 
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five longitudinal tracks and five paira of crossovers and fifty 
switches. The cost of the installation would have been more than 
$100,000 (Fig. 69). 

All these tracks were made in order to have the overhead 
carrier reach every part of the pier deck and elimioate the hand 
truck. As stated above this elimination is neither practical nor 
desirable. Only where there is intended to be a large movement 
of goods capable of tiering and requiring tiering in the transit 
shed is this desirable. Even in this case the portable conveyor 
would do the work when needed at a fraction of the invested 



<Court«iy oF Brown Houtintt M&flJuDory Co^) 
Fia. 69. — Brownhont 3-ton, two motor electric I-boam man trolley, for handlina 
mUcellHneouB packages, aC Lob Aoeelea, Cal. 

capital. Where the telpher has been successful has been not 
in the transit shed at all but in warehouses, such as the Chalmette 
Sugar Refinery and the Municipal Cotton Warehouses at New 
Orleans, where goods are not tiered in transit but in storage. 

The movable loop has simplified the telpher system for tiering. 
The Sprague system is the moat advertised. In the place of 
attempting to cover the entire floor area with overhead tracks 
and crosaovera the shop crane arrangement is applied. A 
shop crane is a bridge spanning the width of the shop between two 
heavy rails, one on each wall. The bridge moves along these 
rails and can span any part of the shop. On the bridge is a c^e 
and hoisting machinery which travel the length of the bridge 
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acroBS the span. The movements of the bridge and the move- 
ments of the hoisting cage enable every point on the fioor to 
be covered. The loop telpher simply takes over this system 
and by making the bridge cany connecting curves and switches 
the hoisting cage can leave the bridge and, travelling along the 
side rails to other connecting rails, pass out to the loading bridge 
of the wharf or to the warehouse. Where tiering is to be accom- 
plished and not mere lateral travel this simplified system seems 
capable of development. Yet, let it be again added, tiering 
in transit sheds is to be countenanced only when there is no 
room for the lateral expansion of the shed. In the warehouse the 
telpher system has already demonstrated its value. 

The same principle applies to the telpher system as to the 
electric trucks. On a long pier, where the freight must be moved 
down the pier to waiting drays at the head-house to meet the 
drays and keep them off the pier, i. e., in service where there is 
long haul, mechanical movement is necessary. With the con- 
struction of a simple trunk line of two overhead tracks down the 
middle of the pier, standard hand platform trucks — ^low push 
carts — can be used for the short motion. The loaded hand trucks 
may be moved to the center of the pier under the trolley to be 
picked up by the man in the cage and moved rapidly through 
unoccupied space to the head-house for delivery to the dray call- 
ing for the consignment. The application of the trunk line 
telpher system to the system of removable bodies, motor trucks, 
and store-door delivery as described under "Drayage," aeems 
to be one of the most promising solutions of mechanical freight 
handUng on piers. 

The accent is put on piers. When the shed can be reached 
by dray from the hack and from its long side instead of the end, 
the travel will be too short to make the overhead telpher eco- 
nomical. The electric truck and skid system probably would 
still be economical in most cases. The saving accomplished by 
electric trucks over the old hand method would not always pay 
the capital investment, in the short cross shed movement. In 
the case of long narrow piers the problem is entirely different. 
The further success of these efforts to substitute machines for 
muscle in moving freight along piers will be followed by all with 
the keenest interest. 



CHAPTER XII 
THE WAREHOUSE 

The pier shed is the reservoir to hold a shipload for one sailing. 
That is why we call it a transit shed. The warehouse system 
ia the reservoir for the entire port for months and seasons. The 
present collapse at the porta is due not only to the fact that the 
transit sheds do not hold a full bargo, but also to the insufficiency 
of the warehouse space to hold any overload of traffic. 

Thus we have two functions of the warehouse, the economic 
or time function, and the traffic or physical storage function. To 
these may also be added the financial function. 

The economic fimctton of the warehouse is to create time 
utility. The warehouse makes it possible to catch up the supply 
which is in excess of the demand at the harvest and preserve it 
until such time as the supply tends to be less than the demand. 
Cold storage of perishable food products is an example. In fact 
the cold storage warehouses and markets should be a coordinated 
part of every regulated port. Coffee, grain, etc., are also stored 
against time. 

' Amount of Warehouse Space. — Mr. H. R. Geddes, a famous 
English expert in ports and freight handling matters, told the 
author that the Antwerp authorities figured on a warehouse 
capacity of Ij^ times the cargo capacity of the port. However, 
at points which are to serve as reservoirs for particular harvests 
with an exceptionally high peak load during the movement of 
the season's product, this capacity may not be sufficient. Again 
we face a problem for the research activities of the serious scien- 
tific student. The thesis would be, what warehouse capacity is 
required at the chief ports for certain world commodities? Sugar 
at Havana, coffee at Santos, wool at Sydney, and grain at 
Odessa or at consignment markets such as London, Liverpool and 
New York would be among the cases studied. 

The important function of the warehouse at great consignment 
markets such as London will be discussed under the heading of 
"Free Ports." 

u 177 
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Fiscal AE^ects oi the Warehouse. — The position of the ware- 
house in financing shipments of merchandise is most important. 
It has been the practice of centuries to lotnbard- or hypothecate 
goods in warehouses to hanks for loans to cany the merchant 
until such time as the merchandise is sold. The system was 
thoroughly developed by the Italian merchant cities of Lombardy 
a thousand years ago. A warehouse, with the confidence of the 
bankers that the merchandise will not be changed or removed, 
can issue warehouse receipts or warrants to the merchant storing 
his goods in it. The merchant can borrow from the bank on 
surrender of this warehouse receipt to the bajiker. The receipt 
gives the bearer title to the goods. If the warehouse is under 
governmental control and inspection, or owned outright and 
operated by the port authority or the municipality, the security 
of the warrant is increased. 

The nature of a warrant or warehouse receipt is illustrated by 
an example from the public warehouses of the Port of New 
Orleans. The system is of far reaching economic effect on the 
production and marketing of commodities. 

Negotiable Public Warehouse Receipt 

Board of Commiesioaera of the Fort of New Orleans 

Cotton Warehouses 

New Orleana, Ia 19.. Receipt No 

Received on Storage id the warehouses above described 

boles of cotton bearing the tag numbers and marks shown hereon, to be 

delivered to on order only on the surrender of this 

receipt properly endorsed and the payment of charges accrued thereon. 
The maker of this receipt shall not be liable for any damage or loaa caused 

The maker of this receipt has no ownership in the cotton covered hereby 
nor any claim against the same except a lien for charges. The rates of 
storage or other charges on the cotton covered hereby, for which a lien may 
be claimed are as shown on the reverse side hereof. 

For the Board of Commissioners of the Port of New Orleans 

NoU-^Thia receipt is not 
valid unless for the Board of 

Commissioners of the Port Receipt clerk, 

of New Orleans, by its re- 
ceipt clerk, certified by its Recorder, 

Recorder and countersigned 

by its Deputy Manager. Depu^ managei. 
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The Constructioa Details of Warehouses. — There are two 
principal types of warehouses, the one story and the many storied 
types. The single storied warehouse is built to accommodate 
certiuii merchandise which is inflammable or which requires 
handling and tiering machinery to move it economically. The 
single storied warehouse usually has a high roof ajid the merchaji- 
dise is tiered. This is the case in certain sugar, coffee, seed and in 
particular cotton warehouses. The new Municipal Warehouses 
of New Orleans are examples of the very best practice of cotton 
storage. This method was adapted after careful study of many 
systems here and abroad. The prototype is found in the very 
successful warehouses of Manchester with many improvements 
and adaptations to local conditions. 

New Orleans Cotton Warehouses. — Formerly it was necessary 
to haul cotton by drays from railroads and steamboat landings 
to the yards and from the yards to the steamships, a slow and 
expensive process. The centrahzed cotton storing is to avoid 
draying in the first instance. In the new warehouses draying 
is abolished and rail, river, and ocean carriers are coordinated. 

The Gist definite action toward the establishment of a state- 
owned warehouse was Act. No. 133 of 1910 of the Le^ature 
of the State of Louisiana. The powers were fiu-ther amplified by 
an amendment to the state constitution in 1913, known as Article 
322. According to the provisions of these enactments, the money 
with which to build the new warehouses was to be supplied by 
the issue of »3,000,000 worth of 5% bonds. 

When completed, these mimicipal warehouses will have a rail- 
road yard with a storage capacity of 1,000 cars on 20 miles of 
track. A telpher system of overhead transfer with 18 feet of 
headroom was installed, and elevated tracks and trailers were pro- 
vided. Buildings G, H, J, and K consiat of 124 compartments, 
each 100 feet X 30X40. Each compartment will hold 1,600 
bales of cotton stored ten high in four tiers. The four warehouses 
together will store 200,000 bales. 

The compress room is 200 feet by 400. It has a sawtooth 
roof to give ample hght. Ten thousand bales of " flat " or uncom- 
pressed cotton may be stored "on the head" in this room until 
they are compressed. 

The latest installation of a "Standard" high density press 
will enable cotton to be compressed to a density of 33 pounds to 
the cubic foot as compared to a former density of 22 pounds. 
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The bales of uniform size will be 48 in. by 24 by 20. This means 
a saving of 15% to 20% in ocean freights. 

The wharf is 2,000 feet long by 40 feet wide and is equipped 
with a two-track belt line. The wharf house is 1,513 feet long by 
138 feet wide. It is built in two stories and has a capacity of 
75,000 bales "on the head." 

Weighers, samplers, and inspectors are appointed by the New 
Orleans Cotton Exchange and officially represent that body, so 
that certificates issued by them are accepted as official. Thus 
the duplication of work by both buyers and sellers is avoided. 
Because of the concrete construction and the installation of 
sprinlder systems, the rates of insurance are low, amounting to 
only about 25 cents per $100, or about 15 cents a bale per year. 
There is a point, however, beyond which further reduction in the 
insurance rates is not suffi- 
cient to cover an increase in 
the costs of construction and 
of ffi"e-preventing devices. 

The many storied ware- 
house is the usual type for 
general merchandise. The 
building is of staunch fire- 
resisting construction with 
frequent fire walls and no 
elevator shafts if possible. 
Where there are elevator 
shafts inside the building its 
walls are massive and the 
doors are of the most im- 
proved fire-resisting construc- 
tion. The floors of a many 
storied warehouse are close 

of eight to nine feet. The 
object here is not to have head room for tiering but to have as 
much floor area as possible to prevent tiering. Warehouses may 
vary from three to thirteen stories at various European ports. 
The usual practice here and abroad is five or six stories. 

The most approved hoisting or elevating machinery is not 
the usual lift or elevator as in factories and loft buildings, but 
the fall rope outside of the building. One system is the electric 
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warehouse hoiat with a drum and motor and controller in the roof 
space with a controUing lever at each floor served by the fait rope 
It has been found to be more economical than the elevator. 
The other is the so-called " whip hoiat " with the winding drum 
in front of the building instead of under the roof. There is no 
control lever on the floor, but the control is exercised by the man 
operating the drum in front of the building who has full view of 
what is going on. The whip hoist is the method used at the Bush 
Terminal. Electric hoisting winches are placed on the marginal 
way in front of the warehouse and about 75 feet distant from it. 
From the winch, lines run over the blocks above the warehouse 
door. One winch can operate four or more lines. I^oads are 
hoisted directly from the marginal way under the warehouse 
opening to a httle above the level of the opening and then are 
swung into the warehouse floor. Eight hundred bags of coffee 
averaging 130 pounds have been raised by a sin^e whip in an 
hour^ (Fig. 70). 

FREIOBT HANDLING AND SHIPPING IN RELATIon 
TO THE WAREHOUSE 

Rail Connectbn. — The location of the warehouse in relation 
to the other carriers is of the greatest importance. The aim 
should be to eUminate the use of the dray for every movement to 
and from the warehouse except that of local delivery. 

One handsome set of London warehouses has only dray connec- 
tion with no other means of transportation. Many of the Liver- 
pool warehouses must cart every pound of freight to and from 
thrir doors. This is a fearful economic waste. But at Liverpool 
as at New York these conditions have been a bad heritage from 
pre-railroad times. On the other hand the goods house of the 
London, Tilbury and South End RaUway is an example of the 
best intensive development of the modern railroad fre^ht ter- 
minal in direct connection with the Tilbury docks, linking ships, 
transit shed, and railway net (Figs. 71 and 72). 

The Calvin Tomkins plan for the West Side of New York went 
a step further and applied the principles of intensive freight house 
development to the marine terminal warehouse. The result is a 
freight warehouse with direct rail connection from the ground 
floors, with the transit shed of the steamship pier by means of a 

' B. F. Crbsbon, Jr., Report on Mechanical EgMpment of New York 
Barbor, New York, Dec. Id, 1912. 
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(From Report of Coon. Riven &iid Barbon Camauarioo, ISIO) 

Fio. 72. — Coramercial road warehouw, Loodon. Built over the goods depot 
of (he London. Tilbury and Soutfaaod Railway, and designed for traffic to and 
from ths Tilbury Docks. 
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short spur track, and with the truck railroads by belt line, and 
whose loading facilities for local cartage are ample. A similarly 
planned many storied warehouse over the 
freight yard is neartng completion in 
Chicago for the Pennsylvania Railroad. 
The structure is not <nily modem in equip- 
ment and of enormous dimensions but 
architectiu-ally a marvelous edifice. The 
day of the open freight yard and the isolated 
warehouse is past. Urban freight terminal 
yards now occupy only warehouse base- 
ments. Cupples' Terminals at St. Louis 
are a notable example. Also at the Bush 
Terminals the rail, pier, and dray coordi- i 

nation is accomplished. | 

Warehouse Location with Respect to the ^ 

Wharf. — At Bremen, Stettin, and elsewhere | 

the warehouse has been located directly i 

back of the transit sheds and across a mai^ f 

ginal driveway from them. Goods intended g 

for the warehouse are trucked across the 9 

shed deck to the rear where the crane picks '| 

them up and sets them on the floor of the '3 

warehouse where they are to go (Fig. 73). ■g 

This seems very good in theory, but let "f 

US look at the situation more closely. | 

Suppose that a merchant keeps his stock J 

all t<^ther in a warehouse "A" and a o 

ship with a consignment for him docks at 2 

wharf "F" a mile down the quay. It will | 

be necessary to cart the consignment a | 

mile along the waterfront. The warehouse g 

might as well be a mile inland. The cart- T 

ing is the very thing which it was sought ■ '^ 

to avoid by locating the warehouses directly (S 

behind the transit shed. This fond hope 
of imloading directly from ship to ware- 
house is blighted by the experience of every 
one who has tried it. 

The first modern quay at Hamburg was opened in 1866. The 
first municipal warehouse in the harbor fitted with rails and 
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cranes was built in 1872. It was located a few feet from a deep 
water quay wall as it was expected that seagoing ships would 
berth alongside the quay, and dbcharge directly into the floors 
of the warehouse. This was soon found to be impractical as, 
"with few exceptions, all cargo must be spread out on a roomy 
shed floor to be assorted according to marfiB. As ships increased 
rapidly in size this sorting became less possible and the chances 
of discharging directly from ship to warehouse decreased. On 
reflection it is evident that the chances are not great that very 
much of a general cargo of merchandise will go into the particular 
warehouse opposite that particular ship at that particular time. 
The warehouses of Rotterdam, Amsterdam, and many other 
ports, are located on the waterfront (Fig. 74), They are built in 




Fra. 74. — Rotterdam warehousea. 

the place of a pier shed a street width or even only 20 feet back 
from the water's edge within reach of long-arm j ib cranes. Some 
are connected by a bridge spanning the marginal street. In cross- 
section drawings of such warehouse quays, the water end is 
usually indicated by the section of a large ocean ship. This is 
misleading as no ocean ships wilt discharge miscellaneous cargo 
at such a quay unless they are charter ships carrying one kind of 
cargo for one kind of warehouse, as for instance a cai^ of tobacco 
for several large importers located in the great tobacco war^ 
houses and all together. In the case of the cotton warehouses at 
New Orleans or the cofTce warehouses at Santos, where the usual 
thing is to load entire cargoes of cotton or coffee, there is a 
notable exception to this rule. What happens at Rotterdam 
with the great warehouses or the waterfront is this. Ships at 
mooring posts or quays elsewhere in the harbor send the merehan- 
dise consigned to the warehouses by lighter and do not unload 
at the warehouses themselves. This has been fully described 
under the discussion of lighterage, and it has been shown that 
warehouses may be located anywhere on the harbor waters 
where it is possible to build water connection on one side of them, 
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to enable the draying movement to be accomplished by lighter, 
the more efficient and economical vehicle. 

The warehouse, therefore, should have complete rail connection 
with the interior and complete lighter connection with the remain- 
der ot the harbor waters. Thus every warehouse will be given 
complete coordination with every railroad and with every ship 
without uung the dray except for local delivery of small amounts 
of freight. 



(Caiutay of the BrowD HoUtiSK Michinery Co., Qevaland, Ohio) 
Fto. 76. — A warehouse of tbe New York Dock Co., with physical o 
with tbs wsterTront acroaa a marginal street and railroad throush imocoupiMl 
■paeo by meaiu of a man trolley monorail telpher. 

When waterside location is not possible — and no warehouse 
should occupy deep water front at any time if ship berths are 
decreased thereby — there must be access to the waterfront. 
Under no condition should any organization or individual 
be permitted to occupy the waterfront alone to the exclusion of 
the upland with its possibilities for industrial and warehouse 
development. When, as in the case of the ground about New 
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York, excavation of lighter canals to accoDimodate warehouses 
with water coonection is impracticable, some other sort of con- 
nection between wharves and warehouse must be designed. 

In Brooklyn the New York Dock Co. uses a telpher to establish 
physical connection between the transit shed and the warehouse 
across a marginal driveway and railway. Direct connection 
of some sort is an absolute essential (Fig. 75). 

At Bush Terminal about 30 per cent, of the incoming freight 
from the ships is destined for the warehouse. It is hauled there 
by low horse-drawn trucks. One horse will keep three trucks 
under way, one loading, one moving, and the third being un- 
loaded. Mr. Bush has found the horse truck more economical 
than the electric truck with trailers. The former with three 
trailers cost $500, the latter J2,500. 

The warehouses on the upland are absolutely dependent upon 
the waterfront connection even if only by mule-drawn lorries. 
Take away the waterfront and the upland is worthless. The 
entire success of the Bush Terminal has been this codrdination 
between waterfront, ships, railroads, and warehouses, which is 
not found on Manhattan, and the lack of which costs the Ameri- 
can shippers so many unnecessary milhons. 

Storage Sheds. — ^The Cresson system as proposed for Camden 
and Bayonne, New Jersey, introduces a new idea, that of the 
combination of transit shed and warehouse space. Every 600 
feet along the bulkhead platform there are placed above the 
single storied bulkhead shed two more stories to act as warehouse 
space. These are called storage sheds in contradiction to transit 
sheds and to warehouses. 

Experience has shown that it is necessary to provide for the 
storage of freight in addition to the short time storage which can 
be accommodated in the bulkhead sheds. These storage build- 
ings are generally similar in design to the bulkhead sheds, with 
many doors, and fully equipped with sprinklers, with no attempt 
at fire-proofing the sides or the roof, and with cargo hoists or 
brackets to facilitate the handling of cargo. The storage shed is 
designed to accomodate demurrage freight, lost packages and 
other cargo not removed promptly from the pier. 

A notable departure has been made in the design of these 
sheds by setting back the ahed on the second floor five feet from 
the line of the bulkhead shed, and by setting back the third- 
story shed five feet from the second-story shed, so that there 
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will be a platform od which to land cargo and from which to 
receive cargo, and for operatois. This practice, while it is not 
general in this country, is extensively used abroad. Many of the 
storehouses in London, for instance, are built in this maQner. 

The cross section of the three-story shed is shown on drawing. 
Fig. 76. The lower floor will be for the protection of commodities 
in transit where they can be handled directly between ships and 
trucks and railroad cars. The second and third stories extend 
over the railroad tracks and are intended for storage and ware- 
housing. The ten-foot platform to the rear will make it possible 
to handle commodities between the warehousing and storage 
floors and railroad cars or trucks without their coming into the 
pier sheds at all. This is a rather novel design and, it is believed, 
will effect economies in storage. Commodities can be taken from 
ships and stored and then loaded into railroad cars or into trucks, 
without the necessity of any intermediate drayage, and without 
having to pass through a congested pier or bulkhead shed.' 

The Cresson stor^e shed is valuable for accommodating 
demurrage freight or freight which for some reason or other must 
wait longer than three days and must be put some place out of the 
way. At New York and elsewhere demurrage freight is carted 
to warehouses and the expense is charged to the shipper by the 
transportation company (steamship or railroad). These charges 
amount to millions of dollars a year, an expense which would be 
reduced to a minimum by some such plan of accommodation. 
On the other hand, no one should be misled into thinking that 
general cargo destined for warehousing would be loaded from 
ship's hold to warehouse deck in any such simple manner. Like 
every other such plan the Cresson storage shed is a welcome 
innovation to accomplish a very definite and circumscribed piece 
of work. 

Foreign Warehouses.— A description of the extent and nature 
of the warehouses at the three great ports of London, Rotterdam, 
and Liverpool, quoted from the report for 1910 of the Connecticut 
Rivers and Harbors Commission is here appended. 

London; — Cutler Street Warehouses are (he largest of the group, 
and are situated near Houndsditch and Bishopagate Street. 
They occupy 5}4 acres of ground, and are provided for the 
reception of the more valuable classes of goods. The principal 

' Report on Propoeed Marine Terminal and Irtdtiitrial Cily at Bayonne, 
N. J., by B. F. CUBSSON, Jr., 1917. 
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articlee are tea, Oriental carpets, chinaware, and japanware, 
eilk, «Ik and cotton piece goods, ostrich feathers, fancy feathers 
and bird skinB. 

Crutched Friars Warehouee is situated in Cnitclied Friars, and 
ia used for cigars, cigaiettes, furs, drugs and other articles of 
value. 

Commercial Road Warehouse is situated at the City end of 
Commercial Road, ia built over the Goods Depot of the London, 
Tilbury and Southend Railway, and was designed for the accom- 
modation of traffic to and from the Tilbury Dock. All classes 
of goods are dealt with, the chief being Indian and Ceylon tea. 

West Smithfield Cold Air Stores, in St. John Street, the more 
recently constructed of the Town Warehouses, is for the storage 
of refrigerated meat, etc. It adjoins the Smithfield Meat Market 
and provides accommodation for 100,000 carcasses of sheep. 

Rotterdam. — ^The port of Rotterdam is poorly supplied with 
warehouse facilities, there being but one on the water's edge. 
This is perhaps largely due to the old prevailing custom of 
storing goods in the lower part of the merchant's private houses 
which are especially built for this purpose. 

These are the four kinds of bonded warehouses in Rotterdam, 
subdivided according to the control exercised by the custom 
house authorities : 

1. The Free Bonded Warehouse. 

2. Private Bonded Warehouses. 

3. Fictitious bonded Warehouses. 

4. Warehouses, not controlled by the custom house authorities. 

The free bonded warehouse is an institution managed for the 
account of the municipality under the supervision of a Board of 
Control, some members of wluch are appomted by the Queen. 
The custom house authorities keep constant watch over these 
bonded warehouses. The free bonded warehouses are two in 
number. The custom house authorities superintend the carry- 
ing of dutiable goods to these bonded warehouses. The duties 
need be paid only when the goods leave these establishments. 

The private free bonded warehouses are intended for goods 
liable to a higti excise duty, such as spirits, wine, etc. These 
warehouses are in private hands but are entirely under the control 
of the customs ofiBcials, so that they must be built in accordance 
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with their regulations, and nothing can be either stored or cleared 
without their cooperation. 

The fictitious bonded warehouses are for goods liable to low 
duties, euch as petroleum, cottonseed, tobacco, mineral waters, 
etc. The custom house authorities confine themselves to con- 
trolling the quantities stored from time to time. These ware- 
houses, therefore, possess the same advantages aa the other 
kinds without their drawbacks as regards continual supervi^on. 

Warehouses not controlled by the custom authorities, there- 
fore, contain either goods that come in free, or goods the duties 
on which have been paid, 

liverpooL— rAe Mersey Docks and Harbor- Board, the port 
authority of Liverpool, does an enormous storehousing business, 
special warehouses being provided for the principal classes of 
goods as follows: 
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Qotr 


Opmed WanhouM No. of Boon 


■rr 




fort 


1846-7 


Albert Dock WarehouBea : Vftulta, quay, « deck, and 4 


2,169 






floors above. 




1854^5 


Stanley Dock Warehoueea 


Vaults, quays, and 4 floon 
above. 


633 


1856 




Vaults, quays, and 4 floors 
above. 


763 


1858 


Birkenhead Dock Ware- 


Vaults, quays, and 1 floor 


S18 




houses 


above. 




1876' 


Morpeth Dock Warehouses 


Vaults, quays, and 3 floors 
above. 


186 


1867-8 




Quay, and S floors above. 


1,385 


1868-9 


Birkenhead Grain Ware- 
houses 


Quay, and 5 floors above. 


2,176 


186S 


Composite Warehouses 


Quay, close shed, and 4 floors 
above. 


276 


1877' 


Wallasey Dock Warehouses 


Quay, close shed, and 2 floors 
above. 


1,200 


1896 


Gt. Howard Street 


Vaults and 2 floors above. 




1900 


Stanley Dock Tobacco 


Vaults, quay, 12 floors above. 


626 




Warehouse 











Total 


9,901 



'The whole of the Morpeth Warehouses and Blocks B A C of the W&l- 
laaey Warehouses now fonn part of the Birkenhead Foreign Animals Wharf 
Etad are not available for general traffic. 
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The Dew Stanley Dock Warehouse for the storage of tobacco 
is one of the largest storehouses in the world. It is 723 feet 
long, 165 feet wide, and 13 stories (about 125 feet) high. It is 
of fireproof construction, being built of brick and steel with 
concrete floors. Over 27,000 000 bricks and 6,000 tons of iron 
were used in its construction. It has a capacity of over 60,000 
casks of tobacco in single tier without piling. 

Warehouse Ownership and Operation at Hamburg. The 
Mixed Corporation Princiide. — By 1858 the needs of the harbor 
had grown so acute owing to the rise of the interior, demand- 
ing coal and other raw products, that action was necessary. 
The Hamburg Chamber of Commerce therefore decided to in- 
vestigate the needs of the Hambui% merchants, and sent out 
an inquiry sheet to several himdred leading merchants, shippers, 
brokers, ship agents, ship builders, skippers, and others practi- 
cally interested in harbor development. The result was the 
report of the year 1858 which, to all intents and purposes, 
settled nearly all of the questions of harbor policy as we know 
it to-day as far as the larger schemes are concerned. One 
question was that of the warehouses. 

The discussion of 1858 firmly established the principle that 
every one of the harbor facilities from the basins dug by the 
municipality to the quays, sheds, and warehouses, must be pre- 
vented from becoming the monopoly of any one group of izidi~ 
viduals. So far as the quays and mooring posts were con- 
cerned, the solution was not so dif&cult, but when it came to 
the building and operation of warehouses, public opinion was 
not ready to support municipal ownership, and yet there was 
a firm conviction that such important institutions as the ware- 
houses should be under state control. The result was another 
compromise which was not carried out until the shakedown re- 
sulting from the controversy about Hamburg's admission into 
the Tariff Union in 1888. 

This compromise was the formation of a privileged stock com- 
pany known as the Free Port Warehouse Company, upon the fol- 
lowing conditions. The warehouse company was to build and op- 
erate the warehouses in the municipal harbor. The area occupied 
by the warehouses in the general plan of the harbor was to be 
capitiUized at 600 marks per square meter (about $12.50 per 
square foot) paid for in stock. This made the municipality a 
large stock owner in this privileged company. The company 
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guaranteed in addition to pay an annual rent of 17.50 marks per 
square meter, about 40 cents per square foot on a SO-yaar 
leaae. The municipality also is to participate in the profits of the 
undertaking as follows: After all expenses, including interest on 
bonds, amortisation, etc., 3H % of the capital stock is to be 
paid to the stockholdera; if further profits accrue above this 3J^ %, 
^ of this 33^% is to go to the city; if further profits are forth- 
coming, up to 1H% of the capital stock will go to the share- 
holders; above this H of 1H% goes to the municipality, and if 
Btill further profits are made by the undertaking the municipality 
and the shareholders divide in the ratio of 5 to 3. As will be seen, 
the city has provided for ample participation In the profits of 
the warehouse company. These profits are devoted to harbor 
improvements and- in this way are given back to the public. 

Other Exanqtles of Muiiicq»al Cooperatioa. — This same princi- 
ple of cooperation between private persons and the municipality 
of Hambui^ has been applied to various activities in the harbor. 
We have space enough to mention only a few. 

One is the establishment of coffee houses called the Volka- 
kaSeehallen which are halls for rest and refreshment for work- 
ingmen in distant parts of the harbor. The city has gradually 
biiilt more than sixteen such restaurants, the buildings have about 
1,200 square yards of floor space and cost about $30,000 to build. 
The plant is then turned over to a certain eleemosynary institu- 
tion which runs soup kitchens in poorer sections of Hamburg, and 
this society takes over the entire operation of each hall. They pay 
the municipality a rental calculated at 3^% of the cost of liie 
plant. In 1913 there were 500 seats in each of the various halls, 
which together served 602,000 meals during the year, 1,000,000 
portions of potatoes, 1,000,000 portions of soup and vegetables, 
3,000,000 cups of coffee, 150,000 glasses of milk, and more than 
100,000 bottles of mineral water. One of the conditions upon 
which this society took over the operation of the hall was that 
no alcohol would be served. 

In other ways, also, private bxisiness has found it convenient 
to work with the municipal government. For instance, after the 
Hamburg-American line outgrew its original quarters in the 
America Quay, it turned to the city government for new quarters, 
whereupon the city government built three new basins with all 
the necrasary accouterments, including two miles of quays, 
1,500,000 square feet of shed room, a mile of mooring posts, 
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and nearly 125 acres of water area. The plant cost the munici- 
pality of Hamburg 43,000,000 marks or about $10,000,000. 
The plant was then rented to the Hamburg-American Line on a 
25-year lease at 1,300,000 marks per year, which is about 4% 
on the investment. 

As another example, in 1890 the Stettin Machine Building 
Company, "Vulkan," planned to move their shipyards from the 
Baltic to the North Sea. Hamburg and Bremen competed for 
first choice because such a large btisiness enterprise would be an 
asset to the city. Hamburg won by offering to build the neces- 
sary water accommodationfl for the shipyards. They leased 50 
acres of land and water to the company for 25 years at 12 cents 
a square meter for the land area and 4J^% of the investment 
in improvements, which cost the city 7,000,000 marks to build- 
The "Imperator" was built in this new area. The capture of 
this shipyard is considered by Hamburgers as well worth the 
price becaiise of the additional trade and activity it brings to the 
city. The mimicipal harbor may well be a star attraction to 
bring new industries to a port city. 



CHAPTER XIII 
STANDARD PACKAGE OR SPECIALIZED FREIGHT 

TerminaU which handle a hu^ tonnage of freight of the same 
kind lend themselves readily to labor-saving macbinety. There 
ate two classes of specialized freight, package and bulk. Illustra- 
tions of uniform package freight are coffee, sugar, seed, rice, etc., 
in bags, paper in rolls, crates of fruit, bananas in bunches, cotton- 
seed cake, and many other commodities of similar character. 
Bulk materials are coal, ore, petroleum, grain, in fact any mate- 
rials in liquid form or in comparatively small pieces. The two 
groups present two different mechanical problems. 

The general principles of port layout are as effective in tlie case 
of either group as in the case of miscellaneous package freight. 
There is transference between ship and land, there is the transit 
storage shed to hold the cargo awaiting the ship or to take the 
cai^o as quickly as discharged, and there is the larger reservoir, 
the warehouse. The warehouse for specialized freight may vaiy 
from the usual type used for general package freight to great tanks 
of bulk oil, grain elveators, or the stock pile of coal or ore. 
These "warehouses" are constructed to accommodate a par- 
ticular commodity. The stock pile is a warehouse. 

Bulk or specialized freight offers an opportunity for the 
continuous-motion principle, while in general package freight 
there is httle hope of getting away from intermittent motion. 
Any commodity which may be pumped, like liquids or grain, or 
moved by belt conveyors, like coal, or by package conveyofs, 
like bananas, boxes of apples, and bags of coffee, affords an 
opportunity for econonly through mechanical ingenuity. 

Transfer Movement — ^Little progress has been made in the 
development of continuous movement of bags or bales from ship 
to shore. The reason may be that the crane has been developed 
to such efficiency that it has not been necessary or very profitable 
to design continuous-movement unloading machinery. Bags and 
crates unloaded through hatches are lifted in the rope sUng by 
boom or crane and deposited on the wharf deck for handlii^ 
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In some caaes, notably at Suites for coffee loading, the conveyor 
has a movable section permitting it to be extended to the deck of 
the ship where the baga of coSee are fed to the slings which lower a 
sling full at a time into the hold. At Santos the horizontal travel 
from warehouses to shed and to ship is done by means of belt 
conveyors which are built along the outside of the building. 
Baoanft' Unloaders. — The method of handling in slings did not 
work well for bananas as the fruit was bruised. As the banana 
trade increased in importance throughout the world the terminals 
of banana steamers at Hamburg, New Orleana, and elsewhere 
were fitted with a specially devised banana unloader. The most 



Fig. 77. — Bell conveyor at Santos. Loading coSee from warehouaee to ship. 

Buccsseful type and the one with the greatest capacity has been 
installed by the Port of New Orleans, the Port of Galveston, and 
elsewhere. The equipment is described as follows, in a booklet 
issued by Ford, Bacon and Davis, the engineers designing the 
municipal wharves, warehouses and elevators at New Orleans, La. 

Banana importations at New Orleans exceed those at any other 
Port, amounting for the year ended June 30, 1914, to 16,583,000 
bunches, equivalent to an averse of 320,000 bunches per week. 

The handling of this business by mechanical devices has been 
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developed uotil practically all of the banaoas are now unloaded^ 
by machines. 

The design of this machine is complicated by the necessity of 
providing for a wide range of water level and ships of various 
dimensions. The machine consists of a steel "A" — frame 
structure traveling lengthwise of the wharf on two rails about 
21 foot centers, and carrying a structural steel main boom 50 
feet in length, stepped about 20 feet above the dock level. 

"On thia boom, at a distance of about 30 feet from the hed, is 
stopped an auxiliary boom 20 or more feet in length, from tix end of 
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unloader at Nev Orleans. 



which is swung the vertical leg of the conveyor. These two booms 
afford almost any desired combination of vertical and horizontal ad- 
justment, while at the same time the main boom is sufficiently ahott to 
clear the stays and wireless rigging of the ships, 

"These booms and the frame work cany the conveyor proper, con- 
sisting of two endless chains spaced about five feet apart and running 
over pairs of sprockets at the foot and head of the conveyor frame, at 
the pivot points of the auxiliary and main booms and at additional 
points at the disoharge end of the unloader, as shown in sketch (I^^. 
78 and 79). 

"The distance between chains is maintained by pipe spreadera and 
through bolts spaced about three feet centers, attached to which is 
a four-foot canvas belt with sufficient slack between each pair of spread- 
ers to hold a bunch of bananas when the chain is moving vertically. 
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"Upon reaching the point of discharge the bunch is forced out of the 
pocket by & roller behind the belt and drops upon a short horizontal 
conveyor from which the bunches are picked up by hand, inspected, 
sorted and loaded into cars, or disposed of locally. 

"The entire machine is driven through gearing and clutches by one 
I&-H.P. motor. The capacity of each machine is upward of 2,600 
bunches per hour. 

"Three groupe of these unloaders, consiatingof 10 units, are owned by 
the Dock Board, the total investment being about $90,000. The 



Fia. T9. — A banana untoader at New Orleans. 

most recent installation is at the Pauline Street wharf and consists of 
four machines costing approximately $37,500. The section of the 
wharf on which they operate is of pile and timber construction with 
st«el shed, about 360 feet by 260 feet. As the area is covered rain does 
not interrupt the discharging of cargo. The wharf is served by eight 
transverse spur tracks accommodating five cars each, and as one ship 
may carry 40,000 to 45,000 bunches or about 120 carloads, the entire 
track capacity may be filled and moved three times in less than a day's 
time. The cost to the Dock Board of this wharf with its shed and tracks 
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was about S1.40 per square foot. In the rear of the wharf the Public 
Railroad has yard capacity for 200 additional cars. 

"The Board of CommissioDers makes a charge for the use of the 
banana conveyors of one-fourth cent per bunch, which considerably 
exceeds the cost of operation, maintenance, and interest charges." 

Vertical Belt Conv^ors. — The principle involved in the banana 
conveyor, that of the slack belt between rigid cross pieces and 
the three-ply leg to make possible accommodation to the variable 
depth of ships and water-level, is suggestive for other unloaders. 
It is perfectly feasible to unload coffee or sugar bags in the same 
manner. In fact, any regular bag- or bunch-shaped articles which 
will not injure the belting could be handled by this apron, or slackr 
belt system. The increase in the speed of unloading by the mere 
feeding of single bags to an elevating conveyor is very marked. 
The great trouble heretofore has been that conveyors would work 
horizontally and at a low grade, usually not exceeding 45%, 
but could not possibly perform a vertical lift and a horizontal 
transfer. 

Horizontal Cimveyors and Tiering. — After the freight has 
reached the deck of the wharf it is handled by efficient machines 
which have been devised to take care of its further movement. It 
has been pointed out that the chief expense at the terminal is 
in what we call " handling," that is, moving across the pier, tiering, 
breaking down the tier, loading into drays or railway cars, and 
moving to the warehouse. In the case of miscellaneous freight 
with the wide variations in the size, weight, and shape of the 
parcels, there has been little relief by mechanical means and the 
band truck reigns supreme. However, when it comes to spe- 
cialized freight there are already many tried and proved devices, 
products of several firms and nationalities. 

The first movement is horizontal, across the deck. The belt 
conveyor, either portable or stationary, is well known. Other 
methods we discussed above. In the horizontal movement the 
saving over man and hand truck accomplished by machineiy is 
not as great as in the second movement, which is tiering. But 
tiering is pure muscle, undiluted brute force. Even the hand 
truck by comparison is a labor-saving machine not to be despised. 
It must be borne in mind that tiering is necessary if, for instance, 
the cargo of coffee for a ship is to be held ready in a shed of 
reasonable dimensions. To tier to the height required to husband 
space requires a large force of men. The tiering is done on the 
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pytaimd plan with the ledges or steps about a yard high. Each 
ledge requires a workman to hand the bf^ of coffee to the next 
h^her ledge. Therefore every additional yard in the height 
of the tier means an additional man and as many handlings as the 
stack is high. The tiering elevator is the solution. They have 
been successful wherever built by reliable firms. One case in 
point is the great sugar-beet seed farm at Klein Wanzleben near 
Magdeburg, where the beet seed in bags ready for shipment is 
held in large warehouse sheds with rail sidings. There are often 
as many as 300,000 bags of seed tiered to a hei^t of from 40 to 50 
feet by portable electric elevators. When the railroad box cars 
are to be loaded the tiering machine and portable conveyor run- 
ning in the reverse direction help to break down the tiers and 
move the bags into the box car. Our American machines are at 
least as efficient. 

Tiering or stacking elevators should embody several features. 
Such a machine should deliver the packages at a rate which will 
keep the men at each end moving at an efficient speed. As one 
illustration a stacker for oU cake deUvers three cakes at a time 
every six seconds. Another deUvers a 160-pound bag every 
eight seconds. These are rather slow machines. A speed 
of two seconds would require a rather large force of men at the 
delivery end to dispose of bagfe arriving at the rate of 30 per 
minute. The problem, as is the case almost every time, is to design 
the machine for its special duty. The elevator should be in eeveial 
joints to afford greater flexibility in storage and in operation. 
The motors and moving parts should be well protected and simple 
in construction. The units should be as Hght as is consistent 
with stability, to make shifting about the shed as easy as possible. 
In this connection the diameter of the wheels should be as great 
as the design of the elevator will permit, to overcome tractive 
resistance in shifting the machine. There should be some means 
of locking the castors or wheels when the machine is in operation. 

The operation of portable conveyors may be clearly seen from 
the illustrations. A saving of as much as 80%, in some cases, is 
credited to these machines. 

Telpher. — The other method of lateral and vertical movement 
is the telpher. At New Orleans the Chalmette Sugar Refining 
Company has. used the telpher with success. This transfers from 
ship to shore, then to shed or warehouse, and also does tiering. 
We have familiarized ourselves with the telpher and found that 
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for miscellaneous package freight It was not sufficiently flexible 
in moat cases, and its use had been a failure in such instances. 
However, in the case of specialized freight, the telpher has been a 
success. As usual, from the standpoint of operating economy, 
the volume of materials moved must be great in order to "dilute" 
sufficiently the fixed charge of the expensive installation. 

Telpher System, Chalmette Sugar Refinery. — New Orleans 
receives large quantities of raw sugar from Cuba, Porto Rico, 
and local production districts. The American Sugar Refining 
Company alone receives over 300,000 tons per annum at its large 
Chalmette refinery, just below the city. 

This plant has a well equipped telpher system for receiving, 
storing, and dehvering raw sugar. This system operates between 
a wharf about SO feet by 800 feet parallel to the river, and a 
storeroom about 250 feet in the clear from the wharf. 

The wharf is a pile and timber structure with columns set on 
piles and double hardwood floor laid on a packed sand bed. The 
column spacing on the wharf is approximately 20 feet both ways, 
while in the storeroom the spacing is about 20 feet by 25 feet. 
Both structmes are enclosed with galvanized iron and the two 
are connected by four elevated runways, for the telpher system, 
which are also entirely enclosed. 

The track system for the telphers is divided into two sections, 
each consisting of a loop on the wharf and four loops in the store* 
room. The telphers can be operated selectively over any of the 
loops of a section by means of a transfer or switch which connects 
the tracks, as desired. The two track sections can be inter- 
connected by a special transfer or switch cutting off a large part 
of the run when ships are unloading at suitable points. 

The telpher equipment consists of 25 machines; each has a 
capacity of seven bags of sugar weighing about 330 pounds each, 
or about one long ton, and is equipped with two travel motors of 
ax horsepower each, on a swivel truck, and one hoist motor of 
five horsepower. The telphers travel 700 feet per minute, which 
enables them to pick up their load, make a round trip to the store- 
room, discharge therein, and be on the wharf ready for another 
trip within five minutes. 

The storeroom has a maximum capacity for storing sugar of 
about 370,000 bags or 52,500 tons, each panel between four col- 
umns containing approximately 2,500 bags when tiered 28 bags 
high. 
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Sugar arriviag by boat is practically all in bags. The bags are 
unloaded from baizes or boats by three small electric derricks on 
the outer face of the wharf, and from ships by the ships' tackle, 
in both cases being depositnd on the uncovered portion of the 
wharf. The bags are then placed on trucks in lots of two or three 
and trucked to a portion of the wharf which is in reach of the 
telphers; in the case of imported sugar, they pass over the Got- 
ernment scales on the way. On this door the bags are sampled 
and weighed for settlement with the seller, again made up in 
slings, and transported by the telpher to the storeroom and there 
tiered as already described. When sugar is to be used, the same 
telphers remove the bags from the tiers and deposit them at the 
shore end of the storeroom where they are sampled and weighed 
for controlling the manufacturing process. At this point the 
sugar is removed from the bags and b carried by bucket elevators 
to the refinery. 

The estimated capacity of this telpherage system, as outUned, 
is 3,000 tons per working day of ten hours, or 75 tons per hour 
per machine. 

An auxiliary storage system consists of two smaller sheds 
located at the lower side of the main storage shed and served by 
an electric industrial railway which crosses under the telpher 
runs, where the loads are received by the cars. The tiering in 
these sheds is done by portable stackers. 

Eight spur tracks provide facilities for bringing in or reshipping. 
sugar by rail.' 

The transfer of cotton bales from the warehouse to shed and 
to ship is done by a telpher system in the new Municipal Ware- 
houses at New Orleans. Few commodities require such a large 
reservou- as cotton, because the cotton crop comes on the market 
with a rush to be drawn off throughout the rest of the year. 
Ships can not take it away as fast as it is produced. The reser- 
voirs should hold a lai^e part of the crop to guard gainst the 
calamity of a sudden shipping disturbance. Moreover, the 
cotton warehouse is a specialized warehouse designed to meet the 
peculiarities of the cotton trade. 

Standard package freight handling, therefore, is being success- 
fully solved by mechanism vs. muscle. In the case of bulk 
freight the greatest progress has been made, and the United 
States excels all other countries. 

' pamphlet by Ford, Bacon and Davis. 



CHAPTER XIV 
BULK FREIGHT 

Coal and Or«.-=-The factors of transfer, transit storage, and 
warehousing are the same for bulk-freight handling as for package 
freight, but of course, their applications are different for different 
products. The main element of the warehouse or reservoir in 
bulk freight is the stock pile. Likewise provisions for holding 
the cargo on the pier in readiness for quick transfer into the hold 
of the vessel are a vital point. The ore or coal pier looks very 
different from a general merchandise pier, but its function is the 
same. One difference between ore or coal piers and general 
cai^o. piers is that the former require different design according 
to whether they are to be used for loading or unloading. By the 
very nature of the traffic, ore or coal movement over a pier is all in 
one direction, and besides, even if it were not so, loading and un- 
loading require quite different equipment. Therefore, we have to 
consider (1) the stock pile (warehouse), and (2) the (a) loading 
pier, and (fc) unloading pier (transit wharves). 
. The favorable load factor has been a peculiarly fortunate 
circumstance in developing the Great Lake traffic. Ore and grain 
come down while coal goes up, thus balancing export and import. 

Special Carriers. — The needs of the heavy industries, which 
have grown to greater magnitude here than in any other country, 
coupled with the high wages prevailing, have developed not only 
the loading and unloading facilities but the carriers as well. 
While the Mississippi River steamboat has remained unchanged, 
the lake barges have been transformed from the most inefficient 
form of water freight carriers to the most efficient. The result, 
of course, is that the Mississippi River long ago ceased to be a 
transportation factor in the nation's economy, while the move- 
ment of ore, coal, and grain on the Great Lakes became of the 
utmost importance (Fig. 80). 

The modem carrier on the Great Lakes has a capacity of from 
8,000 to 12,000 tons of ore or coal. A steamship has been evolved 
with the power plant far aft, the forecastle in the very bow, and 
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all the Bpace in between unobstructed hold. The hatches are 
separated only by the width of the thwarts which are spaced 12 
feet between centers. The spacing of 12 feet is uniform on the 
Lakes and is almost as important as the standard gage of a rail- 
way. This type of vessel has a direct connection with the port 
faciHties. All the loading bulk cargo, and the loading mechan- 
ism is designed for a 12-foot spacing. There are no bulkheads 
or compartments in the hold. Sometimes there are as many as 
forty hatches but the usual number is between twelve and thirty. 



The pier which has been developed to the highest degree 
and which is the most generally in iise is the trestle and 
pockets system. A modem ore pier at Two Harbors, Minn,, 
will serve as an illustration. This pier is 1,368 feet long and 
56 feet wide. The narrow width compared to a general mer- 
chandise pier shed, is due, of course, to the fact that the material 
extends to a great height instead of being spread out on a floor. 
The pier carries a trestle 80 feet high with car tracks on the top; 
cars rim from the storage pile or railroad yard over 1 14 pockets 
on each side of the pier. The pockets are 12 feet wide and each 
has a capacity of 350 tons of ore. Ore cars 24 feet in length dump 
into two pockets. It will be seen that pockets, cars, and ship 
hatches are of Gorrespondingdimensions and will therefore register. 
The pockets are loaded from the railroad storage yard or the 
storage piles by running the train of cars out onto the trestle 
over the bins and dropping the ore through the bottom of the 
cars. In this manner the "transit shed" is loaded directly 
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from the cars, and holds the cargo awaiting the arrival of the 
vessel. ■ 

When the vessel arrives it berths alongside the trestle. Its 
12-foot hatches are all open (Fig. 81) and registering with the 
spouts of the 12-foot pockets or bins. The sluices of the pockets 
are opened and in a very shod; time (23 to 45 minutes) the vessel 
is filled. The Epouts are movable in a circle of a few feet to permit 
the material to be directed to all parts of the hatch, therefore 
trimming is almost entirely eliminated. 



One conspicuous example of a loading trestle is the Duluth 
ore pier of the Missabe & Northern R. R. It is 2,I46M feet 
long, 64 feet wide, and will load 15 vessels of 8,000 tons capacity 
at one time. 

. Unloading. — Unloading has not been brought to the same 
degree of efficiency, as the record on the Lakes of 2J.^ hours 
unloading for a 10,000 ton vessel compared to 23 minutes for 
loading it will show. Loading is an affair of gravity. Once 
cars are pushed onto the 80-foot high trestle the further operations 
are only the controUing of the gravity feeds. However, when 
unloading, until there is a ship dumper designed which will 
lift the ore vessel and turn it over and spill out the cai^o, as is 
now done with a 100-ton car, there must be designed ever more 
efficient and rapid systems of elevating machinery. The im- 
provements which have been made in thirty years have cut the 
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cost of dischargiDg aa ore ahip from 56 to 4 cente per ton. The 
history of this achievement by one who has lived through the 
period of its development was given by Mr. Carey at the Cleve- 
land meeting of the Association of Port Autboritiea. In substance 
he gave the following account: 

Development of Bulk Unloading. — In the early 'SO's two 
methods were in common use to unload ore: (1) with a horse and 
block and falls, hoisting about one-half of a ton of ore in a bucket 
through the hatch to the height of the runways, where two men 
would drop it into a barrow and one wheeled it to the "dock;"' 
(2) with an engine with drum and three falls, arranged to hoist 
all at once from three different hatches. 

Next came the McMyler whirler, a revolving jib crane, which 
lifted a one-ton bucket of ore from the ship to the car or "dock." 
It was a revolving derrick, and had two buckets. As one was being 
loaded by a shovel in the hold, the other would ride up above the 
deck. When the volume of ore began to increase and the 
necessity of stock piles became imperative, Mr. Alexander 
Brown evolved the Brown Hoist and Bridge. This mechanism 
contains three machines which travel along a ml on the front 
wall of the "dock," and on a back rail in the rear of it. Prac- 
tically bridging the space between the two, extending arms come 
out along which the buckets run on a carrier to the ore pUe or 
unloading cars where they may be needed. This new device 
cut in two the cost of depositing the ore in the stock pile, as 
well as saving much of the time required (Fig. 82). 

The next improved device, the one which is in general use 
to-day, is the Hulett "grasshopper" unloader. Beginning with 
the idea that the use of the hand-operated shovel would have to be 
eliminated in order to gain any material increase of speed, Frank 
E. Hulett in 1898 perfected a line bucket which was to sink its 
cutting jaws, while open, into the ore to the depth of about a., 
foot, and then come together on a plane surface. The "grass- 
hopper," which is now in wide use, consists of a massive frame, 
or walking beam, whose front end rests on the face of the dock, 
and the rear end on a slightly raised concrete walL On this 
frame is a carriage moving backwards and forwards over the 
ore trough. At the outer end of the walking beam we find the 
legs, which reach down into the hold. The whole mechanism 

1 On the Gre&t Lakes the word "dock" is always used to meao aome kind 
of a wharf and not the water beside the wharf. 
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Fici. SZa. — Giant unloader at work unloadiDg ore at GeiiBOD street dock. 



f^a. 826. — Unloading from coal scow to stock pile. Three steam clamshell 
outfits. The " goosneck" between No. 2 and No. 3 is a oontinuoua movement 
oonveyor ooal buokeiins barge. 
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is operated by one man. tJodemeath the main frame and 
running along the bottom are the weighing hoppers. When a load 
of ore (15 to 20 tons) is elevated by the bucket clear of the vessel, 
the canine runs back on the main frame until the bucket is 
over the weighing hopper or the ore trough, and there the load 
is released. The weighing hopper moves only between the main 
legs of the machiae. A cable runsalongsideof eachtrackcontinu- 
ously, and the movement of the cars is taken care of by the 
cable. An operator pulls a lever on the mechanical clamp which 
is attached to the train and moves the car or the train one-half 
a„car-length for the next load. The stretch of the buckets when 
they are open is about 22 feet, and they carry a load of from 15 
to 17 tons. They average about 45 seconds to the load. 

The cheapening of the coat of unloading by the succeeaive 
steps by which the process was improved between 1880 and the 
present may be shown by the following comparison: 

Cost of unloading a ton of coal with barrows. 56 cents 

With Brown machine and ahovelers 28 cents 

With Brown fast plants 12 cents 

With Hulett fast plants 4 cents 

Self-unloaders. — A type of Lake boat has been developed 
which is fitted with mechanical equipment for unloading its own 
cargo. The advantage of this boat is that it can call at ports 
not fully equipped and' unload small or large amounts with its 
own equipment at a very low cost. One boat recently built 
by the Great Lakes Engineering Company for the Wyandotte 
Transportation Company will serve as an example. She is 439 
feet long over all, 56 feet beam, has 21 hatches, and will carry 
from 6,000 to 8,000 tons of cargo at a speed of 12 miles an hour. 
Inside she is built with two long hoppers in the shape of a flat 
"w" with the sides at an angle of 35 degrees. Under the two 
lower points of the "w" are two 42-inch pan conveyors. These 
conveyors move the material forward. At the bow the con- 
veyors rise and discharge into a cross chute which itself dis- 
charges into a 42-inch discharging conveyor boom with a radius 
of 67 feet. This conveyor will pile the material 52^^ feet from 
the sides of the ship at an angle of 90 degrees. The mechanism 
is driven by two 150-H. F. engines. Such a boat can discharge 
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at any place where there is a wharf for a minimum cost at the 
rate of 600 to 700 tons an hour' (Fig. 83). 

Unloading from steamer to freight cars is less frequent than 
from steamer to stock pile. The importation of ores from Cuba, 
Spain, Northern Africa, and Sweden is increasing. Therefore 
this movement is coming more into evidence. There is much un- 
loading from boat to cars in the case of coal. However the 
movement from the mines in the first shipment out is the more 
important. 



Fio. 83.— Leg of Hulett unloader in bo»t. 

An example of an apparatus made for unloading from ship to 
cars is the McMyler unloader, in Fig. 84 which shows two ma- 
chines at the Girard Point Terminal of the Pennsylvania Railroad, 
Philadelphia. The two machines are unloading the Swedish 
ore steamer Tordenskjold, Ttmsberc, into cars. The machine 
consists of a tower 96 feet high. The base is a full gantry span- 
ning two railroad tracks. Forty-nine feet above the level of the 
wharf is the track on which the grab or scoop buckets of three and 
two tons capacity respectively work the cargo from ship to 
hopper. The buckets travel along a track one-third of which is 
built solid in the tower. The remaining part is a movable boom 
which is hoisted to a vertical position to avoid fouling the tackle 

> iDternational Marine Eogiaeering, Oct., 1916. 
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when moving the ship. The hopper which feeds the ore into the 
hopper cars acts aa a reservoir. The boom-and-hopper principle 
is a usual arrangement for all bucket and transfer track installa- 
tions. This one has a reach of 45 feet beyond the face of the 
wharf. The capacity at 120 cycles an hour, a round trip every 
30 seconds, is 200 tons. 



Loading ocean-going vessels, which are deeper and have only 
four or five hatches, is a much more difficult problem than 
loading Lake boats. There has been a tendency toward the 
all-hatch collier and ore steamship, but it has met with the 
difficulty of longitudinal rigidity in its construction for ocean 
service, and the fact that charters as well as liners carry various 
kinds of cargo as the occasion arises. Also, the greater depth of 
hold and the fact that material must fall almost vertically has 
made the dumping method for piece coal unsatisfactory because 
the coal is broken. The latest development in the marine coal 
pier for loading coal into ocean vessels has been the Stuart Belt 
Conveyor. For the sake of clarity before describing the Stuart 
system a distinction must be kept in mind between the export 
coal fuer which is designed to load coUiera and coal^carrying 
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cai%o boats, and the equijmient for loading into Ught«« for 
delivery to local consignees or for bunkering ships at their berths. 
Perhaps the largest export coal pier yet constructed is the one 
finished recently for the Baltimore and Ohio Railroad at Curtis 
Bay, Baltimore. This is of the Stuart system of continuous 
motion by belt conveyors and is revolutionary in the results 
obtained. The new pier has a capacity of 12,000,000 tons a year 
whereas the maximum capacity of the old pier is 2,500,000 tons. 
Coal is an important item in the freight moved by the B. & O. 
Out of a total of 69,000,000 tons revenue freight in 1904, 36,000,- 
000 tons were coal and coke {Fig. 85). 



Fia. 85. — MoMyler coal cu dumper at Hobokcn. 

Beginning at the land end, the installation consists of a hmup 
classification and car storage yard, a thawing house with a 
temperature of 180° which will thaw a frozen car in 30 minutes, 
and then two car dumpers of the familiar McMyler type. 
Each car dumper will handle forty 100-ton* or fifty SO-ton cars 
per hour. From the storage yard the cars roll down to the 
barney pit by gravity. The car is then engaged by the barney 
and drawn up the incline to the platen or dumper platform where 
it is clamped to the cradle. It is then raised and turned over 
through 160 degrees, dumping the coal into a pan. The empty 

' Id c&ea of ore, there are not many cats curying 100 toas of coal. 
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car is revolved back to ita normal position, looseDed, is pushed 
off by the next car coming up and runs down an incline to the 
kick back which sends it by gravity to the empty yard. The 
pas containing the coal is lowered when it has received ite full 
capacity of 120 tons. From an angle of 60 degrees the coal slides, 
but does not drop, as this would break the cxhU, into a hopper which 
feeds the coal to belt conveyors. Each hopper feeds three belts 
through three separate feeders. Two of these belts go directly 
to the pier. One goes to two balancing and two trimming bins 
with 1,500 tons and 1,000 tons capacity, giving a total capacity 
of 5,000 tons for this reservoir. This balancing bin is an excellent 
example of the reservoir principle. It is to take up the slack in 
the intermittent movement of cars and the loading process 
Hoppers from the car dump, and 48^cb and 604nch belt con- 
veyors, from the trimming and the balancing bins run out onto 
the pier to the loading towera. By means of a system of ele- 
vating, lowering, and trimming belts coal is uniformly stowed 
without at any time dropping and breaking it. 

There are four loading towers and two trimming cranes on the 
pier to load two large colUers simultaneously, that is, two complete 
units throughout. The point to be reiterated is that by means of 
belts and bucket "loweraters" a continuous motion has been 
accomplished, insured by the balancing bins which take up any 
unevenness. The capacity attained is astounding. At a nor- 
mal operating capacity the old trestle, working 75 men, could 
load a 7,000-ton vessel in 7H bours. With 12 men the new pier 
operating only one unit (half pier) will do the same work in 3 to 
3J^ hours. With only one unit of the pier in operation it has 
happened on several occasions that 165 cars arrived at the same 
time as a vessel. In eight hours they had been unloaded and 
assembled in trains, and were on their way back to the mines for 
more coal. The actual loading and bunkering of the vessel with 
the contents of 165 fifty-ton carloads of coal required less than 
four hours. 

Bulk Storage. — The need of reservoirs for bulk commodities, in 
particular for coal, to tide over any interruption in the usual 
course of transportation has been brutally brought to the attention 
(rf the people of the country, especially of New York, during the 
winter of 1917-18. The coal situation is an acute manifestation 
of the necessity of reservoirs in the movement of all commodities. 
The lack of this provision is one of the prime causes of freight 



214 PORTS AND TERMINALS 

congestion and car shortage. The country haa been accustomed 
to live from hand to mouth in transportation matters. When 
the raiboads brought more to the seaboard than the shipe could 
take away, having no warehouse provision to stabilize it, the 
transportation of the country was upset. There were no buffers, 
no springs, no flywheel to take up the thrust of the irregularity. 
When the cold days came and the coal cars did not move as usual, 
with the blocking of cars for the lack of warehouses to hold other 
commodities, there ceased to be the regular stream of coal 
moving to the city. There is no stored-up energy of supply 
which would carry the city over the dead center of traffic dis- 
turbances. The transportation system has been run on the 
principle of a one-cylinder motor without a flywheel. As long 
as it has full gas it sputters along, but let it miss Are a time or 
two and it stops dead. 

The Stock Pile a Bulk Warehouse. — The stock pile serves as the 
warehouse reservoir for bulk materials. Coal, ore, gravel, sand, 
broken stone, and some other materials come onto stock piles 
for storage. The most important commodity is coal and then 
comes ore. All other materials are decidedly secondary in 
importance. Back of an ore or coal loading trestle pier is track 
room for the stor^e of cars and often a stock pile At the point 
of unloading from boat to land is a stock pile. Car storage is 
not often found as an essential part of an unloading layout, 
although in loading trestles car storage is most important. 

In the movement from mine to boat on the Lakes, because 
navigation is closed for such a long time, the reservoir in the 
upland back of the loading piers must be exceptionally large. 
Sometimes as much as 4,000,000 tons of ore must be held there 
before the opening of navigation. This would require 40,000 
cars. Much of it is held in cars, but obviously car storage will 
not do for the entire amount. The stock piles in the upland 
behind the pier must be the main reservoir in addition to many 
miles of railway yards. The entire problem of car dumping, 
piling, and retrieving has developed much invention. As a rule 
it is the best policy to have the largest reservoir at the mine and 
keep the cars moving the material to the loading pier when 
navigation opens. 

The Rhine Harbor of Duisburg — Ruhrort is an example of a 
one-way port for shipping coal which comes from the mines in 
railroad cars. There are 8H miles of basins, 96 miles of storage 
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tracks besides stock piles to act as reservoirs. There are four 
coal shutes and 29 car dumpers (much amaller cars than ours).' 
Out of a total port movemeut in 1013* of 24,540,000 metric 
tons, 15,000,000 were from railroad to boat and only 2,600,000 
tons from boat to railroad. The latter was chiefiy ore from 
Rotterdam, for which there are two "fast plants." 

The usual unloading movement of bulk materials is from the 
steamer to the stock pile of a steel mill or large power plant. The 
steel mills are the greatest consumers of bulk materials and must 
be absolutely assured of their supply of ore and coal for the period 
of closed navigatioD. Both the warehouse and the pier principle 
are involved, although at first it may seem that the pier haa 
been eliminated. In the case of the first illustration (Fig. 82 
above), of the Brownhoist ore-handling bridge crane of the Wick- 
wire Steel Co., Buffalo, N. Y., the two movements are more 
distinct because the bridge tramway serves the warehouse stock- 
pile, and the Hulett " Grasshopper " unloader plays the rdle of the 
pier shed and crane on the wharf front. Whether the movement 
from steamer to stock pile be over one bridge or over an unloader 
and a bridge, it is still quite necessary, in the interest of speed in 
unloading, to get the ore out onto the nearest spot as fast as 
possible. Therefore just back of the waterfront there is a small 
transit pile which accommodates the cargo of one or two boats. 
It is then necessary to rehandle this material in removing it to a 
large stock pile farther back where it remains until recovered 
for use in the plant. The second pile is the warehouse and 
the first the transit wharf. There is no getting away from this 
double handling of the major part of the cargoes unloaded during 
the period of open navigation. 

A pair of bridge tramway stock pile and unloading cranes with 
cantilever drop boom extension spanning the vessel is illustrated 
by the McMyler installation at Port Colbeus, Canada, at the 
Union FumAce Co. (Fig. S6), The five-ton buckets operate in 
one-minute cycles and unload 250 tons each per hour. Another 
typical layout is the Brownhoist pair of bridges {Fig. 87), The 
span is about 400 feet with five-ton buckets, of 350 tons capa- 
city per hour for each unit. 

Another example of the application of continuous motion in 
bulk-freight handling is shown in the Stuart System of Ground 

■ ProceecKn^ of the Barge Canat TeTmincd Cot 

* 3tati»ti»iAn Jahrbueh fUr, 1914. 
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Storage and Keclaiming by means of belt conveyors. It works 
on the same general principle &b the coal export pier at Baltimore 
described above. 

" In the past there have been no storage and reclaiming methods that 
have been adequate in volume, and at the same time sufficiently 
economical in both installation and operation, to be generally used. 
Neariy ail of such schemes have been some adaptation of the overhead 
bin or grab bucket crane. 

"The Stuart System of Ground Storage and Reclaiming, as described 
in this Bulletin, lends itself to any capacity up to 50,000 tons, and 
presents an extremely low coat per ton for both installation and opera- 
tion, making it commercially adaptable for mines, railroads, and 
industrial plants. The size, location, and arrangement can be made to 
conform with ordinary conditions and locations, and the capacity 
made as large as desired. 

"To place the economical advantages of such a method within the 
reach of a great number of users, a few of the many possible installa- 
tions of the Stuart System of Ground Storage and Beclaiming are 
described and illustrated in this Bulletin. 

'*Fig. 88 shows the system as applied to mining. It will be seen that 
material received from the tipple or discharge point of mine cars is fed 
automatically to a conveyor which carries it to the stacking or loading 
machines, to be loaded direct into the cars when they are available, or, 
in the event of the cars not being available, placed into the storage 
piles alongside the track, to be reclaimed at some future time. This 
provides a balancing unit or reservoir between the mine and car supply, 
removing the present uncertain and disorganizing effect of a mine 
operation which is dependent upon a daily car supply, and establishes 
the possibility of a continuous mine operation. 

"The storage pile for economy is placed on the ground and may pro- 
vide for several days' or several weetes' output of coal at the mine so 
that bH. employees can be assigned to regular emplojonent each day, 
irrespective of the supply of cars. This reclaiming device is so arranged 
that when cars arrive, regardless of the hour, the reclaimer draws upon 
the storage pile and by use of the stacker, moved to the car yard, loads 
material into cars at a rapid rate. 

"Another feature in connection with this method of storage is the 
providing of an electric weighing apparatus by which the material in 
motion is weighed and a record of the tonnage made. If desired, by 
setting a limiting device, a predetermined tonnage or charge may be 
delivered, at the completion of which the loading automatically ceases 
and the limit stop may be reset for a new tonnage, thus securing a cor- 
rect car tonnage record and, in the case of loading box cars, a proper 
distribution of load over the trucks. There is also a register which 
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m&keB a record of the total tonnage handled over the loading machine. 
This weighing apparatus in all its fimotionB is guaranteed for accuracy 
within one-half of one per cent. 

"Fig. 88 shows an adaptation of the Stuart System of Ground 
' Storage and Reclaiaung as applied at the terminal where material is 
delivered by barge or vessel. It will be seen that material received on 
barges or vessels may be unloaded by gantry, locomotive erane,'or any 
of the well known methods of unloading, the material being delivered 
to a traveling hopper which automatically feeds it to a conveyor run- 
ning parallel with the side of the "dock." This conveyor carries the 
material and delivers it to another conveyor running parallel with or 
between two storage piles, into which it is loaded and afterwards re- 
daimed for loading to cars or other carriers. 

"By this adaptation a balancing unit or reservoir is provided be- 
tween the water carrier and rail or other means of despatch. This 
same operation may be reversed, allowing the Bjratem to serve as a 
balancing reservoir between railroad cars and water carriers. 

"The location of the storage may be at right angles to or parallel 
with the pier or dock, depending on local conditions. 

"In present practice, there is a loss of efficiency in codrdinating sup- 
plies of material between vessels and cars. Material after loading is 
held in cars or vessels until either vessels or cars are available. 

"If a vessel is available, the material, in any event, is held in cars at 
terminals or along the line until the full cargo is at hand. In the case 
where the material is received from vessel, the vessel is held until the 
oars are available, when the present slow and expensive prooees of 
discharging from boat to cars is begun."' 

Stock Pile Foundations. — The technical difficulties of the stock 
pile are greater than they would aeem at first. An example of the 
problems involved, from the engineering point of view, may be 
gleaned from abulletin of the Cleveland Dock Engineering Com> 
pany. The stock-pile floor in point was built for the Detroit Iron 
and Steel Company, and is of particular interest because the plant 
and the stock pile are built on reclaimed marsh land. The pile 
18 built "on a wet sponge." The utilization of marshy land for 
industrial purposes is of much interest because the future of scien- 
tific harbor building in the United States will have to do with 
reclaimed land. Reclaimed marsh lands usually is the only land 
properly located for municipal harbor works which does not require 
a prohibitive amount of expropriation of existing owners. 

'Btdletin No. 3 of the International Conveyor Corporation. 
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The wharf in queetiou confiists of two parts, the wharf aproa 
and the stock pUe floor (Fig. 89). 
The site of the proposed wharf and pile (they call it an ore 



"dock" on the Lakes) was low-lying marsh, often half a foot 
to two feet under water. The problem was to build a platform 
on this sponge which would carry a load of 7,000 lbs. per square 
foot, put upon it by the mountains of ore. The ore floor, 173 



feet deep, is a reinforced concrete mat a foot thick, restii^ on 
pfles driven five feet on centers in both directions. Con- 
nected to this floor and forming an integral part of it is the wharf 



BULK FREIGHT 221 

apron extending over the water to deep water. This consists of 
two massive reinforced concrete longitudinal girders, nine feet 
high, the bottom flanges being five feet wide and the webs lOinches 
thick. The top flange of the outward girder is extended outward 
as a 10-inch bracketed shelf, shoreward as a six-inch fioor to the 
other girder. Supporting this floor and tying the girder to- 
gether are concrete beams, 10 feet on centers, 10 inches thick and 
five feet deep. By giving the stock pile full support the tendency 
to force the mud out from under the load and upwards at the 
wharf edge, thus completely deforming the wharf front and un- 
loading bridges, has been eliminated (Fig. 90). There have been 
conspicuous failures of unloading wharves where the stability 
of the bearing surface of the stock pile wasnot provided for.' The 
illustration serves to show that, by building properly, many 
acres of marsh land at present valueless may be made into the 
most desirable industrial harbor areas. 

Ship Bunkering. — The discussion of coal and bulk freight hand- 
ling would not be complete without brief mention of the very 
important process of ship bunkering. It is assumed that in a 
well regulated port the coal harbor is a roomy and well equipped 
institution. Such a coal harbor will always have the economic 
advantage because in concentrating all the available coal traffic 
at one point it is possible to install the best available equipment 
and yet have the per ton expense of loading, and unloading, 
reduced to a minimum. The coal harbor of a port would 
have fast plants for unloading, the most improved loading 
machinery, and the necessary upland for car stora^ and classi- 
fication yards. 

But make this coal harbor aa complete as it can be, and even 
then ships will not bunker there. Ships will go to the coal 
harbor to get cargo coal but not bunker coal. A coal ship would 
bunker there not because it is a coal harbor, but because the 
coal harbor would happen to be the ship's berth while in port 
loading or discharging cargo coal. Invariably bunker coal will 
be brought to the ship and not the ship to the coal pockets. 
A ship in port has no time to shift its berth unless it be from a 
dischai^ng to a loading berth. Therefore the coal hghter, with 
bunkering machinery if possible, but always the coal lighter, 
will come to the ship. 

In the Carribean, at Bridgetown and elsewhere ships are coaled 

> Bvlletin No. 1 of the Cleveland Dock Engineerii^ Co. 
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by native women who carry small traya of coal on their heads. 
In many ports the coal is brought alongside in lighters and shov- 
eled into buckets which are raised by the ship's tackle and dumped 
into the chute to the bunkers. The bucket and shovel system 
is slow and wearisome. Even if it be possible to bunker a ship 
by this means during the time she is discharging and loading, 



(Photo by autbor) 
Fio. 91. — A Catamaran ateam buDkcring equipment at Bercen, Norway. Trav^ 

ing; grab-bucket discharge into hopper feeding ship's bunkers- 
it is expensive. As ships grow larger and faster, consume more 
coal and yet stay a shorter time in port, something must be 
done to speed up bunkering. There have been many ingenious 
developments. 

At Bergen, Norway, I watched an excellent floating bunker 
machine. It consisted of a tower carrying a bridge crane of the 
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tramway and grab bucket type, as in a fast plant. The track, 
whicli was quite h^ to accommodate large ships, consisted 
of the bridge span and the two projecting booms. The interesting 
feature was the foundation of the legs of the bridge on two sepa- 
rate floats, catamaran style. These spread legs enabled the coal 
lighters to set either between the legs or outside the outer leg. 
By having two berths for the Lghters, no time was ever lost in 
shifting an empty for a loaded lighter. The clam-shell bucket 
was of the familiar type and it discharged into a hopper which fed 
the coal into the bunkers. One man in the tower operated the 
entire machine except for shifting the baizes and a httle trimming. 
This seemed to be a truly efficient bunkering system (Fig. 91). 

A recent development of the continuous-motion principle in 
bunkering is the De Mayo portable elevator. The machine 
coneista of a bucket belt in a casing containing the motor which 



Fio. 92. — De Mayo portable elevator for bunkeriDg oool. 

drives the belt within the casing, thus making the machine self 
contained. The lower end allows the buckets to bite into the 
load of coal. The entire machin'e is suspended from a boom and 
allowed to ^k into the coal by its own weight. The coal 
is elevated by the buckets on the chain and discharges into a 
flexibie spout which feeds it into the ship's bunkers. 

The capacity may be increased by increasing the number of 
the units. Tills gives great flexibility in the use of a bunkering 
equipment. A ship bunkering at the pier is eased off from th« 
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pier with booms far enough to allow coal barges to come along the 
pier side aa well as the ship side. The De Majo Compaoy 
states that frequently they have put 8,500 tons of coal into a large 
vessel in 21 hours, using ten machines. On one occasion the 
firm bunkered the "Imperator" with 8,200 tons of coal in 19 
hours. 

These two examples, one in Norway and one in New York, 
serve to illustrate the possibilities and the nature of mechanical 
coal bunkering. 

Grain. — The storage and loading of gnun were among the first 
operations to be handled by a continuous motion system. Belt 
conveyors and pneumatic suction elevators have been in use for 
many years. The details of this machinery may be shown in a 
few examples below. Here the movements and principles only 
need to be considered. 

In the United States the grain movement is for export, in 
Europe it is for import. In the United States the grain arrives 
from the fields largely in railroad cars and to a small extent by 
canal barges for loading into ocean-going vessels. In Europe it 
arrives in ocean-going vessels to be transshipped largely into 
barges and to a small extent into cars destined for the interior. 
Transshipment from barge to ship will grow in the United States 
as the waterways come into their own as transportation lines 
for bulk cargo. In time we should develop at New York and at 
New Orleans transshipping points for grain as efficient as those 
of Hamburg, Rotterdam, and Antwerp. 

Direct transshipment from bai^ to ship or vice versA by 
means of powerful pneumatic elevators is the most economical 
movement for several reasons. (1) The movement of the cargo 
grain from and to the interior by means of large capacity barges 
is more economical than by rail, (2) When barges are used, in 
particular tow barges not made more expensive by propulsion 
machinery, the expense of holding the barge for several days aa 
a warehouse for the grain is not excessive. To a large extent 
this saves the additional expense of temporarily storing the grain 
in elevators pending shipment. If this storage is not too long 
reconditioning in an elevator is not necessary. (3) The cost 
of loading overside by means of pneumatic levators is low aa the 
distance of travel of the cargo is short. In the case of tramps 
loading in stream, with free mooring-post wharfage, the item 
of wharfage and lighterage would be saved. Four floating eto- 
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vators workiDg from both sides can transfer 3,000 tons (112,000 
bushels) of grain from barge to ship in a nine-hom' day. 

Id the main the grain carriers are liners, taking on other cargo 
and passengers at piers. The loading is therefore only possible 
from the water side. However, the economy of bringing the 
grain barge alongside the liner and transshipping from bai^ to 
ship is obvious. The operations of "warehousing" the grain in 
an elevator and then lightering to the steamer are saved by the 
barge-to-ship movement. The movement is somewhat analogous 
to the frei^t car-ehipeide movement, but even better than this, 
as no expensive transit shed is required. In the case of general 
cargo the freight car may be brought alongside the shed opposite 
the ship, but the freight must be piled in the pier shed ready to 
be loaded into the bold in a rapid and orderly manner. In the 
case of barge-ship transfer of grain this movement is also elimi- 
nated and the ideal of all freight movement is accompUshed, 
which is from the source in the interior to alongside the ocean 
steamer without breaking bulk and rehandUng. 

The first requirement is that there be ample barge harbors 
where the barge may be held at moorings until the ship is ready 
for the cargo. This may be several days or a week. At Ham- 
burg the Moldau Harbor of 70 acres is built and operated as this 
kind of a terminal. That is, there are warehouses and sheds and 
other tenninal facilities especially for barge traffic in general, and 
in addition, a large water area to accommodate barges waiting 
for the ship. The economy of this system of short term storage 
cm the barge to save rehandling of the grain is a cogent argument 
in favor of tows and not self-propelled barges for this class of 
freight. If not unnecessarily expensive the barge acts most 
efficiently as its own pier shed. However, this rule of tow vs. 
self-propulsion does not apply to package freight, where oil motors 
and power plants are the ideal equipment. 

Direct barge-ship loadiog is possible for only a part of the 
grain during part of the year. The grain warehouse or elevator 
to act as a reservoir still remains a most necessary factor. Dur- 
ing the short period of open navigation on the Lakes and the 
Barge Canal or other waterways, which comes between the 
harvest and freezing time, the largest part of the grain must be 
moved to the seaboard or some intermediate reservoir such as 
Buffalo. To retain the golden flood in order that it may flow 
regularly and freely during the remainder of the year is the great 
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grain elevator problem which has called into action so much 
engineering talent. 



[Pboto by lutbor] 

Fia. 93. — A baaiii at HambuTB with grala elevators diachftrcins from t, steaniM 
to batges, on tba left, under tiie cr&ne, the " Leviathiui " at the fitting out quay 
being Gniahed. 

Ocean Bteamers may be loaded directly from the grain elevator. 
Again there must be no illusions. In the case of a liner carrying 
the grain abroad she can not go to the elevator. The grain must 



(Photo by author) 

Fid. 94. — In stresm transfer. A grain ship at moorinB-poBts discharguiK into 
an Elbe barge of 600-1000 tons capacity. Four pneumatic elevators wUl transfer 
112,000 bushels in 9 hours. 

be brought from the elevator to the ship in Ughters and elevated 
aboard by floating pneumatics. 
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One of the first great Continental ports that tried to use the 
pnetimatic elevator waa Antwerp. However, organized labor 
prevented its use. Rotterdam then decided to use the efficient 
modem methods, and set aside a fighting fund of 400,000 guilders 
($1,000,000) with which the stevedores were finally beaten. The 
grain center moved to Rotterdam where it has remained ever 
since, with little chance that Antwerp will regain it, although 
modem equipment finally was installed there too. 

Grain Piers. — The pier is a more economical form of landing 
than the wharf parallel to the waterfront in handling grain. As 
there is no transit storage requiring a pier shed in the case of 
grain, the pier may be long and only wide enough to carry the 
machinery for handling, consisting of belt conveyors and elevat- 
ing and lowering spouts, which require very little width. The 
pier may be as long as the longest vessel using the facilities. 
The movement is in a straight line from the pier across the mar- 
ginal street to the stor^ elevators at the upland. 

In fact, at Bremen, where the quay system has been followed 
in the other portions of the harbor, the grain-handling section 
was built with a series of piers. These piers handle grain between 
ships, barges, hghteiB, railroad cars, and elevators. Transfer 
from ship to canal barge, at Bremen, is made not in midstream, 
but over a transfer pier by means of pneumatic transfer elevators 
which move along the pier to points opposite the hatches as any 
other crane would do. 

The Groin Elevator, among many other differences from the 
ordinary goods warehouse, must be closely connected with the 
wharf. We have seen that the usual goods warehouse may be 
situated back of the wharf shed or may be in a group of ware- 
houses in another part of the harbor. Not so with the grain 
elevator. The conveyor belt from silos to suction and feed spouts 
in the hold of the vessel must be as short as possible. Valuable 
waterfront property need not be occupied by the elevator down 
to the water's edge. The additional expense of carrying the con- 
veyore across the marginal street to the elevator on the inland 
side of a. marginal street is in no measure commensurate with 
the value of the street and the bulkhead line for the commercial 
use of the public. 

The last word in grain-handling is the municipal elevator at 
New Orleans. The description of this great enterprise as given 
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by the engmeers (Ford, Bacon and Davis) will sum up the 
essentials for this class of harbor equipment. 



ICoarltty Ford. Bamn Mad Dstm) 

flo. 90. — Public graiD devaMn at New Orleans. General waterfront view. 
showing loading wharvea and oonvoyor IreatleB. 



Convejror gallery and Mta. 

"The Public Grain Elevator and Terminal at the Port of New Orleans 
is owned and operated by the Board of Commissioners of the Port of 
New Orleans. The plans for the elevator were made after thorough 
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iDTeetigation and consideration of modem grain elevatorB in the tJnited 
States, Argentina, and Canada, and the completed plant probably 
includes advantages over any other elevator now In service in: 

1 . Rapid handling and relatively large receiving and shipping capacity. 

2. Great fiexibiUty in the conveying, distribution, and grain-bleoding 



3. Loading, unloading, and transportation appliances as described." 



This elevator ia described here at thL^ point as an illustration 
of a modem elevator equipment as a municipal enterprise. There 
are many other worthy examples which might be mentioned if 
space permitted. For instance the new Washburn, Crosby & 
Co.'b grain elevator at Buffalo has a capacity for 4,000,000 
bushels <A grain. There are 18 elevators at Buffalo alone. 

Descrqitloa. — "The grain elevator is located on the east bank of the 
Mississippi River at the head of Bellecastle Street on the Public Belt 
Railroad, adjacent to and directly west of the new public cotton war^ 
houses and terminals. 
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"This improvement may be classed as the second most important 
public commercial enterprise in New Orleans, and, as a factor ic carrying 
the port's facilities to the highest state of efficiency, ranks next in value 
to the state owned and operated cotton warehouses. As the great 
cotton trade of New Orleans demanded the cotton warehouses, so the 
rapidly increasing grain export business of the city made imperative 
the erection of the grain elevator. 



"The main plant comprises a track shed, drip shed, workhouse, 
storage annex, drier house, shipping conveyor gallery, dock gallery, and 
marine tower. All buildings are of reinforced concrete, the galleries 
and marine tower arc structural steel with book tile roof and floor. 
The entire plant is fireproof. The structures are supported on long 
leaf yellow pine piling, jetting in place, cut off well below the water line 
and capped with concrete. 

Track Shed, Drip Shed, and Unloading Tracks.— "The track shed 
fe 80 X 156 feet, with a clear height of 23 feet from the head of the rails 
to the beams. Under the shed are installed four unloading tracks, 
under which and at right angles are the two cooveyor belts oanying 
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gnun from tiie Bmke to the receivii^ legs of the elevator. Each belt ia 
supplied by a battery of four independent receiving pita, each having 
a capacity of 2,000 buahels, bo equipped witli interloddng mechaniain 
and signals as to make it impossible to mix the contents of the different 
oars. 

"A four-drum elcetric car haul ia located at the eaet end of the track 
shed. Each drum is capable of handling a full trun of loaded cars. 
The tracks in the shed are built on a grade running from the track shed 
east, BO that as the cars are emptied they will move down this grade by 
gravity into the receiving yard for empties. 

Woridumse. — " The workhouse into which the grun is delivered from 
the receiving pits is 47 X 117 feet and is located north of the track shed 
and separated from the track shed by a distance of 45 feet. The work- 
house is 208 feet 6 inches high above the pile cutoff and contains 47 bins, 
ranging in capacity from 2,600 to 5,000 bushels, which have a combined 
capacity of 175,000 bushels. In the workhouse, on the south side, are 
located the two receiving legs equipped with 40-inch elevator belts, on 
which there are two rows of 18 in. X 8 in. X 8 in. elevator buckets. 
These receiving legs take the grain from the transfer belts and elevate 
it to the top of the workhouse where it is discharged into the 3,000-bu8hel 
concrete garners. 

" On the north side of the workhouse ore the four shipping legs, which 
are the same size as the receiving legs; each of the legs has a. capacity 
of 2,500 bushels per hour. The drier and general utility 1^, with a 
capacity of 10,000 bushels per hour, is also located on the north side 
of the workhouse. 

"In the basement of the workhouse is located a 40-inch reversible 
transverse conveyor belt with a capacity of 25,000 bushels per hour. 
This belt receives grain from the workhouse storage bins, cleaners, 
clippers, and drier, and delivers it to all legs, both shipping and receiving. 

"On the first floor of the workhouse are the cleaning machines and 
oat clippers, which are so arranged as to allow the grain to be discharged 
directly into the machines from the bins of the workhouse and in turn 
spouted direct from the cleaning machines to three different elevator 
legs, each, and transverse conveyor belt in the basement. 

"In the cupola of the workhouse there are two transverse conveyors, 
which receive the grain from the hopper scales. This feature, by which 
the grain is delivered direct from the scale onto the transverse conveyors 
and onto the storage conveyors, or directly into the bins of the work- 
house, is novel and one which greatly increases the flexibility and rapid- 
ity of handling grain through the workhouse. There are seven hopper 
scales, each of 2,000-buahel spouted capacity, equipped with a weight- 
lifting device. On the top floor of the workhouse are the leg heads, and 
immediately below is the general machinery floor where all of the electric 
motors for driving the legs are installed. 
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Storage Annex. — "The etor^e annex ie located on the north dde of 
the workhouse and couBiBts of 60 circular tanks and 45 inierHticee. The 
capacity of the tanks is 12,100 bushels each and of the interstices 2,660 
bushels each. 

"There are several special features embodied in the design of the 
basement, which ie provided with head room of 17 feet 6 inches from 
the bottom of the bins to the basement floors. The basement is entirely 
open, affording ample light and ventilation, while the head room penmta 
the use of turn-heads under the storage bins, giving delivery from 48 
bins on any one of the four shipping conveyors. The second special 
feature of design is. the bin floor and cupola. Above the bin fioor of 
the annex is the installation of Mayo spouts and stors^ belts, which 
forms the most complete distributii^ system to storage yet installed in 
this type of elevator. The great flexibUity of the system is shown when 
it is stated that the center belt is capable of dehvering grain through 
the Mayo spoute to 105 bins. 

Shipping Conveyor. — "The shipping conveyor gallery leaves the 
south Bide of the warehouse just below the four shipping bins at an ele- 
vation of approximately 60 feet above ground level and extends out tA 
the dock gallery a distance of 400 feet, at a grade of approximately 10%. 

"In the shipping conveyor gallery are four 40-inch shipping belts 
which discharge into hoppers in the marine tower, which in turn dis- 
charge onto the 40-inch belts in the dock gallery. The dock gallery 
extends 650 feet parallel to the wharf, both east and west from the 
marine tower, a total of 1,300 feet. The capacity of the four shipping 
conveyors is 100,000 bushels per hour, all of which may be used to load 
from one to four vessels at the same time. 

"Along the dock gallery a system of spouts 60 feet on centers is pro- 
vided for both "First" and "Second Off" loading. The conveyors in 
the dock gallery are so arranged that either one or both can be used for 
either "First" or "Second Off" loading. 

Harine Tower and Pneumatic Unloader. — "On account of the large 
amount of grain accessible to the Misaisaippi River, and the desirabiUty 
of bagging grun at the dock front and to accommodate more readfly 
the variation in water level and the varying dimensions of barges and 
vessels, a marine tower equipped with a pneumatic unloader and ample 
storage capacity is located in the center of the dock gallery at the point 
where the shipping conveyor gallery joins the dock gallery. The grain 
when lifted from vessel or barge is dischat^;ed into hoppers located at 
the top of the marine tower, and from these hoppers to one of the 40-inGh 
shipping belts, all of which are arranged for reversible operation. 

Drier House. — "The drier house is located on the east of the work- 
house and contains two driers each with a capacity of 1,000 bushels per 
hoiu". The building provides storage capacity above the drier for a 
full day's run, which can be filled in less than half an hour from three 
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different parts of the storage. The building also provides depodt for 
a half day's run below the drier. 

^'*Il'"t Gnln. — "Provisioiis have been made for bagging grain in 
the marine tower and in the devator. In the former the bagging |^t- 
fonn is located about 15 feet above the wharf, where the ^ain is weighed 
into bags by automatic scalca. Similar provisions are made on the 
first floor of the workhouse where the baling platforms are located. 

Dust-CoQectiiig STstesn. — "The diist^^x>llecting system is a most 
efficient installation of its kind, insuring cleanliness and freedom from 
dust exploBioDS. There is in this elevator small possibility of dust 
accumulation, and with reinforced concrete construction throughout the 
structure the lowest insurance ratee are obtainable. 

Praaent Operation. — "As mentioned before, the shipping capacity of 
this elevator is greater than that of any similar elevator at any Gulf or 
Atlantic port in this country, which should render the plant particularly 
attractive to ocean vessels, due to a minimum loading time necessary. 
Tbe elevator has been in operation since February 1st, 1916, and has 
up to July 16th, 1916 received 5,341,933 bushels and shipped 4,275,392 
bushels. For the month of June, 1,600,071 bushels were received and 
1,340,533 shipped." 



CHAPTER XV 
INLAITD WATERWAYS AND THE SEAPORT 

For some years the l^islatorB aod busiDese men of the United 
States have been particularly interested in waterway develop- 
ment. Much mud has been dung at inland waterways by those 
who have had a suspicion that inland navigation in the United 
States has bees prompted by an interest in government expendi- 
tures in particular districts. This feeling that inland waterways 
and the improvement of water transportation was a "pork- 
barrel " measure has been most unfortunate and has cast a decided 
gloom over any plans for improvement. 

Doubtless there has been considerable justification for this 
criticism in the expenditure of billions by the National Govern- 
ment in the past. Doubtless there are many creeks and canals 
which run from nowhere to nowhere else, which have been 
dredged to accommodate 1,000 ton barges with no opportunity 
whatsoever of bringing such barges into this waterway except 
to build them along its shores. Expenditures in the past have 
been under the curse of sectionalism. What has already beeq 
expended, if it bad been controlled by a great cental commission 
of disinterested economists and engineers and directod towards 
national ends, would have put the waterways of the United 
States upon a high plane of inland navigation. 

As in many other spheres of activity, we are forced to look to 
Europe for examples of inland waterway development. Out- 
standing examples of the influence of water connection with the 
interior upon the growth of the seaport may be noted. Man- 
chester immediately comes to the mind. In the case of Man- 
chester we have an inland city which decided no longer to be an 
inland city and built a canal to connect it with the Seven Seas. 
In fact, the Manchester Canal brings commerce around the 
ancient and well-established port of Liverpool directly to the 
doors of the manxifacturers located in Manchester. This effort 
on the part of Manchester has been singularly successful and 
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Manchester has grown to be not only one of the great manufac- 
turing centers of England, but also one of the greatest seaports. 

The ports, in the history of commerce, which have been out- 
standing as of world importance have been situated either "at 
the entry to the sea" as was Tyre, or on an inland waterway con- 
necting the interior with the sea. Among these great inland 
seaports are Bordeaux, Cologne, 9ouen, and later Amsterdam, 
Antwerp, London, and Hambui^. Each is situated at the point 
where it is most convenient to transship from river barge to 
ocean ship — to effect the juncture between the inland carrier and 
the sea carrier. Although Bremen in the 12th, 13th, aad 14th 
centuries was the leading city of the Hanseatic League, the 
modern port of greatest importance on the North Sea has been 
Hamburg on the great river Elbe and not Bremen on the little 
river Weser, because Hamburg had its connection with an interior 
extending even into Bohemia. Rotterdam, after completing 
connecting Unes with the many mouths of the river Rhine, has 
grown by leaps and bounds to be one of the first ports of the 
world, because of the traffic on inland waterways. 

Turning again to the United States, we find the greatest exam- 
ple of the influence of water connection with the interior upon the 
growth of the seaport city at New York. As with the European 
ports just mentioned, so at New York nature was not sufficiently 
lavish in offering a water high road for commerce. It was neces- 
sary for merchants and governments to improve these waterways 
and make them equal to the demand put upon them. As these 
waterways came to be successful tools of commerce, in the same 
measure the cities along their banks and the ports at their mouths , 
became great. 

The Erie Canal opened the entire Great Lakes region, as well 
as up-state New York, to the sea. 

In Uke manner the Mississippi Valley developed the cities of 
St. Louis and New Orleans, and the ^(ississippi steamboat 
described to us so vividly by Mark Twain carried western civili- 
zation into the wilderness of the interior of the great American 
continent. 

Then followed the era of the railroads and the years of intense 
competition which finally resulted in railroad agreement and rate 
structures which have been upheld for forty years until the great 
war. The two great systems of waterways, the Hudson-Erie- 
Canal-Great Lake system and the Mississippi system by them- 
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selves could not have developed the country as the rulroads have 
done. With the rise of the railroad and its posabilities for 
developing these United States, and with the enormous growth of 
population and commerce which followed the railroad, the water- 
ways remained at a Btandstill and finally relapsed into a state of 
innocuous desuetude. 

The railroads were hardy pioneers, reaching out into the wilder- 
ness with all hope of reward dependent upon the growth of the 
communities which they touched. These communities in the 
beginning could not possibly offer to the railroads large quantities 
of freight or passengers for them to carry and thus make returns 
on the investment. It is only natural that the railroads should 
have been exceedingly jealous of every particle of traffic which 
could be gathered out of these newly opened areas, and that they 
should have fought the water carriers for what freight there was 
to be had. 

With the great war a new situation has arisen. It has become 
evident to all that the railroads have more to carry than they can 
handle. The railroad net has spread in every direction over the 
country. Where a few decades ago only a few lines of rails 
extended through rural communities, we now find a closely woven 
iron web connecting gigantic industries and teeming centers of 
population. If we take a railroad map of the world and compare 
Europe with the eastern part of the United States, we now find a 
striking similarity in the density of the rail lines. The similarity 
is even greater than the map will show. In the place of a few 
lines struggling to operate at a profit by capturing all the traffic 
which was to be had, we now find the railroads breaking down 
under the weight of traffic which comes to them. This happened 
in Europe (in not so acute a form) some years ago. In Europe 
the railroads had sufficient volume of tonnage in high-class 
freight or short-haul freight for them to be quite willing and anx- 
ious to allow low-class freight, such as ore and coal, to move by 
water whenever possible. 

The changed conditions have ushered in a new era in transpor- 
tation. In the beginning we had in Europe and in America the 
waterways as the only means of transportation. Then came 
the railroads, which offered a more rapid and flexible means of 
transportation than the waterway, but there was not sufficient 
traffic to maintain both, so the waterways died because they 
could no longer compete with the rulroads in a struggle of the 
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eurvival of the fittest for the scant supply of freight offered by 
the young country. Then came the most modem period, which 
was ushered in so suddenly in the United States by the collapse 
of our transportation 8}r8teni during the great war. Now the 
railroads can no longer move both high-clasa and bulk freight 
and the cry has gone up from all concerned to utUize the water- 
ways to relieve the congestion of the railroads. 

The new order of things was foreseen by the State of New York 
in 1905, when it decided to modernize the water coonection 
between the Great Lakes and the Hudson River Valley. The 
estimated cost of this improvement, including termioals, is 
$155,000,000. This single improvement costs more than half 
of the sum of $305,000,000 which the State of New York has 
spent on- waterways to September 30, 1915 (including the esti- 
mates for the new canal). The Barge Canal is not a mere 
enlargement of the old Erie Canal, but for 60% of its distance 
follows an entirely new course (Fig. 99). 

A new canal was necessitated by the same principle of evolu- 
tion in the water carrier which has been effective in both the land 
and ocean carrier, the larger the vehicle or vessel the more eco- 
nomical the operation. Railroad cars have increased from 10 
tons to 100 tons capacity; cargo steamers from a few hundred 
tons to 10,000 and 12,000 tons. Economy of transportation 
on a barge canal to-day requires a movement of freight in ves- 
sels of 1,000 or more tons in place of the 240-ton barges of 
earlier times. Roughly speaking, the material entering the hull 
of a vessel increases in square measure while the room in the 
hold increases in cubic measure. The long and narrow barge is 
easier to tow. It offers less resistance per ton of capacity. With 
the installation of labor-saving machinery, particularly the huge 
cranes, buckets, and elevators for loading and unloading bulk 
material, it is more economical to load and unload a lai^ ves- 
sel than a small one. Herefore a larger canal to carry larger 
vessels has become necessary. 

With the growth of the size of the vessel the method of pro- 
pulsion has changed. At the time of the development of water- 
ways in Europe the most economical method of propulsion was 
the steam towing barge or steam tug. The introduction of the 
steam tow to supersede the old horse on the tow-path ushered in a 
new era in canal transportation. The great European systems 
use 500-ton to 3,000-ton barges in trains of three to six towed by a 
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huge ateam barge which may or may not carry cargo. For small 
unita handling package freight, it has become evident that the 
internal combustion engiDe, burning kerosene or crude oil, such 
as engines of the Diesel type which have been so highly developed 
within the last decade, may be the most economical. In rivers 
having frequent tume and sand bars which render navigation 
difficult, the self-propelled barge driven by an internal combus- 
tion engine has come to be considered the most economical form. 
Efforts to develop MiBsiseippi navigation and also efiForts to 
develop navigation on the Vistula, Volga, and other riv^ in 
Russia, have brought about a high efficiency of the motor bat^. 

Not Waterways vs. Railways.— The modem inland waterway, 
therefore, ia quite a different institution from the old pre-railroad 
days. Instead of being a competitor to the railroads, inland 
water navigation comes as a relief to railroad congestion, offering 
to carry large quantities of bulk materials in efficient and eco- 
nomical manner, leaving to the railroads freight of higher specific 
value. 

The new inter-relation between railroad and inland waterways 
is one involving many problems which are now clamoring to be 
solved. 

In the first place, how can the railroad and the waterway be 
brought into harmony? The first requirement is that a govern- 
ment institution be established which will so coordinate rail and 
water carriers as to make it attractive to private or public insti- 
tutions to operate the waterways and at the same time will make 
it attractive to railroads to make short hauls in order to turn over 
to the waterway the bulk freight which the railroads have been 
trying in vain to carry. As the raibxiade have been making their 
profits from the long haul, it is natural that the idea of the short 
haul will be abhorrent to their traffic managers. In fact, it is 
only through a nation-wide adjustment of the conflicting interests 
between railroad and water carriers that there is any hope of 
getting past a certain dead center to the point where the railroads 
and the government will see that as time goes on the more eco- 
nomical method is rail aiid water movement, particularly in the 
case of bulk commodities. 

The result will be to the advantage of the railroad and to the 
country at lai^e. Any new departure in economic life causes a 
readjustment. However, if we are to profit from the experience 
<rf Europe we will find that teeming hives of industry situated 
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on navigable waterways have given the railroads an tmdreamed-of 
volume of package freight to carry. It will be seen that success- 
ful river and canal ports also have become the great railroad 
centers. One finds at the inland port one of those peculiar 
cycles of the snowball type. The waterway makes it attractive 
and economical for industries using large quantities of raw mate- 
rial, particiilarly coal, and iron ore, to locate on its shores. The 
industry prospers because of the low cost of transportation of 
raw materials. It widens its markets because of reduced cost of 
production. Some of the finished products may leave these 
plants by river barge, but as a rule the consumer is anxious to 
receive prompt delivery and will gladly pay express rate or fast 
freight rate service on a large proportion of the valuable finished 
product. Therefore the railroads increase their business in high 
class freight from the inland ports where prosperity is founded 
on cheap water freights for raw materials. The excellent report 
of the Barge Canal Terminal Commission for 1911 will illiistrate 
the manner in which the cycle has been demonstrated in the case 
of German waterways. 

Also in recent numbers of Le G6nie Civil, patticularly of the 
Slst of May, 1917, and subsequent issues, appeared a series of 
articles regarding NavigaHon Interieur in which the study and 
adaptation of the German canal and river transportation and 
port systems to French conditions were urged. Le 06nie Civii 
draws particular attention to Xeuss and Frankfort-on-the-Main. 

The River Port of Mannheim. — Perhaps an even better 
example of the interior or inland port and the relation of water 
to rail carrier may be found at Mannheim. Mannheim is the 
"seaport" of Baviuia and Baden. Mannheim has a hinterland 
for local and maritime commerce just aa any seaport has. Goods 
transshipped directly from sea^-carrier to barges, of 3,000 tons 
capacity, may come from Eotterdam into the poit of Mamiheim. 
Most of the freight from overseas comes through to Mannhdm 
in bond. In Mannheim are 150 bonded warehouses; 25 of these 
are devoted to tobacco, 10 to grain; 23 to coffee and other colonial 
goods. In 1912 Mannheun paid 50,000,000 Marks or S12,000,000 
in customs duties to the Empire. At the head of the list of goods 
received stand wheat, petroleum, tobacco, com, and coffee. 
There were more than 108 important articles besides many others 
(Fig. 100). 

The remarkable extent to which Mannheim is a link between 
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inland navigation by water and freight movement by raQ is 
shown in some statistics.' Of all the fre^ht entering Mannheim, 
5,608,000 tons, by far the largest part, came from the middle 







Q 



Fio. 100. — Total goods traffic ot the Inlaod River Pott of MaDDhelni, 1911. 
Thin ahowg a river port as a link between river commerce (above) and riul 
commeroe (below). 

Rhine. Only 678,000 tons were received from the Prussian- 
Hessian railroad system, 170,000 tons from the Upper Hhine, 
and 1,293,000 tons by rail from Baden and Bavaria. The pre- 
* Taken from a pamphlet iaaued hj the Mannheim Chamber of C«mmerce. 
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ponderance of transit freight is evident since of a total moyement 
of 13,424,000 tons at Mannheim, only 2,000,000 tons were for 
local consumption. Of the total freight entering Mannheim, 
4,403,000 tons go into Bavaria and Baden by rail, being trans- 
ahipped in the port of Mannheim; 530,000 tons into Prussia and 
Hessia by rail. It can be seen that the traffic is almost entirety 
one way. The reason is that far more than half of all the frei^t 
received from the middle Ehine, and transshipped to the rail 
carrier for the interior condsts of coal (3,300,000 tons) and of 
grain (nearly 1,000,000 tons). As these commodities are for con- 
sumption in South Germany there is only a one-way movement. 
The products from the engines and the labor which consumed 
these quantities of materials are often shipped out by water. 

The River Port of Duisburg. — The word coal takes us 
immediately to the other great port of the Rhine — that of Duis- 
burg—RUhrort. In 1912 at this port 24,650,000 tons of goods 
were moved in 74,800 vessels. Of these vessels 71,561 were 
towed baizes and 3,248 were power vessels. In the case of 
Duisburg we find the loading is from railroad to bat^e with a 
total movement of 15,000,000 metric tons, as compared to 
2,600,000 metric tons loaded from bargeto rail. These statistics 
simply show that at the inland harbor of Duisburg the movement 
is quite different from that at Mannheim. Duisburg is the 
source of the coal for which Mannheim is the transshipping 
point where the coal is loaded back into railroad cars for the 
remainder of the journey to the consumer. Coal is brought to 
t^e port of Duisburg in railroad cars, dumped into river barges 
by mechanical car-tippers, of which there are 29, beside much 
other equipment, then carried by water to Mannheim, where the 
coal is again loaded by mechanical means into the railroad cars 
for distribution in Bavaria. Even in so small a country it is 
still profitable to handle coal from car to barge and then from 
bai^e to car rather than to clutter up the railroads across the 
entire country with a long haul of coal. 

To go back a moment to Mannheim. How has Mannheim 
been affected by cheap transportation of raw materials? Be- 
tween 1860 and 1917 the wealth of the town increased from 453 
milUon to 7,643 million Maries. Fifty-seven and a half per cent, 
of the population employed are engaged in industry and of this 
number the metal and machine industries claim over 20,000 
employees. The reason of this growth is not to be found in any 
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particiilar Buperior abUity in the people of Mannheim, but in 
tlie mere fact that raw materials from all over the world, through 
Rotterdam, and in particular coal, and pig iron, and steel half 
products from the industrial districts of the lower Rhine, mAy be 
brought directly into the manufacturing plants of Mannheim by 
water at a low expense. 

What Le 06nie Civil points out to France, in the cases of Frank- 
fort, Neuss, DQsseldorf and other river ports which have become 
great through water transportation, applies to hundreds of towns 
along the Mississippi River and the Barge Canal. Cheap trans- 
portation by water for low grade products at any point will make 
the industries thrive at that point. As the industries thrive the 
railroads will have an increased business hauling the finished 
products. 

An English Engineer, Mr. Lindley,' who made a report on 
German waterways to his government a few years ago, says that 
goods traflSc on the waterways for a period of 30 years, from 1875 
to 1905, shows that in 1905, the length of the waterways renuun- 
ing the same, the traffic had increased from 1,800,000,000 ton- 
miles to 9,300,000,000 ton-miles, or more than five-fold. Recent 
advancement had been at an even greater rate, both railroads 
and waterways progressing side by side, the waterways doing the 
dirty work, as it were, while the railroads continued to have an 
increased percentage of hi^ class freight. 

River Port Competition. — Competition in port development, 
commercial and industrial, between cities located on inland 
waterways is very keen and has been productive of modern 
terminal facOities. To quote from the Proceedings of the Barge 
Canal Terminal Commission, page 342, we find the following 
sumjnary of the competition between cities: "The different cities 
along the Rhine are in the keenest competition with each other, 
a circumstance which has a tendency to keep the cost of water- 
borne freight at its minimum, thus greatly promoting the growth 
of industries all along its banks and attracting to the Rhine 
cities the establishment of large industries because of the 
incomparable cheapness of water transport. So keen is the 
competition between the difEerent cities, even those of modest 
size, that they do not hesitate to spend millions of dollars of 
their own money entirely upon developments and improvements, 
sheds, cranes, and other facilities for accommodating and hand- 

'See Proceedings ofthe Barge Canal TerjuiiuilOoiiimiBBion, Albany, 1911. 
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ling freight, which suidb are, generally speaking, forever sunk 
in the undertaking, it being difficult and unusual for the cities 
that are thus improved to even obtain from the veee^s, and the 
traffic that they transship, sufficient to enable them to meet the 
charges of maintenance and administration. 

"The German officials with one accord asaured the Commission that 
the direct losses they suffer in the construction, improvement, main- 
tenanoe and administration of their harbors are not considered as an 
actual loss, the indirect benefits accruing to the cities, In the growth of 
industries, the employment they a&ord, and the workiugmen tiiey thus 
attract, much more than reimbursing the cities for their ori^nal expendi- 
tures, and for the direct tosses incurred annually. These statements are 
borne out by the significant facte that the cities do not hesitate to make 
additional expenditures for further increasing their harbor facilities, and 
in seeing to it that the character of the equipment, consisting of ware- 
houses, sheds, cranes, and railroads connections, is always up to the 
mark and abreast with modern development in respect to harbor con- 
struction and equipment. Thus it is that the Rhine River affords the 
most striking and superior, the most modern and most efficient, harbor 
development and equipment. Here it is, consequently, that the student 
of inland harbor development is able to observe the best there is to be 
found in the world." 

Several points are opened for discussion by this statement, 
aside from the fact that it is distasteful to have to go to our 
country's enemy as a model in anything. In the first place, the 
matter of competition with the railroads. If the cities maintain 
the harbors, which correspond to the freight sheds and yards in a 
railroad system, and if the state, the Empire and municipalities 
maintain the waterways, which correspond to the right of way in 
the case of railroads, all for the benefit of the public, it is evident 
that the railroads as a private business enterprise are decidedly 
in a disadvantageous and a quite unjust position in competition 
with the waterways. The railroads must build and maintain 
their roadbed and their own terminals. A barge canal company 
operating on the Rhine or any other inland waterway pays small 
dues or even nothing at all for the ^lse of the "roadbed." The 
water terminals, being built as a public utility, are frankly not 
intended to pay interest on the investment. Even in the state- 
owned Prussian-Hessian railroad system there is often opposition 
to the water competition because of this obvious inequality. 
However, as stated above, the raUroads serve "local" points 
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whicli are non-competitive with water-borne traffic. By cod- 
necting the non-competitive hinterland of the river porta a large 
volume of traffic area is opened and the roads may allow a sub- 
stantial return on the investment. Even on the short haul, and 
much of it to the river port, the water-rail through rate is less 
and the roads themselves have done better financially than would 
have been possible through overburdening the tracks with low 
grade freight. A painstaking and thoughtful adjustment of 
the advantages of water transportation in connection with the 
railroads has been maintained, giving a low through rate, at the 
same time giving the raih-oada a comparatively higher per ton 
mileage rate than over long hauls in the United States. This 
entire adjustment and cooperation between the subsidized water 
and the unsubsidized raU freight should be qtiite possible under 
such an experienced organization as the Interstate Commerce 
Commission has become. One thing is obvious, however, that 
without such mediation, competition between railroads and water 
traffic in the United States will become chaotic. Such r^ulatiOQ 
should be a great boon to industry and a relief of raU coi^stion. 

A national transportation system will call for the modification 
of some of the existing laws in the United States to allow railroad 
companies to operate their own lines of barges in connection with 
their rail lines. If the railroads are permitted to make the same 
rates as private firms, at the same time safeguarding the private 
firms from undue rate-cutting on the part of the railroad-canal 
lines, it will be an inducement to the railroads to short-haul 
themselves and to send bulk goods over their own barge line 
ra;ther than by rail. As long as the railroads are forbidden to own 
and operate their own lines of baiges they will naturally insist 
upon hauling bulk freight the entire distance over their own rail 
lines because of the advantages of the long haid. 

Barge Terminals. — The success of water transportation is not 
determined alone by the efficiency of the terminals along its 
banks. Inland water transportation, aside from the mere 
engineering feature of constructing a channel, is a terminal prob- 
lem just as is any other form of transportation. It is necessary 
to differentiate between (a) the canal terminal with little or no 
change in the water level, and (6) the river terminal with changes 
sometimes as much as 60 feet within a few hours, as along the 
Mississippi River. It is ^so necessary to distinguish between 
the industrial port and the commercial port. 



246 PORTS AND TERMINALS 

A Commercial Port on a Canal (Figs. 101 and 102).^Wliat 
should coQstitute a proper canal port or terminal for commercial 
traffic? The width of the canal will not allow large modern 
canal barges to lie along wharves without obstructing traffic. It 
is therefore evident that there should be certain basins or wharves 



of sufficient width to accommodate barges, loading and unloading, 
without interference with the traffic in stream. What Le G6nie 
Ciml terms "le port interieur" does not mean altogether an inland 
waterway port, but it means a port, inland or interior from the 
waterway. That is to say, barges must be given a haven away 



from the avenue of traffic where they may lie undisturbed while 
discharging and loading, or where they may be laid up awaiting 
orders to move. The effort to meet this need has not been 
made in France, and the German system has been proposed and 
advanced by several French writers during the present war. The 
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ability to close such a basin by locks is of great advantage in the 
case of waterways having tidal or stream changes of water level. 
There is a decided limit to the effectiveness of locks in offsetting 
changes of water level, under conditions of extreme change as 
on the Mississippi, described below. 

These basins or commercial harbors are cut into the land in the 
neighborhood of cities at convenient points of the topc^aphy. 
Figure 102 of Dtisseldorf* will show a point of land in a sharp 
curve on the Rhine River used for this purpose. This point of 
land was of no value to the municipality for building pmposee 
because it would be necessary to raise its banks and protect it 
from river floods. However, when it became advantageous to 
the municipality to construct a commercial harbor to accommo- 
date the increasing traffic between Rotterdam and other river 
ports on the Rhine, this piece of municipally owned area was fast- 
ened upon as the proper spot. Basins were excavated and the 
spoil was used to fill up the banks to an above-h^h-water level. 

The equipment of such a port does not vary essentially in 
detail from that of a seaport, except that the harbor works are not 
Bo large and the basins are not so deep. It is also im[>erative, in 
the case of river barges, to have freight-handling machinery for 
the quays, because such barges do not carry their own tackle and 
power for unloading. In the case of a river or canal port, there- 
fore, mechanical means of unloading are a necessary provision 
on the part of the harbor authorities. The freight-handling 
machinery varies from the regular crane, handling miscellaneous 
cargo, to the ore-handling plants, in which the United States has 
surpassed all others. 

It may be profitable to describe just one or two more of the 
Rhine ports as examples of what has been done in this particular 
phase of terminal development. The city of DUsseldorf has a 
popiilation of about 400,000 inhabitants, is the seat of the great 
steel syndicate, the Steel Works Union, and of many plants 
manufacturing steel products. It is 100 miles from the Dutch 
frontier and about 200 miles from the sea. It is the center of a 
highly industrial and to some extent ^ricultural population of 
about 5,000,000 people within a radius of 20 miles, which gives 
the port an important hinterland. Fully one-third of the com- 
merce consists of general merchandise. The people of DUsseldorf 
awoke to the opportunities of the harbor rather late, but set 

' From Proceedinpa of the Ba.TgC Canal Terminal Commiaaion. 
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about to make up for lost time. About $3,000,000 was voted hy 
the mutiicipality, under the guidance of the Chamber of Com- 
merce, for the construction of the basins, warehouses, sheds, 
quays, and cranes. There are five harbor basins with an area of 
approximately 160,000 to 170,000 square feet of water. The 
basins are about 250 feet wide, and accommodate river vessels 
drawing seven feet of water. Great warehouses and bonded 
warehouses are erected on ground leased from the city, and oper- 
ated by private interests. The central power plant furnisbes 
power and light for various duties including the working of 36 
cranes. There are about 20 storehouses and sheds within the 
harbor area and upwards of 300 railroad cars are handled every 
day at 200 different loading places. 

The fees for the use of equipment are not sufficient to pay inter- 
est on the invested capital and the city suffers an annual direct 
loss of about $135,000. The competition with other Rhine ports 
is BO keen, however, and the general prosperity of the city has 
been so greatly advanced by the development of its harbor that 
the direct loss suffered is, in the view of the citizens of DOsseldorf, 
more than offset by the material and permanent gain to the city 
as a whole. As the city has local autonomy and can manage its 
own affairs, and as it has had experience both with and without a 
properly equipped harbor, its judgment that a commercial har- 
bor, even when run at a loss is of greater advantage to the city 
than its cost is a valuable commentary. 

The great coal harbor of Duisburg mentioned above cost 
$12,500,000 for construction and equipment. It contains about 
667 acres of water surface and 40S acres of space for handling and 
storing freight and nearly 400 acres occupied by classification 
yards. The harbor railroad has 93 miles of trackage, the basins 
have a length of S^ miles with an average depth of 15 feet. As 
this harbor is devoted almost entirely to coal, there are 250 load- 
ing platforms. Altogether there are 22 miles of whtfrfage, one 
commercial quay, being 3,550 feet long and equipped with 30 
travelling cranes (Figs. 103 and 104). 

These examples will serve to illustrate the extent of develop- 
ment for two kinds of materials, general package freight in the 
commercial harbor of Dtlsseldorf, and coal at Duisburg. 

Le Gfnie CivU seemed particularly interested in the harbor of 
Neuss, which is almost entirely an industrial harbor. The object 
of the industrial harbor is to afford manufacturing plants an 
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attractive location as regards accessibility to raw materiala by 
water, and rail connection for fuushed products by land. Tbe 
port of Neuss, according to Le G&nU Cwil has 76,800 square 
meters (92,160 square yards) of water basins excavated out (rf 
the land, and 170,000 square meters (204,100 square yards) of 
building sites and other land. In addition to the industrial area 
the city contains a commercial terminal with eight electric 
cranes and two steam derricks. But the larger part of the port 
is devoted to industrial enterprises. 

In the case of FrankfortK)n-the-Main, according to Le Gfnie 
CwH, the harbor area consists of 472 hectar (5,664,000 square 
yards) of which 288 hectar (345,600 square yards) are devoted 
to an industrial area. Frankfort-on-the-Main spent 24,000,000 
Marks ($6,000,000) to acquire the land, 40,000,000 Marks 
($10,000,000) for the installation of the harbor works, and 
8,000,000 Marks ($2,000,000) for general expenses. 

Although these river ports are taken a;9 typical, an enumeration 
of fully equipped and scientifically constructed inland waterway 
terminals would mean the caUing of a roll of some hundred or 
more cities, which would not be profitable at the present time. 
The point which is being made is this: that the French and also 
the Americans are waking up to the fact that to meet German 
competition after the great war, it is quite necessary to consider 
the water and rail transportation factors, and the possibilities of 
developing through municipal aid and eSort, such commercial 
port and industrial areas on navigable inland waterways. 

The entire problem of developing the upland and connecting it 
with navigable waterways will be considered in the next chapter. 
In the meantime, let us proceed to the consideration of tbe 
peculiar problems concerned in Hver terminals with great water 
level variations, particularly in connection with the Mississippi 
River. 

Mississippi River Ports and flie Water LeveL — The terminal 
situation on the Mississippi and its affluents, as on many other 
rivers, ia complicated by the fact that the river may rise 40 to 
50 feet within a few hours. Boats loading and dischai^ng from 
side porta over long gang planks can not negotiate a fixed wharf 
from such ranges of water level, granted a fixed or permanent 
wharf be constructed. Usually, there is only a muddy bank. 
To meet the difficulty of high banks and variable water level 
there has been designed a river terminal of two parts. The 
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transit shed and warehouse portion, with a crane or two, and 
spur tracks at the land side, is well above high water. A pon- 



toon, which rises and falls with the water level of the river acta 
as a floating wharf apron. It is held in position by iron loops 
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FtQ, 107. — Clinton, Iowa. A neglected opportunity. 
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around the piling. This is the same sort of a poatooQ, only on a 
smaller scale, as the Princes Landing Stage at Liverpool, or the 
landing at Antwerp. Freight is discharged from the boat to 
the pontoon which remains at the same level as the ports at 
all tides. From the pontoon it is raised to the shed floor by 
elevators or by the familiar warehouse whip hoists or fall rope 
• and drum. Such terminals woiild go far toward aolving the 
tJShninal question for smaller communities on a river with wide 
changes of water level. The sections are comparatively simple 
and inexpensive to build. As the commerce of the port increases, 
the terminal may be enlarged, a section at a time. 

An idea of the present neglect of opportunities on our greatest 
waterway may be obtained from a few illustrations. 

In conclusion it may be repeated that the great ports of Europe 
have been those which have both rail and water connection with 
the interior. The port with the widest choice of communication 
with the interior by land and by water will become the greatest 
port. From this it may be deduced that with the Hudson Valley, 
the most populous section of the State of New York, and the 
entire Lake Champlain and Great Lake region connected with 
New York by water, as well as all the area tapped by some 
27,000 miles of railroad, New York looks forward to a future 
growth not yet imagined. Likewise with New Orleans at the 
point of transshipment from ocean carrier and bai^, with the 
great Mississippi Valley and also the Great Lakes area served by 
water transportation in addition to the present and future rail- 
ways, the possibilities of expansion stagger the imagination. 
The time has come when these opportunities should be realized. 
The key to the situation is rail cooperation and the construction 
of proper terminals (Figs. 106, 107 and lOS). 



CHAPTER XVI 

THE INDUSTRIAL HARBOR AITD DPLAFD 
DEVELOPIKENT 

It is hardly possible to discuss the industrial harbor without 
discussing upland development. Each involves a close study of 
land values. The desirability of property for industrial enter- 
prises is determined by its proximity to centers of commercial 
intercourse and to means of transportation. The forces involved 
are most easily seen ld the case of passenger traffic. We have 
two illustrations in New York, One of them is the "City" or 
Wall Street district of high land values where it is desirable to 
be within walking distance from the centers of commerce. Here 
the increase in land values made essential better utilization of 
the land by the application of more capital in the shape of higher 
buildings. The ability to increase the return on a given plot of 
land by the application of more capital and labor in the shape of 
higher buildings again increased the value of the land by increas- 
ing its ability to yield a still greater return. The value of land 
depends upon the income it will yield in connection with the 
application of capital and labor. This reciprocal action between 
the additions of capital improvements and the increase in the 
value of the site of the piece of land has driven the ground rent 
of property in immediate' proximity to the center of finance to 
unheard-of heights quite irrespective of the fact that there is 
plenty of cheap land in the Dakotas. The land, together with 
the capital applied to it, has been able to satisfy the demand qf 
more individuab who desire to be within walking distance of 
Wall Street. 

Likewise the converging of rail, surface, 'bus and subway Unea 
has increased the accessibility of the neighborhood of Forty 
Second Street and Fifth Avenue for shoppers and travellers. 
Therefore the desirability of this location for buildings devoted 
to clubs, hotels, shops, and offices has increased the demand for 
and price of lots. The application of capital for improvements 
in the land in the shape of luxurious hotels, shops, the Buyers' 
256 
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Club, etc., has been profitable. The fouadatioo of the land value 
18 the accessibility of the land because of tranaportatios facilities 
which makes it more productive sjid therefore more desirable. 

Industrial sites are less conspicmous examples of the same laws 
of site rent in operation. An undertaking of a manufacturing 
nature desires to be both at the center of commerce and at the 
point of transportation accessibility. 

In order to understand the problem of upland development in 
the following pages the theory of land value must be kept well 
in mind in order to evolve the' most practical plan of harbor 
layout. 

First we have the productivity theory of land value. This 
theory has just been pointed out by the two New York examples. 
The value of land ia determined by the amount which one piece 
of land as compared to another piece of land contributes to the 
value of the product for which the piece of land is used. It ia 
apparent, however, that the land itself becomes more productive 
with the judicious application of capital. However, with the 
same apphcation of capital in the shape of buildings one piece 
of land because of its location will yield a greater return than 
another piece of land, and therefore will be more valuable — be- 
cause of its greater productivity. The demand for that more 
productive piece of land will be greater and the price which one 
is willing to pay for it will be greater. The price will not reach 
a figure that will not return a fair income from the capital and 
land (now capitalized in the price) working together. There is 
therefore a limit to the price of land set by the productivity of 
that land as compared to other land. 

Likewise land value is said to be detennined by the cost. In 
the case of site rent — the value due to location — the cost of 
building the means of conmiunication which will give the land 
the desired accessibility determines the value of the land. The 
supply of land with improved traffic conditions will be influenced 
by the cost of creating the means of transportation. In fact the 
cost of creating the desirable conditions will put a very positive 
check on the supply. 

Now, price is determined by supply and demand, but the 
demand will not increase the price of land beyond its productivity, 
and the supply will not be decreased until the price falls below 
cost. The answer to the question, "Will it pay?", depends on 
these two limits. 
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Also the use to which land is put ranges from the intensive 
application of ca,pital, such as the Woolworth Building or the 
Hotel Commodore, to the extensive iMe of the land for a ship 
yard, a gaa works, or other industry which requires much groimd 
room. Of course, the ship yard would like to locate on the west 
side of Manhattan, but the return is too little to cover the ground 
rent, as it is determined by the more productive enterprises at 
that location. The more extensive enterprises, therefore, must 
move away from the centers of commerce, desirable though 
that location may be. The cost will otherwise exceed the pro- 
ductivity- 
Keeping these principles in mind let us consider the case of 
the industrial harbor. The location of industry within the cor- 
porate limits of a, municipality or a state is of great indirect ad- 
vantage to that political unit. The industry pays wages and 
salaries to many people who buy or rent homes and increase land 
values, which also increases the land tax income. The salaries 
and wages are spent in the shops and markets of the community, 
which increases the volume of business done, which again in- 
creases the income of the municipality, through the income and 
land taxes. The bank clearings are increased in the same manner 
and with the same effects of quickening business and increasing 
the income of the local government by various direct and indirect 
methods of taxation. 

One good way to attract industry has been to oflEer advantages 
of location in regard to transportation. In the United States 
the number of railroads entering the city has been the drawing 
card. In Europe the municipalities and states have long dnce 
considered the rail transportation, under Government ownership 
or control, as a matter of course and have applied themselves to 
the development of water transportation as an additional attrac- 
tion. The municipalities have gone to great expense to build 
and equip water transportation facilities in connection with in- 
dustrial building sites. A glance at any of the maps of recent 
river or seaports in Europe will show the extent of the "ferrmn 
industrial," or Induatrie Gebiet, or whatever its name may be. 
The Germans have gone the furthest in the actual execution of 
industrial harbor works, but the planned extensions of Antwerp, 
Bordeaux, and many other cities include vast areas of upland 
destined for industries. The industrial port is primarily a canal 
adjunct even at the seaport because the productivity of deep 
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water-fiont by intensive development is too great to admit of its 
use for general industries. 

The European municipalities have sought to promote the com- 
mon welfare by building the necessary harbor works and attract- 
ing to them the heavy industries which are most interested in 
low freights. For instance, when the International Harvester 
Co. was about to build a large factory in Germany, the various 
municipahties sent their conunittees to present the points <rf 
advantage of their municipality as the most economical location 
for a large factory. Magdeburg offered an extendve area on the 
Elbe to the north of the city with a municipal wharf improvement 
included. This location would have been midway on the great 
Elbe water thoroughfare from the port of Hamburg to Bohemia, 
and also in the very center of a great railroad net. 

But there were competitors. The town of Neuss had tapped 
the Rhine water highway and built canal side arms and basins 
giving direct waterfront to many acres of industrial sites. This 
location gave canal barge access to the Port of Rotterdam and 
to the great coal fields. In other words the accessibility of raw 
materials was better at Neuss; at Magdeburg the distribution of 
the finished products was better. From this analysis, other 
things being equal, the Neuss location was better. Raw mate- 
rials have far less specific value, that is, greater weight and low 
value, and are less able to bear t;he traffic expense. But other . 
things were not equal. The town of Neuss in addition ofiFered 
the terrain at a low figure and rebated the taxes on the enterprise 
for ten years. It is usual in these municipal industrial harbors 
to lease the harbor sites for a term of years and not to sell the 
land. The Neuss salesman cut prices, if you will, but got the 
big industry to locate at his city. Municipal salesmanship is as 
important as any other branch of the science of how to get the 
signature on the dotted Une. 

Now how about Neuss? The return to the city from the in- 
direct result of the industry locating there is great. We saw 
this fact above. But lease rentals from the industrial terrain 
located at the expensive harbor basins do not pay interest and 
maintenance on the large investment. The deficit is made good 
every year out of the taxes, and the harbor is an expense in the 
city budget. Few if any of these municipal industrial harbors 
have been self-supporting. They seldom have paid interest on 
the investment and maintenance. Even if the various munici- 
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palities have continued to build and operate industrial harborB 
at a loss because tlie indirect value of the industries attracted 
to them has been a benefit to the community in general, the ques- 
tion arises, is this loss actually necessary? 

In the United States we have not yet arrived at the stage of 
the development of the municipal harbor except in the case of a 
few seaports. This backwardness in America may be an advan- 
tage of importance. Our lack of progress in this connection may 
be our good fortune. As the situation of the industrial harbor 
is studied it will become apparent that it should not be necesaaiy 
to operate such an expensive institution at a loss if it be properly 
designed and equipped in the beginning. With the opening of 
the Barge Canal, and the development of the long neglected 
possibilities of the Mississippi as the greatest water highroad 
in the world, the question of the industrial river port will be acute. 
The question already is acute in the case of the Jamaica Bay 
Improvement, that of Newark Bay, of Lake Washington at 
Seattle, and many others. 

The problem is how to tap the upland. It is how to extend 
the benefits of the waterfront to the maximum distance inland. 
It is axiomatic that the deep waterfront must not be misappro- 
priated for any other use than that of transshipment. Ship- 
building is an exception. The degree of the success of this effort 
to extend the benefits of the water connection to the upland 
determines the possibility of spreading the coat of harbor works 
over a sufficient area of land to make the cost of the area leas than 
the productivity. The municipahty must bear the burden of 
the difference or no industry can afford to locate there. If the 
cost of the terrain can be lowered the city may save money to 
carry out other important works. This relation of cost of 
construction to area served in relation to the mechanical con- 
nection which may be established is expressed in the following 
formula: 

The proportionaU coat of harbor improvement of a given unit of 
waterfront varies inversely as the depth of the piece of properly 
served by the waterfront. 

If a piece of waterfront cost $100 per linear foot to improve 
(dredging of basins and channel, retaining walls, transshipping 
machinery, etc.), and the adjacent upland is 100 feet deep, the 
portion of cost per square foot will be $1.00. If the depth be 
200 feet the proportion will be fifty cents. If it be 1,000 feet it 
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will be 10 cents providing the additional upland can be made 
accessible at low expense. 

However, the cost of eommunicatioQ with the upland also 
increasee with the distance. The result of the two forces is a 
formula something like this: 

_ (IXL) + (MXD)+C 
■^ DXl 

X = cost of each square foot of upland area. 
/ = length of waterfront served by mechanicfJ equipment. 
L = cost of harbor works per linear foot of waterfront. 
M = cost per foot of mechanical connection between water- 
front machinery and upland. 
D = depth of the piece of property measured from the water 

in feet. 
C = original cost of land. 

It is evident from the nature of the equation that there will 
be decreasing cost to the point of diminishing returns. If 
plotted on a graph the cost of harbor upland would give a V- 
shaped curve. When the cost of mechanical connection (M X D) 
together with the original cost of harbor works grows greater as 
D is increased, instead of leas, the conomic limit of the depth of the 
upland has been reached. The variable \b M. If means can 
be designed with such engineering skill that M X D remains 
relatively small, 2> may be increased to several hundred feet before 
diminishing returns become evident. 

The problem therefore is to increase the depth of the property 
as compared to the waterfront by mechanical means of communi- 
cation. 

Character ci Industries Interested in Water Connection. — Be- 
fore discussing the engineering problems involved it may be weD 
to consider for a moment the character of the industries bene- 
fited and attracted to the industrial harbor. Any industry which 
utihzes large quantities of bulk material of a low specific value 
finds the element of transportation expenses the greatest problem 
of the business. Coal, ore, sand, clay cement, pig iron, cotton, 
and petroleum are the most important bulk commodities. Such 
industries as smelters, gas plants with coke ovens, electrical power 
plants and foundries, cement works, calcium carbide works, and 
also higher grades of production such as heavy machinery, pipe, 
structural steel, boiler factories, building materials of all sorts, 
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brickyards, tile works, glass factories, and countless similar 
industries require large quantities of fuel and materials. 

A location which affords easy transportation by both water 
and rail will have an increased value in proportion to the saving 
in the &nal cost of production which this location affords as com- 
pared to other less favorably located industries. 

The heavy industries are the ones which the various muhici- 
palities desire to attract by building industrial harbors. It is 
also a far-sighted policy to attract the industries whose products 
are the foundation for more re^ed manufacturing. If by re- 
duced transportation costs it be possible to produce the half 
products at less cost, these half products which are the raw 
materials of the lighter industries will be available at lower cost. 
The heavy industry at the well developed industrial harbor will 
be able to quote lower prices on half products and thereby make 
it of decided advantage for the hght industries to locate at the 
same town in order to be at the source of the needed materials. 
This is the economic foundation for the rapid growth of Gaiy, 
Ind., far beyond the direct requirements of the United States 
Steel plant. 

The Mechanical Problem of the Upland. — There is a decided 
difference between handling the materials for an industry for 
shipment and handling the products of a mine. The difference 
is in tbd quantity which must be handled within a short space of 
time. No ordinary industry needs to fill a 12,000-ton ship in 
39 minutes or discharge it in 2^ hours. A plant which requires 
this amount in a day or even a week is a large one. Many 
large plants do not use more than 50 tons of fuel and material an 
hour. The problem is therefore not so much one of speed and 
quantity, as one of cheapness and the niininrn iTn of supervision. 

The problem of how to hold the boat for the shortest possible 
time is also not of first rank importance as in commercial harbors 
or Lake navigation. The reason is that industrial plants, except 
the very large ones, do not receive their materials or ship their 
products in steamer-load lots. The usual vessel is a canal or 
river barge or harbor lighter. The capital investment is not so 
great per capacity because these barges and lighters are towed 
and not propelled by their own power plant. They are brought 
alongside the wharf of the industry and left there for loading or 
discharging. This may proceed at a leisurely rate without the 
interest on the investment becoming a controlling factor. The 
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industrial wharf is usually a barge or lighter wharf. A notable 
exception may be made in the caae of the great eteel plants on 
the Lakes, using the large Lake steamboats described above. 

Side Arm Canals. — The usual method of opening the upland 
in municipal industrial ports has been to tap the main water- 
way by a syetem of side arm canals, wherever the nature of the 
land makes this possible. Such side arm canals must be as deep 
as the fairway, for they are to accommodate the same barges that 
navigate the main waterway and river craft. At a seaport the 
depth should be sufficient to accommodate lighters. 

The expense of such harbor construction differs widely accord- 
ing to the geology of the country. In low marshy land, such as 
the Hackensack meadows, the Newark Bay territory, or the Bats 
about Detroit, it is about as simple to run canals and fill the land 
with the spoil as any other method of reclamation. Therefore, 
with easy dredging, the system is more efficient and cheaper per 
square foot of territory served than almost any method of opening 
the upland. 

In the same ratio as the difficulty and expense of constructing 
side canals increase, so also does the necessity of making the 
water cormections farther apart so as not to overload the cost of 
the industrial area served. The connection with the upland by 
mechanical means is increased in length as the canals are built 
farther apart. The practice of too frequent canals, as shown by 
the maps of famous river ports, involved too great an investment 
in harbor works to be economical. The territory served is too 
small to allow of sufficient diffusion of the initial costs over the 
area. It ia also evident that side canals above the least possible 
number will not only add to the cost of the works, but will put 
too much land under water. The loss of space occupied by the . 
canals will bear too large a proportion to the whole and also add 
to the cost per square foot of building sites. 

If dredging conditions permit of frequent canals it may be 
possible to allow the industries on certain canals to extend their 
buildings to the water's edge. When the canals are far apart a 
marginal way for public use should be left connecting the wharf 
with the upland. In this case the conveying machinery should 
not be at grade, but at sufficient height to allow the passage of 
vehicles under the conveying machinery. Fortunately most 
conveyors operate normally at a high elevation in order to 
accommodate stock piles of materials. 
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When the river port has been built at large expense because of 
the firmness and elevation above water level of the upland, the 
industrial terrain can not be served by canala at all. Jn this case 
the port proper, the transshipping point, must be connected by 
railroad tracks and the connection with the waterfront main- 
tained by cars with switch engines. The map of the river port 
and industrial area of Frankfort-on-the-Main will illustrate this.' 
The industrial lofts of the Bush Terminals also follow this system. 
At the Buah Terminals the industries which are engaged in Ught 
manufacturing do not have the eame vital interest in immediate 
connection with the water as, for instance, the many power 
houses around the Manhattan waterfront, whose need of im- 
mediate transfer of coal from barge to bins makes it worth while 
to occupy even valuable Manhattan waterfront to accomplish 
a saving in coal transportation. The port should be planned 
to allow an open wharf frontage for the public, even in such 

Bulkhead ConnectiOD. — At the Port of New York and many 
others where the difficulty of excavation makes upland develop- 
jnent by canals out of the question, where there is a great length 
of natural shore line, and where the water off-shore is wide enough 
to allow of pier construction, the upland may be opened for 
heavy industries without withdrawing the valuable waterfront 
from its proper function as a transshipping point. The water- 
front should cany the usual pier equipment with sheds and trans- 
fer machinery for ships. The piers, however, should be placed 
sufficiently far apart, at a distance of about 300 feet, to allow 
lighters, scows and barges sufficient length of bulkhead to lie 
alongside. The bulkhead would then be equipped with the 
necessary conveyors, to be described below, which would raise 
the material above the headroom level of the traffic of the mar- 
ginal street and carry it across this to the industrial territory 
beyond. Such a system would preserve the waterfront for the 
intensive transshipping activities and at the same time relieve 
the industrial terrain from the largest part of the expense of the 
wateriront development. At the same time it would afford the 
industries aU the advantages of cheap transfer of materials 
between water carriers. 

The Mechanical Devices of Upland ConnectioQ. — There are 
three distinct classes of duty to be performed by the mechanical 

1 Le Oinie CitrU. 
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devices connecting the upland with the waterfront, which are 
determined by the amount of material to be moved. 

Duty "A " which we may call "heavy" will require the move- 
ment of 250 to 350 tons of material an hour. This will require 
a pair of heavy-duty bridge cranes of the Brown Hoist Fast Plant 
type, or a Stuart System Belt Conveyor, piler and reclaimer (see 
Chapter XI). The industrieB requiring duty "A" are smelters, 
or iron or steel plants, using great quantities of coal and ore. 

Duty "B" with a demand for the movement of 60 to 100 tons 
of material per hour will be met by a cable-crane or hght bridge 
crane of considerable length inland and limited waterfront. Gas 
works, cement works, glass works, etc., will do very well with 
this service. 

Duty "C" (light), will not require a service of greater capacity 
than 25 to 50 tons the hour. To this class belong all those indus- 
tries which are engaged in the manufacture of more finished 
articles. Their chief requirement to be transported by water is 
fuel. The port area can be served by a telpher system with 
movable loop sidings to cover the various fuel piles. 

It will be seen that each succeeding group has less waterfront 
and more upland. There are two reasons for this. First, the 
heavy-duty industry by handling many thousands of tons over 
the waterfront every year is able to dilute the higher fixed charges 
of greater waterfront and more expensive equipment, and there- 
by reduce the expense per ton. Also the higher speed of move- 
ment of the material makes it necessary to have the travelhng 
buckets or cars or conveyors move shorter distances and make 
more trips. 

Heavy Du^. — In the case of duty "A" the length of water- 
front is far in excess of the length of the two barges for which 
provision has been made. The equipment for duty "A" is the 
same as that for ground stor^e of bulk products for transship- 
ment. The advantage is with the Stuart System (Fig. 87, pE^e 
218) because of its saving of waterfront. The proportion of up- 
land to waterfront shows a more favorable equation of cost dis- 
tribution in this system. 

Light Duty.' — In the case of duty "B " there are other mechan- 
ical devices which are far less expensive in ground rent and in 
construction than any of the above methods. However, owing 
to the smaller ton capacity the cost per ton may not be less than 
the heavy-duty outfits handling thousands of tons every day. 
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The problem is therefore a different one. The object is to save 
ground rent by carrying a small amount of material farther upland. 

This may be done by light-duty bridge cranes. A solution 
which has been very satisfactory in many European installations 
is the cablewayj cable-crane, or cable-telpher. The general 
principle is the same as in the Brownhoist Kapid, the travelling 
hoist operating a grab bucket (clam-shell). However, the bucket 
capacity is less and the travel longer and this means fewer trips 
per hour. Reckoned on a ton for ton basis it is much less efficient. 
The first difference is that the water and plant ends move along 
the short side of the storage ground while the length is spanned 
fay a cableway (or light bridge) instead of the heavy-duty bridge. 
Greatel" depth per linear foot of improved waterfront reduces the 
coat per miit of space. The possible span of the cableway is 
much longer for hght duty than the bridge. Therefore with the 
movement of material required to supply only one plant of 
reasonable capacity the advantage of layout is with duty "6." 
The equation shows a lower total cost of handling material due 
to the better utilization of the upland. Cables with the capacity 
of loads of 12 tons and a span of 1,500 feet are not unusual. 

Light Special Duty. — Duty "C" involves less movement 
measured in tons, but over longer distances and with more diver- 
sified loads. The most important movement as a rule is to get fuel 
in and ashes out. There is other waste or refuse from the plant 
and sometimes part of the products of the plant to be moved to 
barges, scows, or lighters at the waterfront. As long as the size 
and weight of the loads are reasonably uniform there is no great 
difficulty in supplying mechanical equipment. 

In opening the upland of a municipal industrial harbor the 
practice has been for the city to build side canals. Therefore, 
there should be nothing unseemly about having the city supply 
a conmion telpher trunk line to the waterfront, i.e., an uncommon 
telpher to be used in common. The side loops would be provided 
by the occupant of the factory site and also the rolling stock, 
according to the size and nature of the loads. A cotton mer- 
chant would have a set of motor-driven telpher cars to carry 
cotton, the oil merchant the same with the proper slings for carry- 
ing barrels, etc. The rolling stock could be of the man-trolley 
or of the automatic type. 

Mr. John R. Fordyce' has built several installations of this 

'Now Major of Engineera, U. S. R. 
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character for private companies at Texas City and Mobile, Ala. 
The entire principle involved is shown by the photographs and 
drawings and described in his letter to the author (Figs. 109 and 
110). 



"I am encloaiog copiee of photographs which show the trolley system 
which was constructed at Texas City, Texas. I am also sending a Hmall 
outline map and indicating on it the points from which the photographs 
were made. 

"From the map and the deecriptioD which I have copied from the 
Manufacturers' Hecord which was made by the Chief Engineer, you 
can get a very good idea of the structure. The total cost of the double 
track high-line and the extended low-lines in the warehouses and wharves 
was S36,000. 



" If the cotton bales caa be fed up to the base of the incline as rapidly 
as the high-line conveyor can take them, it would be possible to put 
over from Compress No. 1 to shipside at the end of warehouses A and 
D, 14,000 bales of cotton in 24 hours. The maximum speed of loading 
a ship by the methods now in use is not more than 2,500 bales in 24 
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faoure, so that you can see that we can supply cotton enough to load 
simultaneously about five ships. 

"This plan was contrasted with a plan of uung an electrically driven 
telpher which was to operate from the high-line only, and two machines 
picking up cotton at the eaat end of Compress No, 1 and delivering it 
to the west end of either warehouse A or warehouse D. These were 
able to handle 2,000 bales in 24 houTs, so it would have taken about seven 
days to accomplish in that manner what this continuous conveyor sys- 
tem does in one. In addition to that, the structure of the high-line 
had to be strong enough to support a concentrated load of fortiy bales, 
together with the heavy telpher machines. This structure alone, and 
the two machines, had an estimated cost of (40,000. 

"As an indication of saving brought about by this conveyor system, 
will say that it costs about three cents per bale now to transport over to 
the warehouses, where it formerly cost 13 cents per bale to load the 
cotton into railway cars way back at the ladder tracks, then switch it 
onto the proper lead and switch it then to the warehouse at the wharf. 
Another thing in favor of this telpher system was that cotton could 
commence to be delivered immediately after the order to move was 
given, whereas by the railway car method, it was neoeesary to load at 
least five or six cars before it was worth while for. the switch en^ne to 
move them. 

Monorail for Quickly Loading Cotton on Ships at Tons CiQr. — "The 
Texas City Transportation Co. has installed a monorail system to facili- 
tate the handling of cotton from the compresses and warehouses to 
shipside. More than a mile of monorail is in operation, with a ca- 
pacity at maximum of 10 bales of cotton per minute, or 600 per hour, 
from compress to warehouse or shipside. 

"A monorail, as the name implies, is a single light rail over which 
commodities may be transferred, usually from one warehouse to another 
or from points in the same building.. The rail is ordinarily fastened to 
steel "I" beams, channels, or wooden beams, and is equipped with a 
roller contrivance from which are suspended the articles of merchan- 
dise, etc. These rollers may be moved by hand, wire cables, or chains, 
or, in some cases, the track is inclined, the rollers then being operated 
by gravity. 

"The monorail system in Texas City is of a special type, and to-day 
is the only one of its kind in existence. The system is divided into two 
Bections. First, the low-level lines, totaling about one mile in length. 
These lines are placed in the warehouses or cotton compresses and at* 
tached to wooden brackets about seven feet above the floor. These are 
feeder lines. Second, the high-level lines, placed outside the buildings 
and extending over the railway tracks for a distance of 1,200 feet. The 
low-level lines are connected with the high lines by inclined trackways. 
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The high-line tr&ok is about 34 feet high, and is Buspended from heavy 
wooden "A"-Bhaped frames. 

"On the high line, about 14 inches above the rail, are two small angle 
irons which make a trackway for the heavy, endless ioe chain. This 
chain is fitted with pushere, one every 10 feet, and with roUers similar 
to skate rollers, also every 10 feet; as the high line is double tracked, 
this chain is approximately 2,400 feet in length. There are frequently 
240 bales of cotton in the air, all moving at about one-third the rate of 
a walking person. This chain is operated by a Id-horse-power electric 
motor. The inclined lines have a similar chain, but operated with 
l^ter motors. One of the tracks of the high line is used for the return 
of empty troUeys, which are automatically discharged at any desired 
warehouse, and a retarding motor delivers the trolleys to the low line 
with a uniform speed. The ascending motor automatically delivers the 
loaded troUeys to the high line. 

"The trolley to which the hooks supporting the cotton bales are 
attached resembles the letter "J," the stem being fastened to two ball- 
bearing rollers that fit the rail, the crooked port being perforated to 
permit the passage of a chain with two hooks suspended in equilibrium. 
On the low-level linefi one man is capable of pushing 10 bales of cotton, 
or, by giving each bale a sudden push, he can advance it about 200 feet, 
so that by stationing men every 200 feet cotton can be rushed to the 
high line with great speed. With all of the motors in operation, cotton 
may be delivered to warehouse or shipside at the rate of 10 bales pist 
minute, or 600 bales per hour. £ach warehouse, as well as each incline, 
is equipped with switches to divert the empty or loaded hooks. 

"The greatest future possibiUty that I see in such a system is that 
it enables warehouses located back away from the waterfront to be 
coupled up to the waterfront by a light, cheap, overhead structure, on 
which continuous delivery of freight can be carried on above the con- 
gested railroad yards and the congested street traffic, which always is 
present at much-used ports. 

"I am also enclosing a map of a little layout which I got up to be used 
in the City of Mobile. Here there were three owners of the wharf front, 
the Southern Railway, the M. & 0. Railway, and the Municipality of 
Mobile. 

"The large warehouse area located west of Commerce St. was cut 
off from the waterfront by the fact that the main line of the L. & N. to 
New Orleans passes along Commerce St., and it was stated that, in 
order to load a Ehip anywhere on the waterfront, with material which 
had been stored io warehouses or which came in by cars over the South- 
em and the M. & 0. Railway, there was a delay cj at least seven hours, 
due to the constant interruption of trafQo by the passing of trains on the 
L. & N. Railway. 

"Another fact that appealed to the city was that the small piers and 
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warehouBCB situated on them could be used as unloading platforms and 
not as storage warehouses. By installing this system of conveyor into 
all storage warehouses back in warehouBC area, material could be quickly 
transported to any pier, and in consequence ships loading mixed material 
could direct their cargoes from various warehouses and not be compelled 
to change their berth. 

"This project, however, has been postponed because of war conditions 
and is not now being put through. It was decided upon, however, by 
the engineers representing the various interests of Mobile, only after 
they had visited Teicas City with me and had had an opportunity to see 
the Texas City conveyor in operation. 

(Signed) J. R. Fordyce. 

The point to be emphasized is that a municipality which builds 
a commercial port with an industrial port area may make the 
project pay by proper planning of the upland and by provision 
for proper connection with the same. 

Three foreign layouts of upland connection are shown in Figs. 
Ill, 112, 113. 



FiQ. 111.— Small harbor and 
wrved from small side-arm canal. 
system. 



Newark Bay, JamaicaBay, and Others. — There has been much 
agitation for industrial harbor improvement during the past few 
years. The areas where the projects are to be carried out are 
most promising of successful results as industrial ports. It is 
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Flo. 112. — Crane uuloadins and telfer traDafer system of a gai plant. 
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evident that in the minds of the general public and many officials 
there is no clear differentiation between the function and physical 
characteristicB of the industrial and the commercial port. 

The city of Newark has been working toward the development 
of the Port of Newark.' Work has been commenced on the pro- 
ject of reclaiming 260 acres of land. Twelve to fifteen millions 
of dollars are being expended. The Government has been pei^ 
Buaded to dredge a channel 20 feet deep and 400 feet wide. The 
plans caU for the construction of piers 1,200 feet long on an area 
which lends itself most admirably to the roomy quay develop- 
ment. The idea is to make a seaport of Newark. Newark's 
future does not lie in the fact that there is berthing space for sea- 
going ships at Newark. There is an immeasurably rich future 
for Newark if it drops the commercial seaport idea and bends all 
its energies to building an industrial port where Industrie s may 
have rail delivery to and from all the railroads, and above all 
easy lighterage and barge connection with the great commercial 
port of New York and its tremendous inland waterway system 
which is now nearing completion. The liner traffic wants to be 
as close to Fifth Avenue and 42nd Street as possible and will not 
go to Newark. Tramps will go on charter. But if it is developed 
as an industrial port, lighters would put every factory in Newark 
Bay alongside every ocean ship in New York Bay. 

Jamaica Bay is more promising as a commercial seaport. Yet 
here too the real future lies in developing industrial areas with 
water and rail connection. It is most discouraging to find pro- 
jects for Jamaica Bay improvements with the land all filled in 
to a regular straight bulk head line, and plans for literally hun- 
dreds of long narrow piers like centipede legs extending at right 
angles into the fairway. It seems incredible that anyone oould 
dream of perpetuating the faults of New York's pecuUar inherited 
conditions, that he should want to continue the congestion and 
inefficiency of the narrow uncorrelated piers which are New 
York's sorrow. There is such an expanse of possibilities at 
Januuca Bay that the area should be reserved for the time when 
the Port of New York can no longer accommodate overseas 
liner business. This area destined for a future commercial port 
should not be built upon now or otherwise improved as there may 
be many different needs to be met in the deep seaport of 25 or 
SO years hence. This criticism, with that which follows, is not 

1 Bngituering Record, August 14, 1915, p. 201. 
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meant to be carping, but is offered in the hope that it may be 
constructive. 

A daydream illustration of a future Mill Basin is most dis- 
counting. The larger part of Jamaica Bay is the hope of the 
future of manufacturing Greater New York. The effectiveneaa 
of the area in reducing the cost of transportation and therefore 
eventually the price of the products, not to mention the social 
benefits of garden cities like Port Sunlight in England, depends 
on the ability to move freight by water between Mill Basin and 
the city of liners in New York Bay. This can be done only when 
every factory site is assured of lighter connection at least. It 
is hardly possible to have all sites supplied with deep water to 
load ocean steamers. Yet all factory sites may be so laid out 
that every factory or loft building can have lighter connection 
with the whole of the water area of the Port of New York. This 
is the great raison d'Hre of the Mill Basin improvement, and the 
possibilities are not understood, or for sake of immediate profits 
are ignored. To be given an area of this size, quality, and 
dredging conditions and then build it up solid with no water 
connection and with congested narrow piers is indeed to be like 
the Muckraker in Pilgrim's Progress who saw not the shining 
crown above his bead. 

The lighter is the greatest asset for inner harbor traffic in a 
port with the area of the New York and New Jersey waters. 
Not to plan to use it for every possible purpose, except railroad 
freight which should move by car, is indeed to fail to see the 
shining crown of unlimited econonues and industrial growth. 
The Greater City must see the crown and plan for the future 
accordingly, at Jamaica Bay and elsewhere. 

At present, under the existing rate structure the two great 
projects are hopelessly handicapped because they are outside of 
the "free lighterage" limits. The same applies to Yonkers. 

A Model Inland Commercial and Industrial Port — At the lai^ 
river or canal town how should an industrial harbor be laid out? 
The accompanying plan wUl indicate the general princi[4es to 
be followed. 

The canal or river waterfront in the vicinity of the town should 
be reserved for regular commercial shipping facilities. The 
wharf is set back from the canal shore line to allow barges to lie 
alongside without narrowing or obstructing the channel of the 
canal (Fig. 114). 
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The usual quay equipmeot with cranes, sheds, car tracks, team 
road, etc., is necessary. Cranes are indispensable as barges 
have no tackle of their own for loading and unloading. 

To allow for the future growth of the river port a basin, 325 
feet inshore from the first wharf line, should be provided. It 
will be necessary to build this side-arm basin with its retaining 
walls. As the need arises with the growth of the city's commerce, 
the sheds, cranes, and tracks can be added. 




A BUKgested model 



The side canal and basin entrance should not be at right angles 
to the canal, but at an inclination, in the direction from which 
the largest volume of freight is expected. In the case of the 
barge canal it would be towards Buffalo, In the case of a river 
port the inclination of the entrance should be down stream. 
Boats should swerve into the basin while head on against the 
current. 

The industrial terrain should extend upland from the basin and 
from the side-arm canal. At points beyond the commercial 
harbor, away from the town, where land is lees valuable, the 
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industrial ares may extend to the main canal. An occasional 
traosverse or side-arm canal, if the character of the soil allows its 
excavation, will open additional valuable areas. 

If theee side canals are numerous there is no reason why the 
indiutries which settle there should not extend to the water's 
edge. If the canals are far apart and expensive, the Harbor 
Board should provide for a marginal street, but with provisioas 
for the building of conveyors and telphers across the street at 
sufficient head-room height. The street can always be used as a 
public landing place in case of need. In fact, it may become an 
integral part of the commercial baun for many kinds of mer- 
chandise without in any way detracting from the accoasibility and 
the value of the industrial area. 

The more important industries which, need fuel, such as the 
Municipal Light and Power Company and the Municipal Gas 
Company, will naturally locate at the end of the basin nearest to 
the town. Sec. I and Sec. II will be devoted to the more 
intensive industries. The heavy industries will locate in 
Sec. Ill and Sec. IV. 

Harbor Street should be double-decked to allow the free move- 
ment of cars on the lower level. These tracks afford sidings to 
connect with the wharves and the industries, and toward the 
town side allow basement dehvery by spur tracks to manufac- 
turing loft buildings, warehouses, wholesalers, etc. 

The claaeification yards should be located upland from the canal 
and harbor district. By no means should railroad yards be 
allowed to occupy commercial or industrial waterfront property. 
This has been the greatest ain of our fathers in the United States, 
and we, the present and the coming generations must pay the 
penalty. The classification yard for C. L. and L. C. L. frei^t 
is as necessary to a port as the piers or wharves, but that is no 
excuse for putting the yards where the piers should be. 

As the industrial district extends along the water highroad, at as 
great a depth as the mechanical devices and ii^enuity of engi- 
neers and economists can make it, but always away from town, 
there arises the necessity of houung the people who are engaged 
in the industries. The necessity of the hou£dng problem should 
not be an excuse for making the new sections ugly. Utility is no 
excuse for bad taete. As the industrial area extends along the 
canal and not to a great depth from the waterfront, there should 
be the same natural tendency to expand on the part of the living 
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quarters. The opportunity of creating garden citiee of the 
"Fort Sunlight" variety is exceptionally obvious when the mmn 
bread-winning district of the community is not scattered to the 
four corners nor concentrated into town slums, but extends in a 
longHJrawn-out series of industrial plante. The workingmen's 
garden villages should be the l<^cal method of bousing the 
industrial population. 

Along the highroad at the rear of the industrial cities run spur 
tracks from the belt railway. The road must be wide enough to 
accommodate them. On the other side of the road run the street 
car lines which connect the industries with the town. It is very 
important to the town which has gone to the expense of laying out 
all this that the men with the pay envelopes of the industries find 
it convenient to get to town. There is no difficulty in laying 
railway tracks along one side of the road and street car tracks 
along the other side with a railing between them and the main 
thoroughfare, because there are few occasions to drive up to a 
curb on such a highroad. It is evident that the street will be 
lined by high walls or fences separating the various plante from 
the street. The only crossovers necessary are at the gates of the 
various plante. Here the gsteman, whom every plant must keep, 
is flagman whenever cars or drays must enter the gate. 

It has not been possible to do more here than indicate the 
nature of the problem of inland navigation as a means of aiding 
the railroads, promoting national production, and increasing the 
efficiency of those seaporte which are located at the entry (^ the 
sea for the hinterland served by such waterways. 



CHAPTER XVII 
THE FREE PORT AS AN INSTITUTIOK 

The modern free port is an area of a port separated from the 
customs area of a nation by a stockade. Ships may enter mich a 
port, dischai^e, load, and depart without customs formalities. 
The goods may be stored, repacked, manufactured, and re- 
exported without customs formalities. Only when the goods pass 
the barrier to reach the consuming public of the country do they 
undergo' customs revision and pay the necessary duty. A free 
port is a "Custom's Outland" within the political boundary of a 
country. 

It will thus be seen that there is a distinction between a free 
port and a free-trade port. A free port may be located In a 
country which is otherwise protectionist. It is then a sort of 
isolated partially free-trade area within the political area of a 
tariff-protected country. For instance, Hamburg is a real 
free port; it is situated in Germany, which is a protectionist 
country, but nevertheless goods which are dutiable in Germany 
may be imported duty-free into the free zone at Hambiu^. 
Hong-Kong, on the other hand, which is often quoted as an 
example of a free port, is in reality a free-trade port. It is a port 
in a free-trade British colony and in addition is separated from 
the mainland of China by the natural barier of the sea. Goods 
may be brought to Hong>Kong, stored, resold, repacked or 
handled in any manner, and then reshipped. But this is not 
because any specific law has been passed decreeing Hong-Kong a 
free port. It is a free port de facto, but not de jure, as our legal 
friends would say. It is not therefore a free port within the 
meaning of the disciission. 

Any attempt to confuse the question of free ports and the 
question of protectionism versus free trade is therefore based on a 
misconception of the real nature of a free port. However, it is 
true that throughout history, until 1888, the free ports of the 
world have been the ports of the free-trade countries. Until that 
time there was no evidence of a desire on the part of the Govem- 
276 
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mente to charge more than a nominal rate on imports, for they 
were interested in aiding commerce and not in hindering it for 
the sake of home induBtry. 

Since that date, the modem free port has been in fact, aa well as 
in origin, the result of a compromise between the legituoate claims 
of free trade and of protection. Unlike most compromises, 
however, this one has worked well in practice. 

The following quotation from a speech by H. R. Geddes, on 
"Free Ports in the United Kii^dom," at Dover, Feb., 1918, 
follows: 

"I have succeeded in obtuning a Parliamentary Return specifying 
Forts of the Continent which are Free Ports and giving information 

respecting them. This report, unfortunately, is rather old, being dated 
nth August, 1904, and I am sorry to have no more up-to-dats informa- 
tion which, had I been able to obtain, would, I feel confident, have 
strengthened my case materially. At the date in question the German 
Empire had nine duty Free Areas, varying in size from the Free Port 
of Hamburg, with an extent of about 2,500 acres, to the Free District 
of Danzig, with an extent of less than an acre. Austria-Hungary bad 
two, Denmark and Rumania had one each. In nearly all cases the 
Free Port is geographically a part of a larger Port area, although for 
statistical purposes the Free Port is usually treated as a distinct locality. 
The Free Ports in the German Empire are Hamburg, Bremerhaven, 
Cuxhaven, and Geestemunde. There are also the Free Districts of 
Bremen, Emden, Stettin, Brake and Danzig. The Free Ports of Austria- 
Hungary are Trieste and'Fiume. The Danish Free Port is Copenhagen, 
while Rumania's is Sulina." 

Consignment and Re-ezport — The prime interest in a free 
port centers in the question of a consignment market and re- 
exportation. 

Famous commercial powers of history have waxed rich on the 
re-export and transshipment business, such as Tyre, Carthage, 
Byzantium, Venice, Bruges, and the Hansa Towns. With the 
b^inning of the Colonial Era, Lisbon became the great distribut- 
ing center of the world. In the sixteenth and seventeenth 
centuries European ports obtained their oversea wares from the 
Dutch. The great ships brought the products of all the known 
world to Amsterdam to be warehoused and re-distributed to the 
minor parts of Europe. This carrying and distributing trade 
made Amsterdam the center of banking, commerce, and shipping. 
The great mercantilist Colbert stated that out of a total world's 
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tonnage of 20,000 merchant ships in his time, 16,000 -were under 
the Dutch flog. 

Cromwell recognized that the wealth of the Dutch, and to a 
less degree, but in like manner, the wealth of Hambui^ and 
Bremen, had its source in the distributing and carrying business. 
Cromwell's Navigation Act of 1651 therefore struck a blow at 
this immensely profitable service, by prohibiting goods to be 
brought to England except in ships of the same nationality as 
that of the origin of the goods. The Navigation Act terminated 
the enormously profitable etitrep6t business of these email, but 
rich, shipping centers. They were not producers, but carriers, 
warehouses, and distributers. 

Wlien London drew the transshipping business from the North 
Sea states, it became the banking and insurance center. The 
most important free port of the world was London. To London 
the great convoyed fleets of merchantmen brought fleet^oadfi of 
spices, coffee, sugar, tobacco, and treasure. To Loudon came 
the many little North Sea, Baltic, and coastwise vesaels to take 
away the needed supplies for their local markets. London be- 
came great commercially in lai^e measure because, like its prede- 
cessors, Amsterdam, Antwerp, and Bruges, It was a cargo 
clearing house for the reception, division, storage, and trans- 
shipment of fieet-loads'of wfu-es from all the world. 

London has grown to be the world's chief consignment market. 
Raw materials for manufacture or consumption, harvested 
throughout the world, but as yet unsold, are shipped to London 
to be wareho^I8ed until the consumers of the world are ready to 
buy them. The shippers are credited with 70% to 80% of the 
current value of the wares and the banks finance the transaction. 
When the stocks of goods are gradually sold, during the time be- 
tween harvests, the other 20% or 25%, less interest and com- 
mission, are realized. The consignment market is possible 
because of the ease of importing, storing, and re-exporting at that 
place, in conjunction with banking facilities, shipping service, 
etc., one reacting upon and animating the other. 

A few figures will illustrate the impwrtance of this re-export 
system in the commercial life of Great Britain. In 1913 the 
United States, the greatest producer of many kinds of manu- 
facturing, imported from England over 1289,000,000 worth of 
materials. Of this amount, 1147,000,000, or more than half, 
consisted of goods which are not produced in England at all. 
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For infitance, we imported from London 940,000,000 wortli of 
rubber horn Brazil, tbe Congo, and the Straits; {30,000,000 of 
cotton, mostly Egyptian; $25,000,000 of block tin, largely from 
Bolivia; $10,000,000 of AuBtralian wool; and $700,000 of Philip- 
inne hemp. Obviously this means that as far a^ tbe United States 
was concerned, over half of the imports from England were not 
produced in England, but were re-exported from England for 
the greater glory of British shipping and banking, having been 
first sent to England from some other country where they had 
been produced. This is what we mean when we say that London 
is now the greatest consignment market in the world. In the 
first six months of 1917 75% of the imports from England to the 
United States were from other than En^h sources. 

There is reason to believe that New York should become an- 
other such consignment port as London, provided that the same 
facilities for financing, insurii^, and free movement be established 
here. 

Under a free zone system such as that here outlined. New York 
and other American ports might be made the greatest cons^- 
ment and re-ahipment ports of the world, New York should 
become a second London as a consignment market. The war 
has given a great impetus to the practice of shipping goods to 
New York and then re-ahipping from New York to tbe final 
destination. Tbe interruption of direct communication between 
ports of South America, Australia, Malaysia, Asia, and tbe usual 
ports of shipment in Europe, has caused a great increase in the 
amount of re-shipping done in New York, 

Before the war we had done very little re-exporting, on an 
average about $40,000,000 worth a year, or 2% of our total ex- 
ports. Great Britain, on the other hand, had done a re-export- 
ing business amounting to over $500,000,000 in the same time. 
Since the beginning of the war, however, our re-export business 
has advanced with great strides, almost doubling in three years. 
In 1913, the year before the war, our re-exports totaled 
$35,000,000. In 1916 they amounted to $61,000,000, which sum 
does not include merchandise which merely passed through oiu 
ports in transit. 

By far tbe greater part of the total imports of the United States 
come through New York. This point may be substantiated by 
figures for the different kinds of imports. As to rubber, for 
instance, from January to May, inclusive, of 1917, New York 
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imported about 57,000 tons, while all the other porta of the United 
States put together received only 19,000 tons; in other words, 
New York imported 75% of the total. In regard to coffee 
imports, too, to mention only one other of the articles which are 
imported in Ifu-ge quantities, New York is the supreme importer 
of the nation. Authorities on the subject state that the coffee 
tradeat New York has grown so that it is far in excess of the facili- 
ties for handling. Its imports for the year 1916 amounted to 
over $100,000,000. In one month it had on hand a supply of 
over 600,000 bags of coffee, when the total monthly imports 
for the whole United States were about 750,000 bags. This will 
illustrate the magnitude of the import business of New York 
and the great field- for the improvement which the free-port 
system brings. 

In the case of the rapid growth of Hamburg during the twenty- 
five years prior to 1914, the volume of business of the port is not 
to be attributed to the comparatively small German Empire and 
part of Bohemia as a hinterland, but to the re-export business 
to Scandinavia and Russia, to Holland, and to the rest of Europe. 
When the statistics show that before the war Russia bought 52% 
of all her imports from Germany, it is to be borne in mind that 
much of this was American goods warehoused in the Free Port 
of Hamburg and re-shipped, as sold, to Libau, Riga, Helsingfors, 
or Reval by small Baltic steamers. This 52% credited to Ger- 
many included American products from Quaker Oats and Rem- 
ington Typewriters to Yale Locks and Steinwsy Pianos. This 
immensely profitable business would have been very difficult and 
in many cases even impossible without the institution of the 
free port with its equipment for handling and warehousing cargo, 
and freedom of re-shipment. 

The Free Port and the Load Factor. — The institution of the 
free port has its economic comer stone in the load factor. The 
large ship is more economical than the small one. The trouble 
is to find cargo for her. Also the more ships come to a port, the 
better the service, the more animated the business of the port, 
the greater the possibility of filling the large and economical 
freight liner. This type of ship gives better service, sails oftener 
and faster, and generally stimulates business. On the other 
hand few consumer communities absorb commodities in shipload 
lots. A family knows that it can buy veal cheaper per pound 
by buying a whole calf, but the average family can not use a 
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whole calf. Certain countries may fill a ship with coffee, as 
Brazil, or with sugar, as Java or Cuba, or with steel rails or 
harvesters, as the United States, but few markets can absorb 
such shipments with regularity. The way to secure low freight 
rates and frequent express service overseas is to be able to tmload 
cai^ lots at the warehouses of a great port from which small 
short-haul feeder liners distribute the commodities to the second- 
ary markets. In the past the United States has absorbed cargo 
lots within its own borders and has therefore had little re-export 
complications. However, in the future, with the smaller South 
American markets opened to the United States, it will be good 
business if many products, now handled uneconomically in 
broken lots, if at all, be consigned to an American free port in 
cargo lots for feeder-line distribution to the smaller markets of 
Mexico, and Central and South America. After the war, with 
a shortage of tonnage and an increase in the size of the ships of 
new construction, very few ports will be able to afford direct 
connection to any but the large world's markets and the smaller 
markets will not be able to support direct line service at all. It 
will therefore be necessary after the war to develop the feeder 
line system to an extent not known before. 

A corner stone of English shipping supremacy was the London 
consignment market. German rivalry was due largely to the 
free ports of the Hansa Towns. The free port may well become 
the corner stone of American shipping supremacy after the war. 

The Consignment Market and Local Industries. — One advan- 
tage of having a great consignment market is that, since large 
quantities of raw materials are constantly being imported at 
first hand from the countries where they are produced, industries 
for many miles around are stimulated, because they can obtain 
their necessary raw materials cheaper. Furthermore, since large 
quantities of material of every kind are constantly being brought 
tc^ther from all sources of supply, the product will be better 
graded and a wider range of prices between grades will be secured. 
The manufacturer will have an opportvmity to utilize different 
grades of raw material for different grades of the finished product, 
and even for different kinds of finished products. This means the 
cheapening of the whole scale of prices for a certain product, the 
supplying of a wider range of qualities of the same product, and 
the consequent opening of new fields of consumption, with a 
resulting quickening of industry and finance. In fact, the rami- 
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ficatione of the increaaed activity of business caused by the free- 
port ayertem are very far reaching. 

Another advantage is the increased Import conunerce that 
cornea to any port that has large stocks of any raw material, and 
the proper facilities for its physical handling and financing. For 
instance, hides and leather are on the free list, that is, any one 
who imports them into New York harbor does not have to pay 
any duties on them. Accordingly the import business of New 
York in sending leather to the tanneries of Newark and the shoe 
factories of Connecticut and New England has been increasing 
amazingly in the last few years. This illustrates, too, how con- 
versely, manufacturing is aided by the increase in imports. 

The Free Pmt and Bonded Warehouses. — The existing prac- 
tice of storing imported goods in bonded warehouses pending 
further disposition is hardly different in principle from the tree 
port. The object of the bonded warehouses is to faciUtate re- 
export and to relieve the merchant from the financial burden of 
laying out lat^e amounts of his operating capital in duties before 
the goods are sold. The advantage of the bonded warehouse is 
constantly employed by importers, whose bonded merchandise 
amounts to huge sums. The value of the bonded merchandise 
reported on September Ist, 1917, at New York was $63,322,000. 
On August 1st, it was almost $60,000,000 and on September 1st, 
1916, $82,000,000. 

The following table gives a comparison of 32 important articles, 
showing the stocks in bonded warehouse^ at the beginning of 
September, 1917; August, 1917, and September, 1916. 

The bonded warehouse is a little free zone. The trouble is in 
the formalities of bonding and taking out of bond and the lack of 
flexibility. Goods in scattered bonded warehouses are carefully 
hedged about. By liberating the methods of bonding and then 
placing all of the bonded warehouses together for ea^ super- 
vision, the equivalent of the free zone will be attained. Ilie 
degree to which such a bonded warehouse zone will approximate a 
free port will depend entirely upon the success of l^islation to 
reduce the present formalities and "barbed wire" to a minirrti .i m . 
If the sound of the name "free port" is offensive to protectionist 
eaxs the words "bonded warehouse zone" would cover the situa- 
tion exactly. The full benefits of the free zone would be accom- 
plished by concentrating all bonded warehouses within a stockade 
and then reducing the regulations to the most simide form. 
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Bristles 

Coal tax colors 

Stockings, hose and half hose . . 

Cotton, l&ces. 

Cotton, other manufacturing. . 

Gloves, kid, etc 

Silk clothing 

Cork manufacturing 

Cotton clothing all other 



8apt. 1, IfilT Aua- 1. 1917 S«>l. t, 1919 



$255,339 
70,714 
104,062 
10,988 
646,117 
533,336 
245,352 
300,343 
259,669 
1,206,862 
27,113 
101,108 
395,086 
826,354 

6,445,999 

9,877,075 

1,074,124 

10,172,766 

443,197 

230,247 

J,I07,553 

375,717 



Yams and threada 

I^irs, dressed, skins 

Hat msterisls 

Hats, bonnets & hoods 

Tobacco 

For wrappers 

All other leaf 

Champagne 

C. BugST n.e.fl 

Wool, other manufacturing 

Wool clothing 

Wool cloths 

Wool dress goods 

Antimonf 

China, decorat«d 

Acids all other 

Oum chicle 

Plushes, velvets, etc 

Ebrgings, anti-friction ball bearings 

Cutlery 

Olive oil 

Perfumeiy 

Ophim containing 9% morphine or 

over 



Total dutiable $56,667,147 $63,484,076 

Total free of duty 6,756,616 



$192,731 
79,051 
194,163 
16,870 
639,754 
541,246 
236,072 
304,867 
259,427 
1,163,175 
24,272 
132,203 



6,128,409 

9,173,094 

1,192,163 

868,116 

444,214 

231,870 

1,115,806 

371,391 

557,357 

5,836 

119,282 

326,784 

148,699 

2,046 

2,920 

449,807 

334,972 



Omndtotal $63,322,663 $50,047,373 



$684,403 
302,442 
216,109 
136,177 
418,426 
527,373 
430,761 
303,664 
266,743 

2,583,149 
28,857 
302,328 
319,447 

1,000,222 

7,142,866 

13,316,231 

1,642,873 

19,329,599 

464,020 

269,476 

1,242,067 

434,072 

1,670,550 

14,782 



In the recent discussion of the free port it has become apparent 
that the chief opponents of the free-port idea are the New York 
warehouse companies. The reason probably is the apprehension 

■ Journal of Commerct, Sat., Nov. 10, 1917. 
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that a free port would mean a coofiiderable reorganization of the 
port's storage business. No one cares for innovations in one's 
own busineas brought about from outside. However, judging 
from the past experience of European ports adopting the free-port 
system, the warehouse companies would ultimately benefit by a 
free port through the stimulus it would give domestic trade. 
There would be an ever increasing need for warehousing aside 
from the placing of goods in bond which would more than make 
up for this item. In fact the privileged free-zone warehouse 
companies of European free ports are com[>osed of the several 
leading warehouse companies which continue their old domestic 
warehouses and also participate in the new institution. 

Even when goods are on the free list the formalities of clearing 
them through the customs are the same as when there is a duty to 
be paid. This would always be so on leaving the free zone, but 
the entry into the free zone would be free from any such delays 
for free and dutiable goods alike. 

Drawbacks, Mauufactoring In Bond and in the Free Port — 
The anticipation that a great manufacturing district would grow 
up within the boundaries of the free port has not been realized at 
Hamburg except for certain commodities. There are many rice 
mills, cofTee roasters and mixers, tea blenders, some oil refineries, 
and a few other industries which have found location in a free 
zone an advantage. The storing and cutting of foreign wines has 
been one. 

The fact that many of the raw materials which are most used 
in American industry have been put on the free list has sometimes 
been brought forward as an argument to prove that it is unnecea- 
eary to institute a free-port system. Of course no one would 
make free raw materials into dutiable finished product in a free 
zone. The major part of the manufactured articles of any coun- 
try are dependent on the home market. That means that they 
would have to pay duty as soon as they were taken outside of the 
free zone limits for domestic consumption. 

It is evident that profitable manufacturing in a free port would 
only occur in case of articles destined for export having the major 
part of the materials entering into the product imported from 
abroad and subject to duty. Materials on the free list would not 
find any particular advantage in free-port manufacturing. How- 
ever, with many articles not on the free list and no assurance that 
a change of administration will not alter many articles on present 
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free lists to dutiable goods, there is still aQ advantage to the free 
port of no small importance to our export trade. 

Shipbuilding is the most important free-port industry. At the 
free port of Hamburg, for instance, there are 17 shipyards. A 
ship must be a free trade product even in a protectionist country. 
To face the competition of free-trade built ships it is necessaiy 
to build ships imder free-trade conditions. If the ships are built 
in a free port, the whole world lies open for the purchase of sup- 
pUes from the cheapest market. Hence the institution of the 
free-port system in America would greatly promote the develop- 
ment of the shipbuilding industry. Other examples which follow 
will further illustrate the obvious truth that the degree of advan- 
tage offered by the right to manufacture in a free zone will depend 
entirely upon the nature of each business under consideration. 

Duty, Drawbacks. — One method employed at present to accom- 
plish part of the same work as the free port is that of drawbacks, 
whereby a duty is charged on an article which comes into the 
country, but 90% of the amount is refunded if the importer or 
manufacturer re-exports it. The drawbacks on raw sugar im- 
ported to be refined in the United States and re-exported as a 
finished product amounted to $19,000,000 in 1916. This sii^le 
item, one of the largest, serves to show the extent and volume 
of drawbacks even under the present rigid system. The manu- 
facturer can recover his drawback only under certain restrictions, 
chief among which is the provision that he must be able to iden- 
tify his product as the material which he has imported, that is, 
he must not change its qualities too much in the process of manu- 
facture. The exacting regulations of the drawback procedure 
may make the manufacturer liable to prosecution for defrauding 
the government even without intent. 

An illustration of the injustice which this system works waa 
given at a recent hearing by a manufacturer of candied dates, who 
does a large foreign business. He had tried to get a drawback 
on the dates and the sugar which he used in making up his prod- 
uct. His request was denied on the ground that the materials 
used had been changed so extensively in the process of manufac- 
ture that they were no longer recognizable, and hence were not 
entitled to the drawback. 

Other objections to the drawback system are the great delay 
involved, during which a certain amount of capital is tied up and 
is unavailable for carrying on the business, the immense amount 
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of red tape whioh must be gone througli, and finally the fact that 
the drawback, when recovered, does not amount to the full sum 
paid as duty to the Government. For these reasons, a number 
of firms, which by the provisions of the law are entitled to receive 
a drawback, do not apply for them unleee the duties paid have 
been very high. 

Manufacturing in Bond. — Another plan now in operation to 
serve the purpose of the free zone is that of manufacturing in 
bond. In the case of tobacco imported in bond a law written 
into the Tariff Act permits the manufacture of cigars from Cuban 
tobacco in Florida bonded warehouses. Upon compliance with 
prescribed formaUties, manufacturing in certain bonded ware- 
houses is permitted without payment of duty on the raw material 
used. This system has its merits, and is not inconsistent with 
the establishment of a free-port system. In fact, the bonded 
factory under this plan, like the bonded warehouse, is a little free 
port. The only objection to it, but that a weighty one, is that 
there is so much official formality and inconvenience to go 
through and so much valuable time is lost, that many of its 
advantages are thereby neutralized. 

Ottier Considerations. — It must not be overlooked, also, that 
the importance of any free zone will lie in the shipping lines con- 
nected with it. A free zone may add new Unes, but it is not a 
thing in itself which will revolutionize the existing trade routes 
of the world. The amount of advantage which the introduction 
of the free port system will bring to any port must be studied 
separately for each port according to its peculiarities. 

Warrant or Lombard warehouses where goods may be stored 
and negotiable warehouse receipts issued on them are a necessary 
part of the equipment of a free port. The transaction is the 
hypothecation of property rights to the goods as security for a 
loan from the bank. American banks will have to develop a 
high degree of cooperation with the business man if a really great 
consignment market is to be developed, and security will have to 
be provided against fire, theft, and fraud. The ease with which 
consignments are financed is one of London'e chief advantages. 

It has been suggested for American ports that the customs 
lines around a free port should be extended to include all the 
factories and warehouses near the harbor. This idea is not 
practicable, because it would make the coat and difficulty of 
guarding the stockaded district whioh comprises the free tone 
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too great. For this reason the area to be included within the 
stockade should not be made too extensive. Supervision and 
inspection costs to the Government should be decreased rather 
than increased by the institution. 

The idea of levying duties on commodities consumed within 
the confines of the free port is impracticable of execution and at 
variance with the very idea of the free port. It is of prime im- 
portance that the free-port eone should not be a place of habitat 
tion. The only persons who should be permitted to live within 
the zone are government employees duly sworn in as inspectors 
or watchmen, who should be under bond for the actions of their 
families. Their habitations should be built as part of the port 
equipment. Aside from such authorized persons no one should 
be allowed continued habitation within the zone except crews on 
board ship. 



(Photo by Kotliot) 

Pta. lis. — At Hamburg. Cuatoma inspectors stop everyODO coming from the 
fro« lone at the bridge leading across the caiuU which separates the free port from 
the customs area. 

To provide for the many thousaods of persons employed in 
the free port during the day, Hamburg has licensed the Peoples' 
Coffee Halls, a philanthropic society, which maintains soup 
kitchens and rest rooms for the comfort and convenience of such 
persons. From 20,000 to 30,000 people enter the free port every 
day and leave it again. They pass inspectors coming out and 
must show the contents of all packages. 

Under a free-port system the customs officials will be relieved 
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of one objectionable feature, the irregularity of their work. At 
the present time, days of idleness alternate with days of overwork 
when several large ships arrive together. In a free port there ia 
no such fluctuation because the free port acts as a reservoir from 
which goods liable to duty move in a fairly constant stream. 
It is thus possible to equalize the work of the customs inspectors 
at a free port. 

With the large capital investment which a modern ship repre- 
sents, the speed of discharging and loading is an important factor. 
A great saving in this respect is effected when the free-port system 
is instituted. At an ordinary customs port, the formalities of 
getting out permits to unload require about 24 hours. Of course, 
it is possible to save some of this time by getting the permits in 
advance, but this Is not always practicable, and the time, trouble 
and delay are always present in a varying degree. 

In a free zone all this is. saved. The pilot is a customs official 
and flies the customs flag. He brings the ship directly to its 
berth without delay, and sees to it that nothing leaves the ship 
outside of the free zone. Flying the customs flag the ship may 
at once proceed to the confines of the free port and as soon as it is 
berthed may begin to discharge its cargo at any time of day or 
night. The fact that only a small part of the cargo is moved to 
the interior on its arrival, and therefore needs inspection and 
appraisal by the customs officials, tends to decrease the conges- 
tion and delay on the wharves. Much of the cargo moves 
rapidly to the free-port warehouses, to the freight cars, and to 
the classification yards within the free zone. There is no delay 
in berthing or dischai^ing at the shi[>3' side. 

The location of the free port is a question which will call forth 
much competitive effort among all the ports of the country. If 
any Government money is to be spent, every river and seaport, 
town and district in the whole United States will suddenly dis- 
cover that the Government will be making a great mistake if it 
does not establish a free port in that particular place. The 
German imperial government aided Hamburg and Bremen by a 
contribution to the costs of construction amounting to about 
one-third of the outlay. Its attitude has always been that the 
chief advantages were local and should be paid for out of local 
treasuries. The American Government will probably find on 
investigation that there is a sound economic foundation in the 
free-zone principle and that certain American ports will be bene- 
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fitted by such an institution. If the GoTemment passes an 
enabling act which will permit any American port, city, or state 
%o erect a free zone according to weU-defined conditions and limi- 
tations, a great step forward will have been taken. Each com- 
mxmity will then decide for itself, after thorough inveet^sation, 
if the innovation is worth the price. 

As to the design of the port, there are no ironclad rules that 
can be laid down. The laws which we have been trying to 
enunciate in the above chapters for the well-designed port will 
apply in exactly the same way whether the port has a customs 
stockade around it or not. There may be an exception to the 
above rules -in regard to storage space required. A free-port 
consignment market would mean an increase in the ratio of ware- 
house space to total tonnage. It is doubtful whether warehouse 
space of IJ-^ times the total tonnage capacity of all the berths 
will be sufficient. In the case of coffee warehouses there should 
probably be twice that amount. 

It is also not essential to have only one zone at a port. In a 
harbor as large as that of New York or Boston, with many parts 
of the harbor which are widely separated, it will doubtless be 
necessary, to have more than one zone. It is always possible, 
with but slight expense, to have lighters, barges, or ships to move 
from one part to another under customs supervision. A customs 
flag and sworn deputies will accomplish ample security. 

Commercial Advantage to the Free-port City. — An instance 
of the s*timulus of the free-port system to the growth and pros- 
perity of a city is Hamburg. It is not claimed that the free port 
was the sole factor, yet its contribution is a large element. The 
increase in wealth and population in the 25 years before the out- 
break of the great war was phenomenal. In that time it increased 
its population from 300,000 to 1,300,000 more than 400%, whUe 
Germany as a whole increased its population from 48,000,000 to 
68,000,000, or 41.6%. 

This immense and profitable business would have been difficult 
and perhaps even impossible to transact without the institution 
of the free port and the consequent large facihties for handling 
and warehousing goods and providing for their re-shipment. As 
a result qi this immense volume of re-export business, Hamburg, 
before August 1st, 1914, was second only to New York in the 
amount of business transacted. It had an annual amount of 
$1,960,000,000, while New York had $1,966,000,000, retaining 
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its supremacy by the narrow margin of $6,000,000, a margia 
narrow indeed consideritig its tremendous superiority in popula- 
tion and size. More than that, the average per capita wealth 
of Hamburg is 60% higher than the average per capita wealth 
of the rest of the German Empire. The income of the port 
from tonnage fees increased from 1,000,000 Marks in 1889 to 
4,400,000 Harks in 1913, while the sums devot«d to its main- 
tenance are only 4% to 5% of the total budget of the Port of 
Hamburg. 

A tool of commerce with such possibilities of development 
should not be allowed to pass uninvestigated at this time, when 
the competition for the overseas markets after the war will be 
keener than ever before, and foreign markets of far more impor- 
tance to the United States than at any time in our history, to 
save our war-stimulated industries from collapse by securing 
markets to absorb the products of peace. 



CHAPTER XVIII 

THE NIOCSSSES BY WHICH THE FREE PORTS OF 
HAMBURG Ain> BREMEN WERE CREATED 

The preeeot agitation for free ports in the United States has 
led to a careful study of existing free ports abroad. As the 
sourcee of definite information are difficult of access, it will be 
well worth our while to turn aside, for a chapter, and study in 
detail the process by which the most conspicuous examples of 
free ports, Hamburg and Bremen, came to be established. As 
we look forward to legislation in the United States to permit the 
institution of a similar system here, we may find some instructive 
points in the experience of the two noted examples which we have 
mentioned. 

Hamburg and Bremen are so similar in history and political 
institutions that we will need to consider only the larger of the 
two, Hamburg, in order to understand the situation of both. 
As a matter of fact, when the question of incorporation into the 
customs union of the German Empire came up, Bremen followed 
the practice and methods of Hamburg in establishing the free 
Eones as they are known to-day. 

Before we can understand the present situation in Hamburg 
we shall have, to consider the peculiar history and political in- 
stitutions of that state. The Free and Hanseatic City of Ham- 
haig is now, and has been since 1871, an independent federal 
state of the German Empire, an imperium in imperio. It was 
founded in 871 and granted extensive privileges by Frederick 
Barbarossa in H89. In 1292 it received its independence and its 
first constitution, which has been the Magna Charta of all its 
constitutional changes ever since. 

Under the form of government then established the ruling 
power was in the hands of a Senate of 18 to 24 members at 
different times in its history. These conaules or Senators were 
chosen from the merchant's guild. From its first constitution, 
the government of Hambui^ has always been a government by 
merchants, which is as it should be, since Hamburg's one and 
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only interest of importance has been and still is her shipping 
and commerce. The leaders of the Senate were four proconsulea 
ma0stni eivilim. All the members of the Senate together form 
a sort of corporate sovereign, who is the ruler of the State of 
Hamburg. 

This supreme power of the Senate was contested successfully 
on several occasions by the burgers, who extorted new constitu- 
tions which gave the people more power in 1410, 1458, 1483, 
1529, 1603, 1617, and particularly one in 1712. The constitu- 
tion now in force was adopted in 1860, more than a decade before 
the formation of the German Empire. According to this con^ 
stitution, the Senate consists of 18 Senators. Of these, only lune 
may be lawyers; seven must be merchants, and the other two may 
be of any other profession. . Senators are chosen by both houses 
of the legislative body for life. The lower house, the Bui^er- 
schaft, consisted of all the householders until 1860. Since then 
it consists of 160 representatives, elected by a system of pro- 
portional representation. The Burgerschaft gained control of 
the purse strings in 1563, and now all measures involving the 
expenditure of money must pass throu^ it. Financial matters 
are taken care of by the I^^ance Deputation, and commercial 
afiFairs by the Commerce Deputation, both of which correspond 
to our administrative departments. 

When the German Empire was founded Hamburg became one 
of the 26 federal states, and as such, under the constitution, it 
retained a number of far-reaching residuary rights. All matters 
of purely local interest are affairs of the Senate and House of 
Bui^hers, and not of Berlin. In fact, the Hansa towns maintain 
a minister at Berlin as if it were a foreign capital. 

At this point it will be worth while remarking that the history 
of Hamburg and Bremen will not afford us any precedent on the 
question of the legal organization of a free port. For, as we have 
just indicated, in their case the free port existed before tiie laws 
concerning it were passed, and what the laws did was not to create 
a free port, but to restrict it. In the United States, on the con- 
trary, a free port will not exist unless the Government passes 
an enabling act permitting the establishment of such institutions. 
But aside from the bare enabling act, 'a study of the details <rf 
the execution of the plan should be suggestive to us in showing us 
where we can avoid mistakes and make improvementa. For the 
results which the merchant republic of Hamburg has aocom- 
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plighed in the creation of one of the most efficient poria in the 
world deserve the attention of Americans. The port of Ham- 
tim^, including the channel to the sea, has been bought and paid 
for by the people of Hamburg and by no one else. It is a harbor 
of the people, by the people, and for the people, and it has cost the 
people $125,000,000 out of their own pockets. But in spite of the 
good work which they have accomplished, we certMnly do not 
intend to rest contented with "just as good," but must go on and 
build much better than the Burghers and Senates of Hamburg 
and Bremen. 

It is sometimes said that the free ports of Hamburg and 
Bremen were created by imperial laws. The reverse is much 
more nearly true. By these laws the free zones or free ports of 
Hamburg and Bremen were restricted in area, not created. 
After much bargaining between the Sovereign States of Hamburg 
and Bremen and the Imperial Government, as represented by 
the Bundesrat and the Imperial Chancellor, an agreement was 
reached whereby the customs-free area of the Free City of Ham- 
bui^ was reduced from 414.5 square kilometers to 10.9, and that 
of Bremen from 256.4 to 3.3, in so far as the customs of the 
Empire were concerned. It was just as if Rhode Island, let us 
say, should have been free trade while the rest of the United 
States was protectionist; then a law was passed making Newport 
News alone free trade, while the rest of the state came under 
the tariff laws. In the same way the two states which by 
Article 34 of the constitutions of 1868 and 1871 were free trade 
throughout their entire area had this free area reduced so as to 
include only certain inclosed zones of the ports. 

According to Article 34 of the Constitution of the North Ger- 
man Federation of 1868 and of the Constitution of the German 
Empire of 1871, the Free and Hanseatic Cities of Hamburg and 
Bremen remained outside of the Customs Union "until such time 
as they signify theJr desire to be included in the Customs Area,'" 
Also, such parts of their territory as are by nature not adapted to 
inclusion within the tariff boundary are not affected by this pro- 
vision and are incorporated within the Customs inclosure. 

The Free and Hanseatic City of Luebeck was accorded the 
same privilege when the Constitution of 1868 was adopted, but 
declined to make use of it. It entered the North German Federa- 

■ "Das Verfassunga Recht des Deutschen Reiches," Dr. Ludwig von 
Roetme, p. 114. 



294 PORTS AND TERMINALS 

tioD and later the German Empire on Uie same conditions as all 
the other statea except Hamburg and Bremen. 

During the ten years following the adoption of the Constitu- 
tion of 1871 it was found increasingly difficult to guard the cus- 
toms frontier between Hambui^ and the Empire. For instance 
we find in 1881 : 

"1. Anyone having in his posaession goods of a nature iudicatiug 
Hamburg as a source, found near tlie border between the State of Ham- 
bui^ and the German Tariff Area will be subject to ten Thalers fine. 

2. Anyone found with dutiable goods in a public house or on the high- 
road or any other place in the proximity of the frontier between Ham- 
burg and the Customs Area between sunset and sunrise will be detained 
under suspicion of smuggling."* 

On December 8, 1881, the Bundeerat decreed that certain 
islands on the Elbe which belong to the State of Hamburg would 
be considered as part of the tariff area of the Empire on and after 
January 1st, 1882. A full and detailed set of r^ulations was 
attached, by which it was arranged for ships to proceed up the 
river Elbe through German Customs Territory to the non-cus- 
toms territory of the State of Hamburg under a tariff Sag by day 
and certain lights by night. 

Some time later the Prussian town of Altona injured the feelings 
of the House of Burghers and the Senate of Hamburg by asking 
the Bundesrat, without consulting Hambiug, to include St. 
Pauli, a suburb of Hambui^, within the Customs Area. This last 
act accelerated the movement for an understanding between 
Hambiu-g and the Empire. Bismarck had repeatedly asked 
Hamburg when the Senate intended to take advantage of the 
clause in Article 34, section 1, mentioned above, and "signify its 
desire to be included in the Customs Union." This suggestion 
was violently opposed by all the Hanseatics. 

As it was evidently necessary to cooperate with the Empire, 
rather than fight it on the bases of the residuary rights left 
under Article S4 of the Constitution, the Senate of Hamburg, on 
March 28, 1881, asked the Burgerschaft to appoint a committee of 
nine members to confer with a committee from the Senate and 
representatives from the Treasury Department and others from 
the Imperial Government to discuss a compromise. The 

I "GeseUensammlung der Freien und Hanssstadt Hamburg," Vol. 17, 
p. 220, date of Oct. 31, 1881. 
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Burgerschaft was much incensed, but the Senate continued the 
investigation. 

On June 3, 1881, a lengthy agreement between the Senate and 
the Imperial Government was handed to the Bui^rschaft for its 
aflirmation. It covered the general principles and many details 
for the incorporation of Hambiii^ in the German Tariff Area and 
provided for the exclusion from the incorporation of a free harbor 
zone. This agreement was ratified by the House of Burghere on 
June 15, 1881. As this agreement between the State of Ham- 
burg and the Bundesrat, representing the Imperial Federation, 
was accepted by the Bundesrat, it became operative without fur- 
ther legislation. At least there is no law in the Reicbs Gesetz- 
blatt, except the one quoted below, which would indicate any 
further legislation than this agreement. 

The history of the case, the agreement with the representatives 
of the Imperial Government and many communications, includ- 
ing letters from Bismarck, then the Imperial Chancellor, and 
other exhibits, together with the report of the Senate to the 
Burgerschaft, are included in the report laid before the Burger- 
schaft when the agreement was up for ratification. The entire 
situation is covered in these forty pages of documents which 
constitute the most important source of material for the free port 
question.' 

The agreement concerning the incorporation of Hamburg 
within the German Tariff Area as presented to the Hamburg 
House of Burghers, translated, is as follows: 



Negotiated at Berlin, May 25, 1881, in the Ministry of Finance. 

Between the Pruesian MiniBter of Finance, Hitter, and the Imperial 
Stat« Secretary of Treasury (Reichasehatzamts), Scboli, as representa- 
tives of the Imperial Chancellor as participants of the first part, and 
the Commissioned Representatives of the Senate of the Free and Han- 
Beatic City of Hamburg, Senator Dr. Versmann, Senator O'Swald and 
the Resident Minister, Dr. Kriiger, as party of the second part, have 
been concluded awaiting the confirmation of the Imperial Chancellor 

'See "Verhandhingen zwischen Senat und Buergerechafl der tteiea 
Hansaatadt Hamburg fuer das Jahr 1881," pp. 162, 1S6, 190, 201, and more 
especially pp. 207-248. 

See "Verhandlungea" for 1882 for the plana, maps, specifications, cost 
eetimatee, etc., of the actual execution of the work. 

See also rfeum£ in MacElwee, "Hamburger Hafenbau Politik." 
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and the Senate of the Free and Hanseatic City of Hamburg, the following 
conditions of incorporation of Hamburg within the German CuBtoma 
Area. 

1 

The Free and Hanseatic City of Hamburg is prepared to enter the 
German Customs Area with all of ite territory except the area herein 
described. 

For this area, which Hamburg will retain as a permanent Free Port, 
Art. 34 of the Imperial Constitution remains in force. The Free Port 
privileges of this area shall not be either annulled nor abridged without 
the consent of Hamburg. 

The Free Port Area includes 

Here follows a detailed description of the boundaries, which are 
shown on the accompanying maps, Figs- 116 and 117 (also see 
Fig. 4, page 18) 



« of the present free port fraa » 

The area included in the Free Port on the North bank of the River 
Elbe shall not be used as a place of habitation or of retail business (except 
necessary dwellings for warehouse superintendents, customs officers, 
police officers, and harbor officials). 

The area of the Free Port situated on the South side of the river, as 
far as the same is the property of the State of Hamburg, shall not be 
built upon for shops or other buildings except to house necessary officials. 
All existing dwellmgs and places of retail business, in so far as they do 
not serve the designated official purpose, shall be removed, as far as 



FREE POETS OF HAMBVUG AND BREMEN 



297 

J, -a a 
O --g 
si-l 

a|'S 

C5 - 
■Si's 

III 



its 

III 



■afi 5 

ill! 

till 

I IB 



298 PORTS AND TERMINALS 

poBsible. Hamburg will &Ibo take all other neeessary stepe to secure 
the GUBtoma line. 

The harbor of Cuxhaven will remain as heretofore, outside of the 
customs area (i.e., as a Free Port). 

The warehouse of the Zoll Vwein will be discontinued when the in- 
corporation has been completed. 



All induBtriefi which manufacture for export and are dependent on 
imported raw materials free of duty are henceforth restricted to the 
Free Port. Existing establishments of this nature which in the future 
will be located within the Free Port, but which, because of the extent 
of the present plants are not able to move at once to the fVee Port will 
be given every opportunity to continue manufacturing under present 
conditions at the present location until some future time (afterwards 
this time was set as 1900), in order that the ability of such firms to 
compete abroad shall not be interfered with. 

To such existing industrial undertakings belong; 

(a) Rectification of spirits. 

(b) Malt manufacture and distilleries for export. 

(c) Lard refineries for export. 

(d) Rice mills. 

(«) Meat packers for export. 

C/) Ship yards which in the future will be located in the Free Port. 

(jl) Sugar refineries. 



The administration of cuBtoms and duties — with the exception of 
territory located in Holatein and Guxhaven^ — -will be entirely in the 
hands of Hamburg officials. 

Hamburg customs officials are relieved from the regulations governing 
Military Inspectors. 

The costs of maintaining directing officers of customs shall be paid 
by Hamburg. The pay to be given aU other officials with consideration 
for local conditions shall conform to a norm to be agreed upon. 

Existing customs buildings, insofar as the same may be of any further 
use, will be transferred to Hambui^. 

The use to which other customs and revision buildings outside of the 
new area may be put is reserved for further ap^ement. 

The tariff union (ZoUgemeinschaft, which includes the German Em- 
pire and LuxembouT^), assumes the payment of pensions to Hamburg 
officials of the Indirect Tax Collection Office who may be left \rithout 
employment (because of the change). 
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A new Bet of rules and regulatJone oov«ring the clearaooe ai goods in 
the Hamburg tariS harbor (that part not mcluded within the Free Port), 
witii due reepect to local conditions of tide, ice, etc., will be published. 



This paragraph says that the existing general regulations governing 
tlie administraUons of customs by the tariff unioa (the Empire and 
Luxembourg) will be changed where necessary to conform to the new 
situation. 

6 

The Qennan Empire will contribute to the costs of oonatruotion and 
exiHvpriation involved in the incorporation of Hamburg, and to the 
ooets of such chaises in existing commercial and transportation insti- 
tutions caused thereby, a sum not to exceed 40,000,000 marks. 

To ascertain the sum which the Empire is to pay, the Senate of Ham- 
burg will cause to be made, aa soon as possible, an estimate of the expense 
to be incurred and a general plan of execution, and Hamburg will agree 
with the Empire concerning the same. 

Half of the expense, as ascertained by the Senate and the House of 
Burghers, but not to exceed 40,000,000 marks, will be paid into the 
Hamburg Treasury within ten years in annual instalments. The first 
instalment will be paid one year after the estimate approved by the 
Senate and the House of Burghers has been received. The other instal- 
ments will follow annually thereafter following the statement from the 
government of Hamburg that the work is pn^ressing in accordance 
with the agreement. 



The Senate will see to it that the work progresses with the least 
possible delay. 

The incorporation of Hamburg will take place after the first day of 
October, 1888, at a time to be agreed upon by the Bundesrat. 



Rules governing the collection of supplementary taxes (Nachsteuer) 
shall be the same as agreed in the case of LQbeek. 



In case the Bundesrat changes the present Common Custom House 
before the Incorporation, in the interim the collection of taxes will be 
performed by Prussia, 
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This agreement, after the agreementB mentioned in the inbDduction 
have been ratified, sball be Bubmitted to the Bundesrat for its approval. 
As soon as this approval has been received the Senate of Hamburg, 
in accordance with Art. 34 of the Imperial Constitution, will make a 
request to the Bundesrat to be incorporated within the German Customs 
Union on the conditions of this agreement. 

It is expressly reserved, however, that the act of the Bundesrat shall 
be effective only after the Reichstag has voted the contribution to the 
expenses of the incorporation as agreed in Paragraph 6 above. 
(Signed) Biitbr Veksmann 

scholz w. o'swald 

Kruger 

In addition to the above agreement a codicil or commentary 
document makes more explicit some of the articles and entera 
somewhat into detail. As there is nothing new in the principles 
involved, it i8 not necessary to give this document here.^ 

There was still a possibility, however, that Hambui^ might be 
cut off from the sea merely by the Elbe being closed to ships which 
had not undergone a customs revision on entering the Customs 
Union Territory between Hamburg and the sea. In order to 
prevent this, the Hanseatic Resident Minister, Dr. Kruger, wrote 
a letter to Prince Bismarck, then Chancellor of the German Em- 
pire, to clear up this point. He received the following reply: 

Berlin, May 27, 1881. 

I have, Sh-, the honor to reply to your letter of the 25th inst. that it 
does not Beem advisable to leave the customs regulations of the lower 
Elbe in the present condition. However, I share the view of the Senate 
of Hamburg that the present arrangement by which ehipe proceeding 
from the sea to Hamburg and from Hamburg to the sea in transit, 
under the customs flag or customs lights, are to be free from customs 
inspection, is a permanent institution. 

I do not doubt that this institution, the execution of which can be put 
almost entirely under the control of pilots sworn as customs officials, 
will be satisfactory in practice and will offer the customs sufficient secur- 
ity. Should an unexpected change become necessary, with future ex- 
perience, I for my part will favor only such an institution as will meet 
the requirements of free communication between the Free Port of 
Hamburg and the open sea — the Free Port in its present or in its future 
restricted form — as completely as the present arrangeinent of the Cus- 

< Neben-Protokoll, May 25, 1S81. 
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toma flag. Also I shall not fail to notify ttie Senate of an opportunity 
to present its views and suggestions. 



The Imperial Government will be glad to cofiperate with Hamburg 
in the future in the arrangement of tariff questions connected with the 
Free Port position of Hamburg and will be able to go further in this aid 
if Hamburg refrains from using technical questions as a means for fur- 
thering political ambitions which would put upon the government the 
duty of defending its constitutional rights. 

V. BlSMABCK. 

To 
The Hanaeatic Resident Minister 
Dr. KrUger, Esq. 

The case of Bremen was similar in every resi>ect as to legal 
and historical background. However, some of the details in the 
conditions of incorporation were different and perhaps therefore 
of interest. 

The Senate of Bremen sent a request to the firemen House of 
Burghers that they approve the suggestions made in the report 
of the Committees of the Bundesrat on "Tariffs and Taxes," 
on "Commerce and Trade," and on "Finance." The important 
part of the Bundesrat report reads as follows: 

"In case Bremen requeets to be incorporated into the German Cus- 
toms Union on renouncing the particular rights and privileges accorded 
in Art. 34 of the Imperial Constitution, the Bundesrat will agree to the 
following: 

1. That the territory of the Free and Hanseatic City of Bremen with- 
out the Common TariS Boundary of the Empire will be included or in- 
corporated into said boundary on the same day as that of Hamburg. In 
case the Free and Hanseatic City of Bremen desires to be incorporated 
at an earlier date, such action remains open to discussion. 

2. The harbor area and the petroleum harbor as noted on the accom- 
panying map remain excluded from this action and outside of the tariff 
boundaries of the Empire. 

3. Coincidentally with the incorporation of Bremen within the Tariff 
Boundary, the lower Weser will be included within the said Boundary. 

4. The area to the North of Bremen and on the right bank of the 
river, as denoted on the accompanying map, will be secured against 
the passing of merchandise (zollsicher algeschlossen) and shaU be re- 
garded as foreign territory according to the laws of the Union. Within 
this area, which will be subject to customs r^ulation and control only 
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from without, and which will be equipped with all the lequirite harbor 
works, quays, and warehouaeB, all movement of ahipe, loading, unload- 
ing, and handling of freight shall be freed from any cuBtome control, 
supervision, or interference whatsoever. However, books shall be kept 
in accordance with commercial usage, from which may be seen at any 
time the nature and quantity of all goods stored or held within the 
zone, and the customs officials shall have access to the inspection of such 
books at any time. 

5. For all ships plying between Bremen and the sea, Bremen will be 
a port of entry in accordance with Sections 74 and following of the cus- 
toms regulations of tha Customs Union. The function of the officials 
empowered to receive customs declarations and to accompany dutiable 
goods may be delegated to pilots duly sworn as customs officials. 

For vessels pl)dng between Bremen and Bremerhaven (a distance of 
54 miles), formalities shall be simplified as much as possible. 

Regulations concerning the navigation of the Weser shall be formu- 
lated with due regard for the commercial interests of Bremen. 

Of the same nature and in the same spirit the present customs regu- 
lations of the Customs Union shall be revised to accommodate the new 
position of Bremen and in particular the movement of tobacco samples. 

Also all changes which have been appLed to Hamburg shall also apply 
to Bremen insofar as the conditions which such regulations are to cover 
remain the same. 

6. Industrial enterprises which are dependent on duty-free raw 
materials from abroad shall be given every possible assistance. In 
particular, petroleum refineries, tobacco factories, and breweries which 
export and renounce their domestic business within the Customs Area 
shall be assured the continuatbn of their industries and the ability to 
compete abroad in every possible manner. 

7. The entire customs and taxing administration in all the area of the 
State of Bremen shall be administered by the Free and Hanseatic City 



The expenses of the Customs Administration shall be refunded to 
Bremen. 

The pensions to Bremen tax officials who may be retired from service 
in the administration of the indirect taxation of Bremen shall be paid 
by the Customs Union. 

The customs buildings which have been built at the expense of the 
Customs Union will be transferred to Bremen without cost if the same 
continue to serve customs uses. 

8. The Empire will contribute to the costs of harbor works, quays, 
purchase of land, and other institutions required in the Incorporation 
of Bremen and the changes in existing commerce and traffic to a maxi- 
mum sum of M. 12,000,000. 
. To ascertain this amount the Senate of Bremen will cause to be made 
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a cost estimate and general plan and will agree on the same with the 
Imperial Chancellor. 

Thio contribution will be paid into the treasmy of Bremen in four 
equal instalment, the first of which will be paid one year after notice has 
been given of the amount of the same by the Senate and House of 
Burghers of Bremen, and the following instalments each year after 
notice has been g^ven that the work is in satisfactory progress. 
(Signed by the members of the three Bundesrat Committees.") 



May these chapters on porta help to point the way to a greater 
American understanding of the problems involved and to renewed 
energy of execution. Then will American porta be not only equal 
to, but far better than any ports yet known abroad. 
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ports, 269 

section, character of industries, 
260 
Inland commercial port layout, 273 

waterways and the seaports 
(Chap. XV), 234 
In stream loading, 76 

Jamaica Bay, industrial possibilities 
of, 269, 271 
lighterage, 85 
Jones, Grosvenor M., 3, 7, 16, 62, 87 

Landing pontoon at Antwerp and 

Liverpool, 251 
Lighterage, 30, 31, 71 

a substitute belt line, 84 

canal, 79,80 

case New JerBcy, 89 

costs. Bush, 94 

equipment, 73 

at Hamburg, 77, 78 

London, 83 

at New York, 72 

public, 72 
lighters, cost of, 73 



Lightoie, steam, 74 
wharfage on, 76 
liverpool belt railroad, 69 

PrincesB T^niliTig Stage, 261 
Load factor, importance of ex- 
plained, 34 
and the free port, 280 
and the HinterUiid, 35 
Montreal, 35 
Loading ocean-going vessels vith 

bulk freight, 211 . 
LocaUon of ports, historical reasons, 
13 
distance from the sea, 13 
Lombard warehouses, 286 
London belt railroad, 68 
Lowland reclamation for industrial 
harbors, 282 

Manchester belt railroad, 69 
port salesmanship, 61 

Mannheim, river port of, 240 

Manufacturing in bond, 384, 286 

Map of Antwerp, 19 

Baltimore Harbor, 66 
Bordeaux, 26 
Boston Harbor, 66 
Bremen, 26 
Bremerhaven, 24 
Canadian Uke Ports, 44 
Duesaeldorf Harbor, 246 
Duisburg-Ruhrort Harbor, 246 
Frankfort on the Main, 249 
harbor mouthes, North Sea, 14 
Hambuif , about 1796, 206 
free port, 1888,297 
ports and additJons, 1912, 18 
London, 20 
Manchester, 23 
Neuss Industrial Harbor, 24S 
New York Railroad Terminals, 

69 
Philadelphia, 68 
Rotterdam, 22 
Tilbury Docks, 21 

McMyler coal car dumper, 212 
whirler, 206 

Mechanical connection of waterfront 
with upland, 261 
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Midland Harbor, 46 
Mississippi river porta, 250 
Mobile, competitioa of, 46 
Monbeal, 46 

belt line, 60 
Mooring posts or dolphins, 31, 76 
Motor truck formula, 113 

trucks, 07 
Moyamenstng piers, Philadelphia, 
123-127 

Neuss, map of river port, 249 
Newark Bay lighterage, 85 

industrial possibilities of, 260, 
271 
New Jersey Lighterage Case, I. C 

C, 80 
New Orleans, competition of, 46 

belt railroad, 64 
New York, port of, commerce of 
sections, 87 
railroad map of port, 59 

Obsolescence of pier structures, 124 
Oveiliead connection with upland. 



Parasitical expense, 3 
Passengers, cabin, 30 

steerage, 31 
Philadelphia belt railroad, 66 

map of port, 68 
Pier cross sections, Philadelphia, 
137, 138 
Hamburg, 130, 141 

definition of, 8 

dimenaionB, 148 
I^ers, 119 

length of, 146 

teams and motor trucks, 142 

two decks, 145 
Fort Arthur, 41 

railway port of, 64 . 
Port Colbome, 46 
Port McNicoll Harbor, 45 
Prescott, 46 

Problem, ports for war and after 
war, 2 



Quays, S, 119 

Rail haul. Coate of, compared with 

water transportation, 4 
Railroad competition and Erie 
Canal, 38 
connection with interior, 28 
freight, cort of delivery in New 

York, 91 
rate differentJala, 38 
rates and Gulf porta, 47 
on imports into the U. S. A., 
49 
Railway ports, 53 
Re-esports, 277 
Reservoir, the r. principle, 27 
River harbor and industrial area, 

map, 273 
Rosenblut, Cartage map of New 

York, 106 
Rotterdam belt railroad, 66 
Ruhrort (map), 214, 

Salesmanship of port services, 51 

Saa Francisco belt line, 62 

Seattle belt railroad, 66 

3eIf-unloader8, 209 

Separation of t«rminal chargee, 70 

Shed equipment (Chap. IX), 167 

Ships' tackle, 153 

Side-arm canal, 262 

Side port discharge, 149 

Skids, 168 

Slip, definition of, S 

Smith, R. A. C, opinion on car 

tracks, 133 
Specialized freight (Chap. XIII), 

104 
Sprague adjustable loop, 175 
Standardized package freight, 30 
Standard package freight (Chap. 

XIII), 194 
Statistics, warning in use of, 9 

of American jjorts, II 

of English and American ports, 
12 

of porU of the world, 10, 12 
Stavanger, car tracks on quay at, 



Stu&rt ^Btem of coal pier, 212 
Stock pile a bulk warehouse, 214 

piles, 219 
Store door delivery, 107-110 

Telpher or overhead monorail 
trolley, 116, 174 
system, Chalmette sugar 

refinery, 201 
transfer ^stem, typical layout, 
270 
Terminal charges, 6S 

facilities, definition of, 6 
Terminology, 7 
Tides, range of, 15 
Tiering machines, 199 
TiflSn, 45 
Trailers, 168 
Transit shed, 28, 128 
size of, 128 



Union cartage, 114 
lighterage, '90 
Unity of port with respect to all its 

facilities, 29 
Unloading costs, 209 
Upland communication, formula, 
260 
valuation and development, 255 



Value of harbor lands, e 

planation of, 255 
Vehicular tunnel New York-New 

Jersey, 111 

Hamburg, 112 

Vertical belt conveyors, 199 

Wot, port problem and the war, 1 
Warehouse (Chap. XII), 177 

construction details of, 179 

cotton warehouse, New Orleans, 
179 

economic function of, 28 

fiscal aspects of, 178 

foreign, 187 

at Hamburg, 191 

municipal cofiperation, 192 

at liverpool, 190 



Warehouse, location with respect to 
the wfa&rvea, 183 

at London, 187 

many storied, 180 

rail connection, 181 

rec«ipt, port of New Orleana, 178 

at Botterdam, 189 

storage sheds, 186 

whip hoists, 180 
Warrents, 286 
Water level variations, 251 



Waterside deliveiy, 77 
Waterway and railway co6peration, 
239 

connection with the interior, 28 
Webster, George S., 142 
Wellaod cantU, 46 
Wharf, de&iiljon of, 8 

deaign, 119 
Wharfage on lighters, 7S 

Yonlcers, lighterage to, 86 
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